	Source
	Title
	Destination

	S2-042829
	LS on Supporting RADIUS/DIAMETER Protocol at Wd Interface
	To:
CN4, SA5, IETF AAA WG

	S2-042830
	Reply LS on On-line charging Disconnection Procedure
	To:
CN4



	S2-042887
	LS on mapping tunnels for WLAN 3GPP IP access and W-APNs
	To:
SA3, CN4, T2

	S2-042911
	Reply LS on sending the GGSN Address on the Gq interface
	To:
CN3

Cc:
SA5


	S2-042912
	Reply LS on the evolution of the Gi interface for AAA purpose
	To:
CN3

	S2-042917
	Reply to LS on Session Repetition
	To:
GERAN2, RAN2, RAN3, SA4


	S2-042918
	Response LS on MBMS support in UTRAN and Session Repetition
	To:
RAN2
Cc:
GERAN, RAN3, CN1



	S2-042919
	Reply to LS on Summary of Agreements on Frequency Layer Convergence Mechanism
	To:
RAN2, 

Cc:
RAN3, RAN4, SA1, SA4, GERAN2



	S2-042920
	Reply LS on Clarification of TMGI format
	To:
RAN2, CN4, CN1

Cc:
RAN3, GERAN, SA1

	S2-042922
	LS on MBMS NSAPI
	To:
CN1, CN4, RAN2, RAN3

	S2-042929
	LS on MBMS Bearer priorities
	To:
RAN2, RAN3, GERAN2

	S2-042940
	LS on Circuit Switched Voice-Video Switching
	To:
GERAN

	S2-042942
	LS on forwarding the Flow Based Charging contribution
	To:
SA5

	S2-042945
	LS reply on Mapping between ITU-T and 3GPP QoS Classes and Traffic Descriptors
	To:
ETSI TISPAN WG5
Cc:
ITU T SG13 (Q.6/13), ITU-T SG12, T1A1


	S2-042946
	Reply LS on the use of pres and im URIs in IMS
	To:
CN1, SA1



	S2-042947
	Reply LS on provision of configuration data to a UE
	To:
CN1, SA3

Cc:
OMA DM WG


	S2-042948
	Reply LS on
 IP-CAN transport for additional IMS capabilities
	To:
CN1, CN3

Cc:
SA5 



	S2-042950
	Network control of SBLP PDP Context establishment
	To:
CN3

Cc:
CN1

	S2-042951
	Reply LS on Binding Scenario Information to Mutual EAP Authentication
	To:
SA3, CN1, CN4



	S2-042952
	LS on Supporting MBMS Charging Mechanisms
	To:
SA5, CN4, CN3 

Cc:
SA1
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