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	Reason for change:
	There is an EN in clasue I.9 related to the construction of SUPI for initial access (onboarding):
Editor’s Note: It is FFS, how the default credential identifier i.e., verifiably secure identifier is used as SUPI during the authentication procedure related to Onboarding.

It is already defined in TS 23.5012, clause 5.30.2.10.2.6 that the SUPI used for initial access shall be derived from the Default UE credentials: “The SUPI shall uniquely identify the UE and shall be derived from the Default UE credentials.”
There is no need for any further definition of the SUPI for onboarding in 33.501.
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	 Removal of Editor's note in clause I.9.2.1
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	Remaining Editor's note
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[bookmark: _Toc19634762][bookmark: _Toc26875822][bookmark: _Toc35528573][bookmark: _Toc35533334][bookmark: _Toc45028677][bookmark: _Toc45274342][bookmark: _Toc45274929][bookmark: _Toc51168186][bookmark: _Toc82095729]******* FIRST CHANGE ************
[bookmark: _Hlk88066032][bookmark: _Toc92816627]I.9.2.1	Requirements
The primary authentication shall be performed before initial access for UE onboarding is allowed. The UE shall use Default UE credentials for the primary authentication. Credentials or means used to authenticate the UE based on Default UE credentials may be stored within the ON-SNPN or in a Default Credentials Server (DCS) that is external to the ON-SNPN.
[bookmark: _Hlk88066066]Editor’s Note: additional requirements are FFS.
Editor’s Note: It is FFS how using anonymous SUCI or skipping default credentials identifier to initiate onboarding will meet the scope of ‘UE being verified as "uniquely identifiable and verifiably secure".
Editor’s Note: It is FFS, how the default credential identifier i.e., verifiably secure identifier is used as SUPI during the authentication procedure related to Onboarding.
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