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D.2
Propagation Conditions

D.2.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

D.2.2
Multi-path fading propagation conditions

Table D.2 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table D.2: Propagation Conditions for Multi path Fading Environments

	Case 1, speed 3km/h
	Case 2, speed 3 km/h
	Case 3, 120 km/h

	Relative Delay [ns]
	Average Power [dB]
	Relative Delay [ns]
	Average Power [dB]
	Relative Delay [ns]
	Average Power [dB]

	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3

	
	
	12000
	0
	521
	-6

	
	
	
	
	781
	-9


Annex H (normative):
Terminal Baseline and Service Implementation Capabilities (TDD)

H.1
Baseline Implementation Capabilities:

Table H.1: Baseline implementation capabilities

	Capability TDD
	Section
	UE*
	Comments

	Chip rate 3.84 Mcps
	
	M
	

	Frequency bands: (uplink and downlink)

_______________________________

1900-1920 MHz

2010-2025 MHz

_______________________________

1850-1910 MHz

1930-1990 MHz

_______________________________

1910-1930 MHz

_______________________________
	
	M

M

M

M

M
	

	Other spectrum
	
	O
	As Declared

	Carrier raster 200 kHz
	
	M
	

	UE maximum output power
	6.2.1.
	M
	2, 3 


(* M = mandatory, O = optional)

-
The special conformance testing functions and the logical test interface as specified in TS 34.109 [3]. This issue is currently under investigation.

-
Uplink reference measurement channel 12.2 kbps (FDD), TS 25.102 [1] subclause A.2.1.

-
Downlink reference measurement channel 12.2 kbps (FDD), TS 25.102 [1] subclause A.2.2.

H.2
Service Implementation Capabilities:

-
Downlink reference measurement channel 64 kbps (TDD), TS 25.102 subclause A.2.3.

-
Downlink reference measurement channel 144 kbps (TDD), TS 25.102 subclause A.2.4.

-
Down-link reference measurement channel 384 kbps (TDD), TS 25.102 subclause A.2.5.

-
BCH Reference Measurement Channel.
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