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5.2
Structure and coding of TERMINAL PROFILE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data:

Description
Clause
M/O/C
Length

Profile
-
M
lgth

-
Profile:

Contents:
The list of USAT facilities that are supported by the ME.

Coding:

1 bit is used to code each facility:

bit = 1: facility supported by ME

bit = 0: facility not supported by ME

First byte (Download):



b8
b7
b6
b5
b4
b3
b2
b1











Profile download











SMS-PP data download











Cell Broadcast data download











Menu selection











Bit = 1 if SMS-PP data download is supported











Timer expiration











Bit = 1 if Call Control by USIM is supported











Bit = 1 if Call Control by USIM is supported

[…]

Nineteenth byte: (reserved for TIA/EIA-136 facilities):



B8
b7
b6
b5
b4
b3
b2
b1











Protocol Version, coded as indicated in TIA/EIA-136-123 [29]











RFU, bit = 0

Twentieth byte: (reserved for TIA/EIA/IS-820 facilities):


b8
b7
b6
b5
b4
b3
b2
b1











Reserved by TIA/EIA/IS-820 [31]

Subsequent bytes:



b8
b7
b6
b5
b4
b3
b2
b1











RFU, bit = 0 


RFU bits, and all bits of subsequent bytes, are reserved to indicate future facilities. A SIM supporting only the features of SIM Application Toolkit defined here shall not check the value of RFU bits.


Response parameters/data: None.
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