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5.1
MMS User Agent

5.1.1
MMS User Agent operations

The MMS User Agent shall provide the following application layer functionalities:-

· the retrieval of MMs (initiate MM delivery to the MMS User Agent).

The MMS User Agent may provide additional application layer functionalities such as:-

· the MM composition 

· the MM submission

· the MM presentation;

· the presentation of notifications to the user;

· the signing of an MM on an end-user to end-user basis;

· the decryption and encryption of an MM on an end-user to end-user basis;

· all aspects of storing MMs on the terminal;

· handling of MMS-related information on the USIM, if the USIM supports MMS;

· the handling of external devices;

· the user profile management.

This optional list of additional functionalities of the MMS User Agent is not exhaustive.

7
MMS Service Behaviour Description

…
7.1.X
Handling of MMS-related information on the USIM

If the USIM according to [57] stores MMS related information , an MMS User Agent may be able to handle that MMS-related information on the USIM which comprises:

· MMS connectivity information, as defined in Annex F,

· MMS user preferences, as defined in Annex F, and

· MMS notifications.

MMS connectivity information, which is stored on the USIM, should be used by an MMS User Agent to connect to the network for the purpose of accessing the MMS Relay/Server. When conflicting MMS connectivity information is stored on both the USIM and outside the USIM, the MMS connectivity information stored on the USIM should be used by an MMS User Agent to connect to the network.

MMS user preferences information, which is stored on the USIM, may beused by an MMS User Agent for user assistance in preparation of terminal-originated MMs (e.g. default values for parameters that are often used).

MMS notifications, may be stored on the USIM together with an associated status by a recipient MMS User Agent. 

· When an MMS User Agent has deleted a notification which was stored on the USIM, the associated status should be set to “Free space”

· When an MMS User Agent stores a notification on the USIM, the associated status should be set to “Used space”

· When a recipient MMS User Agent has not handled the notification which is stored on the USIM (e.g. the details of the notification were not shown to the user), the associated status should be set to “notification not read”,

· When a recipient MMS User Agent has handled the notification which is stored on the USIM (e.g. the details of the notification have been shown to the user), the associated status should be set to “notification read”,

· When a recipient MMS User Agent has not retrieved an MM based on the notification which is stored on the USIM, the associated status should be set to “MM not retrieved”,

· When a recipient MMS User Agent has retrieved an MM based on the notification which is stored on the USIM, the notification should be deleted or the associated status may be set to “MM retrieved”,

· When a recipient MMS User Agent has rejected an MM based on the notification which is stored on the USIM, the notification may be deleted or the associated status may be set to “MM rejected”,

· When a recipient MMS User Agent has forwarded an MM based on the notification which is stored on the USIM, the notification may be deleted or the associated status should be set to “MM forwarded”,

Upon an attempt to store a notification on a USIM, an MMS User Agent should ensure that the notification is not lost unless the USIM acknowledges the storage attempt to be successful.
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