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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	8.4.1.16
	RRC / Measurement Control and Report: Traffic volume measurement for transition from idle mode to CELL_FACH state
	R99
	C01
	UEs supporting FDD

	8.4.1.17
	RRC / Measurement Control and Report: Traffic volume measurement for transition from idle mode to CELL_DCH state
	R99
	C01
	UEs supporting FDD

	8.4.1.18
	RRC / Measurement Control and Report: Traffic volume measurement for transition from CELL_FACH state to CELL_DCH state
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.4.1.19
	RRC / Measurement Control and Report: Traffic volume measurement for transition from CELL_DCH to CELL_FACH state
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.4.1.20
	RRC / Measurement Control and Report: Traffic volume measurement in CELL_PCH state
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.4.1.21
	RRC / Measurement Control and Report: Traffic volume measurement in URA_PCH state
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.4.1.22
	RRC / Measurement Control and Report: Quality measurements
	R99
	C01
	UEs supporting FDD

	8.4.1.23
	RRC / Measurement Control and Report: Intra-frequency measurement for events 1C and 1D
	R99
	C01
	UEs supporting FDD

	8.4.1.24
	RRC / Measurement Control and Report: Inter-frequency measurement for event 2A
	R99
	C01
	UEs supporting FDD

	8.4.1.25
	RRC / Measurement Control and Report: Inter-frequency measurement for events 2B and 2E
	R99
	C01
	UEs supporting FDD

	8.4.1.26
	RRC / Measurement Control and Report: Inter-frequency measurement for events 2D and 2F
	R99
	C01
	UEs supporting FDD

	MOBILITY MANAGEMENT

	9.1
	TMSI reallocation
	R99
	C98
	UEs supporting CS domain services
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