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8.3.1.23
Cell Update: HCS cell reselection in CELL_FACH

8.3.1.23.1
Definition

8.3.1.23.2
Conformance requirement

This procedure is used to update UTRAN with the current cell of the UE after it has performed a cell reselection in CELL_FACH state with HCS parameters applied. 

Reference

3GPP TS 25.331 clause 8.3.1.

3GPP TS 25.304 clause 5.2.6.1.4.

3GPP TS 25.304 clause 5.4.3.

8.3.1.23.3
Test purpose

To confirm that the UE can read HCS related SIB information and act upon all HCS parameters. To confirm that the UE executes a cell update procedure after the successful reselection of another UTRA cell. To confirm that the UE sends the correct uplink response message when executing cell update procedure due to cell reselection.

8.3.1.23.4
Method of test

Initial Condition

System Simulator: 3 cells – Cell 1 is active with  downlink transmission power shown in Column To inTable 8.3.1.21-1. Cell 2 and 3 are switched off.
UE: CS-CELL_FACH_Initial (state 6-2) or PS-CELL_FACH_Initial (state 6-4) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE

Specific Message Content 

For system information blocks 3, 4, 11 & 12 for Cell 1 (gives IE’s which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

Contents of System Information Block type 3 (FDD) 

	Information Element
	Value/remark

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	  - Cell selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 6

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 4 (FDD) 

	Information Element
	Value/remark

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping Info
	Not present

	  - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 6

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 11 (FDD) (Cell 1)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 1)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Test Procedure
Table 8.3.1.23-1

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T0
	T1
	T2
	T0
	T1
	T2
	T0
	T1
	T2

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1
	Ch. 1

	HCS Priority
	
	6
	7
	7

	CPICH Ec
	dBm
	-61
	-76
	-61
	-80
	-80
	-67
	-80
	--70
	-73

	H* (After PenaltyTime)
	
	15
	0
	15
	-4
	-4
	9
	-4
	6
	3

	
	
	
	
	
	
	
	
	
	
	


* this parameter is calculated internally in the UE and is only shown for clarification of the test procedure. 

The UE is in the CELL_FACH state, camping onto cell 1.  SS configures Cell 2 and 3 with power levels given in column "TO" and starts to broadcast BCCH on the primary CCPCH in cell 2 & 3. UE shall remain camped on the Cell 1 even after expiry of penalty time i.e. 40 seconds. SS sets downlink transmission power settings according to columns "T1" in table 8.3.1.21-1.  The UE shall find cell 3 to be more suitable for service and hence perform a cell reselection to cell 3 after at-least 40 Seconds (Penalty Time) after the power levels have been changed. After the completion of cell reselection, the UE shall transmit a CELL UPDATE message to the SS on the uplink CCCH of cell 3 and set IE "Cell update cause" to "Cell Reselection". After the SS receives this message, it transmits a CELL UPDATE CONFIRM message, which includes the IE "RRC State Indicator" set to "CELL_FACH", to the UE on the downlink DCCH. SS verifies that the UE does not send any response to this message. UE shall stay in CELL_FACH state. SS then sets downlink transmission power settings according to columns "T2" in table 8.3.1.21-1.  The UE shall find cell 2 to be more suitable for service and hence perform a cell reselection to cell 2 after at-least 40 Seconds (Penalty Time) after the power levels have been changed. After the completion of cell reselection, the UE shall transmit a CELL UPDATE message to the SS on the uplink CCCH of cell 2 and set IE "Cell update cause" to "Cell Reselection". After the SS receives this message, it transmits a CELL UPDATE CONFIRM message, which includes the IE "RRC State Indicator" set to "CELL_FACH", to the UE on the downlink DCCH. SS verifies that the UE does not send any response to this message. UE shall stay in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in the CELL_FACH state in cell 1

	2
	(
	BCCH
	SS applies the downlink transmission power settings, according to the values in columns "T0" of table 8.3.1.1-1. The SS starts to broadcast BCCH on the primary CCPCH in cell 2 and Cell 3. The UE shall find still find Cell 1 best for service even after penalty time of 40 seconds, and shall remain in Cell 1 in CELL_FACH State

	3
	
	
	SS changes the power levels as per column ‘T1’ in the table 8.3.1.21-1. For the time equal to Penalty time 40 Seconds, after the change in power levels, the UE shall still find Cell 1 as best for service and remain in cell 1. After Penalty time of 40 Seconds, UE shall find Cell 3 better for service and perform a reselection. SS waits for the maximum duration required for the UE to camp to cell 3.

	4
	(
	CELL UPDATE
	Value "cell reselection" shall be indicated in IE "Cell update cause" Received in Cell 3

	5
	(
	CELL UPDATE CONFIRM
	IE "RRC State Indicator" is set to "CELL_FACH". 

	6
	
	
	SS checks the uplink PRACH channel to verify that no response is sent by UE. 

	
	
	
	

	7
	
	
	SS changes the power levels as per column ‘T2’ in the table 8.3.1.21-1. For the time equal to Penalty time 40 Seconds, after the change in power levels, the UE shall still find Cell 3 as best for service and remain in cell 3. After Penalty time of 40 Seconds, UE shall find Cell 2 better for service and perform a reselection. SS waits for the maximum duration required for the UE to camp to cell 2.

	8
	(
	CELL UPDATE
	Received in Cell 2

	9
	(
	CELL UPDATE CONFIRM
	IE "RRC State Indicator" is set to "CELL_FACH".

	
	
	
	

	10
	
	
	SS checks the uplink PRACH channel to verify that no response is sent by UE.

	
	
	
	

	
	
	
	


Specific Message Contents
Contents of System Information Block type 3 (FDD) (Cell 2 and 3)

	Information Element
	Value/remark

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	  - Cell selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 7

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 4 (FDD) (Cell 2 and 3)

	Information Element
	Value/remark

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping Info
	Not present

	  - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 7

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 11 (FDD) (Cell 2)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	-20dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 2)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 11 (FDD) (Cell 3)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 3)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


CELL UPDATE 

The same message found in Annex A shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:

	Information Element
	Value/remark

	U-RNTI

- SRNC Identity

- S-RNTI

Cell Update Cause
	Check to see if set to '0000 0000 0001'

In step 4 and 8

Check to see if set to 'Cell Re-selection'


CELL UPDATE CONFIRM (Step 5 and 9)
Use the same message sub-type found in Annex A, with the following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_FACH


8.3.1.23.5
Test requirement

After step 3 the UE shall reselect to cell 3 and then it shall transmit a CELL UPDATE message which, sets the value "cell reselection" in IE "Cell update cause".
After step 5 the UE shall not transmit any uplink message in response to the CELL UPDATE CONFIRMATION message received in step 4.

After step 7 the UE shall reselect to cell 2 and then it shall transmit a CELL UPDATE message which, sets the value "cell reselection" in IE "Cell update cause".
After step 9 the UE shall not transmit any uplink message in response to the CELL UPDATE CONFIRMATION message received in step 8.

8.3.1.24
Cell Update: HCS cell reselection in CELL_PCH

8.3.1.24.1
Definition

8.3.1.24.2
Conformance requirement

This procedure is used to update UTRAN with the current cell of the UE after it has performed a cell reselection in CELL_PCH state with HCS parameters applied. 

Reference

3GPP TS 25.331 clause 8.3.1.

3GPP TS 25.304 clause 5.2.6.1.4.

3GPP TS 25.304 clause 5.4.3.

8.3.1.24.3
Test purpose

To confirm that the UE can read HCS related SIB information and act upon all HCS parameters. To confirm that the UE executes a cell update procedure after the successful reselection of another UTRA cell. To confirm that the UE sends the correct uplink response message when executing cell update procedure due to cell reselection.

8.3.1.24.4
Method of test

Initial Condition

System Simulator: 3 cells – Cell 1 is active with downlink transmission power shown in Column To in table 8.3.1.21-1. Cell 2 and 3 are switched off.
UE: CELL_PCH (state 6-12) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

Specific Message Content 

For system information blocks 3, 4, 11 & 12 for Cell 1 (gives IE’s which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

Contents of System Information Block type 3 (FDD) 

	Information Element
	Value/remark

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	  - Cell selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 6

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 4 (FDD) 

	Information Element
	Value/remark

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping Info
	Not present

	  - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 6

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 11 (FDD) (Cell 1)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 1)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Test Procedure
Table 8.3.1.24-1

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T0
	T1
	T2
	T0
	T1
	T2
	T0
	T1
	T2

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1
	Ch. 1

	HCS Priority
	
	6
	7
	7

	CPICH Ec
	dBm
	-61
	-76
	-61
	-80
	-80
	-67
	-80
	-70
	-73

	H* (After Penalty Time)
	
	15
	0
	15
	-4
	-4
	9
	-4
	6
	3

	R* (After Penalty Time)
	
	-41
	-41
	-41
	-60
	-60
	-47
	-60
	-53
	-53


* this parameter is calculated internally in the UE and is only shown for clarification of the test procedure. 

The UE is in the CELL_PCH state, camping onto cell 1.  SS configures Cell 2 and 3 with power levels given in column "TO" and starts to broadcast BCCH on the primary CCPCH in cell 2 & 3. UE shall remain camped on the Cell 1 even after expiry of penalty time i.e. 40 seconds. SS sets downlink transmission power settings according to columns "T1" in table 8.3.1.22-1. The UE shall find cell 3 to be more suitable for service and hence perform a cell reselection to cell 3 after at-least 40 Seconds (Penalty Time) after the power levels have been changed. After the completion of cell reselection, the UE shall move to CELL_FACH state and transmit a CELL UPDATE message to the SS on the uplink CCCH of cell 3 and set IE "Cell update cause" to "Cell Reselection". After  SS receives this message, it transmits a CELL UPDATE CONFIRM message, which includes the IE "RRC State Indicator" set to "CELL_PCH", to the UE on the downlink DCCH. UE shall return to CELL_PCH state in Cell 3 and will not transmit anything on PRACH. SS then sets downlink transmission power settings according to columns "T2" in table 8.3.1.22-1.  The UE shall find cell 2 to be more suitable for service and hence perform a cell reselection to cell 2 after at-least 40 Seconds (Penalty Time) after the power levels have been changed. After the completion of cell reselection, the UE shall move to CELL_FACH state and transmit a CELL UPDATE message to the SS on the uplink CCCH of cell 2 and set IE "Cell update cause" to "Cell Reselection". After the SS receives this message, it transmits a CELL UPDATE CONFIRM message, which includes the IE "RRC State Indicator" set to "CELL_PCH", to the UE on the downlink DCCH. UE shall return to CELL_PCH state in Cell 2 and will not transmit anything on PRACH. 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in the CELL_PCH state in cell 1

	2
	(
	BCCH
	SS applies the downlink transmission power settings, according to the values in columns "T0" of table 8.3.1.1-1. The SS starts to broadcast BCCH on the primary CCPCH in cell 2 and Cell 3. The UE shall find still find Cell 1 best for service even after penalty time of 40 seconds, and shall remain in Cell 1 in CELL_PCH State

	3
	
	
	SS changes the power levels as per column ‘T1’ in the table 8.3.1.21-1. For the time equal to Penalty time 40 Seconds, after the change in power levels, the UE shall still find Cell 1 as best for service and remain in cell 1. After Penalty time of 40 Seconds, UE shall find Cell 3 better for service and perform a reselection. SS waits for the maximum duration required for the UE to camp to cell 3.

	4
	(
	CELL UPDATE
	The UE moves to CELL_FACH state and transmits this message with the IE "Cell update cause" set to "cell reselection". Received in Cell 3

	5
	(
	CELL UPDATE CONFIRM
	IE "RRC State Indicator" is set to "CELL_PCH". 

	7
	
	
	SS changes the power levels as per column ‘T2’ in the table 8.3.1.21-1. For the time equal to Penalty time 40 Seconds, after the change in power levels, the UE shall still find Cell 3 as best for service and remain in cell 3. After Penalty time of 40 Seconds, UE shall find Cell 2 better for service and perform a reselection. SS waits for the maximum duration required for the UE to camp to cell 2.

	8
	(
	CELL UPDATE
	The UE moves to CELL_FACH state and transmits this message with the IE "Cell update cause" set to "cell reselection". Received in Cell 2

	9
	(
	CELL UPDATE CONFIRM
	IE "RRC State Indicator" is set to "CELL_PCH".

	
	
	
	


Specific Message Contents
Contents of System Information Block type 3 (FDD) (Cell 2 and 3)

	Information Element
	Value/remark

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	  - Cell selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 7

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 4 (FDD) (Cell 2 and 3)

	Information Element
	Value/remark

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping Info
	Not present

	  - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 7

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 11 (FDD) (Cell 2)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	-20dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 2)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 11 (FDD) (Cell 3)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 3)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


CELL UPDATE 

The same message found in Annex A shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:

	Information Element
	Value/remark

	U-RNTI

- SRNC Identity

- S-RNTI

Cell Update Cause
	Check to see if set to '0000 0000 0001'

In step 4 and 7

Check to see if set to 'Cell Re-selection'


CELL UPDATE CONFIRM (Step 5 and 8)
Use the same message sub-type found in Annex A, with the following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_PCH


8.3.1.24.5
Test requirement

After step 3 the UE shall reselect to cell 3 and then it shall transmit a CELL UPDATE message which, sets the value "cell reselection" in IE "Cell update cause".
After step 6 the UE shall reselect to cell 2 and then it shall transmit a CELL UPDATE message which, sets the value "cell reselection" in IE "Cell update cause".
8.3.2.13
URA Update: Change of URA due to HCS Cell Reselection

8.3.2.13.1
Definition

8.3.2.13.2
Conformance requirement

This procedure is to update UTRAN with the current URA of the UE after a change of URA has occurred in URA_PCH state with HCS parameter applied. It may also be used for supervision of the RRC connection, even if no change of URA takes place.

Reference

3GPP TS 25.331 clause 8.3.1.

3GPP TS 25.304 clause 5.2.6.1.4.

3GPP TS 25.304 clause 5.4.3.

8.3.2.13.3
Test purpose

To confirm that the UE can read HCS related SIB information and act upon all HCS parameters. To confirm that the UE executes an URA update procedure after the successful change of URA due to HCS Cell Reselection. To confirm UE responds correctly when it re-selects to a new cell while waiting from URA UPDATE CONFIRM message from SS. 
8.3.2.13.4
Method of test

Initial Condition

System Simulator: 3 cells - Cell 1 is active with URA-ID 1 and downlink transmission power shown in column marked "T0" in table 8.3.2.11-1. Cell2 with URA-ID 1 andCell 3 with URA-ID 2 are switched off
UE: URA_PCH (state 6-13) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE, with URA-ID 1 from the list of URA-ID in cell 1
Specific Message Content 

For system information blocks 3, 4, 11 & 12 for Cell 1 (gives IE’s which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

Contents of System Information Block type 3 (FDD) 

	Information Element
	Value/remark

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	  - Cell selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 6

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 4 (FDD) 

	Information Element
	Value/remark

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping Info
	Not present

	  - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 6

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 11 (FDD) (Cell 1)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 1)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Test Procedure
Table 8.3.2.13-1

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T0
	T1
	T2
	T0
	T1
	T2
	T0
	T1
	T2

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1
	Ch. 1

	HCS Priority
	
	6
	7
	7

	CPICH Ec
	dBm
	-61
	-76
	-61
	-80
	-80
	-67
	-80
	-70
	-73

	H* (After PenaltyTime)
	
	15
	0
	15
	-4
	-4
	9
	-4
	6
	3

	
	
	
	
	
	
	
	
	
	
	


* this parameter is calculated internally in the UE and is only shown for clarification of the test procedure. 

The UE is in the URA_PCH state and assigned with only 1 URA identity in cell 1: URA-ID 1. SS configures Cell 2 and 3 with power level given in column "TO", and URA-Id 1 and 2 respectively and starts broadcast of BCCH on the primary CCPCH in cells 2 and 3. UE shall remain camped on the Cell 1 even after expiry of penalty time i.e. 40 seconds. SS sets downlink transmission power settings according to columns "T1" in table 8.3.2.13-1. SS then adjusts the transmission power again according to 'T1' column. This is expected to cause the UE to perform a cell reselection to cell 3 after at-least 40 Seconds (Penalty Time) after the power levels have been changed. UE on performing cell reselection to cell 3 finds that its current URA-ID 1 is not in the new broadcasted list of URA-IDs, it moves to CELL_FACH state and transmits a URA UPDATE message on the uplink CCCH. After the SS receives this message, it transmits URA UPDATE CONFIRM message which includes the IEs "RRC State Indicator" and "URA-ID" to the UE on the downlink DCCH. The "RRC State Indicator" is set to "URA_PCH". UE returns to URA_PCH state in cell 3 without sending a uplink response message. Next SS adjusts the transmission power according to 'T2' column. UE shall re-select to cell 2  after atleast penalty time of 40 seconds, and transmit URA UPDATE message to SS. However, SS do not acknowledge but adjusts the transmission power according to 'T0' column. UE shall perform cell re-selection to cell 1 and then sent URA UPDATE message to SS. Finally SS shall transmit URA UPDATE CONFIRM message to UE.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is updated with only 1 URA identity carried currently by cell 1. The starting state of the UE is URA_PCH 

	2
	(
	BCCH
	SS configures cell 2 (with URA-ID 1) and Cell 3 (with URA-ID 2) and power levels as given in column T0 of table 8.3.2.13-1 and starts transmission of BCCH.

	3
	
	
	UE shall Remain camped on Cell 1 and in URA_PCH state even after expiry of Penalty time.

	4
	
	
	SS set the power transmission of all cells according to column 'T1' of table 8.3.2.13-1.

	5
	(
	URA UPDATE
	The UE shall perform a cell reselection first after the penalty time to cell 3 and when it finds that its current URA-ID 1 is not in the new broadcasted list of URA-IDs, it shall then transmit this message and set value "change of URA" into IE "URA update cause".

	6
	(
	URA UPDATE CONFIRM
	Message comprises IE "RRC State Indicator" set "URA_PCH", and also IE "URA Identity" equals to "URA-ID 2".

	7
	
	
	SS set the power transmission of all cells according to column 'T2' of table 8.3.2.13-1.

	8
	(
	URA UPDATE
	In Cell 2

	9
	
	
	SS do not respond to the URA UPDATE message from UE and set the power transmission of all cells according to column 'T0' of table 8.3.2.13-1.

	10
	(
	URA UPDATE
	

	11
	(
	URA UPDATE CONFIRM
	


Specific Message Contents
Contents of System Information Block type 3 (FDD) (Cell 2 and 3)

	Information Element
	Value/remark

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	Not Present

	  - Cell selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 7

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 4 (FDD) (Cell 2 and 3)

	Information Element
	Value/remark

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping Info
	Not present

	  - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	0 dB

	  - SsearchHCS
	35 dB

	  - RAT List
	This parameter is configurable

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-32 dB

	   - SHCS,RAT
	Not Present

	   - Slimit,SearchRAT
	Not Present

	  - Qqualmin
	-20 dB

	  - Qrxlevmin
	-115 dBm

	  - Qhyst1s
	10 (gives actual value of 20 dB)

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   -HCS Priority
	 7

	   - Q HCS
	39 (results in actual value of –76)

	   - TcrMax
	 Not Present


Contents of System Information Block type 11 (FDD) (Cell 2)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	-20dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 2)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.3 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 11 (FDD) (Cell 3)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


Contents of System Information Block type 12 in connected mode (FDD) (Cell 3)

	Information Element
	Value/remark

	- Measurement control system information
	

	 - Use of HCS
	used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 6

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)" in clause 6.1

	     - Primary CPICH TX power
	Not Present

	     - Read SFN indicator
	TRUE

	     - TX Diversity indicator
	FALSE

	    - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	-20 dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Present

	        - HCS_Priority 
	 7

	        -Q_HCS
	  39 (results in actual value of –76)

	        -HCS Cell Reselection Information
	

	          - Penalty Time
	 40

	            -Temporary Offset
	 10

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm


URA UPDATE (Step 5, 8 and 10)

	Information Element
	Value/remark

	U-RNTI

- SRNC Identity

- S-RNTI

URA Update Cause
	Check to see if set to '0000 0000 0001'

Check to see if set to '0000 0000 0000 0000 0001'

Check to see if set to 'change of URA'


URA UPDATE CONFIRM (Step 6)
Use the same message sub-type found in Annex A, with the following exceptions:.

	Information Element
	Value/remark

	URA identity
	URA-ID 2


URA UPDATE CONFIRM (Step 11)
Use the same message sub-type found in Annex A, with the following exceptions:.

	Information Element
	Value/remark

	URA identity
	URA-ID 1


8.3.2.13.5
Test requirement

After step 4 the UE shall find that URA-ID 2 is not in its maintained list of URA-IDs. After cell reselection, the UE shall move to CELL_FACH state and transmit URA UPDATE message setting value "change of URA" into IE "URA update cause".
After step 7 the UE shall find that URA-ID 1 is not in its maintained list of URA-IDs. After cell reselection, the UE shall move to CELL_FACH state and transmit URA UPDATE message setting value "change of URA" into IE "URA update cause".
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