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This document contains 13 CRs to TS 34.108 v3.7.1 and 13 CRs to TS 34.108 v4.2.1. These CRs have been agreed by T1 and are put forward to TSG T for approval.

CRs related to maintenance of R99:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	096
	
	R99
	Correction to clause 7.3.3.4 RADIO BEARER SETUP message
	F
	3.7.1
	3.8.0
	T1-020271
	

	34.108
	097
	
	R99
	Change of RM attribute of DL:3.4 kbps SRBs for DCCH in TS34.108 for R99
	F
	3.7.1
	3.8.0
	T1-020272
	

	34.108
	098
	
	R99
	New additional RAB configuration ( R1-020669) for R99
	F
	3.7.1
	3.8.0
	T1-020273
	

	34.108
	099
	
	R99
	Correction of Puncturing Limit for RABs in TS34.108 for R99
	F
	3.7.1
	3.8.0
	T1-020274
	

	34.108
	100
	
	R99
	Test USIM
	F
	3.7.1
	3.8.0
	T1-020275
	

	34.108
	101
	
	R99
	Section 6.1 (SIBs)Rel 99 TDD
	F
	3.7.1
	3.8.0
	T1-020276
	

	34.108
	102
	
	R99
	Section 6.10  References for TDD about Clarification of bit rate of Interactive/Background PS RAB
	F
	3.7.1
	3.8.0
	T1-020277
	

	34.108
	103
	
	R99
	Correction to default message on clause 9 for Rel'99
	F
	3.7.1
	3.8.0
	T1-020278
	

	34.108
	104
	
	R99
	Correction to clause 6.1for Rel'99
	F
	3.7.1
	3.8.0
	T1-020279
	

	34.108
	105
	
	R99
	WCDMA1800 additions for Rel'99
	F
	3.7.1
	3.8.0
	T1-020280
	

	34.108
	106
	
	R99
	Section 7(reference) Update of generic setup procedures to use 13.6 kbps SRB in RRC connection establishment TDD
	F
	3.7.1
	3.8.0
	T1-020281
	

	34.108
	107
	
	R99
	Section 9.1, Inclusion of Default message contents for TDD Rel 99(TS34.108)
	F
	3.7.1
	3.8.0
	T1-020282
	


CRs related to maintenance of Rel-4:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	108
	
	Rel-4
	Section 7(reference) Update of generic setup procedures to use 13.6 kbps SRB in RRC connection establishment TDD (3.84 Mcps and 1.28 Mcps)
	F
	4.2.1
	4.3.0
	T1-020289
	TEI, LCRTDD

	34.108
	109
	
	Rel-4
	Correction to clause 7.3.3.4 RADIO BEARER SETUP message
	A
	4.2.1
	4.3.0
	T1-020291
	TEI

	34.108
	110
	
	Rel-4
	Change of RM attribute of DL:3.4 kbps SRBs for DCCH in for REL4
	A
	4.2.1
	4.3.0
	T1-020292
	TEI

	34.108
	111
	
	Rel-4
	New additional RAB configuration ( R1-020669) for REL4
	A
	4.2.1
	4.3.0
	T1-020293
	TEI

	34.108
	112
	
	Rel-4
	Correction of Puncturing Limit for RABs for REL4
	A
	4.2.1
	4.3.0
	T1-020294
	TEI

	34.108
	113
	
	Rel-4
	Test USIM
	A
	4.2.1
	4.3.0
	T1-020295
	TEI

	34.108
	114
	
	Rel-4
	Section 6.1 (SIBs)Rel 4 (3.84 Mcps and 1.28 Mcps TDD)
	F
	4.2.1
	4.3.0
	T1-020296
	TEI, LCRTDD

	34.108
	115
	
	Rel-4
	Section 6.10 References for TDD about Clarification of bit rate of Interactive/Background PS RAB
	A
	4.2.1
	4.3.0
	T1-020297
	TEI

	34.108
	116
	
	Rel-4
	Correction to default message in clause 9  for Rel4
	A
	4.2.1
	4.3.0
	T1-020298
	TEI

	34.108
	117
	
	Rel-4
	Correction to clause 6.1  for Rel4
	A
	4.2.1
	4.3.0
	T1-020299
	TEI

	34.108
	118
	
	Rel-4
	WCDMA1800 additions for Rel4
	A
	4.2.1
	4.3.0
	T1-020300
	TEI

	34.108
	119
	
	Rel-4
	Section 9.1 Default message contents for TDD  ( 3.84 Mcps and 1.28 Mcps) R4
	F
	4.2.1
	4.3.0
	T1-020301
	TEI, LCRTDD


CRs approved by T1/Sig #22 but missing at T1 meeting:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	120
	
	R99
	Update of generic setup procedures to use 13.6 kbps SRB in RRC connection establishment
	F
	3.7.1
	3.8.0
	T1-020433
	

	34.108
	121
	
	Rel-4
	Update of generic setup procedures to use 13.6 kbps SRB in RRC connection establishment
	A
	4.2.1
	4.3.0
	T1-020434
	TEI


