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5.1.2
TDD Mode Test frequencies

UTRA/TDD is designed to operate in one of three unpaired bands [12]. The reference test frequencies for the common test environment for each of the 3 operating bands are defined in the following tables:


5.1.2.1
Standard TDD reference test frequencies (3.84 Mcps option)
	
	Band a
	Band b 
	Band c

	Test Frequency ID
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)

	Low Range
	9 513
	1 902.6 MHz
	9 263
	1 852.6 MHz
	9563
	1912.6 MHz

	Mid Range
	9 550
	1 910 MHz
	9 400
	1 880 MHz
	9600
	1920 MHz

	High Range
	9 587
	1 917.4 MHz
	9 537
	1 907.4 MHz
	9637
	1927.4 MHz

	Low Range
	10 063
	2 012.6 MHz
	9 663
	1 932.6 MHz
	
	

	Mid Range
	10 087
	2 017.4 MHz
	9 800
	1 960 MHz
	
	

	High Range
	10 112
	2 022.4 MHz
	9 937
	1 987.4 MHz
	
	


	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


5.1.2.2
Standard TDD reference test frequencies (1.28 Mcps option)
	
	Band a
	Band b
	Band c

	Test Frequency ID
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)

	Low Range
	9504
	1 900.8 MHz
	9254
	1850.8 MHz
	9554
	1910.8 MHz

	Mid Range
	9550
	1 910 MHz
	9400
	1880 MHz
	9600
	1920 MHz

	High Range
	9596
	1 919.2 MHz
	9546
	1909.2 MHz
	9646
	1929.2 MHz

	Low Range
	10 054
	2 010.8 MHz
	9654
	1930.8 MHz
	
	

	Mid Range
	10 087
	2 017.4 MHz
	9800
	1960 MHz
	
	

	High Range
	10 121
	2 024.2 MHz
	9946
	1989.2 MHz
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