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	Reason for change:
(

	All test cases follow the following rule for cell configuration:

· Intra-frequency cell: cell 1,2,3,7,8

· Inter-frequency cell: cell 4,5,6

Therefore, the default SIB 11/12 should be updated accordingly.

Update of SIB11/SIB12 definitions according to Sept-02 release of 25.331 (V4.7.0).



	
	

	Summary of change:
(

	The default message content for SIB 11/12 is updated according to the above rule.

Additional changes introduced by Ericsson in T1S-020705 (revision of T1S-020633):

Note! 
Due to SIB11 and SIB12 definition have been moved from 6.1.4 to 6.1.0b the changes will not be explicitely visible by revision marks (whole SIB11 and SIB12 table is deleted in clause 6.1.4 for Cell 1 and new table been inserted in clause 6.1.0b)
6.1.0b (SIB11 and SIB12, cell 1): 
· To be representative of live networks IEs having value equal to default values as specified in 25.331 should not be transmitted in SIB11 and SIB12 by SS, i.e. be marked as “Not Present”. The affected IEs are:

· Intra-frequency measurement identity (Default is 1)

· CHOICE Intra-frequency cell removal (Default is “Remove no intra-frequency cells”)

· Cell individual offset (default is 0)

· Cell Selection and Re-selection info for neigbouring cells (should not be included if HCS is not used and values are the default values) 

· Filter coefficient (Default is 0)

· Changed IE “Cell for measurement” to “Cells for measurement” for IE according to 25.331, 10.3.7.33
· IE “Intra-frequency measurement quantity” added missing “CHOICE mode” with value FDD before IE “Measurement quantity”.
· For intra-frequency neigbour cells included value for IE “Reference time difference to cell”
· Removed IE “SFN-SFN observed time difference type” from IEs “Reporting quantities for active set cells” and “Reporting quantities for monitored set cells” as the IE have been removed from the definition of “Cell reporting quantities” in 25.331 V4.7.0, 10.3.7.5.  

· IE “Triggering condition 1” for event “1c” have been changed from “Not Present” to “Active set cells and monitored set cells”. This IE is mandatory fro event “1b” and “1c”.
· IE “CHOICE Inter-frequency cell removal” have been added and marked as “Not present (This IE is not needed for SIB11)” to achieve completeness. 

· Inter-frequency cell info list, Frequency info:

· Added missing “CHOICE mode”

· Value for UARFCN uplink(Nu) set Not present (default duplex distance will be used)

· Value for UARFCN downlink(Nd) refer to table 6.1.2 (for suitable inter-frequency cell)

· Inter-freq cell info for cell id 4: added missing “TX Diversity Indicator” IE (value set to FALSE)

· Inter-freq cell info for cell id 5 and 6: marked “Frequency info” IEs as Not present (frequency as defined for previous cell in the list will be used)

· IE “UE internal measurement system information” removed to align with 25.133 V4.7.0
· For TDD some obvious corrections according to the changes introduced for FDD have been included. However, no detailed analysis have been performed for TDD case.
6.1.4 (SIB11 and SIB12 for cell 2 to 8):
· Entries in Intra- and Inter-frequency cell lists added to make visible for Cells 1 to 8 in sub-clause 6.1.4 (content referred back to Cell 1 definitions in 6.1.0b) 

· Corrections made (compared to T1S-.020633) to Inter-frequency cell lists for Cell 4, Cell 5 and Cell 6 (seems to be cut and past from Intra-frequence cell list, i.e. missing Frequency info, “Read SFN indicator” should be FALSE for inter-freq cells)
6.1.5:

· Modified table 6.1.2 (default settings for serving cell and suitable neighbour cell in multi-cell environment) to show both intra- and inter-frequency neigbour cells. IE for frequency information in SIB11 and 12 refer back to this table.
Changes introduced in T1S-020727 (revision of T1S-020705):
· IE “Intra-frequency measurement system information” marked as not present. The value for IE “Reporting interval” was before different between SIB11 (4000) and SIB12 (0). In earlier CR in T1S-010280 the value was changed from 0 to 4000 in SIB11, but was by mistake not changed in SIB12. By the change of IE “Reporting Interval” in SIB12, then the content of IE “Intra-frequency measurement system information” is the same in SIB11 and SIB12 and thus the IE need not be present in SIB12. 

· Merged changes from T1S-020624 for SIB11 and SIB12 (T1S-020624 was in principle agreed at the T1/SIG#25 meeting in Singapore):

Event 1a: The triggering condition is changed to Monitored set cells
Event 1b: The triggering condition is changed to Active set cells 

Changes introduced in T1S-020874 (revision of T1S-020726r1):
·  Read SFN indicator set to FALSE for serving cell:


	
	

	Consequences if 
(

not approved:
	In test cases where inter-frequency cells are present, specific message content of SIB 11 and 12 have to be specified each time.

	
	

	Clauses affected:
(

	6.1.0b, 6.1.4, 6.1.5

	
	

	Other specs
(

	
	 Other core specifications
(

	

	Affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	Affects REL-4


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

<START OF MODIFIED SECTION>

6.1.0b
Default System Information Block Messages

Contents of System Information Block type 11 (FDD) 

This is the default message content of SIB 11 for cell 1.

See sub-clause 6.1.4 for the difference in message contents of System Information Block type 11 (FDD) for cell 2 to 8.

	- SIB12 indicator
	TRUE

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	- Cell selection and reselection quality measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	Not Present 
Absence of this IE is equivalent to default value 1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Not present 
(This IE shall be ignored by the UE for SIB11)

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	Not present 

Absence of this IE is equivalent to default value 0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	FALSE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.1 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not Present
(The IE shall be absent as this is the serving cell)

	    - Intra-frequency cell id
	2

	    - Cell info
	

	     - Cell individual offset
	Not present 
Absence of this IE is equivalent to default value 0dB

	     - Reference time difference to cell
	Not present

	     - Read SFN indicator
	TRUE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Refer to clause titled "Default settings for cell No.2 (FDD)” in clause 6.1.4

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	Not present 

For neigbouring cell, if HCS is not used and all the parameters in cell selection and re-selection info are Default value, this IE is absent.

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4

	   - Cells for measurement
	Not Present

	 - Intra-frequency measurement quantity
	

	  - Filter coefficient
	Not present

Absence of this IE is equivalent to the default value 0

	  - CHOICE mode
	FDD

	   - Measurement quantity
	CPICH RSCP

	 - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	 - Maximum number of reported cells on RACH
	Not Present

	 - Reporting information for state CELL_DCH
	

	  - Intra-frequency reporting quantity
	

	   - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for monitored set cells
	

	    - SFN-SFN observed time difference type
	No report

	    - Cell synchronisation information reporting indicator
	TRUE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	  - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	  - Intra-frequency measurement reporting criteria
	

	   - Parameters required for each event
	3 kinds

	    - Intra-frequency event identity
	1a

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Monitored set cells

	    - Reporting Range Constant
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	2

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	4000

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	    - Intra-frequency event identity
	1b

	    - Triggering condition 1
	Active set cells

	    - Triggering condition 2
	Not Present

	    - Reporting Range Constant
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	Not Present

	    - Reporting interval
	Not Present

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	    - Intra-frequency event identity
	1c

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Not Present

	    - Reporting Range Constant
	Not Present

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	Not Present

	    - Hysteresis
	0.0

	    - Threshold Used Frequency
	Not Present

	    - Reporting deactivation threshold
	Not Present

	    - Replacement activation threshold
	3

	    - Time to trigger
	640

	    - Amount of reporting
	4

	    - Reporting interval
	4000

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - CHOICE Inter-frequency cell removal
	Not present

(This IE shall be ignored by the UE for SIB11)

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	

	      - CHOICE mode
	FDD

	       - UARFCN uplink(Nu)
	Not present

Absence of this IE is equivalent to apply the default duplex distance defined for the operating frequency according to 25.101

	       - UARFCN downlink(Nd)
	Reference to table 6.1.2 for Cell 4

	     - Cell info
	

	      - Cell individual offset
	Not present 

Absence of this IE is equivalent to default value 0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	      - CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Refer to clause titled "Default settings for cell No.4 (FDD)” in clause 6.1.4

	       - Primary CPICH Tx power
	Not present

	       - TX Diversity Indicator
	FALSE

	      - Cell Selection and Re-selection Info
	Not present (same values as for serving cell applies)

	     - Inter frequency cell id
	5

	     - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.5 (FDD)” in clause 6.1.4

	     - Inter frequency cell id
	6

	     - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.6 (FDD)” in clause 6.1.4

	    - Cell for measurement
	Not present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present


Contents of System Information Block type 11  (TDD)

	- SIB 12 Indicator
	TRUE

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	- Cell selection and reselection quality measureCell
	(no data)

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity 
	Not Present 

Absence of this IE is equivalent to default value 1

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Not present 

(This IE shall be ignored by the UE for SIB11)

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	1

	    - Cell info
	

	     - Cell individual offset
	Not present 

Absence of this IE is equivalent to default value 0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN Indicator
	FALSE

	     - CHOICE mode
	TDD

	      - Primary CCPCH info
	

	       - Cell parameters ID
	Reference clause 6.1 Default settings for cell

	      - Primary CCPCH TX power
	Not Present

	     - Timeslot list
	Not Present

	        - Timeslot number
	Not Present

	         - Burst type
	Not Present

	     - Cell Selection and Re-selection info 
	Not Present
(The IE shall be absent as this is the serving cell)

	    - Cell for measurement
	Not Present

	  - Intra-frequency measurement quantity
	

	   - Filter coefficient
	Not present

Absence of this IE is equivalent to the default value 0

	   - CHOICE mode
	TDD

	    - Measurement quantity list
	

	       - Measurement quantity
	P-CCPCH RSCP

	  - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	  - Maximum number of reported cells on RACH
	Not Present

	  - Reporting information for state CELL_DCH
	

	   - Intra-frequency reporting quantity
	

	    - Reporting quantities for active set cells
	

	
	

	     - Cell synchronisation information reporting indicator
	TRUE

	     - Cell identity reporting indicator
	TRUE

	     - CHOICE mode
	TDD

	      - Timeslot ISCP reporting indicator
	FALSE

	      - Proposed TSGN reporting required
	FALSE

	      - P-CCPCH RSCP reporting indicator
	TRUE

	      - Pathloss reporting indicator
	FALSE

	    - Reporting quantities for monitored set cells
	

	
	

	     - Cell synchronisation information reporting indicator
	FALSE

	     - Cell identity reporting indicator
	TRUE

	     - CHOICE mode
	TDD

	      - Timeslot ISCP reporting indicator
	FALSE

	      - Proposed TSGN reporting required
	FALSE

	      - P-CCPCH RSCP reporting indicator
	TRUE

	      - Pathloss reporting indicator
	FALSE

	    - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	    - Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	  -CHOICE report criteria
	

	   - Intra-frequency measurement reporting criteria
	

	    - Parameters required for each event
	

	     - Intra-frequency event identity
	1g

	     - Triggering condition1
	Not Present

	     - Triggering condition2
	Not Present

	     - Reporting Range
	Not Present

	     - cells forbidden to affect reporting range 
	Not Present

	     - W(optional in case of 1a,1b)
	Not Present

	    - Hysteresis 
	0.0

	     - Threshold used frequency 
	Not Present

	     - Reporting deactivation threshold
	3

	    - Replacement activation threshold 
	Not Present

	     - Time to trigger
	640

	     - Amount of reporting
	4

	    - Reporting interval
	4000

	     - Reporting cell status
	

	      - CHOICE reported cells
	Report cell within active set and/or monitored cells on used frequency 

	      - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	
	


Contents of System Information Block type 12 in connected mode (FDD) 
This is the default message content of SIB 12 for cell 1.
See sub-clause 6.1.4 for the difference in message contents of System Information Block type 12 (FDD) for cell 2 to 8.
	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell selection and reselection quality measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	Not Present

	 - Inter-frequency measurement system information
	Not Present

	 - Inter-RAT measurement system information
	Not Present

	 - Traffic volume measurement system information
	Not Present


Contents of System Information Block type 12 in connected mode (similar to SIB type11)  (TDD)

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	- Cell selection and reselection quality measure
	(no data)

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity 
	Not Present 

Absence of this IE is equivalent to default value 1

	  - Intra-frequency measurement quantity
	

	   - Filter coefficient
	Not present

Absence of this IE is equivalent to the default value 0

	   - CHOICE mode
	TDD

	    - Measurement list
	

	       - Measurement quantity
	P-CCPCH RSCP

	  - Intra-frequency reporting quantity for RACH Reporting
	Not Present

	 - Maximum number of reported cells on RACH
	No report

	  - Reporting information for state CELL_DCH
	

	   - Intra-frequency reporting quantity
	

	    - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference    reporting indicator
	No report

	    - Cell synchronisation information reporting indicator
	TRUE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	TDD

	     - Timeslot ISCP reporting indicator
	FALSE

	     - Proposed TSGN reporting required
	FALSE

	     - P-CCPCH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	    - Reporting quantities for monitored set cells
	

	     - SFN-SFN observed time difference reporting indicator
	No report

	     - Cell synchronisation information reporting indicator
	FALSE

	     - Cell identity reporting indicator
	TRUE

	     - CHOICE mode
	TDD

	      - Timeslot ISCP reporting indicator
	FALSE

	      - Proposal TSGN reporting required
	FALSE

	      - P-CCPCH RSCP reporting indicator
	TRUE

	      - Pathloss reporting indicator
	FALSE

	     - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	  -CHOICE report criteria
	

	   - Intra-frequency measurement reporting criteria
	

	    - Parameters required for each event
	

	     - Intra-frequency event identity
	1g

	     - Triggering condition1
	Not Present

	     - Triggering condition2
	Not Present

	     - Reporting Range
	Not Present

	     - cells forbidden to affect reporting range 
	Not Present

	     - W(optional in case of 1a,1b)
	Not Present

	     - Hysteresis 
	0.0

	     - Threshold used frequency 
	Not Present

	     - Reporting deactivation threshold
	3

	     - Replacement activation threshold 
	Not Present

	     - Time to trigger
	640

	     - Amount of reporting
	4

	     - Reporting interval
	4000

	     - Reporting cell status
	

	      - CHOICE reported cells
	Report cell within active set and/or monitored cells on used frequency 

	      - Maximum number of reported cells
	3

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	
	


<END OF MODIFIED SECTION>

<START OF NEXT MODIFIED SECTION>

6.1.4
Default parameters for 1 to 8 cell environments
START OF MODIFICATIONS

Default settings for cell No.1 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	100


Contents of System Information Block type 11 for cell No.1 (FDD)
See sub-clause 6.1.0b for contents of System Information Block type 11 (FDD) for cell 1.

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Contents of System Information Block type 12 in connected mode for cell No.1 (FDD)
See sub-clause 6.1.0b for contents of System Information Block type 12 (FDD) for cell 1.
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.1 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	0


Cell No.2

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.2 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0010B

	URA identity
	0000 0000 0000 0001B


Default settings for cell No.2 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	150


Contents of System Information Block type 11 for cell No.2 (FDD)
	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.2 (FDD)” in clause 6.1.4 

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b 

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.2 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	4


Cell No.3

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.3 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0011B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.3 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	200


Contents of System Information Block type 11 for cell No.3 (FDD)
	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.3 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	8


Cell No.4

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.4 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0100B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.4 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	250


Contents of System Information Block type 11 for cell No.4 (FDD)
	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.4 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.5 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.6 (FDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN uplink(Nu)
	Not present

Absence of this IE is equivalent to apply the default duplex distance defined for the operating frequency according to 25.101

	      - UARFCN downlink(Nd)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.2 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4


	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.4 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	12


Cell No.5

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.5 are identical to those of cell No.4 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0101B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.5 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	300


Contents of System Information Block type 11 for cell No.5 (FDD)
	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.5 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.4 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.6 (FDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN uplink(Nu)
	Not present

Absence of this IE is equivalent to apply the default duplex distance defined for the operating frequency according to 25.101

	      - UARFCN downlink(Nd)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.2 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4


	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.5 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	114


Cell No.6

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.6 are identical to those of cell No.4 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0110B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.6 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	350


Contents of System Information Block type 11 for cell No.6 (FDD)
	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.6 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.4 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.5 (FDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN uplink(Nu)
	Not present

Absence of this IE is equivalent to apply the default duplex distance defined for the operating frequency according to 25.101

	      - UARFCN downlink(Nd)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.2 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4

	…..
	


	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.6 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	119


Cell No.7

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.7 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0111B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.7 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	400


Contents of System Information Block type 11 for cell No.7 (FDD)
	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.7 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	123


Cell No.8

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.8 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 1000B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.8 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	450


Contents of System Information Block type 11 for cell No.8 (FDD)
	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


Default settings for cell No.8 (TDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	127


6.1.5
Reference Radio Conditions for signalling test cases only (FDD)
The following transmission parameters shall be used for signalling test cases only unless otherwise stated in the description of the individual test case. 

Table 6.1.3 are the default settings for a non-suitable cell which is configured and always present whereas Table 6.1.4 is for a cell that is switched off. Cells configured according to Table 6.1.3 are for test cases in which it is necessary to make a cell unsuitable, and then subsequently make it suitable. This could be achieved by switching the cell off and then reconfiguration as in Table 6.1.4, but this takes a lot of time to do.
Table 6.1.1: Default settings for a serving cell in a single cell environment

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	Channel 1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21

	CPICH Ec (see notes 1 and 2)
	dBm/3.84 MHz
	-60

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS.
NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2 and TS 25.133, 8.1.2.2.1.


Table 6.1.2: Default settings for a serving cell and a suitable neighbour cell in a multi-cell enviromemt

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 4

	Cell type
	
	Serving cell
	Suitable neighbour intra-frequency cell
	Suitable neighbour inter-frequency cell

	UTRA RF Channel Number
	
	Channel 1
	Channel 1
	Channel 2

	Qqualmin
	dB
	-24
	-24

	Qrxlevmin
	dBm
	-81
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21
	21

	CPICH Ec (see notes 1 and 2)
	dBm/3.84 MHz
	-60
	-70

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS.
NOTE 2:
Both cells fulfil TS 25.304, 5.2.3.1.2 and TS 25.133, 8.1.2.2.1.


Table 6.1.3: Default settings for a non-suitable cell

	Parameter
	Unit
	Level

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21

	CPICH_Ec
	dBm/3.84 MHz 
	-90

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS
NOTE 2:
The cell is not suitable according to TS 25.304, 5.2.3.1.2


Table 6.1.4: Default settings for a non-suitable “Off” cell

	Parameter
	Unit
	Level

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-81

	UE_TXPWR_MAX_RACH
	dBm
	21

	CPICH_Ec
	dBm/3.84 MHz
	≤ -122

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS.
NOTE 2:
The cell is not suitable according to TS 25.304, 5.2.3.1.2.


Table 6.1.5: Default power levels of physical channels relative to CPICH_Ec

	Parameter
	Unit
	Level

Idle mode
	Level

Connected mode

	DPCH_Ec
	dB
	(NOTE)
	-5

	PCCPCH_Ec
	dB
	-2

	SCCPCH_Ec
	dB
	-2

	AICH_Ec
	dB
	-5

	SCH_Ec
	dB
	-2

	PICH_Ec
	dB
	-5

	NOTE:
This shall be less than –122 dBm to ensure the channel is considered as “off”.


<END OF MODIFIED SECTION>
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