Page 1



3GPP TSG-T1 Meeting 17 
Tdoc (
T1-020765

Luton, UK, 4-8 November 2002

	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.122
	CR
	123
	(

rev
	-
	(

Current version:
	4.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	P-CCPCH RSCP Test Cases for LCRTDD

	
	

	Source:
(

	T1/RF 

	
	

	Work item code:
(

	LCRTDD
	
	Date: (

	08/11/02

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	LCRTDD Test Cases missing from subsection 8.7.1

	
	

	Summary of change:
(

	Insertion of Test Cases for LCRTDD for Intra- and Inter- frequency P-CCPCH Received Signal Code Power accuracy (absolute and relative) test cases.

Inserted test cases align with 25.123.

	
	

	Consequences if 
(

not approved:
	Test Cases would be incomplete, and inconsistent with core specs.

	
	

	Clauses affected:
(

	8.7.1.1A(new); 8.7.1.2A(new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.7.1.1A
Intra frequency measurement accuracy for 1.28 Mcps TDD Option

8.7.1.1A.1
Absolute accuracy requirement

8.7.1.1A.1.1
Definition and applicability

The absolute accuracy of P-CCPCH RSCP is defined as the P-CCPCH RSCP measured from one cell compared to the actual P-CCPCH RSCP power from the same cell.

The requirements and this test apply to all types of UTRA TDD UE 1.28 Mcps option.

8.7.1.1A.1.2
Minimum Requirements

The absolute accuracy requirements in table 8.7.1.1A.1.1 are valid under the following conditions:


P-CCPCH RSCP ( -102 dBm.
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Table 8.7.1.1A.1.1: P-CCPCH_RSCP absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm]

	P-CCPCH_RSCP
	dBm
	( 6
	( 9
	-94...-70

	
	dBm
	( 8 
	( 11
	-70...-50


The rate of correct measurements observed during repeated tests shall be at least 90%.

The normative reference for this requirement is TS 25.123 [2] clauses 9.1.1.1.1 and A.9.2.1.1.1.

8.7.1.1A.1.3
Test Purpose

The purpose of this test is to verify that the absolute P-CCPCH RSCP measurement accuracy is within the specified limits. 

8.7.1.1A.1.4
Method of test

8.7.1.1A.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. Cell 1 and cell 2 shall be synchronised, i.e. share the same frame and timeslot timing. The DL DPCH shall be transmitted in timeslot 5 and the UL DPCH shall be transmitted in timeslot 2. P-CCPCH RSCP intra frequency absolute accuracy requirements are tested by using test parameters in table 8.7.1.1A.1.2.

Table 8.7.1.1A.1.2: P-CCPCH RSCP Intra frequency test parameters

	
	Test 1

	Parameter
	Unit
	Cell 1
	Cell 2

	Timeslot Number
	
	0
	DwPTS
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0
	
	0

	OCNS_Ec/Ior
	dB
	-3
	
	-3
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	5
	2
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	dBm/ 1.28 MHz
	-76.6

	PCCPCH RSCP, Note 1
	dBm
	-74.6
	
	-77.6
	

	Io, Note 1
	dBm/ 1.28 MHz
	-69

	Propagation condition
	
	AWGN

	
	Test 2

	Parameter
	Unit
	Cell 1
	Cell 2

	Timeslot Number
	
	0
	DwPTS
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0
	
	0

	OCNS_Ec/Ior
	dB
	-3
	
	-3
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	dBm/ 1.28 MHz
	-60.2

	PCCPCH RSCP, Note 1
	dBm
	-54.2
	
	-61.2
	

	Io, Note 1
	dBm/ 1.28 MHz
	-50

	Propagation condition
	
	AWGN

	
	Test 3

	Parameter
	Unit
	Cell 1
	Cell 2

	Timeslot Number
	
	0
	DwPTS
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0
	
	0

	OCNS_Ec/Ior
	dB
	-3
	
	-3
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	3
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	dBm/ 1.28 MHz
	-101.9

	PCCPCH RSCP, Note 1
	dBm
	-99.9
	
	-101.9
	

	Io, Note 1
	dBm/ 1.28 MHz
	-94

	Propagation condition
	
	AWGN

	NOTE 1:
PCCPCH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.1A.1.2.

8.7.1.1A.1.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check PCCPCH_RSCP value in MEASUREMENT REPORT messages. PCCPCH_RSCP power of Cell 1 reported by UE is compared to actual PCCPCH_RSCP power for each MEASUREMENT REPORT message.

4)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1A.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1A.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated.

5)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

8.7.1.1A.1.5
Test requirements

The PCCPCH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.1A.1.2 for at least 900 of the measurement reports at each input level in step 4.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.1.1A.2
Relative accuracy requirement for 1.28 Mcps TDD Option

8.7.1.1A.2.1
Definition and applicability

The relative accuracy of PCCPCH RSCP is defined as the PCCPCH RSCP measured from one cell compared to the PCCPCH RSCP measured from another cell on the same frequency.

The requirements and this test apply to all types of UTRA TDD UE 1.28 Mcps option.

8.7.1.1A.2.2
Minimum Requirements

The relative accuracy requirements in table 8.7.1.1A.2.1 are valid under the following conditions:


P-CCPCH RSCP ( -102 dBm.
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Relative Io difference [dB] ≤ relative RSCP difference [dB]


It is assumed that the measurements of P-CCPCH RSCP1 and P-CCPCH RSCP2 can be performed within 20ms due to slot allocations in the cells concerned.
Table 8.7.1.1A.2.1: P-CCPCH_RSCP intra-frequency relative accuracy 

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm]
	relative RSCP difference [dbB]

	P-CCPCH_RSCP
	dBm
	(1
	(1
	-94...-50
	<2

	
	
	(2
	(2
	
	2...14

	
	
	(3
	( 3
	
	>14


The rate of correct measurements observed during repeated tests shall be at least 90%.

The normative reference for this requirement is TS 25.123 [2] clauses 9.1.1.1.2 and A.9.2.1.1.1.

8.7.1.1A.2.3
Test Purpose

The purpose of this test is to verify that the relative P-CCPCH RSCP measurement accuracy is within the specified limits. 

8.7.1.1A.2.4
Method of test

8.7.1.1A.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. Cell 1 and cell 2 shall be synchronised, i.e. share the same frame and timeslot timing. The DL DPCH shall be transmitted in timeslot 5 and the UL DPCH shall be transmitted in timeslot 2. P-CCPCH RSCP intra frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.1A.1.2.

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.1A.1.2.

8.7.1.1A.2.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check PCCPCH_RSCP value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. PCCPCH RSCP power value measured from Cell 1 is compared to PCCPCH RSCP power value measured from Cell 2 for each MEASUREMENT REPORT message.

4)
The result of step 3) is compared to actual power level difference of PCCPCH RSCP of Cell 1 and Cell 2.

5)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1A.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1A.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated.

6)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

7)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

8.7.1.1A.2.5
Test requirements

The PCCPCH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.1A.2.2 for at least 900 of the measurement reports at each input level in step 4.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
-NEXT SECTION-

8.7.1.2A
Inter frequency measurement accuracy for 1.28 Mcps TDD Option

8.7.1.2A.1
Relative accuracy requirement

8.7.1.2A.1.1
Definition and applicability

The P-CCPCH_RSCP inter-frequency relative accuracy is defined as the P-CCPCH_RSCP measured from one cell compared to the P-CCPCH_RSCP measured from another cell on a different frequency.

The requirements and this test apply to all types of UTRA TDD UE 1.28 Mcps option.

8.7.1.2A.1.2
Minimum Requirements

The relative accuracy requirements in table 8.7.1.2A.1.1 are valid under the following conditions:


P-CCPCH RSCP ( -102 dBm.
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Table 8.7.1.2A.1.1 P-CCPCH_RSCP inter-frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm]

	P-CCPCH_RSCP
	dBm
	( 6 
	( 6
	-94...-50


The rate of correct measurements observed during repeated tests shall be at least 90%.

The normative reference for this requirement is TS 25.123 [2] clauses 9.1.1.1.2 and A.9.2.1.

8.7.1.2A.1.3
Test Purpose

The purpose of this test is to verify that the relative P-CCPCH RSCP measurement accuracy is within the specified limits for the inter frequency case. 

8.7.1.2A.1.4
Method of test

8.7.1.2A.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies. P-CCPCH RSCP inter frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.2A.1.2.

Table 8.7.1.2A.1.2: P-CCPCH RSCP Intra frequency test parameters

	
	Test 1

	Parameter
	Unit
	Cell 1
	Cell 2

	Timeslot Number
	
	0
	DwPTS
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0
	
	0

	OCNS_Ec/Ior
	dB
	-3
	
	-3
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	dBm/ 1.28 MHz
	-75.2
	-75.2

	PCCPCH RSCP, Note 1
	dBm
	-73.2
	
	-73.2
	

	Io, Note 1
	dBm/ 1.28 MHz
	-69

	Propagation condition
	
	AWGN

	
	Test 2

	Parameter
	Unit
	Cell 1
	Cell 2

	Timeslot Number
	
	0
	DwPTS
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0
	
	0

	OCNS_Ec/Ior
	dB
	-3
	
	-3
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	dBm/ 1.28 MHz
	-57.8
	-54.1

	PCCPCH RSCP, Note 1
	dBm
	-53.8
	
	-55.1
	

	Io, Note 1
	dBm/ 1.28 MHz
	-50

	Propagation condition
	
	AWGN

	
	Test 3

	Parameter
	Unit
	Cell 1
	Cell 2

	Timeslot Number
	
	0
	DwPTS
	0
	DwPTS

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0
	
	0

	OCNS_Ec/Ior
	dB
	-3
	
	-3
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	dBm/ 1.28 MHz
	-98.7
	-97

	PCCPCH RSCP, Note 1
	dBm
	-98.7
	
	-100
	

	Io, Note 1
	dBm/ 1.28 MHz
	-94

	Propagation condition
	
	AWGN

	NOTE 1:
PCCPCH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.2A.1.2.

8.7.1.2A.1.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check PCCPCH_RSCP value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. PCCPCH RSCP power value measured from Cell 1 is compared to PCCPCH RSCP power value measured from Cell 2 for each MEASUREMENT REPORT message.

6)
The result of step 5) is compared to actual power level difference of PCCPCH RSCP of Cell 1 and Cell 2.

7)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.2A.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated. 

8)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

8.7.1.2A.1.5
Test requirements

The PCCPCH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.2A.1.2 for at least 900 of the measurement reports at each input level in step 4.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
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