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8.3.1.2
Cell Update: cell reselection in CELL_PCH
8.3.1.2.1
Definition

8.3.1.2.2
Conformance requirement

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

…

1>
Paging response:

…

1>
Radio link failure:

…

1>
Re-entering service area:

…

1>
RLC unrecoverable error:
…

1>
Cell reselection:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_FACH or CELL_PCH state and the UE performs cell re-selection; or 

3>
if the UE is in CELL_FACH state and the variable C_RNTI is empty:
4>
perform cell update using the cause "cell reselection".

When initiating cell update procedure, the UE shall:

1>
stop timer T305;

1>
if the UE is in CELL_DCH state:

…

…

1>
move to CELL_FACH state, if not already in that state;

1>
if the UE performs cell re-selection:

2>
clear the variable C_RNTI; and

2>
stop using that C_RNTI just cleared from the variable C_RNTI in MAC.

1>
set CFN in relation to SFN of current cell according to TS 25.331 subclause 8.5.15;

1>
in case of a cell update procedure:

2>
set the contents of the CELL UPDATE message according to TS 25.331 subclause 8.3.1.3;

2>
submit the CELL UPDATE message for transmission on the uplink CCCH.

…

1>
set counter V302 to 1;

1>
start timer T302 when the MAC layer indicates success or failure in transmitting the message.

…

In case of cell update procedure the UE shall transmit a CELL UPDATE message.

The UE shall set the IEs in the CELL UPDATE message as follows:

1>
set the IE "Cell update cause" corresponding to the cause specified in TS 25.331 subclause 8.3.1.2 that is valid when the CELL UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a cell update procedure is initiated by the UE until when the procedure ends, additional CELL UPDATE messages may be transmitted by the UE with different causes.

1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

…

1>
if the value of the variable FAILURE_INDICATOR is TRUE:

…

…

When the UE receives a CELL UPDATE CONFIRM message; and

-
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI; or

-
if the message is received on DCCH:

the UE shall:

1>
stop timer T302;

1>
in case of a cell update procedure and the CELL UPDATE CONFIRM message:

…

1>
act upon all received information elements as specified in TS 25.331 subclause 8.6, unless specified otherwise in the following:

…



…

1>
enter a state according to subclause 8.6.3.3 applied on the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message.

…

If the UE after state transition enters CELL_PCH state, it shall:

…

1>
start the timer T305 using its initial value if timer T305 is not running and periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity";

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging Occasion and PICH Monitoring Occasion as specified in TS 25.331 subclause 8.6.3.2 in CELL_PCH state.

1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
set the variable INVALID_CONFIGURATION to TRUE.
If the CELL UPDATE CONFIRM message:

-
does not include "RB information elements"; and

-
does not include "Transport channel information elements"; and

-
does not include "Physical channel information elements"; and

-
does not include "CN information elements"; and

-
does not include the IE "Ciphering mode info"; and

-
does not include the IE "Integrity protection mode info"; and

-
does not include the IE "New C-RNTI"; and

-
does not include the IE "New U-RNTI":

the UE shall:

1>
transmit no response message.

Reference

3GPP TS 25.331 clause 8.3.1.
8.3.1.2.3
Test purpose

1.
To confirm that the UE, in CELL_PCH state, executes a cell update procedure after the successful reselection of another UTRA cell. 
8.3.1.2.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 and 2 are active.
UE: CELL_PCH (state 6-12) in cell 1 as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is brought to CELL_PCH state and is camped onto cell 1. SS configures its downlink transmission power settings according to columns "T1" in table 8.3.1.1. When the UE detects the presence of cell 2, it moves to CELL_FACH state and transmits a CELL UPDATE message on the uplink CCCH. The value "cell reselection" shall be set in IE "Cell update cause" in CELL UPDATE message. Upon reception of CELL_UPDATE message, SS replies with a CELL UPDATE CONFIRM message with the IE "RRC State Indicator" set to "CELL_PCH". After receiving this message, the UE returns to CELL_PCH state without transmitting any uplink message. SS calls for generic procedure C.4 to check that UE is in CELL_PCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is brought to CELL_PCH state in cell 1

	2
	
	
	SS applies the downlink transmission power settings, according to the values in columns "T1" of table 8.3.1.1. The UE shall find that the cell 2 is better and attempt to perform a cell reselection.

	3
	(
	CELL UPDATE
	The UE moves to CELL_FACH state and transmits this message with the IE "Cell update cause" set to "cell reselection" 

	4
	(
	CELL UPDATE CONFIRM
	IE "RRC State Indicator" is set to "CELL_PCH". 

	
	
	
	

	5
	
	
	The UE is in CELL_PCH state.

	6
	((
	CALL C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents

CELL UPDATE (Steps 3)
The same message found in TS 34.108 clause 9 shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:

	Information Element
	Value/remark

	U-RNTI

- SRNC Identity

- S-RNTI

Cell Update Cause
	Check to see if set to '0000 0000 0001'

Check to see if set to '0000 0000 0000 0000 0001' 

Check to see if set to 'Cell Re-selection' 


CELL UPDATE CONFIRM (Step 4)
Use the same message sub-type found in TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3


8.3.1.2.5
Test requirement

After step 2 the UE shall reselect to cell 2 and transmit a CELL UPDATE message, containing the IE "Cell update cause" set to "cell reselection". 

After step 4, the UE shall enter CELL_PCH state.
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