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	Changes in this version compared to last version marked in yellow.
General:

1. For 2X events “Hysteresis Inter Frequency” should be “Hysteresis”.

The following changes to section 8.4.1.24 are proposed:
1. Table 8.4.1.24-1 The CPICH Ec should be stated in steps of 5.
2. Conformance requirement updated in 8.4.1.24.2.
3. Physical Channel Reconfiguration (Step 2), ITP value Mode 10 should be Mode 0.
4. Section 8.4.1.24.4. Relocate the “Important note” after the text describing the sequence. 
5. Measurement Control (Step 4 and Step 8). The “Used frequency threshold” is not required to be present for Event 2A.
6. Physical Channel Reconfiguration (Step 2). When “”Fixed or flexible position” is set to Flexible then “TFCI existence” must be set to TRUE.
7. Table formatting change in Expected sequence. Some text in the Comment field for Step 3 is not visible due to incorrect cell size in the table. Adjust the cell size in this table. This does not constitute a real change as the missing text was there it just was not visible, hence this text is not shown as added/changed text. 
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11. Physical Channel Reconfiguration (Step 2). Include Uplink only Compressed Mode information.
12. TGD changed from 0 to undefined after RAN CR1624.
The following changes to section 8.4.1.25 are proposed:

1. Table 8.4.1.25-1 The CPICH Ec should be stated in steps of 5.

2. Measurement Control (Step 1) and Table 8.4.1.25-1. Change CPICH Ec values in the Table and threshold values in Step1 for events 2B and 2E to ensure correct handling of the events. Take note of tolerance levels: RSCP +/- 3dBm, SS accuracy +/- 2dBm
3. Physical Channel Reconfiguration (Step 2). When “”Fixed or flexible position” is set to Flexible then “TFCI existence” must be set to TRUE.

4. Measurement Report (Step 8). An absent check should be done for CPICH EC/No while a present check should be done for CPICH RSCP. See data in Measurement Control (Step 1). 

5. Measurement Control (Step 2). Change Reporting Cell Status for Event 2 B to “Report cells within active set or within virtual active set or of the other RAT” as when after T1 Cell 4 is in the active set or virtual active set for Cell 1.

6. The Power offset PPilot-DPDCH in Physical Channel reconfiguration (Step 2) is set to TBD. Insert a value instead.

7. Physical Channel Reconfiguration (Step 2). Include Uplink only Compressed Mode information.
8. Added some information about Layer 3 Filtering.
9. TGD changed from 0 to undefined after RAN CR1624.
The following changes to section 8.4.1.26 are proposed:

1. Table 8.4.1.26-1 The CPICH Ec should be stated in steps of 5.

2. Table 8.4.1.26-1. Ensure that the CPICH Ec values in the Table allow for the events to be triggered when expected. Take note of tolerance levels: RSCP +/- 3dBm, SS accuracy +/- 2dBm

3. Measurement Report (Step 4 and Step 6). Information relating to Inter-Frequency Cells should not be included for Events 2D and 2F. See description of UE behavior, in section 8.4.1.26.2, when events 2D and 2F are configured.

4. Step numbers in the Expected Sequence and the message descriptions do not match. 

5. Remove references to compressed mode and Physical Channel Reconfiguration, compressed mode is not used in this case, events 2D and 2F relate to the currently used frequency.

6. Title changed as event 2D and 2F are not related to Inter Frequency measurements but instead to the used frequency.

7. ICS/IXIT statement about CM removed.

The following changes to section 8.4.1.28 are proposed:

1. The statement (Check to see if set to "FDD") is in the incorrect place.
2. Step 5 and Step 7 need to be rephrased to indicate that the RX-TX time difference changes gradually over time until the thresholds are reached. The UE can drift for 5 microseconds for every 200 ms. This equates to 19.2 chips for every 200 ms. Use 15 chips in the test case.
3. Editorial correction, 2 cells added in the initial condition.
The following changes to section 8.4.1.29 are proposed:

1. In Measurement Control (Step 2), the value of the IE Measurement Validity: UE State should be changed to “all states except CELL_DCH”.
2. In Expected Sequence, Step 4, the time after which the UE repeats the message should be 1100 ms.
3. Measurement Report (Step 3 and Step 4). For the RLC Buffers Payload, instead of stating, “Check to see if the value is reasonable”, state “Check to see if the value is above the threshold”.
The following changes to section 8.4.1.30 are proposed:

1. In Expected Sequence, Step 5 and Step 7, the time after which the UE repeats the message should be 2100 ms.

2. Section 8.4.1.30.4. Events 4a and 4b can be included in one Measurement Control message.

3. Measurement Report (Step 4 and Step 5). According to section 8.1.2 of 34.123 (this section refers to Section 9 of 34.108 and the description of the contents of the RRC Connection Setup message), the SRBs are mapped to an UL Transport Channel with ID equal to 5 for all four SRBs. Therefore the SRBs should not be visible in the Measurement Report message as only Transport Channel with ID equal to 1 is specified in the Measurement Control message for Event 4A. The RB specified in the Test Procedure has a Transport Channel Identity of 1 and an RB Identity of 20. 

4. Measurement Report (Step 6 and Step 7). According to Section 9.1.1 (Contents of Radio Bearer Setup message: AM or UM (Packet to CELL_DCH from CELL_DCH in PS) the value for the RB Identity is 20.

5. Measurement Report (Step 4 and Step 5). For the RLC Buffers Payload, instead of stating, “Check to see if the value is reasonable”, state “Check to see if the value is above the threshold”. 

6. Measurement Report (Step 6 and Step 7). For the RLC Buffers Payload, instead of stating, “Check to see if the value is reasonable”, state “Check to see if the value is below the threshold”.
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8.4.1.24
Measurement Control and Report: Inter-frequency measurement for event 2A

8.4.1.24.1
Definition

8.4.1.24.2
Conformance requirement

When event 2a is configured in the UE within a measurement, the UE shall:

1>
when the measurement is initiated or resumed:

2>
store the used frequency in the variable BEST_FREQUENCY_2A_EVENT.

1>
if equation 1 below has been fulfilled for a time period indicated by "Time to trigger" for a frequency included for that event and which is not stored in the variable BEST_FREQUENCY_2A_EVENT:

2>
send a measurement report with IEs set as below:

3>
set in "inter-frequency measurement event results":

4>
"inter-frequency event identity" to "2a"; and

4>
"Frequency info" to the frequency that triggered the event; and

4>
"Non frequency related measurement event results" to the "Primary CPICH info" of the best primary CPICH for FDD cells or "Primary CCPCH info" to the "Cells parameters ID" of the best primary CCPCH for TDD cells on that frequency, not taking into account the cell individual offset;
3>
set the IE "measured results" and the IE "additional measured results" according to TS 25.331 subclause 8.4.2, not taking into account the cell individual offset;
2>
update the variable BEST_FREQUENCY_2A_EVENT with that frequency.

Equation 1:
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The variables in the formula are defined as follows:

QNot Best is the quality estimate of a frequency not stored the "best frequency" in the variable BEST_FREQUENCY_2A_EVENT.

QBest is the quality estimate of the frequency stored in "best frequency" in the variable BEST_FREQUENCY_2A_EVENT.

H2a is the hysteresis parameter for the event 2a in that measurement.

Reference

3GPP TS 25.331 clause 14.2.1.1

8.4.1.24.3
Test Purpose

1.A
To confirm that the UE sends MEASUREMENT REPORT message if event 2A is configured, and if any of the non- used frequencies quality estimate becomes better than the currently used frequency quality estimate.

1.B
To confirm that the UE does not send MEASUREMENT REPORT message indicating event 2A if hysteresis condition is not fulfilled. 

1.C
To confirm that the UE does not send MEASUREMENT REPORT message indicating event 2A if time to trigger condition is not fulfilled. 

8.4.1.24.4
Method of test

Initial Condition

System Simulator: 2 cells – The initial configurations of the 2 cells in the SS shall follow the values indicated in the column marked "T0" in table 8.4.1.24-1. The table is found in "Test Procedure" clause.

UE: CS-DCCH+DTCH_DCH (State 6-9) or PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE.
Related ICS/IXIT statements

-
Compressed mode required
yes/no 

Test Procedure

Table 8.4.1.24-1 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. Column marked "T0" denotes the initial conditions, while columns marked "T1", "T2", "T3", "T4" and "T5" are to be applied subsequently. The exact instants on which these values shall be applied are described in the text in this clause.
Table 8.4.1.24-1

	Parameter
	Unit
	Cell 1
	Cell 4

	
	
	T0
	T1
	T2
	T3
	T4
	T5
	T0
	T1
	T2
	T3
	T4
	T5

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	DBm/3.84 Mhz
	 -65
	 -65
	 -65
	 -70
	 -65
	 -70
	-75
	-60
	-75
	 -55
	-75
	 -55


The UE is initially in CELL_DCH state of cell 1. SS commands the UE to perform measurements of transmitted power using MEASUREMENT CONTROL message. This measurement is setup to confirm that while sending MEASUREMENT REPORT message, the UE sets IE "Additional measured results" correctly. If UE requires compressed mode, SS performs PHYSICAL CHANNEL RECONFIGURATION procedure to activate compressed mode. SS then commands the UE to perform Inter-frequency measurements and report event 2A by sending MEASUREMENT CONTROL message. In MEASUREMENT CONTROL message, IE "Hysteresis" is set to  14.5 dB and IE "Additional measurement list" is set to id of "UE Internal measurements" configured earlier. SS then configures itself according to the values in columns "T1" shown above. Even though quality estimate for Cell 4 has become better than that of Cell 1, event 2A will not be triggered since hysteresis condition is not fulfilled. SS then configures itself according to the values in columns "T2" shown above.

SS sends MEASUREMENT CONTROL message to modify parameter "Hysteresis" of Inter-frequency measurements to 1 dB. SS then configures Cell 1 and Cell 4 according to columns "T3" for short duration (less than 5 seconds), and then configures itself according to columns "T4" shown above. The UE will not send MEASUREMENT REPORT message because time to trigger condition is not fulfilled. SS then configures itself according to the values in columns "T5" shown above. The UE sends MEASUREMENT REPORT message reporting even 2A as well as measurement of transmitted power.


SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Important Note: Duration between time instant "T3" and "T4" (between steps 9 and 10 of expected sequence) must be less than 5 seconds.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	MEASUREMENT CONTROL
	To setup UE Internal measurement. 

If Compressed Mode not required (refer ICS/IXIT) go to step 4

	2
	(
	PHYSICAL CHANNEL RECONFIGURATION
	SS instructs UE to begin compressed mode operation.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	

	4
	(
	MEASUREMENT CONTROL
	SS commands the UE to perform Inter-frequency measurements and to report event 2A.  

	5
	
	
	SS re-adjusts the downlink transmission power settings according to columns "T1" in table 8.4.1.24-1.

	6
	
	
	Check for 10 seconds, the UE shall not send MEASUREMENT REPORT message, as hysteresis condition is not fulfilled.

	7
	
	
	SS re-adjusts the downlink transmission power settings according to columns "T2" in table 8.4.1.24-1.

	8
	(
	MEASUREMENT CONTROL
	Modify hysteresis parameter for event 2A. 

	
	
	
	

	9
	
	
	SS re-adjusts the downlink transmission power settings according to columns "T3" in table 8.4.1.24-1.

	
	
	
	

	10
	
	
	SS re-adjusts the downlink transmission power settings according to columns "T4" in table 8.4.1.24-1. This step should be completed within 5 seconds after completing step 9.

	11
	
	
	Check for 10 seconds, the UE shall not send MEASUREMENT REPORT message, as time to trigger condition is not fulfilled.

	12
	
	
	SS re-adjusts the downlink transmission power settings according to columns "T5" in table 8.4.1.24-1. 

	13
	(
	MEASUREMENT REPORT
	This message should come at least 5 seconds later after changing power setting of Cell 4. 

	14
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:

MEASUREMENT CONTROL (Step 1)

	Information Element
	Value/remark

	Measurement identity
	1

	Measurement command
	Setup

	    CHOICE measurement type
	UE internal measurement

	          - UE internal measurement quantity
	

	                 - Measurement quantity
	UE transmitted power

	                 - Filter Coefficient
	4

	          - UE internal reporting quantity
	

	                 - UE Transmitted Power
	TRUE

	                 - CHOICE mode
	FDD

	                       - UE Rx-Tx time difference
	FALSE

	          - CHOICE report criteria
	No reporting 

	 Measurement reporting mode
	Not present

	 Additional measurements list
	Not present

	 DPCH compressed mode status
	Not present


PHYSICAL CHANNEL RECONFIGURATION (Step 2)

Use the same message sub-type found in Annex A, which is entitled "(Packet to CELL_DCH from CELL_DCH in PS)", with the following exceptions in the IE(s) concerned:

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	         - Downlink DPCH info common for all RL
	

	          - Timing Indication
	Maintain

	          - Downlink DPCH power control information
	

	           - DPC mode
	0 (Single)

	          - CHOICE Mode
	FDD

	           - Power offset PPilot-DPDCH
	 0

	            - DL rate matching restriction information
	Not present

	            - Spreading factor
	Refer to the parameter set in TS 34.108

	            - Fixed or flexible position
	Flexible

	            - TFCI existence
	 TRUE

	            - Number of bits for Pilot bits (SF=128, 256)
	Not present

	         - DPCH compressed mode info
	

	          - TGPSI
	1

	          - TGPS status flag
	Activate

	          - TGCFN
	(Current CFN+(256 – TTI/10msec)) mod 256

	          - Transmission gap pattern sequence configuration parameters
	

	          - TGMP
	FDD Measurement

	          - TGPRC
	Infinity

	          - TGSN
	4

	          - TGL1
	7

	          - TGL2
	Not Present

	          - TGD
	Undefined

	          - TGPL1
	3

	          - TGPL2
	Not Present

	          - RPP
	Mode 0

	          - ITP
	Mode  0

	          - CHOICE UL/DL mode
	UL and DL or DL only or UL only depending on UE capability

	           - Downlink compressed mode method
	SF/2

	           - Uplink compressed mode method
	SF/2 or Not present depending on UE capability

	          - Downlink frame type
	B

	          - DeltaSIR1
	2.0

	          - DeltaSIRAfter1
	1.0

	          - DeltaSIR2
	Not present

	          - DeltaSIRAfter2
	Not present

	          - N identify abort
	Not present

	          - T Reconfirm abort
	Not present

	         - TX diversity mode
	None

	         - SSDT information
	Not present

	         - Default DPCH offset value
	0


MEASUREMENT CONTROL (Step 4)

	Information Element
	Value/remark

	Measurement identity
	2

	Measurement command
	Setup

	  - CHOICE measurement type
	Inter-frequency measurement

	    - Inter-frequency cell info list
	

	       - Inter-frequency cell removal
	Not present

	       - New inter-frequency info list
	

	         - Inter-frequency cell id
	Id of Cell 4

	         - Frequency Information
	Frequency of Cell 4

	         - Cell info
	

	          - Cell individual offset
	Not present

	          - Reference time difference to cell
	Not present

	          - CHOICE mode
	FDD

	           -  Read SFN Indicator
	FALSE

	           - Primary CPICH Info
	

	             - Primary scrambling code 
	Primary scrambling code of Cell 4

	          - Primary CPICH TX power
	Not present

	          - TX Diversity Indicator
	FALSE

	        - Cell for measurement
	Not present

	    - Inter-frequency measurement quantity
	

	       - Filter Coefficient
	0

	       - Frequency quality estimate quantity
	CPICH RSCP

	    - Inter-frequency reporting quantity
	

	        - UTRAN carrier RSSI
	FALSE

	        - Frequency quality estimate
	FALSE

	       - Non frequency related quantities
	

	           - SFN-SFN observed time difference reporting indicator
	No report

	         - Cell synchronisation information reporting indicator
	FALSE

	         - Cell identity reporting indicator
	FALSE

	         - CPICH Ec/No reporting indicator
	FALSE

	         - CPICH RSCP reporting indicator
	FALSE

	         - Pathloss reporting indicator
	FALSE

	    - Measurement validity
	CELL_DCH state

	    - Inter-frequency SET UPDATE
	

	     - UE autonomous update mode
	On with no reporting

	    - CHOICE report criteria
	Inter-frequency measurement reporting criteria

	        - Parameters required for each events
	

	         - Inter-frequency event identity
	2A

	            - Used frequency threshold
	 Not present

	            - Used frequency W
	0

	            - Hysteresis 
	 14.5 dB

	           - Time to trigger
	5000 mSec

	           - Reporting cell status
	Not present

	            - Non-used frequency parameter list
	

	                 - Non-used frequency threshold
	-72 dBm

	                 - Non-used frequency W
	0

	Measurement reporting mode
	

	      - Measurement reporting transfer mode
	Acknowledged mode RLC

	      - Periodic reporting / Event trigger reporting mode
	Event trigger

	 Additional measurement list 
	

	     - Measurement identity
	1

	 DPCH compressed mode status info
	Not present


MEASUREMENT CONTROL (Step 8)

	Information Element
	Value/remark

	Measurement identity
	2

	Measurement command
	Modify

	  - CHOICE measurement type
	Inter-frequency measurement

	    - Inter-frequency cell info list
	

	       - Inter-frequency cell removal
	Not present

	       - New inter-frequency info list
	Not present

	       - Cell for measurement
	Not present

	    - Intra-frequency measurement quantity
	Not present

	    - Inter-frequency reporting quantity
	Not present

	    - Measurement validity
	Not present

	    - UE autonomous update mode
	Not present

	    - CHOICE report criteria
	Inter-frequency measurement reporting criteria

	        - Parameters required for each events
	

	         - Inter-frequency event identity
	2A

	            - Used frequency threshold
	 Not present

	            - Used frequency W
	0

	            - Hysteresis Inter Frequency
	1 dB

	           - Time to trigger
	5000 mSec

	           - Reporting cell status
	Not present

	            - Non-used frequency parameter list
	

	                 - Non-used frequency threshold
	-72 dBm

	                 - Non-used frequency W
	0

	Measurement reporting mode
	Not present

	 Additional measurement list 
	Not present

	DPCH compressed mode status info
	Not present


MEASUREMENT REPORT (Step 13)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 2

	Measured results
	Check to see if it is absent

	Measured results on RACH
	Check to see if it is absent

	Additional measured results
	

	      - Measured results
	UE internal measured results

	            - UE transmitted power
	Check to see if it is present

	            - UE RX TX report entry list
	Check to see if it is absent

	Event results
	Inter-frequency measurement event results,

	  - Inter-frequency event identity
	2A

	  - Cell measurement event results
	

	       - Frequency info 
	Frequency of Cell 4

	       - Primary CPICH info
	

	           - Primary scrambling code
	Primary scrambling code of Cell 4


8.4.1.24.5
Test Requirement

1.A
In step 13 the UE shall send MEASUREMENT REPORT message indicating event 2A.  IE 'Cell measurement event results' in MEASUREMENT REPORT message shall contain frequency information and primary scrambling code of Cell 4.  

1.B
In step 6, the UE shall not send MEASUREMENT REPORT message.

1.C
In step 11, the UE shall not send MEASUREMENT REPORT message.

8.4.1.25
Measurement Control and Report: Inter-frequency measurement for events 2B and 2E

8.4.1.25.1
Definition

8.4.1.25.2
Conformance requirement

When event 2b is configured in the UE within a measurement, the UE shall:

1>
if equations 1 and 2 below have been fulfilled for a time period indicated by "Time to Trigger" from the same instant, respectively for one or several non-used frequencies included for that event and for the used frequency:

2>
if any of those non-used frequency is not stored in the variable TRIGGERED_2B_EVENT:

3>
store the non-used frequencies that triggered the event and that were not previously stored in the variable TRIGGERED_2B_EVENT into that variable;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency measurement event results":

5>
"inter-frequency event identity" to "2b"; and

5>
for each non-used frequency that triggered the event, beginning with the best frequency:

6>
"Frequency info" to that non-used frequency; and

6>
"Non frequency related measurement event results" to the "Primary CPICH info" of the best primary CPICH for FDD cells or "Primary CCPCH info" to the "Cell parameters ID" of the best primary CCPCH for TDD cells on that non-used frequency, not taking into account the cell individual offset;
4>
set the IE "measured results" and the IE "additional measured results" according to TS 25.331 subclause 8.4.2, not taking into account the cell individual offset;
1>
if equation 3 below is fulfilled for a non-used frequency stored in the variable TRIGGERED_2B_EVENT:

2>
remove that non-used frequency from the variable TRIGGERED_2B_EVENT.

1>
if equation 4 below is fulfilled for the used frequency:

2>
clear the variable TRIGGERED_2B_EVENT.

Triggering conditions:

Equation 1:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency that becomes better than an absolute threshold.

TNon used 2b is the absolute threshold that applies for this non-used frequency in that measurement.

H2b is the hysteresis parameter for the event 2b.

Equation 2:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2b is the absolute threshold that applies for the used frequency in that measurement.

H2b is the hysteresis parameter for the event 2b.

Leaving triggered state condition:

Equation 3:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency that is stored in the variable TRIGGERED_2B_EVENT.

TNon used 2b is the absolute threshold that applies for this non-used frequency in that measurement.

H2b is the hysteresis parameter for the event 2b.

Equation 4:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2b is the absolute threshold that applies for the used frequency in that measurement.

H2b is the hysteresis parameter for the event 2b.

…

When event 2e is configured in the UE within a measurement, the UE shall:

1>
if equation 1 below has been fulfilled for one or several non-used frequencies included for that event during the time "Time to trigger":

2>
if any of those non-used frequencies is not stored in the variable TRIGGERED_2E_EVENT:

3>
store the non-used frequencies that triggered the event and that were not previously stored in the variable TRIGGERED_2E_EVENT into that variable;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency measurement event results":

5>
"inter-frequency event identity" to "2e"; and

5>
for each non-used frequency that triggered the event, beginning with the best frequency:

6>
"Frequency info" to that non-used frequency; and

6>
"Non frequency related measurement event results" to the "Primary CPICH info" of the best primary CPICH for FDD cells or "Primary CCPCH info" to the "Cell parameters ID" of the best primary CCPCH for TDD cells on that non-used frequency, not taking into account the cell individual offset;
4>
set the IE "measured results" and the IE "additional measured results" according to TS 25.331 subclause 8.4.2, not taking into account the cell individual offset;
1>
if equation 2 below is fulfilled for a non-used frequency stored in the variable TRIGGERED_2E_EVENT:

2>
remove that non-used frequency from the variable TRIGGERED_2E_EVENT.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency that becomes worse than an absolute threshold.

TNon used 2e is the absolute threshold that applies for that non-used frequency for that event.

H2e is the hysteresis parameter for the event 2e.

Leaving triggered state condition:

Equation 2:
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The variables in the formula are defined as follows:

QNon used is the quality estimate of a non-used frequency stored in the variable TRIGGERED_2E_EVENT.

TNon used 2e is the absolute threshold that applies for that non-used frequency for that event.

H2e is the hysteresis parameter for the event 2e.
Reference

3GPP TS 25.331 clause 14.2.1.2, 14.2.1.5.

8.4.1.25.3
Test Purpose

1.
To confirm that the UE sends MEASUREMENT REPORT message when event 2E is configured and the estimated quality of a non-used frequency is below the value of the IE "Threshold non-used frequency". This MEASUREMENT REPORT message shall contain at least the best primary CPICH on the non-used frequency that triggered the event.

2.
To confirm that the UE sends MEASUREMENT REPORT message when event 2B is configured and estimated quality of the currently used frequency is below the value of the IE "Threshold used frequency" and the estimated quality of a non-used frequency is above the value of the IE "Threshold non-used frequency". This MEASUREMENT REPORT message shall contain at least the best primary CPICH on the non-used frequency that triggered the event.

8.4.1.25.4
Method of test

Initial Condition

System Simulator: 2 cells – The initial configurations of the 2 cells in the SS shall follow the values indicated in the column marked "T0" in table 8.4.1.24-1. The table is found in "Test Procedure" clause.

UE: CS-DCCH+DTCH_DCH (State 6-9) or PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE.
Related ICS/IXIT statements

-
Compressed mode required
yes/no

Test Procedure

Table 8.4.1.25-1 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. Column marked "T0" denotes the initial conditions, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the text in this clause.
Table 8.4.1.25-1

	Parameter
	Unit
	Cell 1
	Cell 4

	
	
	T0
	T1
	T2
	T0
	T1
	T2

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	DBm/3.84 MHz
	 -55
	 -55
	 -85
	 -85
	 -55
	 -55


The UE is initially in CELL_DCH state of cell 1. SS commands the UE to perform Inter-frequency measurements and report event 2B and event 2E by sending MEASUREMENT CONTROL message. Note that the Filter Coefficient IE has a value of 4 so Layer 3 Filtering applies in this case.  
If UE requires compressed mode, SS performs PHYSICAL CHANNEL RECONFIGURATION procedure to activate compressed mode.
 Since quality estimate of non-used frequency is below threshold, the UE sends MEASUREMENT REPORT message indicating event 2E. 
SS then configures itself according to the values in columns "T1" shown above. Now quality estimate of used and non-used frequency is above threshold and hence neither event 2B nor event 2E will be triggered.  SS then configures itself according to the values in columns "T2" shown above. Quality estimate for used frequency is now below threshold, while that of non-used frequency is above threshold, the UE sends MEASUREMENT REPORT message to report event 2B.
 SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	MEASUREMENT CONTROL
	SS commands the UE to perform Inter-frequency measurements and to report event 2B and 2E.

If Compressed Mode not required (refer ICS/IXIT) go to step 4

	2
	(
	PHYSICAL CHANNEL RECONFIGURATION
	SS instructs UE to begin compressed mode operation.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	

	4
	(
	MEASUREMENT REPORT
	The UE shall report event 2E. Time duration between activation of compressed mode and reception of this message should be at least 5 seconds. 
Layer 3 Filtering causes an additional delay.

	5
	
	
	SS re-adjusts the downlink transmission power settings according to columns "T1" in table 8.4.1.25-1.

	6
	
	
	Check for 10 seconds the UE shall not send measurement report message.

	7
	
	
	SS re-adjusts the downlink transmission power settings according to columns "T2" in table 8.4.1.25-1.

	8
	(
	MEASUREMENT REPORT
	The UE shall report event 2B. Time duration between changing power levels according to columns "T2" and reception of this message should be at least 5 seconds.
Layer 3 Filtering causes an additional delay. For Cell 1 the CPICH Ec value of 80 dBm would have to be reported at least three times from the Physical Layer to cause the Cell 1 frequency threshold to be reached. Depending on tolerance values this number will be greater (CPICH Ec is +/- 3 dBm, SS set Hysteresis value is +/- 2dB)

	9
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:

MEASUREMENT CONTROL (Step 1)

	Information Element
	Value/remark

	Measurement identity
	4

	Measurement command
	Setup

	  - CHOICE measurement type
	Inter-frequency measurement

	    - Inter-frequency cell info list
	

	       - Inter-frequency cell removal
	Not present

	       - New inter-frequency info list
	

	         - Inter-frequency cell id
	Id of Cell 4

	         - Frequency Information
	Frequency of Cell 4

	         - Cell info
	

	          - Cell individual offset
	Not present

	          - Reference time difference to cell
	Not present

	          - CHOICE mode
	FDD

	           -  Read SFN Indicator
	FALSE

	           - Primary CPICH Info
	

	             - Primary scrambling code 
	Primary scrambling code of Cell 4

	          - Primary CPICH TX power
	Not present

	          - TX Diversity Indicator
	FALSE

	       - Cell for measurement
	Not present

	    - Inter-frequency measurement quantity
	

	       - Filter Coefficient
	4

	       - Frequency quality estimate quantity
	CPICH Ec/No

	    - Inter-frequency reporting quantity
	

	       - UTRAN Carrier RSSI
	FALSE

	       - Frequency quality estimate
	FALSE

	       - Non frequency related quantities
	

	           - SFN-SFN observed time difference reporting indicator
	No report

	         - Cell synchronisation information reporting indicator
	FALSE

	         - Cell identity reporting indicator
	FALSE

	         - CPICH Ec/No reporting indicator
	FALSE

	         - CPICH RSCP reporting indicator
	TRUE

	         - Pathloss reporting indicator
	FALSE

	    - Measurement validity
	Not present

	    - Inter-frequency SET UPDATE
	

	     - UE autonomous update mode
	On with no reporting

	    - CHOICE report criteria
	Inter-frequency measurement reporting criteria

	        - Parameters required for each events
	

	         - Inter-frequency event identity
	2E

	           - Hysteresis 
	1 dB

	           - Time to trigger
	5000 mSec

	           - Reporting cell status
	Not present

	           - Non used frequency parameter list
	

	                 - Non used frequency threshold
	 -70 dBm

	                 - Non used frequency W
	0

	         - Inter-frequency event identity
	2B

	            - Used frequency threshold
	 -70 dBm

	            - Used frequency W
	0.4

	            - Hysteresis 
	1 dB

	           - Time to trigger
	5000 mSec

	           - Reporting cell status
	 Within active set or within virtual active set or of the other RAT

	                 - Maximum number of reporting cells
	1

	           - Non used frequency parameter list
	

	               - Non used frequency threshold
	 -70 dBm

	               - Non used frequency W
	0

	Measurement reporting mode
	

	      - Measurement reporting transfer mode
	Unacknowledged Mode RLC

	      - Periodic reporting / Event trigger reporting mode
	Event trigger

	Additional measurement list 
	Not present

	DPCH compressed mode status info
	Not present


PHYSICAL CHANNEL RECONFIGURATION (Step 2)

Use the same message sub-type found in Annex A, which is entitled "(Packet to CELL_DCH from CELL_DCH in PS)", with the following exceptions in the IE(s) concerned:

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	         - Downlink DPCH info common for all RL
	

	          - Timing Indication
	Maintain

	          - Downlink DPCH power control information
	

	           - DPC mode
	0 (Single)

	          - CHOICE Mode
	FDD

	           - Power offset PPilot-DPDCH
	 0

	            - DL rate matching restriction information
	Not present

	            - Spreading factor
	Refer to the parameter set in TS 34.108

	            - Fixed or flexible position
	Flexible

	            - TFCI existence
	 TRUE

	            - Number of bits for Pilot bits (SF=128, 256)
	Not present

	         - DPCH compressed mode info
	

	          - TGPSI
	1

	          - TGPS status flag
	Activate

	          - TGCFN
	(Current CFN+(256 – TTI/10msec)) mod 256

	          - Transmission gap pattern sequence configuration parameters
	

	          - TGMP
	FDD Measurement

	          - TGPRC
	Infinity

	          - TGSN
	4

	          - TGL1
	7

	          - TGL2
	Not Present

	          - TGD
	Undefined

	          - TGPL1
	3

	          - TGPL2
	Not Present

	          - RPP
	Mode 0

	          - ITP
	Mode 0

	          - CHOICE UL/DL mode
	UL and DL or DL only or UL only depending on UE capability

	            -Downlink compressed mode method
	SF/2

	            -Uplink compressed mode method
	SF/2 or Not present depending on UE capability

	          - Downlink frame type
	A

	          - DeltaSIR1
	2.0

	          - DeltaSIRAfter1
	1.0

	          - DeltaSIR2
	Not present

	          - DeltaSIRAfter2
	Not present

	          - N identify abort
	Not present

	          - T Reconfirm abort
	Not present

	         - TX diversity mode
	None

	         - SSDT information
	Not present

	         - Default DPCH offset value
	0


MEASUREMENT REPORT (Step 4)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 4

	Measured results
	Check to see if it is absent

	Measured results on RACH
	Check to see if it is absent

	Additional measured results
	Check to see if it is absent

	Event results
	Inter-frequency measurement event results,

	  - Inter-frequency event identity
	2E

	  - Cell measurement event results
	

	       - Frequency info 
	Frequency of Cell 4

	       - Primary CPICH info
	

	            - Primary scrambling code 
	Primary scrambling code of Cell 4


MEASUREMENT REPORT (Step 8)

	Information Element
	Value/remark

	Measurement identity
	4

	Measured results
	Inter-frequency measured results

	      - Frequency information
	Frequency of Cell 4

	      - UTRA carrier RSSI
	Check to see if it is absent

	      - Inter-frequency cell measured results
	

	          - Cell Identity
	Check to see if it is absent

	          - SFN-SFN Observed Time Difference
	Check to see if this IE is absent

	          - Cell synchronisation information
	Check to see if this IE is absent

	          - Mode Specific Info
	FDD

	            - Primary CPICH Info
	

	                  - Primary scrambling code 
	Primary scrambling code for cell 4

	           - CPICH Ec/No
	Check to see if it is  absent

	           - CPICH RSCP
	Check to see if it is  present

	           - Pathloss
	Check to see if it is absent

	Measured results on RACH
	Check to see if it is absent

	Additional measured results
	Check to see if it is absent

	Event results
	Inter-frequency measurement event results,

	  - Inter-frequency event identity
	2B

	  - Cell measurement event results
	

	       - Frequency info 
	Frequency of Cell 4

	       - Primary CPICH info
	

	            - Primary scrambling code
	Primary scrambling code of Cell 4


8.4.1.25.5
Test Requirement

1.
In step 4 the UE shall send MEASUREMENT REPORT message indicating event 2E.  IE "Cell measurement event results" in this message shall contain frequency information and primary scrambling code of Cell 4.
2.
In step 8 the UE shall send MEASUREMENT REPORT message indicating event 2B. IE "Cell measurement event results" in this message shall contain frequency information and primary scrambling code of Cell 4.
8.4.1.26
Measurement Control and Report: Measurement for events 2D and 2F

8.4.1.26.1
Definition

8.4.1.26.2
Conformance requirement

When event 2d is configured in the UE within a measurement, the UE shall:

1>
if equation 1 below has been fulfilled for the used frequency during the time "Time to trigger":

2>
if the variable TRIGGERED_2D_EVENT is set to FALSE:

3>
set the variable TRIGGERED_2D_EVENT to TRUE;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency event results": "inter-frequency event identity" to "2d" and no IE "Inter-frequency cells";

4>
set the IE "measured results" and the IE "additional measured results" according to TS 25.331 subclause 8.4.2.

1>
if the variable TRIGGERED_2D_EVENT is set to TRUE and if equation 2 is fulfilled for the used frequency:

2>
set the variable TRIGGERED_2D_EVENT to FALSE.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2d is the absolute threshold that applies for the used frequency and event 2d.

H2d is the hysteresis parameter for the event 2d.

Leaving triggered state condition:

Equation 2:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2d is the absolute threshold that applies for the used frequency and event 2d.

H2d is the hysteresis parameter for the event 2d.

…

When event 2f is configured in the UE within a measurement, the UE shall:

1>
if equation 1 below has been fulfilled for the used frequency during the time "Time to trigger":

2>
if the variable TRIGGERED_2F_EVENT is set to FALSE:

3>
set the variable TRIGGERED_2F_EVENT to TRUE;

3>
send a measurement report with IEs set as below:

4>
set in "inter-frequency event results": "inter-frequency event identity" to "2f", and no IE "Inter-frequency cells";

4>
set the IE "measured results" and the IE "additional measured results" according to TS 25.331 subclause 8.4.2.

1>
if the variable TRIGGERED_2F_EVENT is set to TRUE and if equation 2 is fulfilled for the used frequency:

2>
set the variable TRIGGERED_2F_EVENT to FALSE.

Triggering condition:

Equation 1:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2f is the absolute threshold that applies for the used frequency and event 2f.

H2f is the hysteresis parameter for the event 2f.

Leaving triggered state condition:

Equation 2:
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The variables in the formula are defined as follows:

QUsed is the quality estimate of the used frequency.

TUsed 2f is the absolute threshold that applies for the used frequency and event 2f.

H2f is the hysteresis parameter for the event 2f.

Reference

3GPP TS 25.331 clause 14.2.1.4, 14.2.1.6
8.4.1.26.3
Test Purpose

1.
To confirm that the UE sends MEASUREMENT REPORT message when event 2F is configured and estimated quality of the currently used frequency is above the value of the IE "Threshold used frequency". This MEASUREMENT REPORT message shall contain at least the best primary CPICH on the used frequency.

2.
To confirm that the UE sends MEASUREMENT REPORT message when event 2D is configured and estimated quality of the currently used frequency is below the value of the IE "Threshold used frequency". This MEASUREMENT REPORT message shall contain at least the best primary CPICH on the used frequency.

8.4.1.26.4
Method of test

Initial Condition

System Simulator: 1 cells – The initial configurations of the cell in the SS shall follow the values indicated in the column marked "T0" in table 8.4.1.26-1. The table is found in "Test Procedure" clause.

UE: CS-DCCH+DTCH_DCH (State 6-9) or PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE.


Test Procedure

Table 8.4.1.26-1 illustrates the downlink power to be applied for the cell at various time instants of the test execution. Column marked "T0" denotes the initial conditions, while columns marked "T1" is to be applied subsequently. The exact instant on which these values shall be applied is described in the text in this clause.
Table 8.4.1.26-1

	Parameter
	Unit
	Cell 1

	
	
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1

	CPICH Ec
	DBm/3.84 MHz
	 -55
	 -85


The UE is initially in CELL_DCH state of cell 1. SS commands the UE to perform Inter-frequency measurements and report event 2D and/or event 2F by sending MEASUREMENT CONTROL message. Since quality estimate of used frequency is above threshold, the UE sends MEASUREMENT REPORT message indicating event 2F. SS then configures itself according to the values in columns "T1" shown above. Quality estimate for used frequency is now below threshold, the UE sends MEASUREMENT REPORT message to report it. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
void
	
	
	

	2
void
	
	
	

	3
void
	
	
	

	4
	(
	MEASUREMENT CONTROL
	SS commands the UE to perform Inter-frequency measurements and to report event 2D and 2F.  

	5
	(
	MEASUREMENT REPORT
	The UE shall report event 2F

	6
	
	
	SS re-adjusts the downlink transmission power settings according to columns "T1" in table 8.4.1.26-1.

	7
	(
	MEASUREMENT REPORT
	The UE shall report event 2D.

	8
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


MEASUREMENT CONTROL (Step  4)

	Information Element
	Value/remark

	Measurement identity
	10

	Measurement command
	Setup

	  - CHOICE measurement type
	Inter-frequency measurement

	    - Inter-frequency cell info list
	

	       - Inter-frequency cell removal
	Not present

	       - New inter-frequency info list
	

	         - Inter-frequency cell id
	Any valid identity other than that of Cell 1

	         - Frequency Information
	Any valid frequency other than that of Cell 1

	         - Cell info
	

	          - Cell individual offset
	Not present

	          - Reference time difference to cell
	Not present

	          - CHOICE mode
	FDD

	           -  Read SFN Indicator
	FALSE

	           - Primary CPICH Info
	

	             - Primary scrambling code 
	Any value of Primary scrambling code

	          - Primary CPICH TX power
	Not present

	          - TX Diversity Indicator
	FALSE

	      - Cell for measurement
	Not present

	    - Inter-frequency measurement quantity
	

	       - Filter Coefficient
	4

	       - Frequency quality estimate quantity
	CPICH RSCP

	    - Inter-frequency reporting quantity
	

	       - UTRAN Carrier RSSI
	FALSE

	       - Frequency quality estimate
	FALSE

	       - Non frequency related quantities
	

	           - SFN-SFN observed time difference reporting indicator
	No report

	         - Cell synchronisation information reporting indicator
	FALSE

	         - Cell identity reporting indicator
	FALSE

	         - CPICH Ec/No reporting indicator
	FALSE

	         - CPICH RSCP reporting indicator
	FALSE

	         - Pathloss reporting indicator
	FALSE

	    - Measurement validity
	CELL_DCH state

	    - UE autonomous update mode
	Not present

	    - CHOICE report criteria
	Inter-frequency measurement reporting criteria

	        - Parameters required for each events
	

	         - Inter-frequency event identity
	2D

	            - Used frequency threshold
	 -70 dBm

	            - Used frequency W
	0

	           - Hysteresis 
	1 dB

	           - Time to trigger
	5000 mSec

	           - Reporting cell status
	Not present

	         - Inter-frequency event identity
	2F

	           - Used frequency threshold
	 -70 dBm

	           - Used frequency W
	0

	           - Hysteresis 
	1 dB

	           - Time to trigger
	5000 mSec

	           - Reporting cell status
	Not present

	Measurement reporting mode
	

	      - Measurement reporting transfer mode
	Unacknowledged Mode RLC

	      - Periodic reporting / Event trigger reporting mode
	Event trigger

	Additional measurement list 
	Not present

	DPCH compressed mode status info
	Not present


MEASUREMENT REPORT (Step 5)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 10

	Measured results
	Check to see if it is absent

	Measured results on RACH
	Check to see if it is absent

	Additional measured results
	Check to see if it is absent

	Event results
	Inter-frequency measurement event results,

	  - Inter-frequency event identity
	2F

	
	

	
	

	
	

	
	


MEASUREMENT REPORT (Step  7)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 10

	Measured results
	Check to see if it is absent

	Measured results on RACH
	Check to see if it is absent

	Additional measured results
	Check to see if it is absent

	Event results
	Inter-frequency measurement event results,

	  - Inter-frequency event identity
	2D

	
	

	
	

	
	

	
	


8.4.1.26.5
Test Requirement

1.
In step 4 the UE shall send MEASUREMENT REPORT message indicating event 2F.  IE 'Cell measurement event results' in this message shall contain frequency information and primary scrambling code of Cell 1.

2.
In step 6 the UE shall send MEASUREMENT REPORT message indicating event 2D. IE 'Cell measurement event results' in this message shall contain frequency information and primary scrambling code of Cell 1.

8.4.1.28
Measurement Control and Report: UE internal measurement for events 6F and 6G
8.4.1.28.1

Definition

8.4.1.28.2
Conformance requirement

When event 6F is ordered by UTRAN in a MEASUREMENT CONTROL message, the UE shall send a measurement report message when the UE Rx-Tx time difference becomes larger than the threshold defined by the IE "UE Rx-Tx time difference threshold".

When event 6G is ordered by UTRAN in a MEASUREMENT CONTROL message, the UE shall send a measurement report when the UE Rx-Tx time difference becomes less than the threshold defined by the IE "UE Rx-Tx time difference threshold".

Reference

3GPP TS 25.331, clauses 14.6.2.6 and 14.6.2.7.

8.4.1.28.3
Test Purpose
1.
To confirm that the UE performs UE internal measurements and reporting for events 6F and 6G, when requested by the UTRAN to do so in the MEASUREMENT CONTROL message.

8.4.1.28.4
Method of test

Initial Condition

System Simulator: 2 cells – The initial configuration of the cells in the SS shall follow the values indicated in table 6.1.2 of TS 34.108. 
UE: CS-DCCH+DTCH_DCH (State 6-9) or PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE.

Test Procedure

Table 6.1.2 of TS 34.108 specifies the radio conditions to be applied for the cells in this test.

The UE is in CELL_DCH state in cell 1, after successfully executing procedures P11 or P13 as specified in clause 7.4 of TS 34.108. 

SS then performs an active set update procedure by sending ACTIVE SET UPDATE REQUEST message on the downlink DCCH. Cell 2 is to be added to the active set, according to the content of this downlink message. The UE shall reply with an ACTIVE SET UPDATE COMPLETE message on the uplink DCCH, and include cell 2 to the active set when the activation time specified has elapsed.

Next, SS transmits MEASUREMENT CONTROL message to request the UE to perform UE internal measurements and reporting for events 6F and 6G. 

SS adjusts the Tx timing of cell 2 above the threshold set to event 6F. After 'time to trigger' UE sends MEASUREMENT REPORT, triggered by event 6F, to SS. 

SS adjusts the Tx timing of cell 2 below the threshold set to event 6G. After 'time to trigger' UE sends MEASUREMENT REPORT, triggered by event 6G, to SS. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	UE is initially in CELL_DCH state in cell 1.

	2
	(
	ACTIVE SET UPDATE
	SS asks UE to add cell 2 into the active set. 

	3
	(
	ACTIVE SET UPDATE COMPLETE
	

	4
	(
	MEASUREMENT CONTROL
	SS requests for measurement and reporting of events 6F and 6G.

	5
	
	
	
SS switches the Tx timing of Cell 2, with respect to Cell 1 to a delay of – 15 chips for every 200 ms. SS repeats this operation until the threshold is reached. 

	6
	(
	MEASUREMENT REPORT
	UE shall send 6F event measurement report.  

	7
	
	
	
SS switches the Tx timing of Cell 2 with respect to Cell 1 to a delay of 15 chips for every 200 ms. SS repeats this operation until the threshold is reached.

	8
	(
	MEASUREMENT REPORT
	UE shall send 6G event measurement report.  

	9
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Content

ACTIVE SET UPDATE (Step 2)

The contents of ACTIVE SET UPDATE message for this test step is identical to the same message found in Annex A with the following exceptions:

	Information Element
	Value/remark

	RRC transaction identifier
	0

	Radio link addition information
	

	      - Primary CPICH Info
	

	       - Primary Scrambling Code
	Set to same code as assigned for cell 2

	      - Downlink DPCH info for each RL
	

	       - CHOICE mode
	FDD

	        - Primary CPICH usage for channel estimation
	P-CPICH can be used.

	        - DPCH frame offset
	0 chips

	        - Secondary CPICH info
	Not Present

	        - DL channelisation code
	This IE is repeated for all existing downlink DPCHs allocated to the UE

	         - Secondary scrambling code
	Not Present

	         - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set

	         - Code Number
	For each DPCH, assign the same code number in the current code given in cell 1.

	         - Scrambling code change
	Not Present

	        - TPC Combination Index
	0

	        - SSDT Cell Identity
	Not Present

	        - Close loop timing adjustment mode
	Not Present

	      - TFCI Combining Indicator 
	Not Present

	      - SCCPCH information for FACH
	Not Present

	Radio link removal information
	Not Present


ACTIVE SET UPDATE COMPLETE (Step 3)

	Information Element
	Value/remark

	RRC transaction identifier
	Check to see if it is set to 0


MEASUREMENT CONTROL (Step 4)

	Information Element
	Value/remark

	Measurement Identity
	5

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	      - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	      - Periodic Reporting / Event Trigger Reporting Mode
	Event Trigger Reporting 

	Additional measurements list
	Not Present

	CHOICE measurement type
	UE internal measurement

	      - UE internal measurement
	

	          -UE Internal measurement quantity
	Present

	               - CHOICE mode
	FDD

	                 - Measurement quantity
	UE Rx-Tx time difference

	                 - Flter coefficient
	0

	          - UE internal reporting quantity
	Present

	             - UE Transmitted Power 
	FALSE

	             - CHOICE mode
	FDD

	                - UE Rx-Tx time difference
	TRUE

	          - CHOICE report criteria
	UE internal measurement reporting criteria

	             - Parameters sent for each UE internal
	

	             measurement event
	

	                -UE internal event identity
	6F

	                -Time-to-trigger
	0 milliseconds

	                -UE Rx-Tx time difference threshold
	1174

	                -UE internal event identity
	6G

	                -Time-to-trigger
	0 milliseconds

	                -UE Rx-Tx time difference threshold
	874

	DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT (Step 6)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 5

	Measured Results
	

	        - CHOICE measurement
	Check to see if set to "UE Internal measured results"

	  - UE internal measured results
	

	          -CHOICE mode
	Check to see if set to "FDD"

	               UE Rx-Tx report entries
	

	                   - Primary CPICH info
	

	                       -Primary scrambling code
	Check to see if set to codes assigned for cell 1 & cell 2.

	 -UE Rx-Tx time difference type 1
	Check to see if present and value is reasonable

	Measured Results on RACH
	Check to see if this IE is absent 

	Event results
	

	          -CHOICE event result
	Check to see if set to "UE internal measurement event results"

	                  -UE internal event identity
	Check to see if set to "6F"

	           -CHOICE mode
	Check to see if set to "FDD"

	                  -Primary CPICH info
	

	                           -Primary scrambling code
	Check to see if set to code assigned for cell 2.


MEASUREMENT REPORT (Step 8)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 5

	Measured Results
	

	        - CHOICE measurement
	Check to see if set to "UE Internal measured results"

	  - UE internal measured results
	

	          -CHOICE mode
	Check to see if set to "FDD"

	               UE Rx-Tx report entries
	

	                   - Primary CPICH info
	

	                       -Primary scrambling code
	Check to see if set to codes assigned for cell 1 & cell 2.

	                       -UE Rx-Tx time difference type 1
	Check to see if present and value is reasonable

	Measured Results on RACH
	Check to see if this IE is absent 

	Event results
	

	          -CHOICE event result
	Check to see if set to "UE internal measurement event results"

	                  -UE internal event identity
	Check to see if set to "6G"

	                  -CHOICE mode
	Check to see if set to "FDD"

	                         -Primary CPICH info
	

	                           -Primary scrambling code
	Check to see if set to code assigned for cell 2


8.4.1.28.5
Test Requirement

After step 5, the UE shall transmit MEASUREMENT REPORT message, containing measured results for UE Rx-Tx time difference. The 'Event results' IE contains event identity 6F.

After step 7, the UE shall transmit MEASUREMENT REPORT message, containing measured results for UE Rx-Tx time difference. The 'Event results' IE contains event identity 6G.

8.4.1.29
Measurement Control and Report: Event based Traffic Volume measurement in CELL_FACH state.

8.4.1.29.1
Definition

8.4.1.29.2
Conformance requirement
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in TS 25.331 subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement":

…

2>
for measurement type "UE positioning measurement":






…

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

…

For traffic volume measurements in the UE only one quantity is compared with the thresholds. This quantity is Transport Channel Traffic Volume (which equals the sum of Buffer Occupancies of RBs multiplexed onto a transport channel) in number of bytes. Every TTI, UE measures the Transport Channel Traffic Volume for each transport channel and compares it with the configured thresholds.  If the monitored Transport Channel Traffic Volume exceeds an absolute threshold, i.e. if TCTF>Reporting threshold, this is an event (event 4a) that could trigger a report. The corresponding report specifies at least which measurement ID the event that triggered the report belongs to.
In CELL_FACH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing traffic volume measurement or UE positioning measurement that is being performed in the UE;

1>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if "System Information Block Type 12" is not being broadcast);

1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported.

Reference

3GPP TS 25.331, clause 14.4.2.1, 3GPP TS 25.331, clause 8.4.1.3, 8.4.2.2.

8.4.1.29.3
Test Purpose

1.
To verify that in CELL_FACH state when event 4a triggers UE sends RRC: Measurement Report with correct measurement identity and indication of UL transport channel type, radio bearer identities and corresponding RLC buffer payloads in number of bytes.

2.
To confirm that the UE includes in the MEASUREMENT REPORT message, measurement report in IE "Measurement results on RACH" as specified in System Information Block type 12.
8.4.1.29.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: CELL_FACH state, state 6-11 as specified in clause 7.4 of TS 34.108. 

System Information Block type 11 nor 12 does not include Traffic Volume measurement system information.
Test Procedure

The UE is brought to the CELL_FACH state after a successful incoming call attempt. The SS follows the procedure in TS 34.108 clause 7.1.3 (Mobile Terminated), to set up a user RAB, but with the default RAB replaced by the one described in 34.108, clause 6.10.2.4.3.2: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH for DL and 6.10.2.4.4.1: Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH for UL. The radio bearer is placed into UE test loop mode 1 described in 34.109 clause 5.3. The System Information Block type 12 is modified compared to the default settings so that CPICH RSCP is reported for intra-frequency reporting when transmitting RACH messages. After this modification, SS sends to UE RRC: MEASUREMENT CONTROL message, which includes traffic volume measurement control parameters eg. uplink transport channel type and reporting threshold. Transport channel traffic volume exceeds threshold and after 'time to trigger' UE sends RRC: MEASUREMENT REPORT to SS. SS does not respond and after 'pending time after trigger' UE sends again same RRC: MEASUREMENT REPORT. SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is brought to the CELL_FACH state in the cell 1.  

	1a
	(
	MASTER INFORMATION BLOCK

SYSTEM INFORMATION BLOCK TYPE 12
	System Information Block type 12 is different from the default settings (see specific message contents)

	1b
	(
	SYSTEM INFORMATION CHANGE INDICATION
	To notify the modification of SYSTEM INFORMATION BLOCK TYPE 12, this message Is transmitted.

	2
	(
	MEASUREMENT CONTROL
	SS provides Traffic Volume measurement criterias to UE.

	3
	(
	MEASUREMENT REPORT
	UE reports that Traffic Volume measurement event 4A is triggered.

	4
	(
	MEASUREMENT REPORT
	UE repeats message after  1100 ms.

	5
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Content

System Information Block type 12 (Step 1a)
Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception:
	Information Element
	Value/Remark

	FACH measurement occasion info

Measurement control system information 

     - Use of HCS
     - Cell selection and reselection quality measure

     - Intra-frequency measurement system information

      - Intra-frequency measurement identity

      - Intra-frequency cell info list

       - CHOICE intra-frequency cell removal

       - New intra-frequency cells

        - Intra-frequency cell id

        - Cell info

         - Cell individual offset

         - Reference time difference to cell

         - Read SFN Indicator

         - CHOICE mode

         - Primary CPICH Info

          - Primary Scrambling Code

         - Primary CPICH TX power

         - TX Diversity Indicator

         - Cell selection and Re-selection info

      - Intra-frequency Measurement quantity

       - Filter Coefficient

       - Measurement quantity

      - Intra-frequency measurement for RACH reporting

       - SFN-SFN observed time difference

       - Reporting quantity

      - Maximum number of reported cells on RACH

      - Reporting information for state CELL_DCH

       - Intra-frequency reporting quantity

         - Reporting quantities for active set cells

         - SFN-SFN observed time difference reporting indicator

         - Cell synchronisation information reporting indicator

         - Cell identity reporting indicator

         - CPICH Ec/No reporting indicator

         - CPICH RSCP reporting indicator

         - Pathloss reporting indicator

        - Reporting quantities for monitored set cells

         - SFN-SFN observed time difference reporting indicator

         - Cell synchronisation information reporting indicator

         - Cell identity reporting indicator

         - CPICH Ec/No reporting indicator

         - CPICH RSCP reporting indicator

         - Pathloss reporting indicator

        - Reporting quantities for detected set cells 

       - Measurement Reporting Mode

        - Measurement Reporting Transfer Mode

        - Periodic Reporting/Event Trigger Reporting Mode

       - CHOICE report criteria

        - Parameters required for each event

         - Intra-frequency event identity

         - Triggering condition 1

         - Triggering condition 2

         - Reporting Range Constant

         - Cells forbidden to affect reporting range

         - W

         - Hysteresis

         - Threshold used frequency

         - Reporting deactivation threshold

         - Replacement activation threshold

         - Time to trigger

         - Amount of reporting

         - Reporting interval

         - Reporting Cell Status

          - CHOICE reported cell

           - Maximum number of reported cells 

     - Inter-frequency measurement system information

     - Traffic volume measurement system information

     - UE internal measurement system information
	Not Present

Not used

CPICH RSCP

5

Remove no intra-frequency cells

0
0 dB

Not present

FALSE

FDD

Set to same code as used for cell 1

Not Present

FALSE 

Not present

0

CPICH RSCP

No report

CPICH RSCP

Current cell

No report

FALSE

FALSE

FALSE

FALSE

FALSE

No report

TRUE

FALSE

FALSE

TRUE

FALSE

Not present

Acknowledged mode RLC

Event trigger

Intra-frequency measurement

reporting criteria

1a

Not Present

Monitored set cells

15 dB

Not Present

0.0

1.0 dB

Not Present

0

Not Present

60 ms

Infinity

16 seconds

Report cells within active and/or monitored set on used frequency or within active and/or monitored set on non-used frequency

2

Not Present

Not Present

Not Present


MASTER INFORMATION BLOCK (Step 1a)
Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception:
	Information Element
	Value/remark

	MIB Value tag
	2


SYSTEM INFORMATION CHANGE INDICATION (Step 1b)
	Information Element
	Value/remark

	Message Type

BCCH modification info

MIB Value Tag

BCCH Modification time
	2

Not Present


MEASUREMENT CONTROL (Step 2)

	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	    - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	- Periodic Reporting / Event Trigger Reporting Mode
	Event Trigger

	Additional measurements list
	Not Present

	CHOICE measurement type
	

	    - Traffic volume measurement object
	

	        - Uplink transport channel type
	RACH

	    - Traffic volume measurement quantity
	

	        - Measurement quantity
	RLC buffer payload

	    - Traffic volume reporting quantity
	

	        - RLC Buffer Payload for each RB
	TRUE

	        - Average of RLC Buffer Payload for each RB
	FALSE

	        - Variance of RLC Buffer Payload for each RB
	FALSE

	    - Measurement validity
	

	        - UE state
	 All states except CELL_DCH

	- Traffic volume measurement reporting criteria
	

	        - Traffic volume event identity
	4a

	        - Reporting threshold
	8

	        - Time to trigger
	100

	        - Pending time after trigger
	1000

	        - Tx interruption after trigger
	250


MEASUREMENT REPORT (Step 3 and step 4)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 15

	Measured Results
	

	    - CHOICE measurement
	Check to see if set to "Traffic volume measured results list"

	        - Traffic volume measurement results
	

	         - RB Identity
	1

	         - RLC Buffers Payload
	Check to see if this IE is present

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	         - RB Identity
	2

	         - RLC Buffers Payload
	Check to see if this IE is present

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	         - RB Identity
	3

	         - RLC Buffers Payload
	Check to see if this IE is present

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	         - RB Identity
	4

	         - RLC Buffers Payload
	Check to see if this IE is present

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	         - RB Identity
	20

	         - RLC Buffers Payload
	Check to see if the value is  above the threshold

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	Measured Results on RACH
	

	       - Measurement result for current cell
	Check to see if set to 'CPICH RSCP'

	        - CHOICE measurement quantity
	Checked to see if set to within an acceptable range.

	         - CPICH RSCP
	Checked to see if this IE is absent

	       - Measurement results for monitored cells
	Check to see if set to 'CPICH RSCP'

	Additional Measured results
	Not checked

	Event Results
	

	    - Uplink transport channel type causing the event
	Check to see if set to "RACH"

	    - UL transport channel identity
	Check to see that is not set

	    - Traffic volume event identity
	Check to see if set to "4a"


8.4.1.29.5
Test Requirement

In step 3 UE sends RRC: MEASUREMENT REPORT with correct measurement identity indication. RB identity and RLC buffers payload has reasonable values. The IE "measured results on RACH", containing the measurement value for cell 1's CPICH RSCP shall be included in this message.
In step 4 UE repeats message sent in step 3. 

After step 3 UE is not allowed to send user data during the 'Tx interruption after trigger' timer is running.

8.4.1.30
Measurement Control and Report: Event based Traffic Volume measurement in CELL_DCH state.

8.4.1.30.1
Definition

8.4.1.30.2
Conformance requirement
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in TS 25.331 subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement":

…

2>
for measurement type "UE positioning measurement":






…

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

…

For traffic volume measurements in the UE only one quantity is compared with the thresholds. This quantity is Transport Channel Traffic Volume (which equals the sum of Buffer Occupancies of RBs multiplexed onto a transport channel) in number of bytes. Every TTI, UE measures the Transport Channel Traffic Volume for each transport channel and compares it with the configured thresholds.  

If the monitored Transport Channel Traffic Volume exceeds an absolute threshold, i.e. if TCTF>Reporting threshold, this is an event (event 4a) that could trigger a report. The corresponding report specifies at least which measurement ID the event that triggered the report belongs to.
If the monitored Transport Channel Traffic Volume becomes smaller than an absolute threshold, i.e. if TCTF<Reporting threshold, this is an event (4b) that could trigger a report. The corresponding report specifies at least which measurement ID the event that triggered the report belongs to.

Reference

3GPP TS 25.331, clause 14.4.2.2, 3GPP TS 25.331, clause 8.4.1.3.

8.4.1.30.3
Test Purpose

1.
To verify that in CELL_DCH state when event 4a or 4b triggers UE sends RRC: Measurement Report with correct measurement identity and indication of uplink transport channel type and identity, radio bearer identities and corresponding RLC buffer payloads in number of bytes.

8.4.1.30.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: CELL_DCH state, state 6-10 as specified in clause 7.4 of TS 34.108.

System Information Block type 11 nor 12 does not include Traffic Volume measurement system information.
Test Procedure

The UE is brought to the CELL_DCH state after a successful incoming call attempt. The SS follows the procedure in TS 34.108 clause 7.1.3 (Mobile Terminated), to set up a user RAB, but with the default RAB replaced by the one described in 34.108, clause 6.10.2.4.1.26: Interactive or background / UL: 64 DL: 64 kbps / PS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH. The radio bearer is placed into UE test loop mode 1 described in 34.109 clause 5.3. SS sends to UE RRC: MEASUREMENT CONTROL messages, which includes in addition to measurement identity traffic volume measurement control parameters eg. uplink transport channel type and identity and reporting threshold for both events 4a and 4b. Transport channel traffic volume exceeds threshold and after 'time to trigger' UE sends RRC: MEASUREMENT REPORT to SS. SS does not respond and after 'pending time after trigger' UE sends again same RRC: MEASUREMENT REPORT. UE's transport channel load decreases to zero, event 4b triggers and previous signaling procedure repeats. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is brought to the CELL_DCH state in the cell 1.  

	2
	(
	MEASUREMENT CONTROL
	SS provides Traffic Volume measurement criterias (event 4a and event 4b) to UE.

	3


	
	Void
	

	4
	(
	MEASUREMENT REPORT
	UE's transport channel is loaded. UE reports that Traffic Volume measurement event 4A is triggered.

	5
	(
	MEASUREMENT REPORT
	UE repeats message after  2100 ms.

	6
	(
	MEASUREMENT REPORT
	UE's transport channel traffic volume decreases to zero. UE reports that Traffic Volume measurement event 4B is triggered.

	7
	(
	MEASUREMENT REPORT
	UE repeats message after  2100 ms.

	8
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Content

MEASUREMENT CONTROL (Step 2)

	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	    - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	- Periodic Reporting / Event Trigger Reporting Mode
	Event Trigger

	Additional measurements list
	Not Present

	CHOICE measurement type
	

	    - Traffic volume measurement objects
	

	        - Uplink transport channel type
	DCH

	        - UL target transport channel ID
	1

	    - Traffic volume measurement quantity
	

	        - Measurement quantity
	RLC buffer payload

	    - Traffic volume reporting quantity
	

	        - RLC Buffer Payload for each RB
	TRUE

	        - Average of RLC Buffer Payload for each RB
	FALSE

	        - Variance of RLC Buffer Payload for each RB
	FALSE

	    - Measurement validity
	

	        - UE state
	CELL_DCH

	    - Traffic volume measurement reporting criteria
	

	        - Uplink transport channel type
	Not present

	        - UL Transport Channel ID
	Not present

	        - Traffic volume event identity
	4a

	        - Reporting threshold
	256

	        - Time to trigger
	100

	        - Pending time after trigger
	2000

	        - Tx interruption after trigger
	Not present

	         - Traffic volume event identity
	4b

	         - Reporting threshold
	32

	         - Time to trigger
	100

	         - Pending time after trigger
	2000

	         - Tx interruption after trigger
	Not present



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


MEASUREMENT REPORT (Step 4 and step 5)
	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 15

	Measured Results
	

	    - CHOICE measurement
	Check to see if set to "Traffic volume measured results list"

	        - Traffic volume measurement results
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	         - RB Identity
	20

	         - RLC Buffers Payload
	Check to see if the value is  above the threshold

	         - Average of RLC Buffer Payload
	Check to see if this IE is absent

	         - Variance of RLC Buffer Payload
	Check to see if this IE is absent

	Measured Results on RACH
	Not checked

	Additional Measured results
	Not checked

	Event Results
	

	    - Uplink transport channel type causing the 
	Check to see if set to "DCH"

	      event
	

	    - UL transport channel identity
	Check to see if set to "1"

	    - Traffic volume event identity
	Check to see if set to "4a"


MEASUREMENT REPORT (Step 6 and step 7)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to  15

	Measured Results
	

	    - CHOICE measurement
	Check to see if set to "Traffic volume measured results list"

	        - Traffic volume measurement results
	

	            - RB identity 
	Check that value is  20

	            - RLC buffers payload
	Check that value is  below the threshold

	Measured Results on RACH
	Not checked

	Additional Measured results
	Not checked

	Event Results
	

	    - Uplink transport channel type causing the 
	Check to see if set to "DCH"

	      event
	

	    - UL transport channel identity
	Check to see if set to "1"

	    - Traffic volume event identity
	Check to see if set to "4b"


8.4.1.30.5
Test Requirement

In steps 4, 5, 6 and 7 UE sends RRC: MEASUREMENT REPORT with correct measurement identity indication. RB identity and RLC buffers payload has correct values. Measurement identity, transport channel type, transport channel identity and event identity has to match with set values. 
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