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This document contains 18 CRs to TS 34.108 v4.5.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

CRs related to general corrections to Rel-4:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	175
	-
	Rel-4
	Combine all Radio Bearer Setup messages into one table
	A
	4.5.0
	4.6.0
	T1-030040
	TEI

	34.108
	177
	-
	Rel-4
	Corrections to SB and SIB configurations in clause 6.1 as T1S030046rev1
	A
	4.5.0
	4.6.0
	T1-030042
	TEI

	34.108
	179
	-
	Rel-4
	Correction to TS34.108 Rel-4 ; PAGING TYPE1 message (Packet in PS)
	A
	4.5.0
	4.6.0
	T1-030044
	TEI

	34.108
	181
	-
	Rel-4
	Clarification of authentication test algorithm and GSM cipher key
	A
	4.5.0
	4.6.0
	T1-030046
	TEI

	34.108
	183
	-
	Rel-4
	Addition of simulated network environment for inter-RAT test cases
	A
	4.5.0
	4.6.0
	T1-030048
	TEI

	34.108
	185
	-
	Rel-4
	Corrections to SIB1 to align with default values for LAC and RAC in 51.010-1.
	A
	4.5.0
	4.6.0
	T1-030050
	TEI

	34.108
	187
	-
	Rel-4
	Addition of default inter-RAT handover messages
	A
	4.5.0
	4.6.0
	T1-030052
	TEI

	34.108
	189
	-
	Rel-4
	Correction of activation time IEs in default messages
	A
	4.5.0
	4.6.0
	T1-030054
	TEI

	34.108
	191
	-
	Rel-4
	Correction to default SECURITY MODE COMMAND message
	A
	4.5.0
	4.6.0
	T1-030056
	TEI

	34.108
	193
	-
	Rel-4
	Addition of option for UL CM only in default reference CM patterns
	A
	4.5.0
	4.6.0
	T1-030058
	TEI

	34.108
	197
	-
	Rel-4
	Update of the RRC connection request messages in 34.108 Rel4
	A
	4.5.0
	4.6.0
	T1-030063
	TEI

	34.108
	204
	-
	Rel-4
	Modification to Generic Registration Procedures
	A
	4.5.0
	4.6.0
	T1-030222
	TEI

	34.108
	206
	-
	Rel-4
	Update of default configurations to enable testing of low end UE
	A
	4.5.0
	4.6.0
	T1-030228
	TEI


CRs related to reference RAB configurations Rel-4:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	173
	-
	Rel-4
	RAB Removal from Rel 4 TS 34.108 as T1S030002rev1
	A
	4.5.0
	4.6.0
	T1-030037
	TEI

	34.108
	195
	-
	Rel-4
	Introduction of a reference RB configuration for RMC for BTFD tests (Rel4)
	A
	4.5.0
	4.6.0
	T1-030060
	TEI

	34.108
	198
	-
	Rel-4
	Introduction of Conversational PS RABs in Rel 4 TS 34.108 as T1S030003rev1
	F
	4.5.0
	4.6.0
	T1-030107
	TEI


CRs related to TDD mode Rel-4:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	200
	-
	Rel-4
	Update of default parameters for 1 to 8 cell environments (TDD), clause 6.1.4, Rel 4
	A
	4.5.0
	4.6.0
	T1-030208
	TEI

	34.108
	202
	-
	Rel-4
	Update of Multi-cell environment for default radio conditions (TDD), clause 6.1.6 (Inclusion of cell 4), Rel 4
	A
	4.5.0
	4.6.0
	T1-030210
	TEI


