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8.3.3.4.1
Procedure

1)
The RF parameters are set up according to T1.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4 with Compressed mode parameters as in Table 8.3.2.2.1.
4)
SS shall transmit a MEASUREMENT CONTROL message.

5)
After 5 seconds, the SS shall switch the power settings from T1 to T2

6)
UE shall transmit a MEASUREMENT REPORT message triggered by event 2C

7)
SS shall transmit a PHYSICAL CHANNEL RECONFIGURATION message with activation time at T3

8)
After 10 seconds, the SS shall switch the power settings from T2 to T3

9)
UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the UL DCCH of cell 2. If the UE transmits the UL DPCCH to cell 2 less than 70 ms from the beginning of time period T3 then the number of successful tests is increased by one.

10)
After 5 seconds, the
UE is switched off. Any timing information of cell 2 is deleted in the UE.

11)
Repeat step 1-10 [TBD] times

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

8.3.4.4.2
Procedure

1)
The RF parameters for cell 1 are set up according to T1.

2)
The UE is switched on

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4

4)
The RF parameters for cell 2 are set up according to T1 and the SS configures a traffic channel

5)
SS shall transmit a MEASUREMENT CONTROL message to cell 1

6)
After 20 seconds, the SS shall switch the power settings from T1 to T2

7)
UE shall transmit a MEASUREMENT REPORT message triggered by event 2C

8)
SS shall transmit a HANDOVER FROM UTRAN COMMAND message with activation time at T3 and indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. 

9)
After 5 seconds, the SS shall switch the power settings from T2 to T3

10)
UE shall transmit a burst on the traffic channel of cell 2 implying that it has switched to the GSM cell. The UE sends a HANDOVER ACCESS message. If the UE transmits access bursts on the new DCCH of the target cell less than 40 ms from the beginning of time period T3, then the number of successful tests is increased by one.

[Editor’s note: TS 34.108, 7.3.4 shall specify the messages HANDOVER ACCESS, PHYSICAL INFORMATION, SABM, UA and HANDOVER COMPLETE]

11) After 5 seconds, the
UE is switched off. Any timing information of cell 2 is deleted in the UE.

12)
Repeat step 1-11 [TBD] times

Specific Message Contents
All messages indicated belowabove shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

8.6.1.1.4.2
Procedure

1.
The RF parameters are set up according to T1.

2.
The UE is switched on.

3.
A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.3.

4.
SS shall transmit a MEASUREMENT CONTROL message.

5.
After 5 seconds from the beginning of T1, the SS shall switch the power settings from T1 to T2.

6.
UE shall transmit a MEASUREMENT REPORT message triggered by event 1A. The measurement reporting delay from the beginning of T2 shall be less than 880 ms. If the UE fails to report the event within the required delay, then a failure is recorded. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

7.
After 5 seconds from the beginning of T2, the SS shall switch the power settings from T2 to T3.

8.
UE shall transmit a MEASUREMENT REPORT message triggered by event 1B. The measurement reporting delay from the beginning of T3 shall be less than 280 ms. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

9.
After 5 seconds from the beginning of T3, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

10.
Repeat steps 1-9 [50] times.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

8.6.1.3.4.2
Procedure

1)
The RF parameters are set up according to T1.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.3.

4)
SS shall transmit a MEASUREMENT CONTROL message.

5)
After 10 seconds from the beginning T1, the SS shall switch the power settings from T1 to T2.

6)
UE shall transmit a MEASUREMENT REPORT message for Cell 2 triggered by event 1A. The measurement reporting delay from the beginning of T2 shall be less than 880 ms. If the UE fails to report the event within the required delay, then a failure is recorded. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

7)
After 10 seconds from the beginning T2, the SS shall switch the power settings from T2 to T3.

8)
UE shall transmit a MEASUREMENT REPORT message for Cell 3 triggered by event 1A. The measurement reporting delay from the beginning of T3 shall be less than 280 ms. If the UE fails to report the event within the required delay, then a failure is recorded. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

9)
After 10 seconds from the beginning T3, the SS shall switch the power settings from T3 to T4.

10)
UE shall transmit a MEASUREMENT REPORT message for Cell 2 triggered by event 1B. The measurement reporting delay from the beginning of T4 shall be less than 280 ms. If the reporting delay for this event is within the required limit, the number of succesfull tests is increased by one.

11)
After 10 seconds, the UE is switched off.

12)
Repeat steps 1-11 [50] times.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

8.7.3C.4.2
Procedure
1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters are set up according to table 8.7.3C.4.1 and 8.7.3C.4.2. Set the UE power and Maximum allowed UL TX power to the maximum power for the UE power class.
2)
SS shall send continuously during the entire test Up power control commands to the UE.
3)
SS shall transmit the MEASUREMENT CONTROL message as defined in the specific message contents below.
4)
Decode the UE Transmitted power reported by the UE in the next available MEASUREMENT REPORT message.

5)
Measure the mean power of the UE over a period of one timeslot.

6)
Steps 4 and 5 shall be repeated [100] times.
7)
Decrease the Maximum allowed UL TX power by 1 dB. The SS shall transmit the PHYSICAL CHANNEL RECONFIGURATION message, as defined in the specific message contents below.
8)
SS shall wait for the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message from the UE.
9)
Repeat from step 4) until the Maximum allowed UL TX Power reaches PUEMAX-11.

Specific Message Contents
All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:

8.7.6.1.4.2
Procedure 

1) A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters are set up according to table 8.7.6.1.4 for Test 1.
2)
SS shall transmit MEASUREMENT CONTROL message.

3)
UE shall transmit periodically MEASUREMENT REPORT message.

4)
SS shall check "UE Rx-Tx time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message. The comparison should be repeated 1000 times. 

5)
The RF parameters are set up according table 8.7.6.1.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period.
6)
Step 3) above shall be repeated.

7)
 The RF parameters are set up according table 8.7.6.1.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period.
8)
Step 3) above shall be repeated.

9)
SS shall transmit RRC CONNECTION RELEASE message.

Specific Message Contents
All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:

Annex I (normative):
Default Message Contents

This Annex contains the default values of common messages, other than those described in TS 34.108. The messages are primarily concerning the RRM test cases in clause 8 and unless indicated otherwise in specific test cases, shall be transmitted and checked by the system simulator. The necessary messages are listed in alphabetical order.

In this Annex, decimal values are normally used. However, sometimes, a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

Contents of MEASUREMENT REPORT message for Intra frequency test cases

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	1

	Measured Results
	

	         - Intra-frequency measured results list
	

	          - Cell measured results
	

	           - Cell Identity
	Not present

	           - SFN-SFN observed time difference
	Checked that this IE is present

	           - Cell synchronisation information
	

	            - Tm
	Checked that this IE is present

	             - OFF
	Checked that this IE is present

	           - CHOICE mode
	FDD

	            - Primary CPICH info
	Checked that this IE is present

	             - Primary scrambling code
	150

	            - CPICH Ec/N0
	Checked that this IE is present

	            - CPICH RSCP
	Checked that this IE is present

	            - Pathloss
	Checked that this IE is present

	Measured results on RACH
	Checked that this IE is absent

	Additional measured results
	Checked that this IE is absent

	Event results
	Checked that this IE is absent


Contents of MEASUREMENT REPORT message for Inter frequency test cases

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	1

	Measured Results
	

	         - Inter-frequency measured results list
	

	          - UTRA Carrier RSSI
	Checked that this IE is present

	          - Inter-frequency cell measurement results
	

	           - Cell measured results
	

	            - Cell Identity
	Not present

	            - SFN-SFN observed time difference
	Checked that this IE is present

	            - Cell synchronisation information
	

	             -Tm
	Checked that this IE is present

	              - OFF
	Checked that this IE is present

	            - CHOICE mode
	FDD

	             - Primary CPICH info
	Checked that this IE is present

	              - Primary scrambling code
	150

	             - CPICH Ec/N0
	Checked that this IE is present

	             - CPICH RSCP
	Checked that this IE is present

	             - Pathloss
	Checked that this IE is present

	Measured results on RACH
	Checked that this IE is absent

	Additional measured results
	Checked that this IE is absent

	Event results
	Checked that this IE is absent


Contents of MEASUREMENT REPORT message for inter – RAT test cases

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	1

	Measured Results
	

	         - Inter-RAT measured results list
	

	          - CHOICE system
	GSM

	           - Measured GSM cells
	Checked that this IE is present

	            - GSM carrier RSSI
	Checked that this IE is present

	            - Pathloss
	Checked that this IE is present

	            - Observed time difference to GSM cell 
	Checked that this IE is present

	Measured results on RACH
	Checked that this IE is absent

	Additional measured results
	Checked that this IE is absent

	Event results
	Checked that this IE is absent
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