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1 Overview

This document describes the introduction of test case tc_8_2_1_1 to RRCV300.

2 Required changes

2.1 Tables deleted from RRCv300

None.

2.2 Tables modified in RRCv300

2.2.1 ts_SS_SecurityDownloadStartCN_Domain 

Reason for change: 
Missing integrity and ciphering qualifier logic to run test with or without Integrity. This is also to make it consistent with Integrity Control in ts_SS_SecurityDownloadStart.

Summary of change: 
Added integrity and ciphering qualifier logic shown below:

Change:

	Test Step Name
	ts_SS_SecurityDownloadStartCN_Domain ( p_CellId : INTEGER ;  p_StartValue : B20 ; p_CN_Domain : CN_DomainIdentity )

	Group
	BasicM_Security_Steps/

	Objective
	To download a new START value for security to CMAC and CRLC.

	Default
	SS_Def

	Comments
	CRLC is configured with cellId -1 ( tsc_CellDedicated )

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	+ ts_SetTmpCellInfo ( p_CellId )
	
	
	

	2
	
	  [ ( tcv_TmpCellInfo.cellConfig =  cell_FACH_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_NoDedicated ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_PS ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_BMC ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_BMC_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_PRACH_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_PRACH ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_SCCPCH_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_SCCPCH  ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2SCCPCH_StandAlonePCH_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2SCCPCH_StandAlonePCH  ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2SCCPCH_StandAlonePCH_PS  )]
	
	
	

	3
	
	   + lt_DownloadKey (  p_CellId )
	
	
	

	4
	
	  [ TRUE ]
	
	
	

	5
	
	   + lt_DownloadKey (  p_CellId )
	
	
	

	
	
	lt_DownloadKey (  p_UsedCell : INTEGER )
	
	
	

	
	
	+ lt_DownloadKey
	
	
	

	
	
	
	
	
	


To:

	Test Step Name
	ts_SS_SecurityDownloadStartCN_Domain ( p_CellId : INTEGER ;  p_StartValue : B20 ; p_CN_Domain : CN_DomainIdentity )

	Group
	BasicM_Security_Steps/

	Objective
	To download a new START value for security to CMAC and CRLC.

	Default
	SS_Def

	Comments
	CRLC is configured with cellId -1 ( tsc_CellDedicated )

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	+ ts_SetTmpCellInfo ( p_CellId )
	
	
	

	
	
	  [ px_CipheringOnOff OR px_IntegrityOnOff ]
	
	
	

	2
	
	   [ ( tcv_TmpCellInfo.cellConfig =  cell_FACH_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_NoDedicated ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_PS ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_BMC ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_BMC_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_PRACH_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_PRACH ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_SCCPCH_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_SCCPCH  ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2SCCPCH_StandAlonePCH_NoConn ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2SCCPCH_StandAlonePCH  ) OR 

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2SCCPCH_StandAlonePCH_PS  )]
	
	
	

	3
	
	    + lt_DownloadKey (  p_CellId )
	
	
	

	4
	
	   [ TRUE ]
	
	
	

	5
	
	    + lt_DownloadKey (  p_CellId )
	
	
	

	6
	
	 [ NOT px_CipheringOnOff AND NOT  px_IntegrityOnOff ]
	
	
	

	
	
	lt_DownloadKey (  p_UsedCell : INTEGER )
	
	
	

	
	
	……
	
	
	


2.2.2 ts_RRC_NAS_CallSetupCS_MO_P7_P8

Reason for change:

i) The test-step ts_CC_BasicServMO_Def is  missing.
ii) Missing transmission of MM: Service Accept which causes the UE not to transmit CC:Setup during a mobile originated call.

Summary of change: 

i) Added ts_CC_BasicServMO_Def .

ii) Added test step ts_NAS_ServiceAcceptMO
Change:

	Test Step Name
	ts_RRC_NAS_CallSetupCS_MO_P7_P8 ( p_CellId : INTEGER )

	Group
	RRCM_Generic108Steps/

	Objective
	NAS call setup procedure for MO circuit switched calls.

	Default
	NAS_OtherwiseFail

	Comments
	See 34.108 clause 7.4.2.3.2 - P7 and  P8

Affected variables:

tcv_RAB_Id is set to the value received from UE in the SETUP message if any. If no value is received in the message  then the default vaue is  tsc_RAB_DefCS.

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	  + ts_MM_Authentication( p_CellId )
	
	
	

	2
	
	    + ts_MM_SecurityOn (  p_CellId,

px_CipheringOnOff, TRUE, cs_domain )
	ca_PICH_Info(p_CellId, c_PichInfo, (tcv_TmpCellInfo.powerPICH) )
	
	

	3
	
	……
	
	
	


to:

	Test Step Name
	ts_RRC_NAS_CallSetupCS_MO_P7_P8 ( p_CellId : INTEGER )

	Group
	RRCM_Generic108Steps/

	Objective
	NAS call setup procedure for MO circuit switched calls.

	Default
	NAS_OtherwiseFail

	Comments
	See 34.108 clause 7.4.2.3.2 - P7 and  P8

Affected variables:

tcv_RAB_Id is set to the value received from UE in the SETUP message if any. If no value is received in the message  then the default vaue is  tsc_RAB_DefCS.

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	+ ts_CC_BasicServMO_Def
	
	
	

	2
	
	  + ts_MM_Authentication( p_CellId )
	
	
	

	3
	
	    + ts_MM_SecurityOn (  p_CellId,

px_CipheringOnOff, TRUE, cs_domain )
	
	
	

	4
	
	       +ts_NAS_ServiceAcceptMO (p_CellId)
	
	
	

	5
	
	         + ts_CC_RcvSetupOrEsetup (  p_CellId )
	
	
	

	6
	
	           Dc ! RRC_DataReq
	ca_DataReq (  tsc_CellDedicated, tsc_RB3 , cs_CallProc ( tcv_TI_S ) )
	
	


2.2.3 ts_SS_ReconfigRAB_ToSRB

Reason for change: 
test step releases RLC channel that has already released in the preceding test step ts_SS_RelDPCH

Summary of change:
Replace the incorrect test step with ts_SS_RB1_ToRB4_Cfg
Change:

	Test Step Name
	ts_SS_ReconfigRAB_ToSRB ( p_CellId: INTEGER )

	Group
	BasicM_SS_Configuration_Steps

	Objective
	To reconfigure SS from a configuration including RABS to cell_DCH.

	Default
	RRC_Def1

	Comments
	

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	+ ts_SetTmpCellInfo ( p_CellId )
	
	
	

	2
	
	 + ts_SS_RelDPCH ( p_CellId )
	
	
	

	3
	
	   + ts_SS_1DCH_DCCH_Cfg ( p_CellId )
	
	
	

	4
	
	     + ts_CRLC_RelReconfSRB ( p_CellId  )
	
	
	


To:

	Test Step Name
	ts_SS_ReconfigRAB_ToSRB ( p_CellId: INTEGER )

	Group
	BasicM_SS_Configuration_Steps

	Objective
	To reconfigure SS from a configuration including RABS to cell_DCH.

	Default
	RRC_Def1

	Comments
	

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	+ ts_SetTmpCellInfo ( p_CellId )
	
	
	

	2
	
	   + ts_SS_RelDPCH ( p_CellId )
	
	
	

	3
	
	    + ts_SS_1DCH_DCCH_Cfg ( p_CellId )
	
	
	

	4
	
	       + ts_SS_RB1_ToRB4_Cfg
	
	
	


2.3 New Tables added to RRCv300

2.3.1 Tables from RRCv143 — no changes necessary

ACTIVATEPDPCONTEXTACCEPTdl

ACTIVATEPDPCONTEXTREQUESTul

ALERTINGdl

AccessPtN

AccessPtName

AddressInfo

B6

Bcap

Bcap3aEtc

BitRate

CALLPROCEEDING

CC_Capabilities

CDPN

CDPS

CGPS

CLIR_Invocation

CLIR_Suppression

CONNECTACKNOWLEDGE

CONNECTdl

CPHY_RL_Modify_CNF

CPHY_RL_Modify_REQ

ConnectedNum

ConnectedSubAdrs

CphyRlModifyReq

ESETUP

HLC

ITC_Int

LLC

LLC_SAPI_v

MaxBitRate

MaxSDU_Size

NSAPI_v

NtwCCCapabilities

PDP_TypeNo

PktDataProtoAddr

PktDataProtoAddr_lv

PktFlowId

PktFlowIdentifier

PresentIndScreeningInd

ProtoCfgOpt

ProtoIdContents

QualityOfService_lv

RepeatInd

SETUPul

Services

StreamId

Subadrs

TypeOfNumPlan

c_DCH_103_TFS_UE

c_DCH_148_TFS_UE_UL

c_DCH_148_TFS_UL

c_DCH_336_148_DL_Info

c_DCH_336_148_UL_Info

c_DCH_336_TFS_UE

c_DCH_576_148_DL_Info

c_DCH_576_148_UL_Info

c_DCH_576_TFS_UE

c_DCH_60_TFS_UE

c_DCH_640_148_DL_Info

c_DCH_640_148_UL_Info

c_DCH_640_TFS_UE

c_DCH_81_TFS_UE

c_DL_AddReconfTransChInfoListDCH_PS_64k

c_DL_AddReconfTransChInfoListTM_12_2k

c_DL_AddReconfTransChInfoListTM_57_6k

c_DL_AddReconfTransChInfoListTM_64k

c_DL_CommonInformationRB_SetUp

c_DL_CommonInformationRB_SetUpSpeech

c_DL_CommonTransChInfoDCH

c_DL_InformationPerRL

c_DL_InformationPerRL_FACH

c_PowerOffsetInfoHigher64k

c_RAB_InfoListDCH_PS_64k

c_RAB_InfoListFACH_PS

c_RAB_InfoListTM_12_2k

c_RAB_InfoListTM_57_6k

c_RAB_InfoListTM_64k

c_RLC_InfoAM_Def

c_RLC_InfoTM_Def

c_ReEstTimerT314

c_RepeatInd1

c_RepeatIndAny

c_TFCS_Cmpl0_1_11_12_13_23_Tx

c_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Tx

c_TFCS_Cmpl0_1_2_3_Tx

c_TrChInfoDL_122_AMR

c_TrChInfoDL_336_148

c_TrChInfoDL_576_148

c_TrChInfoDL_640_148

c_UL_AddReconfTransChInfoListDCH_PS_64k

c_UL_AddReconfTransChInfoListTM_12_2k

c_UL_AddReconfTransChInfoListTM_57_6k

c_UL_AddReconfTransChInfoListTM_64k

c_UL_CommTrChInfoDCH_PS_64k

c_UL_CommTrChInfoTM_12_2k

c_UL_CommTrChInfoTM_57_6k

c_UL_CommTrChInfoTM_64k

ca_CMAC_UL_CipherActReq

ca_DL_DPCH_ModifyInfoActNow

ca_RB_TM_Info

ca_RL_ModifyCnf

ca_TrChCfgInfo

ca_UL_DPCH_ModifyInfoActNow

car_AM_DataMuiCnf

car_RB_SetUpCmpl

cas_RB_SetUpAM

cas_RB_SetUpAM_WithCnf

cb_DL_DPCH_122_AMR

cb_DL_DPCH_64K_CS

cb_DL_DPCH_64K_PS

cb_UL_DPCH_Info

cbr_108_RB_SetUpCmpl

cbr_BcapMO_5a_AsyncNT

cbr_BcapMO_7_AsyncNT

cbr_BcapMO_AsyncT

cbr_LLC_BS20_UDI_V110

cbr_LLC_BS30_UDI_V110

cbs_108_RB_SetUp57_6k_CS

cbs_108_RB_SetUp64k_CS

cbs_108_RB_SetUp64k_PS

cbs_108_RB_SetUpFACH_PS

cbs_108_RB_SetUpSpeech

cdr_BcapMO_5a_SyncT

cdr_BcapMO_7_SyncNT

cdr_BcapMO_AsyncNT

cdr_BcapMO_SyncT

cdr_LLC_BS20_31kHzA

cdr_LLC_BS20_RDI_V120

cdr_LLC_BS20_UDI_V120

cdr_LLC_BS30_31kHzA

cdr_LLC_BS30_RDI_V120

cdr_LLC_BS30_UDI_V120

cr_AccessPtNameAny

cr_ActPDP_ContextReqFACH_MO

cr_ActPDP_ContextReqMO

cr_Bcap3aEtcAny

cr_BcapMO_5ab7_V120

cr_CC_CapabilitiesAny

cr_CDPN_Any

cr_CDPS_Any

cr_CGPS_Any

cr_ConnAck

cr_ESetup

cr_FacAny

cr_FacilityAdvRecall

cr_FacilityRecallAlign

cr_HLC_Any

cr_LLC_Any

cr_LLC_SAPI_v

cr_NSAPI_v

cr_PktDataProtoAddrMO_lv

cr_ProtoCfgOptAny

cr_QoS_InteractiveMO_CellFACH_lv

cr_QoS_InteractiveMO_lv

cr_RRC_RB_SetUpCmplNoStartVal

cr_SS_VersionIndAny

cr_SetupMO

cr_SetupMO_2_Bcap

cr_StreamIdAny

cr_SubadrsAny

cr_TI_Any

cr_TI_MO

cr_TypeOfNumPlanAny

cr_UserUserAny

cs_ActPDP_ContextAcpMT

cs_Alert

cs_CallProc

cs_Connect

cs_LLC_SAPI_UMTS_GSM_v

cs_LLC_SAPI_UMTS_v

cs_PktDataProtoAddrMT

cs_PktDataProtoAddrMT_lv

cs_PktFlowId

cs_QoS_InteractiveMT_CellFACH_lv

cs_QoS_InteractiveMT_lv

cs_RB_ActTimeInfoList20

cs_RB_ActTimeInfoList20_21

cs_RB_ActTimeInfoList21

cs_RadioPriorityHigh_v

o_IA5_IP_ToOct

pc_AltSpeechFax_TS61

pc_Async31kHz_14400

pc_Async31kHz_19200

pc_Async31kHz_28800

pc_Async31kHz_9600

pc_Async31kHz_AutoBanding1

pc_AsyncFTM_56000

pc_AsyncFTM_64000

pc_AsyncPIAFS_32000

pc_AsyncPIAFS_64000

pc_AsyncV110_14400

pc_AsyncV110_19200

pc_AsyncV110_28800

pc_AsyncV110_38400

pc_AsyncV110_9600

pc_AsyncV120_14400

pc_AsyncV120_19200

pc_AsyncV120_28800

pc_AsyncV120_38400

pc_AsyncV120_48000

pc_AsyncV120_56000

pc_AsyncV120_9600

pc_EmergSpeech

pc_Speech

pc_Sync31kHzA_14400

pc_Sync31kHzA_19200

pc_Sync31kHzA_28800

pc_Sync31kHzA_9600

pc_SyncBTM_56000

pc_SyncBTM_64000

pc_SyncMmediaCall_28800

pc_SyncMmediaCall_32000

pc_SyncMmediaCall_33600

pc_SyncMmediaCall_56000

pc_SyncMmediaCall_64000

pc_SyncV110_28800

pc_SyncV110_48000

pc_SyncV110_56000

pc_SyncV120_14400

pc_SyncV120_19200

pc_SyncV120_28800

pc_SyncV120_38400

pc_SyncV120_48000

pc_SyncV120_56000

pc_SyncV120_9600

pc_SyncX31_14400

pc_SyncX31_19200

pc_SyncX31_28800

pc_SyncX31_38400

pc_SyncX31_48000

pc_SyncX31_56000

pc_SyncX31_9600

pc_UMTS_GSM

pr_GotoState6_5_Or6_7_MO

px_BcapFNUR

px_BcapITC

px_BcapModemType

px_BcapOtherModemType

px_BcapSACP

px_BcapSyncAsync

px_CC_Serv

px_DPCCH_PowerOffset

px_KeySeqDefxxxxx

px_PDP_TypeNo

px_PDP_TypeOrg

tc_8_2_1_1

tcv_ActPDP_ContextReq

tcv_ActiveService

tcv_BcapCE

tcv_CC_RB_ConfigType

tcv_CS_KeySeq

tcv_ESetupr

tcv_EstCause

tcv_Len

tcv_LenBit

tcv_PS_KeySeq

tcv_PktDataProtoAddr

tcv_SetupMOr

ts_AT_CmdCBST

ts_C3_CheckCellDCH

ts_CC_BasicServMO

ts_CC_BasicServMO_Def

ts_CC_CheckServSupported

ts_CC_InitTCV_MO

ts_CC_RcvSetupOrEsetup

ts_CC_SendAlertConnect

ts_CC_SendConnect

ts_CMAC_DownloadSecurityKey

ts_CMAC_UL_CipherCfg

ts_CRLC_UL_CipherCfg_RAB

ts_NAS_ConnCompleteMO_CS_PS

ts_RRC_DL_SecurityRAB

ts_RRC_NAS_CallSetupCS_MO_P7_P8

ts_RRC_NAS_SessionActPS_MO_P9_P10

ts_RRC_ReceiveRB_SetupCmpl

ts_RRC_SendRB_SetUpDCH_57_6k_CS

ts_RRC_SendRB_SetUpDCH_64k_CS

ts_RRC_SendRB_SetUpDCH_64k_PS

ts_RRC_SendRB_SetUpDCH_Speech

ts_RRC_SendRB_SetUpFACH_PS

ts_RRC_SetUpRAB

ts_ReceiveActivatePDP_Accept_DCH

ts_ReceiveActivatePDP_Accept_FACH

ts_SS_2DCH_Modify

ts_SS_4DCH_Modify

ts_SS_RB10_TM_Cfg

ts_SS_RB10_ToRB12_TM_Cfg

ts_SS_RB20_AM_PS_Cfg

ts_SS_ResetSecurityKey

ts_SetTI_Rsp

ts_UT_ConfigUE_MO

tsc_Bcap14400

tsc_Bcap19200

tsc_Bcap28800

tsc_Bcap32000

tsc_Bcap33600

tsc_Bcap38400

tsc_Bcap48000

tsc_Bcap56000

tsc_Bcap64000

tsc_Bcap9600

tsc_BcapASync

tsc_BcapCE_NT

tsc_BcapCE_T

tsc_BcapITC_31kHz

tsc_BcapITC_Fax3

tsc_BcapITC_Int31kHzA

tsc_BcapITC_IntRDI

tsc_BcapITC_IntUDI

tsc_BcapITC_Other

tsc_BcapITC_UDI

tsc_BcapMT_Autobaud1

tsc_BcapMT_None

tsc_BcapMT_V32

tsc_BcapOtherITC_RDI

tsc_BcapOtherITC_Spare

tsc_BcapOtherMT_None

tsc_BcapOtherMT_V34

tsc_BcapOtherRA_H223

tsc_BcapOtherRA_PIAFS

tsc_BcapOtherRA_Spare

tsc_BcapRA_No

tsc_BcapRA_Other

tsc_BcapRA_V110

tsc_BcapRA_X31

tsc_BcapSACP_I440450

tsc_BcapSACP_X32

tsc_BcapSync

tsc_DL_DCH1

tsc_DL_DCH2

tsc_DL_DCH3

tsc_DL_DPCH1_ChC_64k_CS

tsc_DL_DPCH1_ChC_64k_PS

tsc_DL_DPCH1_ChC_Speech

tsc_DL_DPCH1_ChC_Streaming

tsc_DL_DPCH1_SFP_64k_CS

tsc_DL_DPCH1_SFP_64k_PS

tsc_DL_DPCH1_SFP_Speech

tsc_DL_DPCH1_SFP_Streaming

tsc_DL_DTCH2

tsc_DL_DTCH3

tsc_GainFactorBetaC_Higher64k

tsc_MaxAllowPwr

tsc_Mui

tsc_Srv31kHz

tsc_SrvAltSpeechFax

tsc_SrvBTM

tsc_SrvEmgCall

tsc_SrvFTM

tsc_SrvMmediaCall

tsc_SrvPIAFS

tsc_SrvTelephony

tsc_SrvV110

tsc_SrvV120

tsc_SrvX31

tsc_UL_DPDCH_SF_64k_CS

tsc_UL_DPDCH_SF_64k_PS

tsc_UL_DPDCH_SF_Speech

tsc_UL_DPDCH_SF_Streaming

tsc_WaitBeforeFACH_Conf

2.3.2 c_TrLogMappingDL_4DCCH_1DTCH 
This table is based on that issued in RRCv143 but modified as follows:

Reason for change:
Generation of ETS is not possible with undeclared logicalChannelType 
Summary of change:
Replaced undeclared logicalChannelType dTCH and dCCH with DTCH and DCCH respectively

From: 

	Constraint Name
	c_TrLogMappingDL_4DCCH_1DTCH

	ASN1 Type
	TrCH_LogCHMappingList1

	Derivation Path
	

	Encoding Variation
	

	Comment
	

	
	{

ulconnectedTrCHList    OMIT, 

dlconnectedTrCHList {

          {

                    trchid  tsc_DL_DCH1,

                    trCH_LogCHMappingList  {

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                    macHeaderManipulation              normalMacHeader,

                                                                   dl_TransportChannelType           dch,

                                                                   logicalChannelIdentity                  tsc_DL_DTCH1,

                                                                    logicalChannelType                     dTCH,

                                                                    rlc_SizeList                                  configured : NULL,

                                                                   mac_LogicalChannelPriority        7

                                        }, 

                                        rB_Identity    tsc_RB10

                              }

                    }

          }, 

          {

                    trchid  tsc_DL_DCH5, 

                    trCH_LogCHMappingList  {

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                    macHeaderManipulation              normalMacHeader,

                                                                   dl_TransportChannelType           dch,

                                                                   logicalChannelIdentity                  tsc_DL_DCCH1,

                                                                    logicalChannelType                     dCCH,

                                                                    rlc_SizeList                                 configured : NULL,

                                                                   mac_LogicalChannelPriority        1

                                        },  

                                        rB_Identity    tsc_RB1

                              }, 

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                    macHeaderManipulation              normalMacHeader,

                                                                   dl_TransportChannelType           dch,

                                                                   logicalChannelIdentity                  tsc_DL_DCCH2,

                                                                    logicalChannelType                     dCCH,

                                                                   rlc_SizeList                                 configured : NULL,

                                                                   mac_LogicalChannelPriority        2

                                        },                    

                                        rB_Identity    tsc_RB2

                              }, 

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                    macHeaderManipulation              normalMacHeader,

                                                                   dl_TransportChannelType           dch,

                                                                   logicalChannelIdentity                  tsc_DL_DCCH3,

                                                                    logicalChannelType                     dCCH,

                                                                    rlc_SizeList                                 configured : NULL,

                                                                   mac_LogicalChannelPriority        3

                                        },                   

                                        rB_Identity    tsc_RB3

                              },

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                     macHeaderManipulation              normalMacHeader,

                                                                    dl_TransportChannelType           dch,

                                                                    logicalChannelIdentity                  tsc_DL_DCCH4,

                                                                    logicalChannelType                     dCCH,

                                                                    rlc_SizeList                                   configured : NULL,

                                                                    mac_LogicalChannelPriority        4

                                        }, 

                                        rB_Identity    tsc_RB4

                              }

                    }

          }

}

}


To:

	Constraint Name
	c_TrLogMappingDL_4DCCH_1DTCH

	ASN1 Type
	TrCH_LogCHMappingList1

	Derivation Path
	

	Encoding Variation
	

	Comment
	

	
	{

ulconnectedTrCHList    OMIT, 

dlconnectedTrCHList {

          {

                    trchid  tsc_DL_DCH1,

                    trCH_LogCHMappingList  {

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                    macHeaderManipulation              normalMacHeader,

                                                                   dl_TransportChannelType           dch,

                                                                   logicalChannelIdentity                  tsc_DL_DTCH1,

                                                                    logicalChannelType                     DTCH,
                                                                    rlc_SizeList                                  configured : NULL,

                                                                   mac_LogicalChannelPriority        7

                                        }, 

                                        rB_Identity    tsc_RB10

                              }

                    }

          }, 

          {

                    trchid  tsc_DL_DCH5, 

                    trCH_LogCHMappingList  {

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                    macHeaderManipulation              normalMacHeader,

                                                                   dl_TransportChannelType           dch,

                                                                   logicalChannelIdentity                  tsc_DL_DCCH1,

                                                                    logicalChannelType                     DCCH,
                                                                    rlc_SizeList                                 configured : NULL,

                                                                   mac_LogicalChannelPriority        1

                                        },  

                                        rB_Identity    tsc_RB1

                              }, 

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                    macHeaderManipulation              normalMacHeader,

                                                                   dl_TransportChannelType           dch,

                                                                   logicalChannelIdentity                  tsc_DL_DCCH2,

                                                                    logicalChannelType                     DCCH,
                                                                   rlc_SizeList                                 configured : NULL,

                                                                   mac_LogicalChannelPriority        2

                                        },                    

                                        rB_Identity    tsc_RB2

                              }, 

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                    macHeaderManipulation              normalMacHeader,

                                                                   dl_TransportChannelType           dch,

                                                                   logicalChannelIdentity                  tsc_DL_DCCH3,

                                                                    logicalChannelType                     DCCH,
                                                                    rlc_SizeList                                 configured : NULL,

                                                                   mac_LogicalChannelPriority        3

                                        },                   

                                        rB_Identity    tsc_RB3

                              },

                              {

                                        logicalChannel_Mapping dl_LogicalChannelMapping : {

                                                                     macHeaderManipulation              normalMacHeader,

                                                                    dl_TransportChannelType           dch,

                                                                    logicalChannelIdentity                  tsc_DL_DCCH4,

                                                                    logicalChannelType                     DCCH,
                                                                    rlc_SizeList                                   configured : NULL,

                                                                    mac_LogicalChannelPriority        4

                                        }, 

                                        rB_Identity    tsc_RB4

                              }

                    }

          }

}

}


2.3.3 c_TrLogMappingDL_4DCCH_1DTCH_PS 

This table is based on that issued in RRCv143 but modified as follows:

Reason for change:
Generation of ETS is not possible with undeclared logicalChannelType 
Summary of change:
Replaced undeclared logicalChannelType dTCH and dCCH with DTCH and DCCH respectively.

2.3.4 c_TrLogMappingDL_4DCCH_3DTCH
This table is based on that issued in RRCv143 but modified as follows:

Reason for change:
Generation of ETS is not possible with undeclared logicalChannelType 
Summary of change:
Replaced undeclared logicalChannelType dTCH and dCCH with DTCH and DCCH respectively.

2.3.5 cr_BcapSpeechMO

This table is based on that issued in RRCv143 but modified as follows:

Reason for change: CC:Setup PDU Bearer Capacbility extension  extBit3 contains an unnecessary usage restriction of “octet used for other extension of octet 3/presence of octet 3A”. Refer to 24.008 sub-clause 10.5.4.5 for details.

Summary of Change: No test is needed for the Bearer Capacbility extension bit value.

  Change:

	Constrain Name
	cr_BcapSpeechMO

	Structured Type
	Bcap

	Derivation Path
	

	Encoding Varaition
	

	Comments
	speech bearer capability for direction n <- ue

	Element Name
	Element Value
	Element Ecoding
	Comments

	Iei
	'00000100'B
	
	

	Iel
	?
	
	

	extBit3
	'1'B
	
	extension bit

	radioChRequi
	?
	
	

	
	
	
	


To:

	Constrain Name
	cr_BcapSpeechMO

	Structured Type
	Bcap

	Derivation Path
	

	Encoding Varaition
	

	Comments
	speech bearer capability for direction n <- ue

	Element Name
	Element Value
	Element Ecoding
	Comments

	Iei
	'00000100'B
	
	

	Iel
	?
	
	

	extBit3
	?
	
	Don’t care

	radioChRequi
	?
	
	

	
	
	
	


2.3.6 ts_CC_RcvSetupOrEsetup

This table is based on that issued in RRCv143 but modified as follows:

Reason for change:
TTCN RRCv143 ts_CC_RcvSetupOrEsetup contains test variable assignment error and local tree error.  

Summary of change:
Corrected the aforementioned errors in ts_CC_RcvSetupOrEsetup shown as below:

Change:

	Test Step Name
	ts_CC_RcvSetupOrEsetup  (  p_CellId : INTEGER )

	Group
	L3M_CC_Steps/

	Objective
	To manage Setup Mobile Originated.

	Default
	NAS_OtherwiseFail

	Comments
	Receipt of a SETUP message or an ESETUP message in case of emergency call.

NOTE: The BCAP is a highly structured information element with 69 fields and the intention is to make the  constraint re-usable, so the key fields of the BCAP shall be parametrised. This implies that more than 5 parameters are used for the BCAP constraints.

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	
	
	
	
	
	

	13
	
	     + lt_InitCC_tcv
	
	
	

	
	
	lt_InitCC_tcv
	ca_PICH_Info(p_CellId, c_PichInfo, (tcv_TmpCellInfo.powerPICH) )
	
	

	14
	
	[ tcv_ActiveService = tsc_SrvEmgCall ]
	
	
	

	15
	
	( tcv_TI_R := tcv_ESetupr.ti , 

  tcv_TI_S := tcv_TI_R , 

  tcv_TI_S.tiFlag := '1'B,

tcv_RAB_Id :=  tsc_RAB_DefCS

)
	
	
	

	16
	
	[ tcv_ActiveService = tsc_SrvEmgCall ]
	
	
	

	17
	
	( tcv_TI_R := tcv_SetupMOr.ti, 

  tcv_TI_S := tcv_TI_R , 

  tcv_TI_S.tiFlag := '1'B,

tcv_RAB_Id :=  tsc_RAB_DefCS

)
	
	
	

	
	
	lt_CC_TelephonyMO
	
	
	

	
	
	
	
	
	


to:

	Test Step Name
	ts_CC_RcvSetupOrEsetup  (  p_CellId : INTEGER )

	Group
	L3M_CC_Steps/

	Objective
	To manage Setup Mobile Originated.

	Default
	NAS_OtherwiseFail

	Comments
	Receipt of a SETUP message or an ESETUP message in case of emergency call.

NOTE: The BCAP is a highly structured information element with 69 fields and the intention is to make the  constraint re-usable, so the key fields of the BCAP shall be parametrised. This implies that more than 5 parameters are used for the BCAP constraints.

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	
	
	
	
	
	

	13
	
	     + lt_InitCC_tcv
	
	
	

	
	
	lt_InitCC_tcv
	ca_PICH_Info(p_CellId, c_PichInfo, (tcv_TmpCellInfo.powerPICH) )
	
	

	14
	
	[ tcv_ActiveService = tsc_SrvEmgCall ]
	
	
	

	15
	
	( tcv_TI_R := tcv_ESetupr.ti , 

  tcv_TI_S := tcv_TI_R , 

  tcv_TI_S.tiFlag := '1'B,

tcv_RAB_Id :=  tsc_RAB_DefCS

)
	
	
	

	16
	
	[ tcv_ActiveService = tsc_SrvTelephony ]
	
	
	

	17
	
	(tcv_TI_R := tcv_SetupMOr.ti, 

  tcv_TI_S := tcv_TI_R , 

  tcv_TI_S.tiFlag := '1'B,

tcv_RAB_Id :=  tsc_RAB_DefCS

)
	
	
	

	18
	
	[TRUE]
	
	I
	

	
	
	lt_CC_TelephonyMO
	
	
	

	
	
	
	
	
	


2.3.7 ca_4DCH_DL_InfoActNow

This table is based on that issued in RRCv143 but modified as follows:

Reason for change:
TTCN RRCv143 constraint ca_4DCH_DL_Info contains a transport channel-ordering problem

Summary of change:
Re-order the transport channel list shown as below:

Change:

	Constraint Name
	ca_4DCH_DL_InfoActNow ( p_CellId : INTEGER; p_PhyChId : INTEGER )

	ASP Type
	CPHY_TrCH_Config_REQ

	Derivation Path
	

	Comments
	For FDD mode only, used in aknowledged mode RLC testing

	{

    cellIdentity                                    p_CellId,

     routingInfo                                   physicalChannelIdentity:      p_PhyChId,

     ratType                                       fdd,      

     configMessage                           {

                                                         activationTime    activateNow : NULL,

                                                         dlconnectedTrCHList     {{                      

                                                              trchid              tsc_DL_DCH5,
                                                              dl_TransportChannelType            dch,
                                                              transportChannelInfo                    c_DCH_148_TFS
                                                                                             },

                                                                                             {

                                                              trchid              tsc_DL_DCH1,

                                                              dl_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_81_TFS

                                                                                             },

                                                                                             {

                                                              trchid              tsc_DL_DCH2,

                                                              dl_TransportChannelType            dch,

                                                              transportChannelInfo                  c_DCH_103_TFS

                                                                                             },

                                                                                             {

                                                              trchid              tsc_DL_DCH3,

                                                              dl_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_60_TFS

                                                                                             }},

                                                        dlTFCS                         c_TFCS_Cmpl0_1_11_12_13_23_Tx ( c_PowerOffsetInfoBelow64k )

                                                       }

}


To:

	Constraint Name
	ca_4DCH_DL_InfoActNow ( p_CellId : INTEGER; p_PhyChId : INTEGER )

	ASP Type
	CPHY_TrCH_Config_REQ

	Derivation Path
	

	Comments
	For FDD mode only, used in aknowledged mode RLC testing

	{

    cellIdentity                                    p_CellId,

     routingInfo                                   physicalChannelIdentity:      p_PhyChId,

     ratType                                       fdd,      

     configMessage                           {

                                                         activationTime    activateNow : NULL,

                                                         dlconnectedTrCHList     {{

                                                              trchid              tsc_DL_DCH1,

                                                              dl_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_81_TFS

                                                                                             },

                                                                                            {

                                                              trchid              tsc_DL_DCH2,

                                                              dl_TransportChannelType            dch,

                                                              transportChannelInfo                  c_DCH_103_TFS

                                                                                             },

                                                                                             {

                                                              trchid              tsc_DL_DCH3,

                                                              dl_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_60_TFS

                                                                                             },

                                                                                             {                      

                                                              trchid              tsc_DL_DCH5,
                                                              dl_TransportChannelType            dch,

                                                              transportChannelInfo                    c_DCH_148_TFS
                                                                                             }},

                                                        dlTFCS                         c_TFCS_Cmpl0_1_11_12_13_23_Tx ( c_PowerOffsetInfoBelow64k )

                                                       }

}


ca_4DCH_UL_InfoActNow 

This table is based on that issued in RRCv143 but modified as follows:

Reason for change:
TTCN RRCv143 constraint ca_4DCH_UL_Info contains a transport channel-ordering problem.

Summary of change:
Re-order the transport channel list shown as below:

Change:

	Constraint Name
	ca_4DCH_UL_InfoActNow (p_CellId : INTEGER; p_PhyChId : INTEGER )

	ASP Type
	CPHY_TrCH_Config_REQ

	Derivation Path
	

	Comments
	For FDD mode only, used in aknowledged mode RLC testing

	{

    cellIdentity                                    p_CellId,

     routingInfo                                   physicalChannelIdentity:      p_PhyChId,

     ratType                                       fdd,      

     configMessage                           {

                                                        activationTime     activateNow : NULL,

                                                        ulconnectedTrCHList {{                      

                                                              trchid              tsc_UL_DCH5,

                                                              ul_TransportChannelType            dch,
                                                              transportChannelInfo                   c_DCH_148_TFS
                                                                                             },

                                                                                             {

                                                              trchid              tsc_UL_DCH1,

                                                              ul_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_81_TFS

                                                                                             },

                                                                                             {

                                                              trchid              tsc_UL_DCH2,

                                                              ul_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_103_TFS

                                                                                             },

                                                                                             {

                                                              trchid              tsc_UL_DCH3,

                                                              ul_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_60_TFS

                                                                                             }},

                                                        ulTFCS                      c_TFCS_Cmpl0_1_11_12_13_23_Rx

                                                       }

}


To:

	Constraint Name
	ca_4DCH_UL_InfoActNow (p_CellId : INTEGER; p_PhyChId : INTEGER )

	ASP Type
	CPHY_TrCH_Config_REQ

	Derivation Path
	

	Comments
	For FDD mode only, used in aknowledged mode RLC testing

	{

    cellIdentity                                    p_CellId,

     routingInfo                                   physicalChannelIdentity:      p_PhyChId,

     ratType                                       fdd,      

     configMessage                           {

                                                        activationTime     activateNow : NULL,

                                                        ulconnectedTrCHList {{

                                                              trchid              tsc_UL_DCH1,

                                                              ul_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_81_TFS

                                                                                             },

                                                                                             {

                                                              trchid              tsc_UL_DCH2,

                                                              ul_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_103_TFS

                                                                                             },

                                                                                             {

                                                              trchid              tsc_UL_DCH3,

                                                              ul_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_60_TFS

                                                                                             },

                                                                                             {                      

                                                              trchid              tsc_UL_DCH5,

                                                              ul_TransportChannelType            dch,

                                                              transportChannelInfo                   c_DCH_148_TFS
                                                                                             }},

                                                        ulTFCS                      c_TFCS_Cmpl0_1_11_12_13_23_Rx

                                                       }

}


2.3.8 c_DCH_148_TFS_DL

This table is based on that issued in RRCv143 but modified as follows:

Reason for change:
TTCN RRCv143 constraint c_DCH_148_TFS_DL contains conflicting TrCH configuration  - Rate Matching information w.r.t RadioBearSetup PDU

Summary of change:
Corrected the inconcistency shown as below:

Change:

	Constraint Name
	c_DCH_148_TFS_DL

	ASP Type
	CommonOrDedicatedTFS

	Derivation Path
	

	Comments
	transport format set for signalling bearer on dedicated channel

	{

   tti    tti40 :{{ tb_Size    148,

                      numberOfTbSizeList { zero : NULL,  one : NULL},                     

                      logicalChannelList allSizes : NULL

                       }},

           semistaticTF_Information   {

                                           channelCodingType convolutional :third, 

                                           rateMatchingAttribute   192, - - mismatching RM w.r.t. to RadiobBearSetup PDU

                                           crc_Size  crc16

                                                      }

}


To:

	Constraint Name
	c_DCH_148_TFS_DL

	ASP Type
	CommonOrDedicatedTFS

	Derivation Path
	

	Comments
	transport format set for signalling bearer on dedicated channel

	{

   tti    tti40 :{{ tb_Size    148,

                      numberOfTbSizeList { zero : NULL,  one : NULL},                     

                      logicalChannelList allSizes : NULL

                       }},

           semistaticTF_Information   {

                                           channelCodingType convolutional :third, 

                                           rateMatchingAttribute   170, 

                                                 crc_Size  crc16

                                                      }

}


2.3.9 ts_NAS_ServiceAcceptMO

This table is newly added and not based on one from any pre-existing suite.

Reason for change:
TTCN RRCv300 missing transmission of MM: Service Accept in ts_RRC_NAS_CallSetupCS_MO_P7_P8 

Summary of change:
Added test step ts_NAS_ServiceAcceptMO

	Test Step Name
	ts_NAS_ServiceAcceptMO (p_CellId : INTEGER)

	Group
	L3M_General_NAS_Steps

	Objective
	Send a CM SERVICE ACCEPT to UE.

	Default
	NAS_OtherwiseFail

	Comments
	

	Description
	

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	[tcv_CN_Domain = cs_domain]
	
	
	

	2
	
	  Dc!RRC_DataReq
	ca_DataReq(

 tsc_CellDedicated , 

tsc_RB3, 

c_CM_ServAcp)
	
	

	3
	
	[TRUE]
	
	I
	


2.3.10 c_CM_ServAcp

This table is imported from RRCv151 and is un-modified.

Reason for change:
ts_NAS_ServiceAcceptMO requires additional TTCN PDU constraint

Summary of change:
Imported the following from RRCv151

	Constraint Name
	c_CM_ServAcp

	PDU Type
	CMSERVICEACCEPT

	Derivation Path
	

	Encoding Variation
	

	Comment
	

	Field Name
	Field Value
	Field  Ecoding
	Comments

	skipIndicator
	'0000'B
	
	

	mMProtocolDiscriminator
	'0101'B
	
	

	msgType
	'00100001'B
	
	extension bit


2.3.11 CMSERVICEACCEPT

This table is imported from RRCv151 and is un-modified.

Reason for change:
ts_NAS_ServiceAcceptMO requires additional TTCN PDU type definition

Summary of change:
Imported the following from RRCv151

	PDU Type
	CMSERVICEACCEPT

	PCO Type
	Dc_SAP

	Encoding Rule Name
	

	Encoding Variation
	

	Comment
	CM SERVICE ACCEPT n -> ue

3G TS 24.008 V3.4.0 cl. 9.2.5

	Field Name
	Field Type
	Field  Ecoding
	Comments

	skipIndicator
	SkipIndicator
	
	Skip Indicator

M

BITSTRING [4]

	mMProtocolDiscriminator
	ProtocolDiscriminator
	
	MM Protocol Discriminator

M

BITSTRING [4]

	msgType
	MsgType
	
	Message Type (1) 

M

BITSTRING [8]
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