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This document contains the following change requests:
	T3-Doc
	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Version-Current
	Version-New
	WI

	T3-030120
	31.111
	084
	-
	F
	R99
	Device identifies for Browser Termination event, Wild values in response to call control, TLV length handling
	3.9.0
	3.10.0
	TEI

	T3-030122
	31.111
	085
	-
	F
	R99
	Icon identifiers handling
	3.9.0
	3.10.0
	TEI

	T3-030155
	31.111
	086
	-
	F
	Rel-5
	Correction of the Terminal Profile
	5.3.0
	5.4.0
	TEI

	T3-030171
	31.111
	087
	-
	F
	R99
	Correction to the lack of specified behaviour when the link drops in Bearer Independent Protocol.
	3.9.0
	3.10.0
	TEI

	T3-030161
	31.111
	088
	-
	F
	Rel-5
	Restructuring of TS 31.111 to be based on ETSI TS 102 223
	5.3.0
	5.4.0
	TEI

	T3-030118
	31.111
	089
	-
	F
	Rel-4
	Wild values in response to Call Control and MO Short Message Control envelopes
	4.9.0
	4.10.0
	TEI

	T3-030119
	31.111
	090
	-
	F
	Rel-5
	Wild values in response to Call Control and MO Short Message Control envelopes
	5.3.0
	5.4.0
	TEI

	T3-030162
	31.111
	091
	-
	F
	Rel-4
	Extended location information
	4.9.0
	4.10.0
	TEI

	T3-030163
	31.111
	092
	-
	A
	Rel-5
	Extended location information
	5.3.0
	5.4.0
	TEI

	T3-030182
	31.111
	093
	-
	F
	R99
	Cell Broadcast data download in 3G
	3.9.0
	3.10.0
	TEI

	T3-030198
	31.111
	094
	-
	F
	Rel-4
	Cell Broadcast data download in 3G
	4.9.0
	4.10.0
	TEI

	T3-030199
	31.111
	095
	-
	F
	Rel-5
	Cell Broadcast data download in 3G
	5.3.0
	5.4.0
	TEI


