Page 1



3GPP TSG-T1 Meeting #18
Tdoc (
T1-030160

San Antonio, Texas, USA, February 10th-14th 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.122
	CR
	149
	(

rev
	-
	(

Current version:
	4.6.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Introduction of measurement performance requirements for SFN-SFN type 1 in UTRA TDD (3.84 Mcps Option)

	
	

	Source:
(

	T1-RF

	
	

	Work item code:
(

	
	
	Date: (

	13/01/2003

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Performance requirements and test for the SFN-SFN type 1 measurement in UTRA TDD (3.84 Mcps Option) are still missing from the current version of TS 34.122.

	
	

	Summary of change:
(

	Introduction of measurement performance requirements and test for SFN-SFN type 1 in UTRA TDD (3.84 Mcps Option)

	
	

	Consequences if 
(

not approved:
	Missing performance requirements and test for the SFN-SFN type 1 measurement in UTRA TDD (3.84 Mcps Option)

	
	

	Clauses affected:
(

	8.7.8.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	-


8.7.8
SFN-SFN observed time difference

8.7.8.1
SFN-SFN observed time difference type 1


8.7.8.1.1
Measurement accuracy for 3.84 Mcps TDD Option

8.7.8.1.1.1
Definition and applicability

This measurement is specified in clause 5.1.10 of TS 25.225 [22]. The reference point for the SFN-SFN observed time difference type 1 shall be the antenna connector of the UE.
The requirements and this test apply to all types of UTRA TDD UE.
8.7.8.1.1.2
Minimum requirements

The accuracy requirement in table 8.7.8.1.1.1 is valid under the following conditions:

P-CCPCH_RSCP1,2 ( -102 dBm..
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where the received P-CCPCH Ec/Io is defined as,
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and the received SCH Ec/Io is defined as,
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and SCH_Ec/Ior is equally divided between primary synchronisation code and the sum of all secondary synchronisation codes, where the secondary synchronisation codes are also equally divided.
Table 8.7.8.1.1.1: SFN-SFN observed time difference type 1 accuracy 

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	SFN-SFN observed time difference type 1
	chip
	+/-0,5
	-94...-50


The normative reference for this requirement is TS 25.123 [2] clause 9.1.1.8 and A.9.1.8.
8.7.8.1.1.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of SFN-SFN observed time difference type 1 is within the limit specified in clause 8.7.8.1.1.2.
8.7.8.1.1.4
Method of test

8.7.8.1.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. Cell 1 and cell 2 shall be synchronised, i.e. share the same frame and timeslot timing. The DL DPCH shall be transmitted in timeslot 4 and the UL DPCH shall be transmitted in timeslot 12. The second Beacon timeslot shall be provided in timeslot 8 for cell 1 and in timeslot 10 for cell 2. During the test, the timing difference between cell 1 and cell 2 can be set to any value from 0…9830400 chip. The SFN-SFN observed time difference type 1 accuracy requirements in the intra-frequency case are tested by using test parameters in Table 8.7.8.1.1.2.

Table 8.7.8.1.1.2: SFN-SFN observed time difference type 1 intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	DL timeslot number
	
	0
	2
	0
	2
	0
	2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	-3
	-3

	SCH_Ec/Ior
	dB
	-9
	-9
	-9

	SCH_toffset
	
	0
	5
	0
	5
	0
	5

	OCNS_Ec/Ior
	dB
	-3,12
	-3,12
	-3,12

	Ioc
	dBm / 3.84 MHz
	-75.2
	-75.2
	-57.8
	-54.7
	-98.7
	-98.7

	Îor/Ioc
	dB
	5
	5
	7
	3
	3
	3

	Io, Note 1
	dBm / 3.84 MHz
	-69
	-50
	-94

	Propagation condition
	
	AWGN
	AWGN
	AWGN

	NOTE 1:
Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.8.1.1.2.
8.7.8.1.1.4.2
Procedure

1)
SS shall transmit the MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check "SFN-SFN observed time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to the actually set SFN-SFN observed time difference type 1 value for each MEASUREMENT REPORT message.

4)
SS shall count the number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.8.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 2) and 3) above are repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.8.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 2) and 3) above are repeated.
5)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.
6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex I, with the following exceptions:

MEASUREMENT CONTROL message (Step 1):

	Information Element/Group name
	Value/Remark

	Message Type (10.2.17)
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	Not Present

	Measurement Information elements
	

	-Measurement Identity
	1

	-Measurement Command (10.3.7.46)
	Modify

	-Measurement Reporting Mode (10.3.7.49)
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting

	-Additional measurements list (10.3.7.1)
	Not Present

	-CHOICE Measurement type
	Intra-frequency measurement

	 -Intra-frequency measurement (10.3.7.36)
	

	  -Intra-frequency measurement objects list (10.3.7.33)
	Not Present

	  -Intra-frequency measurement quantity (10.3.7.38)
	

	   -Filter coefficient (10.3.7.9)
	0

	   -CHOICE mode
	TDD

	   -Measurement quantity list
	1

	    -Measurement quantity
	Primary CCPCH RSCP

	  -Intra-frequency reporting quantity (10.3.7.41)
	

	   -Reporting quantities for active set cells (10.3.7.5)
	

	    -SFN-SFN observed time difference reporting indicator
	Type 1

	    -Cell synchronisation information reporting indicator
	FALSE

	    -Cell Identity reporting indicator
	FALSE

	    -CHOICE mode
	TDD

	     -Timeslot ISCP reporting indicator
	FALSE

	     -Primary CCPCH RSCP reporting indicator
	TRUE

	     -Pathloss reporting indicator
	TRUE

	   -Reporting quantities for monitored set cells (10.3.7.5)
	

	    -SFN-SFN observed time difference reporting indicator
	Type 1

	    -Cell synchronisation information reporting indicator
	FALSE

	    -Cell Identity reporting indicator
	FALSE

	    -CHOICE mode
	TDD

	     -Timeslot ISCP reporting indicator
	FALSE

	     -Proposed TGSN reporting required
	FALSE

	     -Primary CCPCH RSCP reporting indicator
	TRUE

	     -Pathloss reporting indicator
	TRUE

	   -Reporting quantities for detected set cells (10.3.7.5)
	Not Present

	  -Reporting cell status (10.3.7.61)
	

	   -CHOICE reported cell
	Report all active set cells + cells within monitored set on used frequency

	   -Maximum number of reported cells
	Virtual/active set cells + 2

	  -Measurement validity (10.3.7.51)
	Not Present

	  -CHOICE report criteria (10.3.7.
	

	   -Periodical reporting criteria (10.3.7.53)
	

	    -Amount of reporting
	Infinity

	    -Reporting interval
	250 ms

	Physical channel information elements
	

	-DPCH compressed mode status info (10.3.6.34)
	Not Present


8.7.8.1.1.5
Test requirements

The SFN-SFN observed time difference type 1 accuracy shall meet the requirements in clause 8.7.8.1.1.2.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.8.1.1A
Measurement accuracy for 1.28 Mcps TDD Option

Void
8.7.8.2
SFN-SFN observed time difference type 2

Void
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