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8.2
Radio Bearer control procedure
…….

8.2.1.4
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)

8.2.1.4.1
Definition

8.2.1.4.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure".

…
If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.5.4.
8.2.1.4.3
Test purpose

To confirm that the UE reverts to the old configuration and transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, if the UE fails to reconfigure the radio bearer according to the RADIO BEARER SETUP message before timer T312 expires.
8.2.1.4.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: CS-DCCH_DCH (state 6-5) or PS-DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108, depending on the domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER SETUP message to the UE and SS keeps its old dedicated channel configuration. Then after T312 expiry, the UE reverts to the old configuration and transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "physical channel failure" in IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	  (
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	The SS keeps its old L1 configuration after transmitting this message.

	2
	
	
	The UE does not configure the new radio access bearer and reverts to the old configuration.

	3
	(
	RADIO BEARER SETUP FAILURE
	UE shall transmit this message using the old configuration.

	4
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	
	

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 4)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)

The contents of the RADIO BEARER SETUP message in this test case is indicated as "Non speech to CELL_DCH from CELL_DCH in CS", "Speech to CELL_DCH from CELL_DCH in CS" or "Packet to CELL_DCH from CELL_DCH in PS"as found in clause 9 of TS 34.108. The occurance of physical channel failure requires that the RADIO BEARER SETUP message includes a change of the physical channel configuration e.g. spreading factor. E.g. this means the new configuration should be different from “Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH” since the physical channel configuration is the same as for the initial Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.
RADIO BEARER SETUP FAILURE (Step 3)

The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	Failure cause
	Physical channel failure


8.2.1.4.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 2 the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "physical channel failure" in IE "failure cause".
After step 3, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

8.2.1.5
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Physical channel Failure and cell reselection)

8.2.1.5.1
Definition

8.2.1.5.2
Conformance requirement

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

1>
if the old configuration includes dedicated physical channels (CELL_DCH state) and the UE is unable to revert to the old configuration:

2>
initiate a cell update procedure according to TS 25.331 subclause 8.3.1, using the cause "radio link failure";

2>
after the cell update procedure has completed successfully:

3>
proceed as below.

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.
….
If the CELL UPDATE CONFIRM message:

-
does not include "RB information elements"; and

-
does not include "Transport channel information elements"; and

-
includes "Physical channel information elements":

the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message using AM RLC.

…
The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.3.1.7.
8.2.1.5.3
Test purpose

To confirm that UE transmits RADIO BEARER SETUP FAILURE message after it completes a cell update procedure due to a physical channel failure in the radio bearer establishment procedure. 

8.2.1.5.4
Method of test

Initial Condition

System Simulator: 1 cell.
UE: CS-DCCH_DCH (state 6-5) or PS-DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108, depending on the domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. SS transmits a RADIO BEARER SETUP message to the UE. After transmitting the RADIO BEARER SETUP message, the SS shall not configure its dedicated physical channel in accordance with the settings in the message and release the old configuration after the RLC acknowledgement. The UE recognizes that it cannot synchronise on the new physical channel and wants to revert to the old configuration, but the UE cannot revert to the old configuration. The UE transmits a CELL UPDATE message on uplink CCCH with IE "Cell update cause" set to "radio link failure". The SS shall transmit a CELL UPDATE CONFIRM message on downlink CCCH. The UE transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC and subsequently transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the value of IE "failure cause" to "physical channel failure". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	

	2
	
	
	The SS does not configure new radio access bearer and shall release the configuration.

	3
	(
	CELL UPDATE 
	The value "radio link failure" shall be set in IE "Cell update cause". 

	4
	(
	CELL UPDATE CONFIRM
	This message includes Physical channel information elements.

	5
	
	
	The SS configures the dedicated physical channel according to the Physical channel information elements included in the CELL UPDATE CONFIRM message.

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	

	7
	(
	RADIO BEARER SETUP FAILURE
	The IE "failure cause" shall be set to "physical channel failure"

	8
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	7

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	
	

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 8)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions:

	Information Element
	Value/Remarks

	Measurement identity
	7

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)
The contents of RADIO BEARER SETUP message in this test case is indicated as "Non speech from CELL_DCH to CELL_DCH in CS", "Speech to CELL_DCH from CELL_DCH in CS" or "Packet to CELL_DCH from CELL_DCH in PS"as found in clause 9 of TS 34.108 . The occurance of physical channel failure requires that the RADIO BEARER SETUP message includes a change of the physical channel configuration e.g. spreading factor. E.g. this means the new configuration should be different from “Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH” since the physical channel configuration is the same as for the initial Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.
CELL UPDATE (Step 3)
The contents of CELL UPDATE message is identical as "Contents of CELL UPDATE message" as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	Cell Update Cause
	"radio link failure"


CELL UPDATE CONFIRM (Step 4) (FDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	RRC State indicator
	CELL_DCH

	CHOICE channel requirement
	Uplink DPCH info

	         -UplinkDPCH Info
	Same as RRC CONNECTION SETUP message used to move to initial condition

	Downlink information common for all radio links
	Same as RRC CONNECTION SETUP message used to move to initial condition

	Downlink information for each radio links
	Same as RRC CONNECTION SETUP message used to move to initial condition


CELL UPDATE CONFIRM (Step 4) (TDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in clause 9 of TS 34.108 with the following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_DCH

	Uplink DPCH timeslots and codes
	Same as RADIO BEARER SETUP message used to move to initial condition

	Downlink information for each radio links
	Same as RADIO BEARER SETUP message used to move to initial condition


RADIO BEARER SETUP FAILURE (Step 7)
The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	
	

	Failure cause
	"physical channel failure"


8.2.1.5.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 2 the UE shall transmit CELL UPDATE message on the CCCH with IE "Cell update cause" set to "radio link failure".
After step 5 the UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
After step 6 the UE shall transmit RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the IE "failure cause" to "physical channel failure".
After step 7, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.
…….

8.2.1.7
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Invalid message reception and Invalid configuration)

8.2.1.7.1
Definition

8.2.1.7.2
Conformance requirement

If the received reconfiguration message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to TS 25.331 clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Rejected transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to the cause value "protocol error";

2>
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.
….
If the variable INVALID_CONFIGURATION is set to TRUE the UE shall:

1>
keep the configuration existing before the reception of the message;

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
set the IE "failure cause" to "invalid configuration".

1>
set the variable INVALID_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

….

If the UE receives an RRC message on the DCCH, or addressed to the UE on the CCCH or on the SHCCH, or sent via a radio access technology other than UTRAN, containing an undefined critical message extension, the UE shall:

1>
set the variable PROTOCOL_ERROR_REJECT to TRUE;

1>
set the IE "Protocol error cause" in the variable PROTOCOL_ERROR_INFORMATION to "Message extension not comprehended";

1>
if the IE "Message Type" of the received message is not present in the table "Rejected transactions" in the variable TRANSACTIONS:

2>
store the IE "Message type" of the received message in the table "Rejected transactions" in the variable TRANSACTIONS; and

2>
set the IE "RRC transaction identifier" to zero in that table entry.

1>
perform procedure specific error handling according to TS 25.331 clause 8.

….

If the IE "RAB information for setup" is included, the procedure is used to establish radio bearers belonging to a radio access bearer, and the UE shall:

1>
if several IEs "RAB information for setup" are included and the included IEs "CN domain identity" in the IE "RAB info" does not all have the same value:

2>
set the variable INVALID_CONFIGURATION to TRUE.

….
The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.

Reference

3GPP TS 25.331 clause 8.2.2.13, 8.2.2.11, 8.2.2.9, 8.6.4.2 and 9.3b.
8.2.1.7.3
Test purpose

To confirm that the UE transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC if it receives an invalid RADIO BEARER SETUP message which contains an unexpected critical message extension. 

To confirm that the UE transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC if it receives a RADIO BEARER SETUP message including an invalid configuration.

8.2.1.7.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: CS-DCCH_DCH (state 6-5) or PS-DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits an invalid RADIO BEARER SETUP message to the UE which contains an unexpected critical message extension. The UE keeps the old configuration and transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "protocol error" in IE "failure cause", and is set to "Message extension not comprehended" in IE "Protocol error cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically. The UE keeps current configuration after SS transmits a RADIO BEARER SETUP message including an invalid configuration. Then UE transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the value "invalid configuration" to IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	See specific message content.

	2
	(
	RADIO BEARER SETUP FAILURE
	The UE does not change its configuration.

	2a
	(
	MEASUREMENT REPORT
	

	3
	(
	RADIO BEARER SETUP
	This message includes an invalid value.

	4
	(
	RADIO BEARER SETUP FAILURE
	The UE does not change its configuration.

	5
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	DCH 

	    - UL Target Transport Channel ID
	5

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	
	

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b, 2a and 5)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)

Use the RADIO BEARER SETUP message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Critical extensions
	'01'H


RADIO BEARER SETUP FAILURE (Step 2)
	Information Element
	Value/remark

	Message Type
	

	Failure cause
	

	        - Failure cause
	Protocol error

	        - Protocol error information
	

	         - Protocol error cause
	Message extension not comprehended

	Other information element
	Not checked


RADIO BEARER SETUP (Step 3)
The contents of RADIO BEARER SETUP message in this test case is identical as "Non-speech from CELL_DCH to CELL_DCH in CS",  Speech to CELL_DCH from CELL_DCH in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in clause 9 of TS 34.108 with the following exceptions:

RADIO BEARER SETUP (Step 3) (FDD)
	Information Element
	Value/remark

	
	

	
	

	RAB information for setup list
	

	 - RAB information for setup
	This IE is set as defined in message “RADIO BEARER SETUP message: AM or UM (Speech in CS)”

	 - RAB information for setup
	This IE is set as defined in message “RADIO BEARER SETUP message: AM or UM (Packet to CELL_DCH from CELL_DCH in PS)”


RADIO BEARER SETUP (Step 3) (TDD)

	Information Element
	Value/remark

	      -PRACH TFCS
	Present


RADIO BEARER SETUP FAILURE (Step 4)
The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	
	

	Failure cause
	Invalid configuration


8.2.1.7.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 1 the UE shall keep its old configuration and transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "protocol error" in IE "failure cause" and set to "Message extension not comprehended" in IE "Protocol error cause".

After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.

After step 3 the UE shall keep its old configuration and transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the value "invalid configuration" to IE "failure cause".
After step 4, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on DCH at every 8s interval.
…….

8.2.1.12
Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)

8.2.1.12.1
Definition

8.2.1.12.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure".
….
If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

….
The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.5.4.
8.2.1.12.3
Test purpose

To confirm that the UE reverts to the old configuration and transmits a RADIO BEARER SETUP FAILURE message when the UE fails to configure the new radio bearer after it detects physical channel failure, followed by the T312 expiry.

8.2.1.12.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH_FACH (state 6-8) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_FACH state. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER SETUP message to the UE and keeps its old physical channel configuration. After T312 expiry, the UE shall perform cell reselection procedure and detect the same serving cell only. Then the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC. The content of the message shall indicate "physical channel failure" in IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	The SS keep its old configuration.

	2
	(
	RADIO BEARER SETUP FAILURE
	The UE does not configure a new radio bearer and reverts to the old configuration.

	3
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	
	

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 3)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)

The contents of RADIO BEARER SETUP message in this test case is identical to the message sub-type indicated by "Packet to CELL_DCH from CELL_FACH in PS" in clause 9 of TS 34.108.

RADIO BEARER SETUP FAILURE (Step 2)

The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	
	

	Failure cause
	Physical channel failure


8.2.1.12.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 1 the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC which is set to "physical channel failure" in IE "failure cause".
After step 2, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

8.2.1.13
Radio Bearer Establishment for transition from CELL_FACH to CELL_DCH: Failure (Physical channel Failure and cell reselection)

8.2.1.13.1
Definition

8.2.1.13.2
Conformance requirement

When a physical dedicated channel establishment is initiated by the UE, the UE shall start a timer T312 and wait for layer 1 to indicate N312 "in sync" indications. On receiving N312 "in sync" indications, the physical channel is considered established and the timer T312 is stopped and reset.

If the timer T312 expires before the physical channel is established, the UE shall consider this as a "physical channel establishment failure".

….

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
revert to the configuration prior to the reception of the message (old configuration);

…

1>
if the old configuration does not include dedicated physical channels (CELL_FACH state):

2>
select a suitable UTRA cell according to TS 25.304;

2>
if the UE selects another cell than the cell the UE camped on upon reception of the reconfiguration message:

3>
initiate a cell update procedure according to TS 25.331 subclause 8.3.1, using the cause "Cell reselection";

3>
after the cell update procedure has completed successfully:

4>
proceed as below.

1>
transmit a failure response message as specified in TS 25.331 subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

….
If the CELL UPDATE CONFIRM message:

-
does not include "RB information elements"; and

-
does not include "Transport channel information elements"; and

-
does not include "Physical channel information elements"; and

-
includes "CN information elements"; or

-
includes the IE "Ciphering mode info"; or

-
includes the IE "Integrity protection mode info"; or

-
includes the IE "New C-RNTI"; or

-
includes the IE "New U-RNTI":

the UE shall:

1>
transmit a UTRAN MOBILITY INFORMATION CONFIRM as response message using AM RLC.

….
The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

…

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.7, 8.2.2.9, 8.3.1.7, 8.5.4.
8.2.1.13.3
Test purpose

To confirm that the UE transmit a RADIO BEARER SETUP FAILURE message after it completes a cell update for the physical channel failure in the radio bearer establishment procedure.

8.2.1.13.4
Method of test

Initial Condition

System Simulator: 2 cells - Cell 1 and 2 are active.

UE: PS-DCCH_FACH (state 6-8) as specified in clause 7.4 of TS 34.108 in cell 1.
Test Procedure
Table 8.2.1.13
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec

(FDD)
	dBm/3.84 MHz
	-60
	-75
	-75
	-60

	P-CCPICH RSCP (TDD) 
	dBm
	-60
	-75
	-75
	-60


Table 8.2.1.13 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. SS switches the power settings between columns "T0" and "T1", whenever the description in multi-cell condition specifies reverse of the transmission power settings for cell 1 and cell 2.
The UE is in CELL_FACH state in cell 1. SS then send a MEASUREMENT CONTROL message to UE. The UE shall perform periodical traffic volume measurement according to this message and then transmit MEASUREMENT REPORT message back to SS. The SS transmits a RADIO BEARER SETUP message to the UE. After transmitting the RADIO BEARER SETUP message, the SS shall not configure its DL dedicated physical channel in accordance with the setting in the message and release its current configuration. At the same time, the SS configures its downlink transmission power settings according to columns "T1" in table 8.2.1.13. The UE recognize that it cannot synchronize with the SS on the new radio bearer. The UE performs cell re-selection and transmits a CELL UPDATE message on uplink CCCH with IE "Cell update cause" which is set to "cell reselection". The SS shall transmit a CELL UPDATE CONFIRM message on downlink DCCH after receiving a CELL UPDATE message. The UE transmits a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC and subsequently transmits a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the value "physical channel failure" to IE "failure cause". UE shall continue its traffic volume measurement and send MEASUREMENT REPORT messages back to SS periodically.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0a
	(
	MEASUREMENT CONTROL
	SS requests UE to perform periodical traffic volume measurement.

	0b
	(
	MEASUREMENT REPORT
	

	1
	(
	RADIO BEARER SETUP
	

	2
	
	
	The SS does not configure the new radio bearer in accordance with the settings in the message and applies the downlink transmission power settings, according to the values in columns "T1" of table 8.2.1.13. 

	3
	
	Void
	

	4
	
	
	The UE select the cell 2.

	5
	(
	CELL UPDATE
	The value "cell reselection" shall be set in IE "Cell update cause".

	6
	(
	CELL UPDATE CONFIRM
	This message include IE "new U-RNTI" and IE "new C-RNTI".

	7
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	8
	(
	RADIO BEARER SETUP FAILURE
	The IE "failure cause" shall be set to "physical channel failure"

	9
	(
	MEASUREMENT REPORT
	


Specific Message Contents

MEASUREMENT CONTROL (Step 0a)
Use the MEASUREMENT CONTROL message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/Remark

	Measurement Identity
	1

	Measurement Command
	Setup

	Measurement reporting mode
	

	  - Measurement Report Transfer Mode
	Acknowledged mode RLC

	  - Periodical Reporting / Event Trigger Reporting Mode
	Periodical Reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Traffic Volume Measurement

	  - Traffic volume measurement object list
	

	    - Uplink transport channel type
	RACHorCPCH

	    - UL Target Transport Channel ID
	Not Present

	  - Traffic volume measurement quantity
	

	    - Measurement quantity
	RLC Buffer Payload 

	
	

	  - Traffic volume reporting quantity
	

	   - RLC Buffer Payload for each RB
	True

	   - Average of RLC Buffer Payload for each RB
	False

	   - Variance of RLC Buffer Payload for each RB
	False

	  - Measurement validity
	

	    - UE state
	All states

	  - CHOICE Reporting criteria
	Periodical Reporting Criteria

	    - Amount of reporting
	Infinity

	    - Reporting interval
	8000

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 0b and 9)

Check to see if the same message type found in [9] TS 34.108 Clause 9 is received, with the following exceptions:

	Information Element
	Value/Remarks

	Measurement identity
	1

	Measured Results
	

	- CHOICE measurement
	Traffic volume measured results list

	   - Traffic volume measurement results
	

	     - RB identity
	1

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	2

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	3

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	     - RB identity
	4

	     - RLC buffer payload
	Check to see if this IE is present

	     - RLC buffer payload average
	Check to see if this IE is absent

	     - RLC buffer payload variance
	Check to see if this IE is absent

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


RADIO BEARER SETUP (Step 1)
The contents of RADIO BEARER SETUP message in this test case is identical to the message sub-type "Packet to CELL_DCH from CELL_FACH in PS" found in clause 9 of TS 34.108.

CELL UPDATE (Step 5)
The contents of CELL UPDATE message is identical as "Contents of CELL UPDATE message" as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	Cell Update Cause
	"cell reselection"


CELL UPDATE CONFIRM (Step 6)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM" message as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	U-RNTI
	Same as CELL UPDATE message in step 5

	New U-RNTI
	

	- SRNC Identity
	'0000 0000 0000 0001'

	- S-RNTI
	Different from previous S-RNTI

	New C-RNTI
	Different from previous C-RNTI


RADIO BEARER SETUP FAILURE (Step 8)
The contents of RADIO BEARER SETUP FAILURE message in this test case is the same as the RADIO BEARER SETUP FAILURE message as found in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	Message Type
	"RADIO BEARER RECONFIGURATION FAILURE"

	Failure cause
	"physical channel failure"


8.2.1.13.5
Test requirement

After step 0a, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.

After step 4 the UE shall transmit a CELL UPDATE message on the CCCH with IE "Cell update cause" set to "cell reselection".
After step 6 the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC.
After step 7 the UE shall transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC, setting the IE "failure cause" to "physical channel failure".
After step 8, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH, reporting the RLC buffer payload of each RBs mapped on RACH at every 8s interval.
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