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1 Overview

This document details the changes needed introduce test case 8.1.5.1 to RRCv310. With these changes applied the test case can be demonstrated to run on one UE implementation. Only essential fixes to the TTCN are applied. This test case has the full test coverage intended in its prose specification TS 34.123-1 clause 8.1.5.1 .

2 Changes required for test-case 8.1.5.1

2.1 Tables deleted from RRCv310

None

2.2 Tables modified in RRCv310

2.2.1 c_DCH_148_TFS_UE_DL

Reason for change: Rate Matching information in constraint c_DCH_148_TFS_DL  is conflicting w.r.t RadioBearSetup PDU.

Summary of Change:  Rate matching attribute value changed from 192 to 170.

Change:

	Constraint Name
	c_DCH_148_TFS_UE_DL

	PDU Type
	DedicatedTransChTFS

	Derivation Path
	

	Encoding Rule Name
	

	Encoding Variation
	

	Comments
	transport format set for signalling bearer on dedicated channel used in message sent to UE

	
	{

   tti    tti40 :{{ rlc_Size    bitMode :  sizeType2 : {part1 2, part2 OMIT},

                      numberOfTbSizeList { zero : NULL, one : NULL},                     

                      logicalChannelList allSizes : NULL

                      }},

           semistaticTF_Information   {

                                           channelCodingType convolutional :third, 

                                           rateMatchingAttribute   192,
                                           crc_Size  crc16

                                                      }

}


To:

	Constraint Name
	c_DCH_148_TFS_UE_DL

	PDU Type
	DedicatedTransChTFS

	Derivation Path
	

	Encoding Rule Name
	

	Encoding Variation
	

	Comments
	transport format set for signalling bearer on dedicated channel used in message sent to UE

	
	{

   tti    tti40 :{{ rlc_Size    bitMode :  sizeType2 : {part1 2, part2 OMIT},

                      numberOfTbSizeList { zero : NULL, one : NULL},                     

                      logicalChannelList allSizes : NULL

                      }},

           semistaticTF_Information   {

                                           channelCodingType convolutional :third, 

                                           rateMatchingAttribute   170,
                                           crc_Size  crc16

                                                      }

}


2.2.2 cr_RRC_StatusCauValueNotCompr

Reason for change: The nonCriticalExtensions field must not be mandatory.

Summary of Change:  nonCriticalExtensions field is changed from ? to *.

Change:

	Constraint Name
	cr_RRC_StatusCauValueNotCompr ( p_RRC_Ti : RRC_TransactionIdentifier;

                                                            p_recMessTyp: ReceivedMessageType)

	PDU Type
	UL_DCCH_Message

	Derivation Path
	

	Encoding Rule Name
	

	Encoding Variation
	

	Comments
	

	
	{  

    integrityCheckInfo   *, 

    message            rrcStatus : {

        protocolErrorInformation {

            diagnosticsType  type1:  ie_ValueNotComprehended : {

                rrc_TransactionIdentifier  p_RRC_Ti , 

                receivedMessageType p_recMessTyp

           }

        }, 

        nonCriticalExtensions  ?
    }

}


To:

	Constraint Name
	cr_RRC_StatusCauValueNotCompr ( p_RRC_Ti : RRC_TransactionIdentifier;

                                                            p_recMessTyp: ReceivedMessageType)

	PDU Type
	UL_DCCH_Message

	Derivation Path
	

	Encoding Rule Name
	

	Encoding Variation
	

	Comments
	

	
	{  

    integrityCheckInfo   *, 

    message            rrcStatus : {

        protocolErrorInformation {

            diagnosticsType  type1:  ie_ValueNotComprehended : {

                rrc_TransactionIdentifier  p_RRC_Ti , 

                receivedMessageType p_recMessTyp

           }

        }, 

        nonCriticalExtensions  *

    }

}


2.3 New Tables added to RRCv310

2.3.1 Tables added from RRCv143

- px_KeySeqDefxxxxx

- tsc_CriticalExtension1

- cs_InvalidUE_CapabilityInfoCnf

- cs_RRC_InvalidUE_CapabilityEnqIntegrityCheck

- cs_RRC_UE_CapabilityEnqSystemSpecificCapUpdateReq_GSM

- cr_108_RRC_ConnRelCmpl

- tc_8_1_5_1

2.3.2 Other Tables

None.
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