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9.2.5
Authentication rejected by the UE / fraudulent network
9.2.5.1
Definition

9.2.5.2
Conformance requirement
R99 and REL-4:
1. It can be assumed that the source of the authentication challenge is not genuine (authentication not accepted by the UE) if any of the following occur:
· After sending the AUTHENTICATION FAILURE message with the reject cause 'MAC failure' the timer T3214 expires;
· Upon receipt of the second AUTHENTICATION REQUEST while T3214 is running and the MAC value cannot be resolved.
When it has been deemed by the UE that the source of the authentication challenge is not genuine (i.e. authentication not accepted by the UE), the UE shall behave as described in 3GPP TS 24.008 clause 4.3.2.6.1.
2. In addition to the cases specified in 3GPP TS 24.008 subclause 4.3.2.6, the UE may deem that the network has failed the authentication check after any combination of three consecutive authentication failures, regardless whether ‘MAC failure’, ‘invalid SQN’, or ‘GSM authentication unacceptable’ was diagnosed. The authentication failures shall be considered as consecutive only, if the authentication challenges causing the second and third authentication failure are received by the UE, while the timer T3214 or T3216 started after the previous authentication failure is running.
If the UE deems that the network has failed the authentication check, then it shall request RR or RRC to release the RR connection and the PS signalling connection, if any, and bar the active cell or cells (see 3GPP TS 25.331 and 3GPP TS 04.18).
Reference(s)

3GPP TS 24.008 clauses 4.3.2.6 (c) and 4.3.2.6.1.
REL-5 and later releases:
1. It can be assumed that the source of the authentication challenge is not genuine (authentication not accepted by the UE) if any of the following occur:
· after sending the AUTHENTICATION FAILURE message with the reject cause "MAC failure" the timer T3214 expires;
· the UE detects any combination of the authentication failures: "MAC failure", "invalid SQN", and "GSM authentication unacceptable", during three consecutive authentication challenges. The authentication challenges shall be considered as consecutive only, if the authentication challenges causing the second and third authentication failure are received by the UE, while the timer T3214 or T3216 started after the previous authentication failure is running.
When it has been deemed by the UE that the source of the authentication challenge is not genuine (i.e. authentication not accepted by the UE), the UE shall behave as described in 3GPP TS 24.008 subclause 4.3.2.6.1.
2. If the UE deems that the network has failed the authentication check, then it shall request RR or RRC to release the RR connection and the PS signalling connection, if any, and bar the active cell or cells (see 3GPP TS 25.331 and 3GPP TS 44.018).
Reference(s)

3GPP TS 24.008 clauses 4.3.2.6 (c) and 4.3.2.6.1.
9.2.5.3
Test purpose
R99 and REL-4:

To test UE treating a cell as barred:
1. when the UE receives the second or third AUTHENTICATION REQUEST message with invalid MAC value during the T3214 is running.
2. when the timer T3214 has expired.
REL-5 and later releases:
To test UE treating a cell as barred:
1. when the UE receives the third AUTHENTICATION REQUEST message with invalid MAC value during the T3214 is running.
2. when the timer T3214 has expired.
9.2.5.4
Method of test

Initial conditions
-
System Simulator:

-
two cells: A and B, belonging to different location areas a and b.

-
User Equipment:

-
the UE has a valid TMSI. It is "idle updated" on cell A.

Related ICS/IXIT statement(s)

None.

Test procedure

A location updating procedure is initiated in cell B. The SS sends an AUTHENTICATION REQUEST message with invalid MAC value and the UE responds with an AUTHENTICATION FAILURE message. The SS resends an AUTHENTICATION REQUEST message with invalid MAC value.
For R99 and REL-4: The SS waits 30 seconds. If the UE sends an AUTHENTICATION FAILURE message during this time then the SS repeats the authentication procedure a third time and then waits 30 seconds. The UE moves into idle mode and do not make any access attempt on cell B.
For REL-5 and later release: The SS repeats a third time the authentication procedure, again with invalid MAC value in its AUTHENTICATION REQUEST message. The UE moves into idle mode and do not make any access attempt on cell B.
It is checked that the UE shall not attempt to access the network in cell B.

A location updating procedure is initiated in cell A. The SS sends an AUTHENTICATION REQUEST message with invalid MAC value and the UE responds with an AUTHENTICATION FAILURE message. The SS waits T3214 expiry. 

It is checked that the UE shall not attempt to access the network in cell A.
Expected sequence
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following messages shall be sent and received on Cell B.

	1
	SS
	
	Set the cell type of cell B to the “Serving cell”.

Set the cell type of cell A to the “non-suitable cell”.

(see note)

	2
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to “Registration”.

	3
	(
	LOCATION UPDATING REQUEST
	

	4
	(
	AUTHENTICATION REQUEST
	with AUTN parameter having a MAC value different from what is calculated in 34.108 clause 8.1.2.1 step 4.

	5
	(
	AUTHENTICATION FAILURE
	with reject cause "MAC failure"

	6
	(
	AUTHENTICATION REQUEST
	with AUTN parameter having a MAC value different from what is calculated in 34.108 clause 8.1.2.1 step 4.

	7
	(
	AUTHENTICATION FAILURE
	with reject cause "MAC failure"
R99 and REL-4: In case message is not received within 30s then the SS should continue from step 10.

	8
	(
	AUTHENTICATION REQUEST
	with AUTN parameter having a MAC value different from what is calculated in 34.108 clause 8.1.2.1 step 4.
R99 and REL-4: Optional step

	9
	SS
	
	The SS verifies that the UE does not attempt to access the network for 30s.

R99 and REL-4: Optional step

	
	
	
	The following messages shall be sent and received on Cell A

	10
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "non-suitable cell".

(see note)

	11
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to “Registration”.

	12
	(
	LOCATION UPDATING REQUEST
	

	13
	(
	AUTHENTICATION REQUEST
	with AUTN parameter having a MAC value different from what is calculated in 34.108 clause 8.1.2.1 step 4.

	14
	(
	AUTHENTICATION FAILURE
	with reject cause "MAC failure"

	15
	SS
	
	The SS waits T3214 expiry.

	16
	SS
	
	The SS verifies that the UE does not attempt to access the network for 30s.

	NOTE:
The definitions for "Serving cell" and "non-suitable cell" are specified in TS 34.108 clause 6.1 "Reference Radio Conditions for signalling test cases only".


Specific message contents

None.
9.2.5.5
Test requirement
For R99 and REL-4 UE: 

Alternative 1:

-
After step 6, when the UE have received the second AUTHENTICATION REQUEST message with invalid MAC value, the UE shall not attempt to access the network in cell B.
Alternative 2: 

-
After step6, when the UE have received the second AUTHENTICATION REQUEST message with invalid MAC value while the timer T3214 is running, the UE shall send an AUTHENTICATION FAILURE message with reject cause "MAC failure" to the SS; and
-
After step 8, when the UE have received the third AUTHENTICATION REQUEST message with invalid MAC value, the UE shall not attempt to access the network in cell B.
For REL-5 UE: 

-
After step 6, when the UE have received the second AUTHENTICATION REQUEST message with invalid MAC value while the timer T3214 is running, the UE shall send an AUTHENTICATION FAILURE message with reject cause "MAC failure" to the SS; and

-
After step 8, when the UE have received the third AUTHENTICATION REQUEST message with invalid MAC value, the UE shall not attempt to access the network in cell B.
After step 15, when the timer T3214 has expired, the UE shall not attempt to access the network in cell A.
<End of modified section>
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