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3.1
Definitions

For the purposes of the present document, the terms and definitions defined in 3GPP TR 21.905 [2] and 3GPP TS 22.140 [1] and the following apply:

Abstract message: information which is transferred between two MMS entities used to convey an MM and/or associated control information between these two entities

NOTE 1:
The application protocol framework and technical realisation of MMS service features is described in terms of abstract messages in the present document.

Delivery Report: feedback information provided to an originator of MM (MMS User Agent or VASP) by an MMS Relay/Server about the status of the delivery of an MM

External Server: network entity/application of an external system such as Internet email, unified messaging system or facsimile to which MMs may be sent to and/or from which MMs may be received by an MMS User Agent via an MMS service provider

NOTE 2:
An External Server is connected to that MMS Service Provider via non-MMS-specific protocols. 

Forwarding MMS User Agent: MMS User Agent that is the intended recipient of an MM, that requests forwarding of the MM for delivery to other recipient(s) without having to first download the MM

Forwarded MM: MM originally sent from a sender to an intended recipient which is then forwarded to other recipient(s) and to which a delivery report and/or read-reply report may refer and which may be subject to further forwarding

Message ID: a unique identifier for an MM

Message Reference: a unique identifier for an MM indicating the location of the MM

MMBox: network storage associated with a user into which MMs, along with MM State and MM Flags, may be stored, retrieved, and deleted

MM State: the state of an MM within the MMBox, as one of several, mutually-exclusive enumerated values

MM Flags: a list of zero, one, or more keyword flags, defined by the MMS User Agent, associated with the MM

MM Delivery: act of a recipient MMS Relay/Server delivering an MM to a recipient MMS User Agent

MM Submission: act of an originator MMS User Agent submitting an MM to the originator MMS Relay/Server

MMSNA: Multimedia Messaging Service Network Architecture encompasses all the various elements that provide a complete MMS to a user
MMSE: collection of MMS-specific network elements under the control of a single administration

MMS Relay/Server: MMS-specific network entity/application that is under the control of an MMS service provider

NOTE 3:
An MMS Relay/Server transfers messages, provides operations of the MMS that are specific to or required by the mobile environment and provides (temporary and/or persistent) storage services to the MMS.

MMS User Agent: application residing on a UE, an MS or an external device that performs MMS-specific operations on a user's behalf

NOTE 4:
An MMS User Agent is not considered part of an MMSE.

MMS VAS Applications: Applications providing Value Added Services (e.g. news service or weather forecasts) to MMS users.

Original MM: (initial) MM sent from a sender to a recipient and to which a delivery report and/or a read-reply report and/or a reply-MM may refer and/or which may be subject to being forwarded

Originator MMSE: MMSE associated with the sender of an MM

Originator MMS Relay/Server: MMS Relay/Server associated with the sender of an MM

Originator MMS User Agent: MMS User Agent associated with the sender of an MM

Originator VASP: VASP which is sending an MM

Read-Reply Report: feedback information to an originator MMS User Agent by a recipient MMS User Agent about the status of handling/rendering of an original MM in a recipient MMS User Agent

Recipient MMSE: MMSE associated with the recipient of an MM

Recipient MMS Relay/Server: MMS Relay/Server associated with the recipient of an MM

Recipient MMS User Agent: MMS User Agent associated with the recipient of an MM

Recipient VASP: VASP which is receiving an MM

Reply-MM: the first reply accepted by the recipient MMS Relay/Server (after checking the reply charging limitations, such as the latest time of submission) in case of reply-charging 
Service provider identification: an identification for a service provider, e.g. a domain name, MCC+MNC, or a subset of the IMSI identifying the service provider. It is possible for the MMS Relay/Server to host several service providers. Mechanisms for this are implementation- and operator-specific.
Short code: Service provider specific address which is a string of alphanumeric characters

SOAP Attachment: Multimedia content, e.g. audio, image, text, presentation or a combination of different media types and/or formats, transferred from an MMS VASP to an MMS Relay/Server or vice versa.

Time stamp: The date, time and the additional information, e.g. UTC, GMT or time zone, which allows the unambiguous identification of time.

Transaction: message pair sent between an MMS User Agent and MMS Relay/Server, or between MMS Relay/Servers

3.2
Abbreviations

For the purposes of the present document, the abbreviations defined in [1] and [2] and the following apply:

CDR
Charging Data Record

DNS
Domain Name System

EMA
Electronic Message Association

E-Mail
Electronic Mail

ENUM
Electronic Numbering

FQDN
Fully Qualified Domain Name

GW
Gateway

HTTP
Hypertext Transfer Protocol

IANA
Internet Assigned Numbering Authority

IETF
Internet Engineering Task Force

IMAP4
Internet Message Access Protocol

MIME
Multipurpose Internet Mail Extensions

MM
Multimedia Message


MMS
Multimedia Messaging Service

MMSE
Multimedia Messaging Service Environment

MMSNA
Multimedia Messaging Service Network Architecture

MTA
Mail Transfer Agent

PDU
Protocol Data Unit

POP3
Post Office Protocol Version 3

RADIUS
Remote Authentication Dial In User Service

RDF
Resource Description Format

RFC
Request for Comments

RTSP
Real Time Streaming Protocol

SDP
Session Description Protocol

SMIL
Synchronised Multimedia Integration Language

SMTP
Simple Mail Transfer Protocol

SOAP
Simple Object Access Protocol
SPI
Service Provider Identification
UA
User Agent

UAProf
User Agent Profile

URI
Uniform Resource Identifiers

VAS
Value Added Service

VASP
Value Added Service Provider

VPIM
Voice Profile for Internet Mail

W3C
WWW Consortium

WAP
Wireless Application Protocol

WIM
WAP Identity Module

WML
Wireless Markup Language

WSP
WAP Session Protocol

WTLS
Wireless Transport Layer Security

XML
Extensible Markup Language

…

8.7.2
Delivery Request

…

8.7.2.3
Features

Authentication: The MMS Relay/Server may supply its own identifier as part of the request.

Addressing: All relevant address information for the delivery of the message to the VASP – including the addressing information from the original message and from the MMS Relay/Server should be included in the relevant information elements of MM7_deliver.REQ. In the addressing information, it may be indicated whether a certain recipient address is meant for informational purposes only or to be used for routing.

Version: The MM7 protocol shall provide unique means to identify the version supported by both the MMS Relay/Server and VASP. 

Message Type: The type of message used on reference point MM7 indicating MM7_deliver.REQ and MM7_deliver.RES as such.

Transaction Identification: The VASP shall provide an unambiguous transaction identification within a request. The response shall unambiguously refer to the corresponding request using the same transaction identification.

Message priority and subject: The MMS Relay/Server may qualify the MM further by adding a priority and/or subject to the MM7_deliver.REQ.  This information will originate from the end-user’s original request.

Linked message identification: The MMS Relay/Server will supply an identifier for the request that may be used by the VASP.

Service code:  The VASP may mark the response to the message with a service code that will be transferred to the charging information for use by the billing system to properly bill the user for the service being supplied.
Service Provider Identification: The MMS Relay/Server may provide the SPI (Service Provider Identification) for the sender. In case a message is delivered to a VASP based on the recipient address, the MMS Relay/Server may provide the SPI for the recipient. The SPI information can originate from e.g. a user profile or a MAP query.
Time stamping: The MM may include a time stamp indicating the time of original submission.

Reply-Charging: In case of reply-charging when the reply-MM is submitted within the MM7_deliver.REQ MMS Relay/Server should indicate that the message is free-of-charge reply.

Content type: The MIME type of the multimedia content shall always be identified in the MM7_deliver.REQ.

Content: The originator of the MM may supply content that is delivered to the VASP in the MM7_deliver.REQ.

Request status: The MMS Relay/Server shall indicate the status of the request in the associated response. The reason code given in the status information element of the response may be supported with an explanatory text further qualifying the status. 

8.7.2.4
Information Elements

Table 51: Information elements in the MM7_deliver.REQ .

	Information element
	Presence
	Description

	Transaction ID
	Mandatory
	The identification of the MM7_deliver.REQ/ MM7_deliver.RES pair.

	Message type
	Mandatory
	Identifies this message as a MM7_deliver request.

	MM7 version
	Mandatory
	Identifies the version of the interface supported by the MMS Relay/Server

	MMS Relay/Server ID
	Optional
	Identifier of the MMS Relay/Server

	Linked ID
	Optional
	Identifier that may be used by the VASP in a subsequent MM7_submit.REQ

	Sender address
	Mandatory
	The address of the MM originator.

	Recipient address
	Optional
	The address(es) of the intended recipients of the subsequent processing by the VASP or the original recipient address(es). It is possible to mark an address to be used only for informational purposes.

	Sender SPI
	Optional
	The SPI of the MM originator.

	Recipient SPI
	Optional
	The SPI of the intended MM recipient, in case the MM was delivered to VASP based on the recipient address.

	Date and time
	Optional
	The time and date of the submission of the MM (time stamp).

	Reply-Charging-ID
	Optional
	In case of reply-charging when the reply-MM is submitted within the MM7_deliver.REQ this is the identification of the original MM that is replied to.

	Priority
	Optional
	The priority (importance) of the message.

	Subject
	Optional
	The title of the whole MM.

	Content type
	Mandatory
	The content type of the MM’s content.

	Content
	Optional
	The content of the multimedia message


Table 52: Information elements in the MM7_deliver.RES .

	Information element
	Presence
	Description

	Transaction ID
	Mandatory
	The identification of the MM7_deliver.REQ/ MM7_deliver.RES pair.

	Message type
	Mandatory
	Identifies this message as a MM7_deliver response.

	MM7 version
	Mandatory
	Identifies the version of the interface supported by the VASP

	Service code
	Optional
	Information supplied by the VASP which may be included in charging information.  The syntax and semantics of the content of this information are out of the scope of this specification.

	Request Status
	Mandatory
	Status of the completion of the request.

	Request Status text
	Optional
	Text description of the status for display purposes, should qualify the Request Status


…

Table K.1: Mapping MM1_submit.REQ -> MM7_deliver.REQ

	Information elements in MM1_submit.REQ
	Information elements
in MM7_deliver.REQ

	Recipient address, -
	Recipient address, - (NOTE 1)

	Content type
	Content type

	Sender address
	Sender address, - (NOTE 2)

	Message class
	-

	Date and time
	Date and time

	Time of Expiry
	-

	Earliest delivery time
	-

	Delivery report
	-

	Reply-Charging
	-

	Reply-Deadline
	-

	Reply-Charging-Size
	-

	Priority
	Priority

	Sender visibility
	-

	Store
	-

	MM State
	-

	MM Flags
	-

	Read reply
	-

	Subject
	Subject

	Reply-Charging-ID
	Reply-Charging-ID

	Content
	Content

	-
	Transaction ID

	-
	Message type

	-
	MM7 version

	-
	MMS Relay/Server ID

	-
	Linked ID

	-
	Sender SPI

	-
	Recipient SPI

	NOTE 1:The recipient address over MM1 may or may not be mapped to recipient address over MM7. The recipient address over MM7 may also be independent of the recipient address over MM1.

NOTE 2: If the Sender Visibility flag is set over MM1, the Sender address from MM1 is not mapped onto MM7.


…

Table K.4: Mapping MM1_Forward.REQ -> MM7_Deliver.REQ 

	Information elements in MM1_Forward.REQ
	Information  elements
in MM7_Deliver.REQ

	Recipient address
	Recipient address

	Forwarding address
	Sender address

	Date and time
	Date and time

	Time of Expiry
	-

	Earliest delivery time
	-

	Store
	-

	MM State
	-

	MM Flags
	-

	Delivery report
	-

	Read reply
	-

	Message Reference
	<Content>, Content Type, Subject, Priority  (NOTE)

	-
	Transaction ID

	-
	Message type

	-
	MM7 version

	-
	MMS Relay/Server ID

	-
	Linked ID

	-
	Sender SPI

	-
	Recipient SPI

	NOTE: The message reference is used to map fields and content from the original MM. The mapping of these fields is identical to the MM1_Submit.REQ/MM7_Deliver.REQ mapping in table K.1.


Table K.5: Mapping MM4_Forward.REQ -> MM7_Deliver.REQ

	Information elements in MM4_Forward.REQ
	Information  elements in MM7_Deliver.REQ

	3GPP MMS Version
	-

	Message Type
	-

	Transaction ID
	-

	Message ID, -
	Linked ID, - (NOTE 1)

	Recipient(s) address
	Recipient address

	Sender address
	Sender address (NOTE 2)

	Content type
	Content type

	Message class
	-

	Date and time
	Date and time

	Time of Expiry
	-

	Delivery report
	-

	Priority
	Priority

	Sender visibility
	-

	Read reply
	-

	Subject
	Subject

	Acknowledgement Request
	-

	Forward counter
	-

	Previously-sent-by
	-

	Previously-sent-date and-time
	-

	Content
	Content

	-
	Transaction ID

	-
	Message type

	-
	MM7 version

	-
	MMS Relay/Server ID

	-
	Recipient address

	-
	Reply-Charging-ID

	-
	Sender SPI

	-
	Recipient SPI

	NOTE 1: The Message ID over MM1 may or may not be mapped to the Linked ID over MM7. The Linked ID over MM7 may also be independent of the Message ID over MM1.

NOTE 2: If the Sender Visibility flag is set over MM4, the Sender address from MM4 is not mapped onto MM7.
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