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8.4.1.22
Measurement Control and Report: Quality measurements 

8.4.1.22.1
Definition

8.4.1.22.2
Conformance requirement

Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in TS 25.331 subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement":

…

2>
for measurement type "UE positioning measurement":






…

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

Reference

3GPP TS 25.331 clause 8.4.1.3

8.4.1.22.3
Test Purpose

1.
To confirm that the UE performs quality measurement as specified in MEASUREMENT CONTROL message received. In CELL_DCH state, the UE shall send MEASUREMENT REPORT message when the reporting criteria is fulfilled for any ongoing quality measurement. 

8.4.1.22.4
Method of test

Initial Condition

System Simulator: 1 cell
UE: CS-DCCH+DTCH_DCH (State 6-9) or PS-DCCH+DTCH_DCH (State 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure
The UE is in CELL_DCH state. MEASUREMENT CONTROL message is sent to UE to assign quality measurement and reporting.  As assigned in MEASUREMENT CONTROL message, the UE shall periodically send MEASUREMENT REPORT message reporting BLER of downlink transport channel(s). SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	MEASUREMENT CONTROL
	The UE is requested to perform "Quality measurements"

	2
	(
	MEASUREMENT REPORT
	

	3
	(
	MEASUREMENT REPORT
	UE shall send second MEASUREMENT REPORT message after 64 seconds.

	
	
	
	

	4
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Content

MEASUREMENT CONTROL (Step 1)

	Information Element
	Value/remark

	Measurement identity
	16

	Measurement command
	Setup

	Measurement reporting mode
	

	 - Measurement Report Transfer Mode
	Acknowledged mode RLC

	 - Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting

	Additional measurement list
	Not Present

	CHOICE measurement type
	Quality measurement

	  - Quality reporting quantity
	

	   - DL transport channel BLER
	True

	   - Transport channels for BLER reporting
	Not present

	
	

	   - CHOICE mode
	FDD

	  - CHOICE report criteria
	Periodical reporting criteria

	   - Reporting amount
	Infinity

	   - Reporting interval
	64 sec

	
	

	
	

	
	

	
	

	DPCH compressed mode status
	Not Present


MEASUREMENT REPORT (Step 2,3)
In case of CS speech call,
	Information Element
	Value/remark

	Measurement identity
	16

	Measured Results
	

	 - CHOICE measurement
	Quality measurement 

	  - BLER measurement results list
	

	   - Transport channel identity
	6

	   -  DL transport channel BLER
	Check to see if this IE is present

	   - Transport channel identity
	7

	   -  DL transport channel BLER
	Check to see if this IE is present

	   - Transport channel identity
	8

	   -  DL transport channel BLER
	Check to see if this IE is present

	   - Transport channel identity
	10

	   -  DL transport channel BLER
	Check to see if this IE is present

	  - CHOICE mode
	FDD

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


In any cases except CS speech call,

	Information Element
	Value/remark

	Measurement identity
	16

	Measured Results
	

	 - CHOICE measurement
	Quality measurement 

	  - BLER measurement results list
	

	   - Transport channel identity
	6

	   -  DL transport channel BLER
	Check to see if this IE is present

	   - Transport channel identity
	10

	   -  DL transport channel BLER
	Check to see if this IE is present

	  - CHOICE mode
	FDD

	Measured results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event results
	Check to see if this IE is absent


8.4.1.22.5
Test Requirement

In step 2 and 3, the UE shall send MEASUREMENT REPORT message to report BLER for downlink DCH transport channel.
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