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1 Overview

This document list all the changes needed to correct problems in the TTCN implementation of test case 7.2.3.2 which is part of the RLC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_7_2_3_2
Test Group:
RLC/AcknowledgedMode/Polling/
ATS Version:
V3.20 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia 3G UE 6650 

Verification Status:
PASS
4 Corrections required for test case 7.2.3.2

4.1 Introduction

This section describes the changes required to make test case 7.2.3.2 run correctly with a 3G UE. All RLC changes are marked with label “WA #RLC <number>” in the TTCN comments column of the enclosed RLC ATS [1].

The RLC ATS version used as basis was RLCv320.mp provided by MCC 160. In a first step test case 7.2.3.2 from RLC_wk24.mp was merged into this ATS.

In subsequent steps TTCN objects required by test case 7.2.3.2 were merged into the ATS. These objects are listed, but not marked with WA #RLC <number> in the ATS unless they were corrected.

Changes required in such TTCN objects which are contained in modules common all ATSs are marked with label “WA #BasicM <number>”

4.2 List of TTCN objects imported from RLC_wk24.mp

	Test suite constant name
	tsc_TestDataSize7Or15, tsc_AM_15_PayloadSize, tsc_LI15_Padding, tsc_LI15_PiggyBackStatus

	Structured Type Constraint name
	c_LIs2_15BitLIs, c_LenInd15AndE_Bit

	ASN.1 Type Constraint name
	cds_RLC_InfoAM_7_2_3_2_Run2, c_UL_AddReconfTransChInfoList15_RLC, c_DCH_1344_148_DL_InfoRLC, c_DCH_1344_148_UL_InfoRLC, c_TrChInfoDL_1344_148_RLC, c_TrChInfoUL_1344_148_RLC, c_DCH_1344_TFS_RLC, c_DCH_1344_TFS_RLC_UE

	Test case name
	tc_7_2_3_2

	Test step name
	pr_RB_SetupAM15, ts_TxAM_15_PRBS, ts_RRC_SetupRAB_AM_15_RLC


4.3 STATUS PDU to acknowledge all received PDUs (WA #RLC 3150)

	Test case name
	tc_7_2_3_2

	Reason for change
	The number of PDUs acknowledged at the end of the test case was incorrectly set to 2.

	Summary of change
	The test case keeps track of the received PDUs and acknowledges as many as received.

	Source of change
	new change

	Label
	WA #RLC 3150
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Incorrect setting of TFCI existence and Position (WA #BasicM 4127)

	Constraint name
	cs_RB_RelRLC

	Reason for change
	TFCI existence and position are set inconsistently wrt the seetings in the corresponding RRC Connection Setup.

	Summary of change
	TFCI existence and position are reverted wrt to the settings in the ATS by using constraint cd_DL_CommonInformationRB_SetUp

	Source of change
	new change

	Label
	WA #BasicM 4127
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4.4 Constraint to correct setting of TFCI existence and Position (WA #BasicM 4128)

	Constraint name
	cd_DL_CommonInformationRB_SetUp

	Reason for change
	As TFCI existence and position are set inconsistently wrt the seetings in the corresponding RRC Connection Setup a new constraint is needed.

	Summary of change
	TFCI existence and position are reverted wrt to the settings in the ATS by using the newly created constraint cd_DL_CommonInformationRB_SetUp

	Source of change
	new change

	Label
	WA #BasicM 4128
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Branches executed in test case 7.2.3.2

The test case implementation executed the CS and PS branches which were completely executed. Integrity was enabled, and ciphering was disabled.

5 Execution Log Files

5.1 Nokia 3G UE 6650

The Nokia 3G UE 6650 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 7_2_3_2-CS-Logs\Index.html and 7_2_3_2-PS-Logs\Index.html
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 7_2_3_2-CS-pics-pixit.doc and 7_2_3_2-PS-pics-pixit.doc
WINWORD files containing all PICS/PIXIT parameters used for testing.
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