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4.2.76
EFVBSS (Voice Broadcast Service Status)

This EF contains the status of activation for the VBS group identifiers. The elementary file is directly related to the EFVBS. This EF shall always be allocated if EFVBS is allocated.

	Identifier: '6FB4'
	Structure: transparent
	Optional

	File size: 7 bytes
	Update activity: low

	Access Conditions:


READ
PIN

UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 7
	Activation/Deactivation Flags
	M
	7 bytes


‑
Activation/Deactivation Flags

Contents: Activation/Deactivation Flags of the appropriate Group IDs

Coding:


see coding of EFVGCS
4.4.1.1
EFSAI (SoLSA Access Indicator)

This EF contains the 'LSA only access indicator'. This EF shall always be allocated if DFSoLSA is present.

 If the indicator is set, the network will prevent terminated and/or originated calls when the MS is camped in cells that are not included in the list of allowed LSAs in EFSLL. Emergency calls are, however, always allowed. 

The EF also contains a text string which may be displayed when the MS is out of the served area(s).

	Identifier: '4F30'
	Structure: transparent
	Optional

	File size: X + 1 bytes
	Update activity: low 

	Access Conditions:


READ
PIN


UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	LSA only access indicator
	M
	1 byte

	2 to X+1
	LSA only access indication text
	M
	X bytes


‑
LSA only access indicator

Contents: indicates whether the MS is restricted to use LSA cells only or not.

Coding: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	b1=0: LSA only access not activated

b1=1: LSA only access activated

	
	
	
	
	
	
	
	
	
	
	RFU


‑
LSA only access indication text

Contents: text to be displayed by the ME when it's out of LSA area.

Coding: the string shall use either

-
the SMS default 7‑bit coded alphabet as defined in TS 23.038 [5] with bit 8 set to 0. The alpha identifier shall be left justified. Unused bytes shall be set to 'FF'; or

-
one of the UCS2 coded options as defined in the annex ofTS 31 101 [11].

Annex D (informative):
Tags defined in 31.102
	Tag
	Name of Data Element
	Usage

	'A0'
	GSM cell information

The following tags are encapsulated within 'A0':


'80' 
GSM Camping Frequency data object


'81' 
GSM Neighbour Frequency Information data object
	Network Parameters (EFNETPAR)

	'A1'
	FDD cell information

The following tags are encapsulated within 'A1':


'80' 
FDD Intra Frequency data object


'81' 
FDD Inter Frequency Information data object
	Network Parameters (EFNETPAR)

	'A2'
	TDD cell information

The following tags are encapsulated within 'A2':


'80' 
TDD Intra Frequency data object


'81' 
TDD Inter Frequency Information data object
	Network Parameters (EFNETPAR)

	'A3'
	Service provider display information

The following tags are encapsulated within 'A3':


'80' 
Service provider PLMN list 
	Service Provider Display Information (EFSPDI)

	'A8'
	Indicator for type 1 EFs (amount of records equal to master EF)

The following tags are encapsulated within 'A8':

'C0'
EFADN data object


'C1'
EFIAP data object


'C3'
EFSNE data object


'C4'
EFANR data object


'C5'
EFPBC data object


'C6'
EFGRP data object


'C9'
EFUID data object


'CA'
EFEMAIL data object
	Phone Book Reference File (EFPBR)

	'A9'
	Indicator for type 2 EFs (EFs linked via the index administration file)
The following tags are encapsulated within 'A9':

'C3'
EFSNE data object


'C4'
EFANR data object


'CA'
EFEMAIL data object
	Phone Book Reference File (EFPBR)

	'AA'
	Indicator for type 3 EFs (EFs addressed inside an object using a record identifier as a pointer)

The following tags are encapsulated within 'AA':


'C2'
EFEXT1 data object


'C7'
EFAAS data object


'C8'
EFGAS data object


'CB'
EFCCP1 data object
	Phone Book Reference File (EFPBR)

	'AB'
	MMS Connectivity Parameters:

The following are encapsulated under ‘AB’:

              ‘80’        MMS Implementation Tag

              ‘81’        MMS Relay/Server Tag

              ‘82’        Interface to core network and bearer Tag

              ‘83’        Gateway Tag
	MMS Connectivity Parameters (EFMMSICP / EFMMSUCP)

	'DB'
	Successful 3G authentication
	Response to AUTHENTICATE

	'DC'
	Synchronisation failure
	Response to AUTHENTICATE

	'DD'
	Access Point Name
	APN Control List (EFACL)


NOTE:
the value 'FF' is an invalid tag value. For ASN.1 tag assignment rules see ISO/IEC 8825 [35]
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