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This document contains the CRs to TS 34.108 v3.15.0, v4.10.0 and v.5.0.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

TSG T’s attention is requested for noting that after approval of CRs T1-040932 (Replacement of the technical content of 34.108 Rel 99 by a pointer to the gathered releases document, CR 336), T1-040933 (Replacement of the technical content of 34.108 Rel 4 by a pointer to the gathered releases document, CR 337) and T1-040931 (Changes to establish one version of 34.108 covering all releases, CR 335), only one version of 34.108 will be maintained, the version 5.x.y. This version will cover the three releases.
	Tdoc #
	Title
	CR#
	Release
	cat
	Version in
	Version out

	T1-040510
	CR to TS 34.108 R99; Correction to IEs “START” and “ul_CounterSynchronisationInfo”.
	306
	Rel-99
	F
	3.15.0
	5.1.0

	T1-040511
	CR to TS 34.108 Rel4; Correction to IEs “START” and “ul_CounterSynchronisationInfo”.
	307
	Rel-4
	F
	4.10.0
	5.1.0

	T1-040512
	CR to TS 34.108 Rel5; Correction to IEs “START” and “ul_CounterSynchronisationInfo”.
	308
	Rel-5
	F
	5.0.0
	5.1.0

	T1-040522
	Correction to HSDPA reference radio bearer configurations
	309
	REL-5
	F
	5.0.0
	5.1.0

	T1-040546
	Addition of test procedure for HSDPA RF testing
	310
	REL-5
	F
	5.0.0
	5.1.0

	T1-040555
	Physical channel parameters for AM RLC 7 bit Length Indicator TestCases (Rel-4)
	311
	Rel-4
	F
	4.10.0
	5.1.0

	T1-040563
	Corrections to the default contents of Security Mode Command (Rel-4)
	312
	Rel-4
	F
	4.10.0
	5.1.0

	T1-040564

	Corrections to the default contents of Security Mode Command (R99)
	313
	R99
	F
	3.15.0
	5.1.0

	T1-040569
	Physical channel parameters for AM RLC 7 bit Length Indicator TestCases (R99)
	314
	R99
	F
	3.15.0
	5.1.0

	T1-040593
	CR to 34.108 REL-5; Corrections to default RRC messages
	315
	REL-5
	F
	5.0.0
	5.1.0

	T1-040654
	CR to 34.108 R99: Change of default LAC/RAC for inter-RAT test cases
	316
	R99
	F
	3.15.0
	5.1.0

	T1-040655
	CR to 34.108 Rel-4: Change of default LAC/RAC for inter-RAT test cases
	317
	Rel-4
	A
	4.10.0
	5.1.0

	T1-040656
	CR to 34.108 Rel-5: Change of default LAC/RAC for inter-RAT test cases
	318
	Rel-5
	A
	5.0.0
	5.1.0

	T1-040673
	CR to 34.108 Rel-5: Contents of Physical Channel Reconfiguration message modified to incorporate transition to URA_PCH or CELL_PCH
	319
	Rel-5
	F
	5.0.0
	5.1.0

	T1-040701
	Correction of reference test frequencies for UMTS800(band VI)
	320
	Rel-5
	F
	5.0.0
	5.1.0

	T1-040702
	Correction of reference test frequencies for UMTS800(band VI)
	321
	Rel-4
	A
	4.10.0
	5.1.0

	T1-040703
	Correction of reference test frequencies for UMTS800(band VI)
	322
	R99
	A
	3.15.0
	5.1.0

	T1-040752
	Update of generic setup procedures in sections 7.3.4 and 7.3.5.
	323
	R99
	F
	3.15.0
	5.1.0

	T1-040753
	Update of generic setup procedures in sections 7.3.4 and 7.3.5.
	324
	Rel-4
	A
	4.10.0
	5.1.0

	T1-040754
	Update of generic setup procedures in sections 7.3.4 and 7.3.5.
	325
	Rel-5
	A
	5.0.0
	5.1.0

	T1-040902
	Physical channel parameters for AM RLC 7 bit Length Indicator TestCases (Rel-5)
	326
	Rel-5
	F
	5.0.0
	5.1.0

	T1-040903
	Corrections to the default contents of Security Mode Command (Rel-5)
	327
	Rel-5
	F
	5.0.0
	5.1.0

	T1-040906
	CR to 34.108 R99: Contents of Physical Channel Reconfiguration message modified to incorporate transition to URA_PCH or CELL_PCH
	328
	R99
	F
	3.15.0
	5.1.0

	T1-040907
	CR to 34.108 Rel-4: Contents of Physical Channel Reconfiguration message modified to incorporate transition to URA_PCH or CELL_PCH
	329
	Rel-4
	F
	4.10.0
	5.1.0

	T1-040909
	Corrections to Contents of Scheduling Block 1 (FDD)
	330
	Rel-5
	F
	5.0.0
	5.1.0

	T1-040911
	Corrections to Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM
	331
	Rel 5
	F
	5.0.0
	5.1.0

	T1-040913
	Corrections to Contents of RRC CONNECTION SETUP message: UM
	332
	Rel-5
	F
	5.0.0
	5.1.0

	T1-040917
	RADIO BEARER SETUP message (FDD) for Test Loop Mode2.
	333
	Rel-5
	F
	5.0.0
	5.1.0

	T1-040926
	Corrections to LCR TDD RABs
	334
	Rel-4
	F
	4.a.0
	5.1.0

	T1-040931
	Changes to establish one version of 34.108 covering all releases
	335
	Release 5
	A
	5.0.0
	5.1.0

	T1-040932
	Replacement of the technical content of 34.108 Rel 99 by a pointer to the gathered releases document
	336
	R99
	D
	3.15.0
	5.1.0

	T1-040933
	Replacement of the technical content of 34.108 Rel 4 by a pointer to the gathered releases document
	337
	Rel-4
	D
	4.10.0
	5.1.0

	T1-040934
	Addition of generic test procedure for AS test cases using the test loop
	338
	Release 5
	A
	5.0.0
	5.1.0

	T1-040935
	Corrections to LCR TDD RABs
	339
	Rel-5
	F
	5.0.0
	5.1.0


