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	TS 34.123-1 section 10.1.2.6.6.4 states

  Related ICS/IXIT statements

       - supported MO circuit switched basic services.

       - support of call waiting Y/N

TS 34.123-3 Table B.3: NAS PIXIT does not define PIXIT parameter for ‘Support of Call waiting’.

NAS ATS does not define pixit parameter for UE supporting Call waiting.
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Change 1: Introducing new NAS PIXIT parameter in TS 34.123-3 Table B.3

Table B.3: NAS PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	Px_AuthRAND_2
	A second Random Challenge (128 bits)
	BITSTRING
	'1010101…10'B
	

	Px_AutocallingBlacklistNumber
	Number of B-party numbers that can be stored in the list of blacklisted numbers
	INTEGER
	20
	

	Px_AutocallingCause1or2  
	Cause value of category 1 or 2 to be used in TC_17_1_3
	INTEGER
	18
	

	Px_AutocallingNumber
	Called number to be used for auto calling
	IA5String
	"0613454120"
	

	Px_AutocallingRepeatCat1or2
	Number of repeat attempt done for the category 1 or 2 to be used in TC_17_1_3
	INTEGER
	10
	

	Px_CC_ServNotSupp
	Not supported service selected for Mobile Originated calls and Mobile Terminated calls. The possible values are

("Telephony", "EmergencyCall", "31kHz",  "V110",  "V120",   "PIAFS",  "FTM", "X31",  "BTM", "MmediaCall")
	Services
	"BTM"
	

	px_DTMF_BasicCharSet
	TRUE if DMTF Chars 0-9, *, # supported
	BOOLEAN
	TRUE
	

	px_DTMF_OtherCharSet
	TRUE if DMTF Chars A, B, C, D supported
	BOOLEAN
	TRUE
	

	px_DTMF_ToneInd
	TRUE if UE support DTMF tone indication
	BOOLEAN
	TRUE
	

	px_EmergencyCallNumber
	Emergency Number used by UE to initiate an emergency call
	EmergencyNumber
	"112"
	

	px_NoNwOrgPDP_ContextSupp
	This indicates the number of network originated PDP context supported by the UE
	INTEGER (0..7)
	7
	

	Px_SecPDP_Support
	This indicates if the UE supports Secondary PDP Context or not.
	BOOLEAN
	TRUE
	

	px_TMSI_2
	Second TMSI value
	OCTETSTRING
	'09876543'O
	

	px_UuInfo
	User-user information for TC 10_3
	OCTETSTRING
	'01020304'O
	

	px_Uupd
	User-user protocol discriminator for TC 10_3
	B8
	'00000100'B
	

	px_PTMSI_2
	Second PTMSI used for testing.
	OCTETSTRING 
	'09876543'O 
	

	px_PTMSI_Sig2
	Second PTMSI signature used for testing.
	OCTETSTRING 
	'AB1234'O 
	

	px_VTS_AT_CommandSupp
	TRUE if the AT command +VTS is supported
	BOOLEAN
	TRUE
	

	px_CallWaitingSupp
	TRUE if UE supports the call waiting supplementary service
	BOOLEAN
	FALSE
	


Change 2:  New test suite parameter to NAS ATS

	Test step name
	Test Suite Parameter Declarations

	Reason for change
	New PIXIT parameter px_CallWaitingSupp 

	Summary of change
	PIXIT parameter name : px_CallWaitingSupp

Type: BOOLEAN

PIXIT/PIXIT Ref : PIXIT Table B.3

Comments : TRUE if UE supports the call waiting supplementary service

                      Default value: FALSE

	Source of change
	


Change 3: Changes to tc_10_1_2_6_6 test body.
	Test step name
	tc_10_1_2_6_6 local Tree lt_RelCompOrCallConf

	Reason for change
	px_CallWaitingSupp parameter value checked for receiving RELEASE COMPLETE or CALL CONFIRMED from UE.

	Summary of change
	Step#18: (NOT px_CallWaitingSupp) and 

Step#20: px_CallWaitingSupp  conditions introduced.

	Source of change
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After Change:
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