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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.3.2.12 which is part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_3_2_12
Test Group:
RRC/ RRC_URA_Update / 
ATS Version:
iWD-TVB2003-03_D04wk26 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia 7600 
Verification Status:
PASS
4 Corrections required for test case 8.3.2.12
4.1 Introduction

This section describes the changes required to make test case 8.3.2.12 run correctly with a 3G UE. All modifications are marked with label “WA#RRC<number>” for RRC related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was RRC_wk26.mp which is part of the iWD-TVB2003-03_D04wk26 release. This is the most recent ATS provided by MCC160 which contains GCF package 1 to 4 test cases.

4.2 Tsc_RejCauRoam_NA (WA#RRC4336)

	Test step name
	Tsc_RejCauRoam_NA

	Reason for change
	To include reject cause Roaming not allowed.

	Summary of change
	Added new constant tsc_RejCauRoam_NA

	Source of change
	New change

	Label
	WA#RRC44336
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4.3 tcv_UE_SwitchOnRequired (WA#RRC4508)

	Test step name
	tcv_UE_SwitchOnRequired

	Reason for change
	To control the Switch ON commands when re using common test steps

	Summary of change
	Introduced a new test case variable tcv_UE_SwitchOnRequired

	Source of change
	New change

	Label
	WA#RRC4508
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4.4 Tc_8_3_2_12 (WA#RRC4500)

	Test step name
	tc_8_3_2_12

	Reason for change
	In the +ts_IdleUpdatedSpecial  test step, after the location update is rejected the test steps follows to do +ts_AT_TriggerGMM_Attach, this should not be the case. Therefore introduced a new test step and deleleted ts_AT_TriggerGMM_Attach. 

	Summary of change
	replaced +ts_GMM_IdleUpdatedSpecial_8_3_2_12 ( tsc_CellB,tsc_StartRej ) for +ts_IdleUpdatedSpecial(tsc_CellB,tsc_StartRej)

	Source of change
	New change

	Label
	WA#RRC4500


4.5 Tc_8_3_2_12 (WA#RRC4505)

	Test step name
	tc_8_3_2_12

	Reason for change
	Accoding to the prose Cell2 must be switched off.

	Summary of change
	Changed the following in tc_8_3_2_12 Line 7 from  +ts_SetAttenuationLevel (tsc_CellB, 30) To +ts_SS_SwitchCellOff ( tsc_CellB )

	Source of change
	New change

	Label
	WA#RRC4505


4.6 Tc_8_3_2_12 (WA#RRC4509)

	Test step name
	tc_8_3_2_12

	Reason for change
	In order to avoid the execution of the switch ON MMI commands. 

	Summary of change
	Assigned (tcv_UE_SwitchOnRequired:= FALSE) before + pr_GotoState6_11_MO (tsc_CellA) and assigned (tcv_UE_SwitchOnRequired:= TRUE) after the test step pr_GotoState6_11_MO (tsc_CellA)

	Source of change
	New change

	Label
	WA#RRC4509
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4.7 ts_GMM_IdleUpdatedSpecial_8_3_2_12 (WA#RRC4501)

	Test step name
	ts_GMM_IdleUpdatedSpecial_8_3_2_12

	Reason for change
	In the +ts_IdleUpdatedSpecial  test step, after the location update is rejected the test steps follows to do +ts_AT_TriggerGMM_Attach, this should not be the case. Therefore introduced a new test step and deleleted ts_AT_TriggerGMM_Attach.

	Summary of change
	Removed ts_AT_TriggerGMM_Attach after  ts_MMIdleUpdatedSpecial_NMO_I

	Source of change
	New change

	Label
	WA#RRC4501
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4.8 ts_GMM_IdleUpdatedSpecial_8_3_2_12: lt_GMMIdleUpdatedSpecial (WA#RRC4504)

	Test step name
	ts_GMM_IdleUpdatedSpecial_8_3_2_12: lt_GMMIdleUpdatedSpecial

	Reason for change
	The Cause Roaming Not Allowed will only store the  Location Area Id  to the Forbidden location area for roaming.

The Cause Location area not allowed will only store the LA Id to location areas for regional provision of service ( Required when testing with Auto Attach)

	Summary of change
	Changed the Rejection Cause to Roam Not allowed

	Source of change
	New change

	Label
	WA#RRC4504


4.9 ts_GMM_IdleUpdatedSpecial_8_3_2_12: lt_GMMIdleUpdatedSpecial (WA#RRC4506)

	Test step name
	ts_GMM_IdleUpdatedSpecial_8_3_2_12: lt_GMMIdleUpdatedSpecial

	Reason for change
	The Cell Config condition will be Cell –FACH and therefore the condition must be checked and call the appropriate connection release procedure. ( Required when testing with Auto Attach)

	Summary of change
	Changed the following in ts_GMM_IdleUpdatedSpecial_8_3_2_12 : lt_GMMIdleUpdatedSpecial from +ts_RRC_ConnRel(p_CellId, cell_Dch) to +lt_RRC_ConnRel

	Source of change
	New change

	Label
	WA#RRC4506


[image: image5.png]It_GMMIdleUpdatedSpecial ( p_Caseld : INTEGER )
19 [n_Caseld = tsc_StartRe]

20 De | RRC_DataReq

2 “IRRC_ConnRel

©a_P§_DataReq(tsc_CellDedicated, tsc_R
B3,

tsc_RejCauRoam_hs)
)

execute Iocation update reje|
t/ Attach reject procedures re
sulting in a deletion of stored|
USIM pararmters (LA, RA), T|
W31, P-THSI, CKSN ete) exce
ptthat LAl and RAI are stored|
inthe list of farbidden LAs a
N R

ATTACH REJECT

- GMM cause Location Area
Not Allowec 3PP 24.008/1
05514,

WAFRRC4504

RRC connection release
WARRRCA505




4.10 ts_MMIdleUpdatedSpecial_NMO_I (WA#RRC4337)

	Test step name
	ts_MMIdleUpdatedSpecial_NMO_I

	Reason for change
	The Cause Roaming Not Allowed will only store the  Location Area Id  to the Forbidden location area for roaming.

The Cause Location area not allowed will only store the LA Id to location areas for regional provision of service

	Summary of change
	Changed the Rejection Cause to Roam Not allowed

	Source of change
	New change

	Label
	WA#RRC4337


4.11 ts_MMIdleUpdatedSpecial_NMO_I (WA#RRC4331)

	Test step name
	ts_MMIdleUpdatedSpecial_NMO_I

	Reason for change
	The UE should not be switched off/ON after the Location update Reject procedure. If the UE is switched ON/OFF then the Forbidden list will be erased.

	Summary of change
	Removed +ts_MM_PwrOrUSIM_Off(tsc_USIM_NeedRmv) after lt_RRC_ConnRel,when p_StartType = tsc_StartRej

	Source of change
	New change

	Label
	WA#RRC4331
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4.12 ts_SS_ReconfNoDedicatedToCellFACH (WA#RRC4339)

	Test step name
	ts_SS_ReconfNoDedicatedToCellFACH

	Reason for change
	To add BCCH FACH for Cell A as it was not configured initially

	Summary of change
	Added test step  +ts_SS_RB_BCCH_FACH_Cfg_Selectively( p_CellId)

	Source of change
	New change

	Label
	WA#RRC4339
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4.13 tc_8_3_2_12 (WA#RRC4330)

	Test step name
	tc_8_3_2_12

	Reason for change
	To restore the power value for postamble procedures.

	Summary of change
	Added the test step ts_SetAttenuationLevel (tsc_CellA, 0)

	Source of change
	New change

	Label
	WA#RRC4330
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4.14 tc_8_3_2_12 (WA#RRC4507)

	Test step name
	ts_MMI_UE_SwitchOn

	Reason for change
	To control the Switch on MMI commands by the variable tcv_UE_SwitchOnRequired

	Summary of change
	Added condition [ tcv_UE_SwitchOnRequired = TRUE ]

	Source of change
	New change

	Label
	WA#RRC4507
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Branches executed in test case 8.3.2.12
The test case implementation executed the PS branch with AutoAttach OFF and ON, Integrity activated, and Ciphering disabled.
5 Execution Log Files

5.1 Nokia 3G Ue 7600

The Nokia 3G UE 7600 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_3_2_12_Auto_ON_Logs-Nokia\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_3_2_12-pics-pixit-Auto-ON-Nokia.html 
Text file containing all PICS/PIXIT parameters used for testing.

· Execution log files 8_3_2_12_Logs-Nokia\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_3_2_12-pics-pixit-Nokia.html 
Text file containing all PICS/PIXIT parameters used for testing.

6 References

	[1]
	T1s040386
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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