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8.1.2.7
RRC Connection Establishment in CELL_FACH state: Success

8.1.2.7.1
Definition

8.1.2.7.2 
Conformance requirement

The UE shall initiate the procedure when upper layers in the UE requests the establishment of a signalling connection and the UE is in idle mode (no RRC connection exists).

Upon initiation of the procedure, the UE shall:

…

1>
set the contents of the RRC CONNECTION REQUEST message according to TS 25.331 subclause 8.1.3.3;

1>
set CFN in relation to SFN of current cell according to TS 25.331 subclause 8.5.15;

1>
perform the mapping of the Access Class to an Access Service Class as specified in TS 25.331 subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

1>
submit the RRC CONNECTION REQUEST message for transmission on the uplink CCCH;

1>
set counter V300 to 1; and

1>
start timer T300 when the MAC layer indicates success or failure to transmit the message;

1>
select a Secondary CCPCH according to TS 25.304;

1>
start receiving all FACH transport channels mapped on the selected Secondary CCPCH.

….

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

…

The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the variable INITIAL_UE_IDENTITY.

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

1>
stop timer T300, and act upon all received information elements as specified in TS 25.331 subclause 8.6, unless specified otherwise in the following:

2>
if the UE, according to TS 25.331 subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to TS 25.304 on that frequency;

3>
enter UTRA RRC connected mode;
3>
select PRACH according to TS 25.331 subclause 8.5.17;

3>
select Secondary CCPCH according to TS 25.331 subclause 8.5.19;

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
if the UE, according to subclause 8.6.3.3, will be in the CELL_DCH state at the conclusion of this procedure:

2>
perform the physical layer synchronization procedure as specified in TS 25.214 (FDD) or TS 25.224 (TDD);

2>
enter UTRA RRC connected mode, in a state according to TS 25.331 subclause 8.6.3.3;

1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per TS 25.331 subclause 8.6.3.3, with the contents set as specified below:

2>
set the IE "RRC transaction identifier" to:

3>
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

….

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE radio access capability" and IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE system specific capability".
When the RRC CONNECTION SETUP COMPLETE message has been submitted to lower layers for transmission the UE shall:

1>
if the UE has entered CELL_FACH state:

2>
start timer T305 using its initial value if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1.

….

1>
consider the procedure to be successful;

And the procedure ends.

Reference 

3GPP TS 25.331 clause 8.1.3.2, 8.1.3.3 and 8.1.3.6.

8.1.2.7.3
Test Purpose

1.
To confirm that the UE is able to enter CELL_FACH state and setup signalling radio bearers using common physical channels. 

2.
To confirm that the UE indicates the requested UE radio access capabilities (used by UTRAN to decide which RAB to establish) and UE system specific capabilities (may be used by UTRAN to configure inter RAT- measurements).

8.1.2.7.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: Idle state (state 2 or state 3 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE transmits an RRC CONNECTION REQUEST message to the SS on the uplink CCCH by attempting to make an outgoing call. After the SS receives this message, it assigns the necessary radio resources and U-RNTI to be used by the UE, and then transmits an RRC CONNECTION SETUP message to the UE within timer T300. SS then waits for the UE to transmit an RRC CONNECTION SETUP COMPLETE message on the DCCH. SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RRC CONNECTION REQUEST
	Test operator is requested to make an outgoing call. The UE shall transmit this message, indicating the correct establishment cause. See specific message contents.

	2
	(
	RRC CONNECTION SETUP
	See specific message contents.

	3
	
	
	The UE shall configure the layer 2 and layer 1.

	4
	(
	RRC CONNECTION SETUP COMPLETE
	UE shall send this message on the DCCH, carried by the assigned PRACH resources. See specific message contents. FDD or TDD

	5
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Content

RRC CONNECTION REQUEST

Use the same message type found in clause 9 of TS 34.108, with the following exception.

	Information Element
	Value/remark

	Initial UE identity
	Same as the IMSI stored in the TEST USIM card, or the registered TMSI or P-TMSI

	Establishment Cause
	Originating Conversational Call or Originating Interactive Call or Originating Background Call or Originating Streaming Call


RRC CONNECTION SETUP (FDD)
For this message, the contents of the message to be used are basically identical to the message sub-type entitled "RRC CONNECTION SETUP message (Transition to CELL_FACH)" found in TS 34.108, clause 9 with the following exception:

	Information Element
	Value/remark

	Capability update requirement
	

	   UE radio access FDD capability update requirement
	TRUE

	UE radio access TDD capability update requirement
	FALSE

	   System specific capability update requirement list
	gsm


RRC CONNECTION SETUP (3.84 Mcps TDD)
For this message, the contents of the message to be used are basically identical to the message sub-type entitled "RRC CONNECTION SETUP message (Transition to CELL_FACH)" found in TS 34.108, clause 9 with the following exception:

	Information Element
	Value/remark

	Capability update requirement
	

	   UE radio access FDD capability update requirement
	FALSE

	UE radio access TDD capability update requirement
	TRUE

	   System specific capability update requirement list
	gsm


RRC CONNECTION SETUP (1.28 Mcps TDD)
For this message, the contents of the message to be used are basically identical to the message sub-type entitled "RRC CONNECTION SETUP message (Transition to CELL_FACH)" found in TS 34.108, clause 9 with the following exception:

	Information Element
	Value/remark

	Capability update requirement
	

	   UE radio access FDD capability update requirement
	FALSE

	UE radio access3.84 Mcps TDD capability update requirement
	FALSE

	UE radio access 1.28 Mcps TDD capability update requirement
	TRUE

	   System specific capability update requirement list
	gsm


RRC CONNECTION SETUP COMPLETE

Use the same message type found in clause 9 of TS 34.108, with the following exception.

	Information Element
	Value/remark

	UE Radio Access Capability
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.

	UE radio access capability extension
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.

	UE system specific Capability
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.


8.1.2.7.5
Test requirements

After step 3 the UE shall establish the RRC connection, and transmit RRC CONNECTION SETUP COMPLETE message on the DCCH using PRACH physical resource specified in system information block messages.
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