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	Section 9.4.2.2.4.1
The Expected Sequence specifies,  

At step #3,  The UE is switched on. (or power is reapplied) If necessary the UE is put in manual selection mode. The UE shall offer the new PLMN as available to the user. The PLMN is manually selected.

and

At step #7,  UE  should send LOCTION UPDATE REQUEST  with "location updating type" = normal, "CKSN" = CKSN1, "LAI" = c, "Mobile Identity" = TMSI1.

However, no core specification requirement can be provided for the UE to send LOCATION UPDATE REQUEST  with  "CKSN" = CKSN1, "LAI" = c, "Mobile Identity" = TMSI1  in this situation.

Also validation of the CKSN, LAI and Mobile Identity  IEs at step #7 is not relevant to the test purpose.
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	Section 9.4.2.2.4.1

Step #7 in the Expected Sequence is modifed in such a way that the IEs CKSN, LAI and Mobile Identity  in the LOCATION UPDATE REQUEST message do not need to be checked by the SS.

T1-041413: This revision removed emphasis upon “Manual” PLMN selection from the justification in the CR header.
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9.4.2.2.4.1
Location updating / rejected / PLMN not allowed / test 1

Initial conditions

-
System Simulator:

-
one cell: C, belonging to PLMN1;

-
two cells: A and B, belonging to different location areas a and b and belonging to PLMN2. PLMN2 is different from HPLMN and from PLMN1;

-
IMSI attach/detach is allowed in cells A and B but not in cell C;

-
the T3212 time-out value is 1/10 hour in cells A and B. 

NB: i) Cell C will be mapped to Cell 1 as found in TS 34.108 clause 6.1.4.1.

       ii) Cell A and B will be mapped to Cell 4 and 5 respectively, as found in TS 34.108 clause 6.1.4.1.

-
User Equipment:

-
the UE has a valid TMSI(= TMSI1) and CKSN(= CKSN1). It is "idle updated" on cell C;

-
the UE is in manual mode for PLMN selection.

Related ICS/IXIT statement(s)

USIM removal possible while the UE is powered Yes/No.

Switch off on button Yes/No.

The UE is automatically in automatic mode after switch on Yes/No.

Support for emergency speech call Yes/No.

Test Procedure

The SS rejects a normal location updating with the cause value "PLMN not allowed". The RRC CONNECTION is released. The SS checks that the UE does not perform periodic updating, does not perform IMSI detach, does not perform IMSI attach if activated in the same location area, rejects any request for CM connection establishment other than emergency call, accepts a request for an emergency call, performs normal location updating only when a new PLMN is entered and deletes the stored LAI, CKSN and TMSI.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following messages are sent and shall be received on cell B.

	1
	UE
	
	The UE is switched off (or power is removed). 

A Detach Request can be received in PS mode.

	2
	SS
	
	Set the cell type of cell B to the "Serving cell".

Set the cell type of cell A to the "Suitable neighbour cell".

Set the cell type of cell C to the "non-suitable cell".

(see note)

	3
	UE
	
	The UE is switched on. (or power is reapplied) If necessary the UE is put in manual selection mode. The UE shall offer the new PLMN as available to the user. The PLMN is manually selected.

	4
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

The subsequent GMM attach should be rejected if received in the PS mode.

	5
	
	Void
	

	6
	
	Void
	

	7
	(
	LOCATION UPDATING REQUEST
	"location updating type" = normal

	8
	(
	LOCATION UPDATING REJECT
	"Reject cause" = PLMN not allowed.

	9
	SS
	
	The SS releases the RRC connection.

	10
	
	Void
	

	11
	SS
	
	The SS waits for a possible periodic updating for 7 minutes.

	12
	UE
	
	The UE shall not initiate an RRC connection establishment on cell A or on cell B.

	13
	UE
	
	If possible (see ICS) USIM detachment is performed. Otherwise if possible (see ICS) switch off is performed. Otherwise the power is removed.

	14
	UE
	
	The UE shall not initiate an RRC connection establishment on cell A or on cell B. This is checked during 3 s.

	15
	UE
	
	Depending on what has been performed in step 13 the UE is brought back to operation. The UE is not made to select PLMN 2.

	16
	UE
	
	The UE shall not initiate an RRC connection establishment. This is checked during 3 s.

	
	
	
	The following message are sent and shall be received on cell A. 

	17
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Suitable neighbour cell".

(see note)

	18
	UE
	
	No access to the network shall be registered by the SS within one minute.

	19
	UE
	
	If the UE supports emergency speech call (see ICS) it is made to perform an emergency.

	20
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Emergency Call".

	21
	
	Void
	

	22
	
	Void
	

	23
	(
	CM SERVICE REQUEST
	"CM service type" = Emergency call establishment.

	24
	(
	CM SERVICE ACCEPT
	

	25
	(
	EMERGENCY SETUP
	

	26
	(
	RELEASE COMPLETE
	Cause IE: "unassigned number".

	27
	SS
	
	The SS releases the RRC connection.

	28
	
	Void
	

	29
	UE
	
	A MO CM connection is attempted.

	30
	UE
	
	The UE shall not initiate an RRC connection establishment. This is checked during 3 s.

	
	
	
	The following messages are sent and shall be received on cell C.

	31
	UE
	
	The UE is switched off.

	32
	SS
	
	Set the cell type of cell C to the "Serving cell".

Set the cell type of cell A to the "non-suitable cell".

Set the cell type of cell B to the "non-suitable cell".

(see note)

	33
	UE
	
	The UE is switched on. If necessary the UE is placed into the automatic mode.

	34
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST is set to "Registration".

	35
	
	Void
	

	36
	
	Void
	

	37
	(
	LOCATION UPDATING REQUEST
	"location updating type" = normal, "CKSN" = no key available, "LAI" = deleted LAI (the MCC and MNC hold the values of PLMN1, the LAC is coded FFFE) "mobile identity" = IMSI.

	37a
	(
	AUTHENTICATION REQUEST
	

	37b
	(
	AUTHENTICATION RESPONSE
	

	37c
	SS
	
	The SS starts integrity protection.

	38
	(
	LOCATION UPDATING ACCEPT
	"Mobile identity" = TMSI.

	39
	(
	TMSI REALLOCATION COMPLETE
	

	40
	SS
	
	The SS releases the RRC connection.

	41
	
	Void
	

	NOTE:
The definitions for "Serving cell", "Suitable neighbour cell" and "non-suitable cell" are specified in TS 34.108 clause 6.1 "Reference Radio Conditions for signalling test cases only".


Specific message contents:

None.
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