3GPP TS 34.123-1 v5.4.0 (2003-06)
CR page 2

3GPP TSG T1 Meeting #24
T1-041053
Toronto, Canada, 26th – 30th July 2004
	CR-Form-v7

	CHANGE REQUEST

	

	(

	TS 34.123-1
	CR
	869
	(

rev
	-
	(

Current version:
	5.8.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	 Correction to TC 8.3.7.8, 8.3.7.10 and 8.3.7.11

	
	

	Source:
(

	 Panasonic

	
	

	Work item code:
(

	TEI
	
	Date: (

	7/7/04

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	8.3.7.8
Conformance requirement is out-of-date.

Incorrect message name used.

8.3.7.10

Conformance requirement is out-of-date.

Incorrect message name used.

8.3.7.11

Conformance requirement is out-of-date.

Reference clause not precise.

Test purpose is out-of-date.

	
	

	Summary of change:
(

	8.3.7.8
Conformance requirement is updated according to the latest core spec.

Incorrect message name “INTER SYSTEM HANDOVER FAILURE” changed to “HANDOVER FROM UTRAN FAILURE”.

8.3.7.10

Conformance requirement is updated according to the latest core spec.

Incorrect message name “INTER SYSTEM HANDOVER” changed to “HANDOVER FROM UTRAN”.

8.3.7.11

Conformance requirement is updated according to the latest core spec.

Reference clause has been updated.

The test purpose has been updated. Unexpected critical message extension is used to trigger the protocol error. Therefore, UE is expected to send back HANDOVER FROM UTRAN FAILURE message instead of RRC STATUS message. The test sequence and specific message content are revised accordingly.

	
	

	Consequences if 
(

not approved:
	Test spec is not inline with core spec.

	
	

	Clauses affected:
(

	8.3.7.8, 8.3.7.10, 8.3.7.11

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Affects R’99, Rel-4 and Rel-5 UEs.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.3.7.8
Inter system handover from UTRAN/To GSM/Speech/Failure (Invalid Inter-RAT message)

8.3.7.8.1
Definition

8.3.7.8.2
Conformance requirement
If the IE "Inter-RAT message" received within the HANDOVER FROM UTRAN COMMAND message does not include a valid inter RAT handover message in accordance with the protocol specifications for the target RAT, the UE shall perform procedure specific error handling as follows. The UE shall:

1>
set the IE "failure cause" to the cause value "Inter-RAT protocol error";

1>
include the IE "Inter-RAT message" in accordance with the specifications applicable to the other RAT;

1>
transmit a HANDOVER FROM UTRAN FAILURE message on the uplink DCCH using AM RLC;
1>
when the transmission of the HANDOVER FROM UTRAN FAILURE message has been confirmed by RLC:

2>
continue with any ongoing processes and procedures as if the invalid HANDOVER FROM UTRAN COMMAND message has not been received;

2>
and the procedure ends.
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8.3.7.8.3
Test purpose
To Test that the UE shall keep its old configuration and transmit a HANDOVER FROM UTRAN FAILURE message, which is set to "Inter-RAT protocol error" in IE "Inter_RAT HO failure cause", when it receives a Handover From UTRAN message, with the IE "Inter-RAT message" received within the HANDOVER FROM UTRAN COMMAND message  not including a valid inter RAT handover message in accordance with the protocol specifications for the target RAT. 
8.3.7.8.4
Method of test

Initial conditions

System Simulator : 1 UTRAN cell. 
UE : CC State U10 in cell 1
Related ICS/IXIT statement(s)

UE supports both GSM and UTRAN Radio Access Technologies,

UE supports GSM FR,

UE supports UTRAN AMR,

UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480.

Foreseen final state of the UE

The UE is in CC state U10 on cell 1.

Test Procedure

The SS starts the UTRAN cell and brings the UE into call active state (CC state U10) with AMR. The SS then sends an HANDOVER FROM UTRAN COMMAND message not including a valid inter RAT handover message in accordance with the protocol specifications for the target RAT, to the UE through DCCH of the serving UTRAN cell. The UE receives the command and finds that the Inter Rat message is Invalid. The SS checks that the handover is failed by checking that the UE transmits the HANDOVER FROM UTRAN FAILURE message to the SS in UTRAN cell.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into UTRAN U10 state in cell 1

	2
	(
	HandoverFromUTRAN Command-GSM
	Send on cell 1 (UTRAN cell) and the message carries an Invalid HANDOVER FROM UTRAN COMMAND -GSM

	3


	(
	HANDOVER FROM UTRAN FAILURE
	The SS receives the message on the old channel of UTRAN cell.


Specific message contents

HANDOVER FROM UTRAN COMMAND-GSM
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	Now

	RAB Info
	Not present

	Inter-system message
	

	     - CHOICE System type
	GSM

	       - Frequency Band
	GSM/DCS 1800 Band

	       - CHOICE  GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted and coded according to GSM specifications as Variable Length BIT STRING without Length Indicator. The first/ leftmost/ most significant bit of the bit string contains bit 8 of the first octet of the GSM message. The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Contains an Invalid Handover Command.


HANDOVER FROM UTRAN FAILURE
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the same value used in the corresponding downlink  HANDOVER FROM UTRAN COMMAND –GSM message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Inter-RAT handover failure
	

	  -Inter-RAT handover failure cause
	Inter-RAT protocol error

	Inter-system message
	Not checked


8.3.7.8.5
Test requirement

In step 3 the SS shall receive HANDOVER FROM UTRAN FAILURE message on the old channel of the UTRAN cell.

8.3.7.10
Inter system handover from UTRAN/To GSM/Speech/Failure (Reception by UE in CELL_FACH)

8.3.7.10.1
Definition

8.3.7.10.2
Conformance requirement
If the UE receives HANDOVER FROM UTRAN COMMAND while in CELL_FACH, the UE shall:

1>
transmit a HANDOVER FROM UTRAN FAILURE message, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "Inter-RAT handover failure" to "protocol error", include IE "Protocol error information"; and

2>
set the value of IE "Protocol error cause" to "Message not compatible with receiver state";

2>
when the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

3>
resume normal operation as if the invalid HANDOVER FROM UTRAN COMMAND message has not been received;

3>
and the procedure ends.
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8.3.7.10.3
Test purpose

The UE shall keep its old configuration when the UE receives a HANDOVER FROM UTRAN COMMAND message when in CELL_FACH state and then transmit a HANDOVER FROM UTRAN FAILURE message on the DCCH using AM RLC, which sets value "protocol error" in IE "Inter_RAT HO failure cause" and is set to "Message not compatible with receiver state" in IE "Protocol error cause".
8.3.7.10.4
Method of test

Initial conditions

System Simulator : 1 UTRAN Cell
UE : RRC State CS-DCCH_FACH (state 6-6) as specified in clause 7.4 of TS 34.108, on Cell 1
Related ICS/IXIT statement(s)

UE supports both GSM and UTRAN Radio Access Technologies,

UE supports GSM FR,

UE supports UTRAN AMR,

UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480.

Foreseen final state of the UE

The UE is in RRC is in State CS-DCCH_FACH (state 6-6) as specified in clause 7.4 of TS 34.108, on cell 1.

Test Procedure

The SS starts GSM cell without activating any dedicated channel in the cell, then sends HANDOVER FROM UTRAN COMMAND indicating a dedicated channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. The UE receives the command and configures itself accordingly but cannot complete the handover. The SS checks that the handover is failed by checking that the UE transmits the HANDOVER FROM UTRAN FAILURE message to the SS in UTRAN cell.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into CS-DCCH_FACH (state 6-6) _FACH state in cell 1

	2
	(
	HANDOVER FROM UTRAN COMMAND
	Send on cell 1 (UTRAN cell) and the message indicates:

The target channel for GSM 

	3
	(
	HANDOVER FROM UTRAN FAILURE
	The SS receives the message on the old channel of UTRAN cell.


Specific message contents

Same as the message contents of clause 8.3.7.1 for M = 3.

HANDOVER FROM UTRAN FAILURE
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the same value used in the corresponding downlink HANDOVER FROM UTRAN COMMAND –GSM message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Inter-RAT handover failure
	

	  -Inter-RAT handover failure cause
	Protocol Error

	        -Diagnostics Type
	Type1

	            -Protocol Error Cause
	Message Not Compatible With Receiver State

	Inter-system message
	Not Checked


8.3.7.10.5
Test requirement

After step 2 the SS shall receive HANDOVER FROM UTRAN FAILURE message on the old channel of the UTRAN cell.

8.3.7.11
Inter system handover from UTRAN/To GSM/Speech/Failure (Invalid message reception)
8.3.7.11.1
Definition

8.3.7.11.2
Conformance requirement:

If the HANDOVER FROM UTRAN COMMAND message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:

1>
set the IE "RRC transaction identifier" in the HANDOVER FROM UTRAN FAILURE message to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Rejected transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
set the IE "failure cause" to the cause value "protocol error";

1>
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

1>
transmit a HANDOVER FROM UTRAN FAILURE message on the uplink DCCH using AM RLC;
1>
when the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

2>
continue with any ongoing processes and procedures as if the invalid HANDOVER FROM UTRAN COMMAND message has not been received;

2>
and the procedure ends.
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8.3.7.11.3
Test purpose

The UE shall keep its old configuration when the UE receives a Handover From UTRAN message, that cause the variable PROTOCOL_ERROR_REJECT to be set to TRUE. It shall then transmit a HANDOVER FROM UTRAN FAILURE message on the uplink DCCH. The IE "Protocol error information" shall contain an IE "Protocol error cause" set to "Message extension not comprehended ".
8.3.7.11.4
Method of test

Initial conditions

System Simulator : 1 UTRAN cell. 
UE : CC State U10 in cell 1
Related ICS/IXIT statement(s)

UE supports both GSM and UTRAN Radio Access Technologies,

UE supports GSM FR,

UE supports UTRAN AMR,

UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480.

Foreseen final state of the UE

The UE is in CC state U10 on cell 1.

Test Procedure

The SS starts the UTRAN cell and brings the UE into call active state (CC state U10) with AMR. The SS then sends an HANDOVER FROM UTRAN COMMAND message, which contains an unexpected critical message extension, to the UE through DCCH of the serving UTRAN cell. The SS checks that the handover is failed by checking that the UE transmits a HANDOVER FROM UTRAN FAILURE message on the uplink DCCH. The IE "Protocol error information" shall contain an IE "Protocol error cause" set to "Message extension not comprehended ".
Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into UTRAN U10 state in cell 1

	2
	(
	Handover From UTRAN  Command
	Send on cell 1 (UTRAN cell) and the message is short in length to be decoded into a valid Handover From UTRAN command

	3


	(
	HANDOVER FROM UTRAN FAILURE
	The SS receives the message on the old channel of UTRAN cell.


Specific message contents 

HANDOVER FROM UTRAN COMMAND
Use the HANDOVER FROM UTRAN COMMAND message as defined in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Critical extensions
	’FF’H



HANDOVER FROM UTRAN FAILURE (Step 3)

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the same value used in the corresponding downlink HANDOVER FROM UTRAN COMMAND message

	Integrity check info
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Inter-RAT handover failure
	

	  -Inter-RAT handover failure cause
	Protocol Error

	        -Diagnostics Type
	Type1

	            -Protocol Error Cause
	Message extension not comprehended

	Inter-system message
	Not Checked

	
	

	
	


8.3.7.11.5
Test requirement

In step 3 the SS shall receive HANDOVER FROM UTRAN FAILURE message in the UTRAN cell.
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