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8.4.1.8.4
Method of test

Initial Condition

System Simulator: 3 cells – Cells 1, cell 4 and cell 5 are active.
UE: PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108.

Related ICS/IXIT statements

-
Compressed mode required
yes/no
In case the UE supports both PS and CS CN domains, this test shall be run twice, once starting from the initial condition CS-DCCH+DTCH_DCH, and once starting from the initial condition PS-DCCH+DTCH_DCH.

Test Procedure

Table 8.4.1.8-1 illustrates the downlink power to be applied for the 3 cells in this test.

Table 8.4.1.8-1
	Para-meter
	Unit
	Cell 1
	Cell 4
	Cell 5

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2
	Ch. 2

	CPICH Ec
	dBm/3.84 MHz
	-60
	-75
	-75


Test procedure when the initial condition is that the UE is connected to the PS domain:

The UE is in CELL_DCH state in cell 1 (step 1). SS transmits MEASUREMENT CONTROL message to add cell 5 into the IE "inter-frequency cell info" (step 2). If UE requires compressed mode, SS checks that no MEASUREMENT REPORT messages are detected on the uplink DCCH after it has transmitted the MEASUREMENT CONTROL message. (step 3). SS checks that the UE sends a MEASUREMENT REPORT message on the uplink DCCH only if UE does not require compressed mode.

SS sends a PHYSICAL CHANNEL RECONFIGURATION message on the downlink DCCH to move the UE to CELL_FACH state (step 4). The UE shall reconfigure itself to receive and transmit using the common physical channels assigned, and send PHYSICAL CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH (step 5). SS modifies the content of Master Information Block and System Information Block type 12 messages, such that cell 4 is added in the list of cells assigned in the IE "inter-frequency cell info" (step 6). SS transmits SYSTEM INFORMATION CHANGE INDICATION message to UE. Once again, SS verifies that the UE does not transmit MEASUREMENT REPORT messages in the uplink direction (step 7).

SS sends PHYSICAL CHANNEL RECONFIGURATION message, and configures dedicated physical. If UE requires compressed mode, in this message, SS commands the UE to start applying compressed mode mechanism for DPCH. The UE shall move to CELL_DCH state and then reply with PHYSICAL CHANNEL RECONFIGURATION COMPLETE message (step 9). SS waits for 10 seconds. The UE shall transmit 1 MEASUREMENT REPORT message, containing the selected frequency quality estimate (in this case CPICH RSCP) of cell 4. The UE shall also report the triggering of event '2c' in the IE "Event results" of MEASUREMENT REPORT message (step 10). 
SS transmits a MEASUREMENT CONTROL message on the downlink DCCH using AM-RLC (step 11). The UE shall transmit MEASUREMENT REPORT messages at 2 seconds interval (step 12). 

If UE requires compressed mode, SS transmits a PHYSICAL CHANNEL RECONFIGURATION message and deactivates the compressed mode pattern sequence with "TGPSI" IE set to 1 (step 13). The UE shall respond by sending PHYSICAL CHANNEL RECONFIGURATION COMPLETE message and also stop the periodic reporting activities (step 14).

Following this if UE requires compressed mode, SS sends a MEASUREMENT CONTROL message and re-activates the compressed mode pattern sequence by using the "DPCH compressed mode status" IE (step 15). SS confirms that the UE has reconfigured itself to start measurement reporting again. The SS shall receive MEASUREMENT REPORT messages continuously at 2 seconds interval (step 16). The SS then sends a MEASUREMENT CONTROL ordering the UE to release the measurement corresponding to identity 14, and to stop compressed mode (step 17). At reception of that message, the UE shall stop compressed mode and delete the measurement corresponding to that identity (step 18). The SS then transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE to order the UE to start compressed mode once again (step 19). The UE answers with a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message, and starts compressed mode (step 20). SS checks then that it does not receive any MEASUREMENT REPORT message from the UE after that point (step 21).

Test procedure when the initial condition is that the UE is connected to the CS domain:
The UE is in CELL_DCH state in cell 1 (step 1). SS transmits MEASUREMENT CONTROL message to add cell 5 into the IE "inter-frequency cell info" (step 2). SS checks that the UE sends a MEASUREMENT REPORT messages on the uplink DCCH only if UE does not require compressed mode (step 3).

If the UE requires compressed mode, SS sends PHYSICAL CHANNEL RECONFIGURATION message (step 8). In that message, SS commands the UE to start applying compressed mode. The UE shall then reply with PHYSICAL CHANNEL RECONFIGURATION COMPLETE message (step 9). Following this, a UE requiring compressed mode shall transmit 1 MEASUREMENT REPORT message, containing the selected frequency quality estimate (in this case CPICH RSCP) of cell 5. The UE shall also report the triggering of event '2c' in the IE "Event results" of MEASUREMENT REPORT message (step 10).

SS transmits a MEASUREMENT CONTROL message on the downlink DCCH using AM-RLC (step 11). The UE shall transmit MEASUREMENT REPORT messages at 2 seconds interval (step 12). 

If the UE requires compressed mode, SS transmits a PHYSICAL CHANNEL RECONFIGURATION message and deactivates the compressed mode pattern sequence with "TGPSI" IE set to 1 (step 13). The UE shall respond by sending PHYSICAL CHANNEL RECONFIGURATION COMPLETE message and also stop the periodic reporting activities (step 14). Following this if the UE requires compressed mode, SS sends a MEASUREMENT CONTROL message and re-activates the compressed mode pattern sequence by using the "DPCH compressed mode status" IE (step 15). SS confirms that the UE has reconfigured itself to start measurement reporting again. The SS shall receive MEASUREMENT REPORT messages continuously at 2 seconds interval (step 16). The SS then sends a MEASUREMENT CONTROL ordering the UE to release the measurement corresponding to identity 14, and to stop compressed mode (step 17). At reception of that message, the UE shall stop compressed mode and delete the measurement corresponding to that identity (step 18). The SS then transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE to order the UE to start compressed mode once again (step 19). The UE answers with a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message, and starts compressed mode (step 20). SS checks then that it does not receive any MEASUREMENT REPORT message from the UE after that point (step 21).

Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	(Valid for both the PS and CS cases) The initial state of UE is in CELL_DCH state of cell 1.

	2
	(
	MEASUREMENT CONTROL
	(Valid for both the PS and CS cases) SS specifies inter-frequency measurement and reporting parameters for cell 5, with "measurement validity" IE present and "UE state" set to "CELL_DCH".

	3
	(
	MEASUREMENT REPORT
	(Valid for both the PS and CS cases) If compresed mode is not required (refer ICS/IXIT), SS checks that UE transmit this message, or else SS checks that no MEASUREMENT REPORT messages are detected on the uplink DCCH.

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION
	(Only in the PS case) SS moves the UE to CELL_FACH state.

	5
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	(Only in the PS case) UE shall move to CELL_FACH state.

	6
	(
	Master Information Block

System Information Block type 12
	(Only in the PS case) SS modifies MIB and SIB 12 in order to include cell 4 into the list of cells in IE "inter-frequency cell info".

	7
	(
	SYSTEM INFORMATION CHANGE INDICATION
	(Only in the PS case) After SS transmits this message, SS confirms that there are no transmissions of MEASUREMENT REPORT message in the uplink direction.

	8
	(
	PHYSICAL CHANNEL RECONFIGURATION
	(Valid for both the PS and CS cases) 

For the CS case, this step only applies only if the UE requires compressed mode. See specific message content below.

	9
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	(Valid for both the PS and CS cases) 

For the CS case, this step only applies only if the UE requires compressed mode. UE shall move to CELL_DCH state.

	10
	(
	MEASUREMENT REPORT
	(Valid for both the PS and CS cases) 

In the PS case, UE shall resume inter-frequency measurement task for cell 4 and report the measured CPICH RSCP value for cell 4.

In the CS case, a UE requiring compressed mode shall start inter-frequency measurement task for cell 5 and report the measured CPICH RSCP value for cell 5.

In the CS case, SS shall check that a UE not requiring compressed mode shall not send any MEASUREMENT REPORT.

	11
	(
	MEASUREMENT CONTROL
	(Valid for both the PS and CS cases) SS changes the reporting criteria for cell 5 to 'periodic reporting'

	12
	(
	MEASUREMENT REPORT
	(Valid for both the PS and CS cases) UE shall begin to transmit this message at 2 seconds interval. If compresed mode is not required (refer ICS/IXIT), the test ends here.

	13
	(
	PHYSICAL CHANNEL RECONFIGURATION
	(Valid for both the PS and CS cases) SS deactivates the currently used pattern sequence for compressed mode operation.

	14
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	(Valid for both the PS and CS cases) UE stays in CELL_DCH state. SS verifies that no MEASUREMENT REPORT messages are received.

	15
	(
	MEASUREMENT CONTROL
	(Valid for both the PS and CS cases) SS activates the pattern sequence stored by the UE.

	16
	(
	MEASUREMENT REPORT
	(Valid for both the PS and CS cases) SS checks that MEASURE-MENT REPORT messages are received at 2 seconds interval.

	17
	(
	MEASUREMENT CONTROL
	(Valid for both the PS and CS cases) SS orders the UE to release the measurement with identity 14, and to stop compressed mode

	18
	
	
	(Valid for both the PS and CS cases) SS checks that the UE has stopped compressed mode.

	19
	(
	PHYSICAL CHANNEL RECONFIGURATION
	(Valid for both the PS and CS cases) SS orders the UE to start compressed mode again.

	20
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	(Valid for both the PS and CS cases) The UE transmits the response message and starts compressed mode 

	21
	
	
	(Valid for both the PS and CS cases) SS checks that the UE does not send any MEASUREMENT REPORT


Specific Message Content 

Unless explicitly stated, the messages below shall be used for both the CS case and the PS case.

MEASUREMENT CONTROL (Step 2)

	Information Element
	Value/remark

	Measurement Identity
	14

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	      - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	      - Periodic Reporting / Event Trigger Reporting Mode
	Event Trigger

	Additional measurements list
	Not Present

	CHOICE measurement type
	Inter-frequency measurement

	      - Inter-frequency cell info list
	

	        - CHOICE inter-frequency cell removal
	No inter-frequency cells removed

	        - New inter-frequency info list
	

	         - Inter-frequency cell id
	5

	         - Frequency info
	

	          - UARFCN uplink (Nu)
	UARFCN of the uplink frequency for cell 5

	          - UARFCN downlink (Nd)
	UARFCN of the downlink frequency for cell 5

	         - Cell info
	

	          - Cell individual offset
	0 dB

	          - Reference time difference to cell
	Not Present

	          - Read SFN Indicator
	FALSE

	          - CHOICE Mode
	FDD

	          - Primary CPICH Info
	

	           - Primary Scrambling Code
	Set to same code as used for cell 5

	          - Primary CPICH TX power
	Not Present

	          - TX Diversity Indicator
	FALSE

	        - Cells for measurement
	Not Present

	      - Inter-frequency measurement quantity
	

	       - CHOICE reporting criteria
	Inter-frequency reporting criteria

	        - Filter Coefficient
	0

	        - Measurement quantity for frequency quality estimate
	CPICH RSCP

	      - Inter-frequency reporting quantity
	

	       - UTRA Carrier RSSI
	FALSE

	       - Frequency quality estimate
	FALSE

	       - Non frequency related cell reporting quantities
	

	        - Cell synchronisation information reporting indicator
	FALSE

	        - Cell Identity reporting indicator
	TRUE

	        - CPICH Ec/No reporting indicator
	FALSE

	        - CPICH RSCP reporting indicator
	TRUE

	        - Pathloss reporting indicator
	FALSE

	      - Reporting cell status
	Not present

	      - Measurement validity
	

	       - UE State
	CELL_DCH

	      - Inter-frequency set update
	

	       -UE autonomous update
	On with no reporting

	       - Non autonomous update mode
	Not Present

	      - CHOICE report criteria
	Inter-frequency measurement reporting criteria

	       - Parameters required for each event
	

	        - Inter-frequency event identity
	2c

	        - Threshold used frequency 
	Not Present

	        - W used frequency 
	Not Present

	        - Hysteresis
	1.0 dB

	        - Time to trigger
	10 ms

	        - Reporting cell status
	

	         - CHOICE reported cell
	Report cells within active and/or monitored set on used frequency or within active and/or monitored set on non-used frequency

	          - Maximum number of reported cells
	2

	        - Parameters required for each non-used frequency
	

	         - Threshold non used frequency
	-85 dBm

	         - W non-used frequency
	0.0

	DPCH compressed mode status info
	Not Present
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