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6.11
Proactive commands versus possible Terminal response

The following table shows for each proactive command the possible terminal response returned (marked by a "(" character).

	
	
	
	
	
	
	
	
	
	
	Proactive Command
	
	
	
	
	
	
	
	
	

	
	
	RE-FRESH
	MORE TIME
	POLL INTER-VAL
	POLLING OFF
	SETUP EVENT LIST
	SET UP CALL
	SEND SS
	SEND USSD
	SEND SMS
	SEND DTMF
	LAUNCH BROWSER
	PLAY TONE
	DISPLAY TEXT
	GET INKEY
	GET INPUT
	SELECT ITEM
	SET UP MENU
	PRO-VIDE LOCAL INFO
	TIMER

MAN-AGE-

MENT
	SETUP IDLE MODE TEXT
	

	 
	Terminal response
	
	'01'
	'02'
	'03'
	'04'
	'05'
	'10'
	'11'
	'12'
	'13'
	'14'
	'15'
	'20'
	'21'
	'22'
	'23'
	'24'
	'25'
	'26'
	'27'
	'28'
	

	'00'
	Command performed successfully
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'01'
	Command performed with partial comprehension
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'02'
	Command performed, with missing info
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'03'
	REFRESH performed with additional EFs read
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'04'
	Command performed succesfully, but requested icon could not be displayed 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'05'
	Command performed, but modified by call control by SIM.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'06'
	Command performed successfully, limited service
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'07'
	Command performed with modification
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	Continued......

	'10'
	Proactive SIM session terminated by user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'11'
	Backward move in the proactive SIM session requested by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'12'
	No response from user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'13'
	Help information required by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'14'
	USSD/SS Transact terminated by user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'20'
	ME currently unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'21'
	Network currently unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'22'
	User did not accept the proactive command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'23'
	User cleared down call before connection or network release
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'24'
	Action in contradiction with the current timer state
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'25'
	Interaction with call control by SIM, temporary problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'26'
	Launch Browser generic error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'30'
	Command beyond MEs capabilities
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'31'
	Command type not understood by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'32'
	Command data not understood by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'33'
	Command number not known by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'34'
	SS Return Error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'35'
	SMS RPERROR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'36'
	Error, required values are missing
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'37'
	USSD return error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'38'
	Multiple Card command error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'39'
	Interaction with call control by SIM or MO SM control by SIM, permanent problem.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	'3A'
	Bearer Independent Protocol error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	



	
	
	
	
	
	Proactive Command
	
	
	

	
	
	CARD APDU
	POWER ON CARD
	POWER OFF CARD
	GET READ-ER STATUS
	RUN AT COMM-AND
	 LANG NOTIFI CA TION
	OPEN CHANNEL
	CLOSE CHANNEL 
	RECEIVE DATA
	SEND DATA
	GET CHANNEL STATUS

	 
	Terminal response
	
	'30'
	'31'
	'32'
	'33'
	'34'
	'35'
	'40'
	'41'
	'42'
	'43'
	'44'

	'00'
	Command performed successfully
	
	
	
	
	
	
	
	
	
	
	

	'01'
	Command performed with partial comprehension
	
	
	
	
	
	
	
	
	
	
	

	'02'
	Command performed, with missing info
	
	
	
	
	
	
	
	
	
	
	

	'03'
	REFRESH performed with additional EFs read
	
	
	
	
	
	
	
	
	
	
	

	'04'
	Command performed succesfully, but requested icon could not be displayed 
	
	
	
	
	
	
	
	
	
	
	

	'05'
	Command performed, but modified by call control by SIM.
	
	
	
	
	
	
	
	
	
	
	

	'06'
	Command performed successfully, limited service
	
	
	
	
	
	
	
	
	
	
	

	'07'
	Command performed with modification
	
	
	
	
	
	
	
	
	
	
	

	'10'
	Proactive SIM session terminated by user
	
	
	
	
	
	
	
	
	
	
	

	'11'
	Backward move in the proactive SIM session requested by the user
	
	
	
	
	
	
	
	
	
	
	

	'12'
	No response from user
	
	
	
	
	
	
	
	
	
	
	

	'13'
	Help information required by the user
	
	
	
	
	
	
	
	
	
	
	

	'14'
	USSD/SS Transact terminated by user
	
	
	
	
	
	
	
	
	
	
	

	'20'
	ME currently unable to process command
	
	
	
	
	
	
	
	
	
	
	

	'21'
	Network currently unable to process command
	
	
	
	
	
	
	
	
	
	
	

	'22'
	User did not accept the proactive command
	
	
	
	
	
	
	
	
	
	
	

	'23'
	User cleared down call before connection or network release
	
	
	
	
	
	
	
	
	
	
	

	'24'
	Action in contradiction with the current timer state
	
	
	
	
	
	
	
	
	
	
	

	'25'
	Interaction with call control by SIM, temporary problem
	
	
	
	
	
	
	
	
	
	
	

	'26'
	Launch Browser generic error
	
	
	
	
	
	
	
	
	
	
	

	'30'
	Command beyond MEs capabilities
	
	
	
	
	
	
	
	
	
	
	

	'31'
	Command type not understood by ME
	
	
	
	
	
	
	
	
	
	
	

	'32'
	Command data not understood by ME
	
	
	
	
	
	
	
	
	
	
	

	'33'
	Command number not known by ME
	
	
	
	
	
	
	
	
	
	
	

	'34'
	SS Return Error
	
	
	
	
	
	
	
	
	
	
	

	'35'
	SMS RPERROR
	
	
	
	
	
	
	
	
	
	
	

	'36'
	Error, required values are missing
	
	
	
	
	
	
	
	
	
	
	

	'37'
	USSD return error
	
	
	
	
	
	
	
	
	
	
	

	'38'
	Multiple Card command error
	
	
	
	
	
	
	
	
	
	
	

	'39'
	Interaction with call control by SIM or MO SM control by SIM, permanent problem
	
	
	
	
	
	
	
	
	
	
	

	'3A'
	Bearer Independent Protocol error
	
	
	
	
	
	
	
	
	
	
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