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8.4.1.3A
Measurement Control and Report: Intra-frequency measurement for transition from idle mode to CELL_FACH state (TDD)

8.4.1.3A.1
Definition

8.4.1.3A.2
Conformance requirement
The UE shall obey the follow rules for different measurement types after transiting from idle mode to CELL_FACH state:

Upon transition from idle mode to CELL_FACH state, the UE shall:

1>
begin or continue monitoring cells listed in the IE "intra-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11, TS 25.331).

The purpose of the measurement reporting procedure is to transfer measurement results from the UE to UTRAN.

In CELL_FACH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing traffic volume measurement or UE positioning measurement that is being performed in the UE;

1>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if "System Information Block Type 12" is not being broadcast);

1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported.

In TDD, if the Radio Bearer associated with the MEASUREMENT_IDENTITY fulfilling the reporting criteria for an ongoing traffic volume measurement is mapped on transport channel of type USCH, the UE shall:

1>
initiate the "PUSCH CAPACITY REQUEST" procedure instead of transmitting a MEASUREMENT REPORT (TDD Only).

For the measurement, which triggered the MEASUREMENT REPORT message, the UE shall:

1>
set the IE "measurement identity" to the measurement identity, which is associated with that measurement in variable MEASUREMENT_IDENTITY;

1>
set the IE "measured results" to include measurements according to the IE "reporting quantity" of that measurement stored in variable MEASUREMENT_IDENTITY; and

2>
if all the reporting quantities are set to "false":

3>
not set the IE "measured results".

1>
set the IE "Measured results" in the IE "Additional measured results" according to the IE "reporting quantity" for all measurements associated with the measurement identities included in the "Additional measurements list" stored in variable MEASUREMENT_IDENTITY of the measurement that triggered the measurement report; and

2>
if more than one additional measured results are to be included:

3>
include only the available additional measured results, and sort them in ascending order according to their IE "measurement identity" in the MEASUREMENT REPORT message.

1>
if the MEASUREMENT REPORT message was triggered by an event (i.e. not a periodical report):

2>
set the IE "Event results" according to the event that triggered the report.

The UE shall:

1>
transmit the MEASUREMENT REPORT message on the uplink DCCH using either AM or UM RLC according to the stored IE "measurement reporting mode" associated with the measurement identity that triggered the report.

When the MEASUREMENT REPORT message has been submitted to lower layers for transmission:

1>
the procedure ends.

Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in subclause 8.6 in TS 25.331 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup": 
2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

3>
if, according to its measurement capabilities, the UE does not require compressed mode to perform the measurements:

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

1>
if the IE "measurement command" has the value "release":

2>
terminate the measurement associated with the identity given in the IE "measurement identity";

2>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY.

1>
clear the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
if the UE "Additional Measurement List" is present:

2>
if the received measurement configuration in this MEASUREMENT CONTROL message, or any measurement identities in the "Additional Measurement List" do not all have the same validity:

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
1>
and the procedure ends.

Reference 

TS 25.331, clauses  8.4.1.9.1, 8.4.2, 8.4.1.3

8.4.1.3A.3
Test Purpose
1.
To confirm that the UE begins or continues to monitor cells listed in IE "intra-frequency cell info list" of System Information Block type 11 or 12 messages after it has entered CELL_FACH state from idle mode. 

2.
To confirm that the UE applies the reporting criteria stated in "intra-frequency measurement reporting criteria" IE in System Information Block Type 11 or 12 in a subsequent transition to CELL_DCH state. 

3.
To confirm that the UE reports measured results on RACH messages, if it receives IE "Intra-frequency reporting quantity for RACH reporting" and IE "Maximum number of reported cells on RACH" from System Information Block Type 11 or 12 upon a transition from idle mode to CELL_FACH state.

8.4.1.3A.4
Method of test

Initial Condition

System Simulator: 2 cells. Cell 1 and cell 2 are active.

UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).

Test Procedure

Table 8.4.1.3A-1 illustrates the downlink power to be applied for the 2 cells in this test case.

Table 8.4.1.3A-1
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	PCCPCH RSCP
	dBm
	-64
	-74


The UE is initially in idle mode and camps on cell 1. The System Information Block type 11 are modified compared to the default settings to prevent reporting of "Cell synchronisation information" and also to include cell 2 into the IE "intra-frequency cell info list". 

SS prompts the operator to make an outgoing call for one of the traffic classes supported by the UE. SS and UE shall execute procedure P6. Next SS and UE shall execute procedure P10. Then SS and UE shall execute procedure P14. SS starts timer T305 and waits until timer T305 expires, the UE shall send a CELL UPDATE message on the CCCH which includes the measured value of cell 1's PCCPCH RSCP in IE "Measured results on RACH". SS then replies with CELL UPDATE CONFIRM message on the downlink DCCH, without changing the physical channel resources.

SS transmits PHYSICAL CHANNEL RECONFIGURATION message, and allocates dedicated physical channels to the UE. The UE shall transit to CELL_DCH state and then send a MEASUREMENT REPORT message, correctly stating the measurement identity. The measurement identity indicated shall match the value that was previously broadcast on System Information Block type 11 messages when the UE was still in idle mode. The IE "Measured results" in the MEASUREMENT REPORT messages shall contain measured values of cell 1，2's PCCPCH RSCP. 
NOTE:
The Radio Bearer associated with the MEASUREMENT_IDENTITY fulfilling the reporting criteria for an ongoing traffic volume measurement must not be mapped on transport channel of type USCH

Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	System Information Block type 1,

System Information Block type 11
	The UE is in idle mode and camps onto cell 1. System Information Block type 1 and 11 to be transmitted are different from the default settings (see specific message contents)

	2
	(
	SS executes procedure P6 (clause 7.4.2.2.2)  specified in TS 34.108.
	SS prompts the test operator to make an outgoing call.

	3
	(
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	UE reaches PS-DCCH FACH

	
	
	
	

	4
	(
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	UE reaches PS-DCCH+DTCH FACH

	
	
	
	

	5
	
	
	SS monitors the uplink DCCH to confirm that no MEASUREMENT REPORT messages are detected. SS waits for 5 minutes (for the expiry of T305 timer).

	6
	(
	CELL UPDATE
	This message shall contain IE "Measured results on RACH" reporting the measured PCCPCH RSCP for cell 1.

	
	
	
	

	7
	(
	CELL UPDATE CONFIRM
	SS does not change the physical channel configurations.

	
	
	
	

	8
	(
	PHYSICAL CHANNEL RECONFIGURATION
	SS assigns dedicated physical resources.

	
	
	
	

	9
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	UE shall transit to CELL_DCH state.

	
	
	
	

	10
	(
	MEASUREMENT REPORT
	UE shall begin to report cell 1,2's PCCPCH RSCP value.The measurement identity shall match the one that is broadcast for use in CELL_DCH in SIB11 in step 1.

	
	
	
	


Specific Message Content

System Information Block type 1 (Step 1)

	Information Element
	Value/Remarks

	UE Timers and constants in connected mode

      - T305
	5 minutes.


System Information Block type 11 (Step 1)

	Information Element
	Value/remark

	SIB12 indicator
	FALSE

	FACH measurement occasion info
	Not Present

	Measurement control system information 
	

	     - Use of HCS
	Not used

	     - Intra-frequency measurement system information
	

	      - Intra-frequency measurement identity
	5

	      - Intra-frequency cell info list
	

	       - CHOICE intra-frequency cell removal
	Not Present

	       - New intra-frequency cells
	

	        - Intra-frequency cell id
	1

	        - Cell info
	

	         - Cell individual offset
	Not Present

	         - Reference time difference to cell
	Not present

	         - Read SFN Indicator
	FALSE

	         - CHOICE mode
	TDD

	         - Primary CCPCH Info
	Refer to clause titled "Default settings for cell No.1 (TDD)" in clause 6.1.4 of TS 34.108

	         - Cell selection and Re-selection info
	Not present

	        - Intra-frequency cell id
	2

	        - Cell info
	

	         - Cell individual offset
	Not Present

	         - Reference time difference to cell
	Not Present

	         - Read SFN Indicator
	TRUE

	         - CHOICE mode
	TDD

	         - Primary CCPCH Info
	Refer to clause titled "Default settings for cell No.2 (TDD)" in clause 6.1.4 of TS 34.108

	         - Cell selection and Re-selection info
	

	          - Qoffset1s,n
	Not Present (Default is 0 dB)

	          - Maximum allowed UL TX power
	0 dBm

	          - HCS neighbouring cell information
	Not Present

	          - CHOICE Mode
	TDD

	           - Qrxlevmin
	-103dBm

	       - Cells for measurement
	Not Present

	      - Intra-frequency Measurement quantity
	

	       - Filter Coefficient
	Not Present

	       - CHOICE Mode
	TDD

	        - Measurement quantity list
	

	        - Measurement quantity
	PCCPCH RSCP

	      - Intra-frequency reporting quantity for RACH reporting
	

	       - SFN-SFN observed time difference reporting indicator
	No report

	       - CHOICE mode
	TDD

	        - Reporting quantity
	PCCPCH RSCP

	      - Maximum number of reported cells on RACH
	Current cell

	      - Reporting information for state CELL_DCH
	

	       - Intra-frequency reporting quantity
	

	         - Reporting quantities for active set cells
	

	         - Cell synchronisation information reporting indicator
	FALSE

	         - Cell identity reporting indicator
	FALSE

	         - CHOICE mode
	TDD

	          - PCCPCH RSCP reporting indicator
	TRUE

	          - Pathloss reporting indicator
	FALSE

	        - Reporting quantities for monitored set cells
	

	         - Cell synchronisation information reporting indicator
	TRUE

	         - Cell identity reporting indicator
	FALSE

	         - CHOICE mode
	TDD

	          - Timeslot ISCP reporting indicator 
	FALSE

	          - Proposed TGSN Reporting required
	FALSE

	          - PCCPCH RSCP reporting indicator
	TRUE

	          - Pathloss reporting indicator
	FALSE

	        - Reporting quantities for detected set cells 
	Not present

	       - Measurement Reporting Mode
	

	        - Measurement Reporting Transfer Mode
	Acknowledged mode RLC

	        - Periodic Reporting/Event Trigger Reporting Mode
	Periodical reporting

	       - CHOICE report criteria
	Periodic reporting criteria

	        - Amount of reporting
	Infinity

	        - Reporting interval
	64 seconds

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	     - Inter-frequency measurement system information
	Not Present

	     - Traffic volume measurement system information
	Not Present


CELL UPDATE (Step 6)

	Information Element
	Value/remark

	U-RNTI
	Check to see if set to same U-RNTI value assigned in the execution of procedure P6.

	START list
	Checked to see if this IE is present

	AM_RLC error indication(RB2, RB3 or RB4)
	FALSE

	AM_RLC error indication(RB>4)
	FALSE

	Cell update cause
	Check to see if set to 'Periodical cell update'

	Failure cause
	Check to see if this IE is absent

	Measured results on RACH
	

	       - Measurement result for current cell
	

	         - CHOICE mode
	TDD

	          - Primary CCPCH RSCP
	Checked to see if set to within an acceptable range.

	       - Measurement results for monitored cells
	Checked to see if this IE is absent.


PHYSICAL CHANNEL RECONFIGURATION (Step 8)

Use the same message sub-type found in [9] TS 34.108 clause 9, which is entitled "Packet to CELL_DCH from CELL_FACH".
MEASUREMENT REPORT (Steps 10)

	Information Element
	Value/remark

	Measurement identity
	Check to see if set to 1

	Measured Results
	

	        - CHOICE measurement
	Check to see if set to "Intra-frequency measured results list"

	         - Intra-frequency measurement results
	

	          - Cell measured results
	

	           - Cell Identity
	Check to see if it is absent

	           - Cell synchronisation information
	Check to see if this IE is absent

	- CHOICE mode 
	TDD

	- cell parameters identity
	Check to see if it's the same code for cell 1

	- proposed TGSN
	Check to see if this IE is absent

	- PCCPCH RSCP
	Check to see if this IE is present

	- Pathloss
	Check to see if this IE is absent

	- timeslotISCP_List
	Check to see if this IE is absent

	          - Cell measured results
	

	           - Cell Identity
	Check to see if this IE is absent

	           - Cell synchronisation information
	Check to see if this IE is absent

	- CHOICE mode 
	TDD

	- cell parameters identity
	Check to see if it's the same code for cell 2

	- proposed TGSN
	Check to see if this IE is absent

	- PCCPCH RSCP
	Check to see if this IE is present

	- Pathloss
	Check to see if this IE is absent

	- timeslotISCP_List
	Check to see if this IE is absent

	Measured Results on RACH
	Check to see if this IE is absent

	Additional measured results
	Check to see if this IE is absent

	Event Results
	Check to see if this IE is absent


8.4.1.3A.5
Test Requirement

After step 5 the UE shall not transmit any MEASUREMENT REPORT messages on the uplink DCCH.

After step 6 the UE shall initiate cell update procedure by transmitting CELL UPDATE message on CCCH. In this message, IE "cell update cause" shall be set to "periodic cell update". It shall include IE "measured results on RACH", containing the measurement value for cell 1's PCCPCH RSCP.

After step 9 the UE shall transmit MEASUREMENT REPORT messages. In these messages, cell 1,2's PCCPCH RSCP value shall be reported in IE "Measured results". The IE "measurement identity" in this message shall match the IE "Intra-frequency measurement identity" found in System Information Block type 11 messages transmitted in step 1. The MEASUREMENT REPORT messsages shall not contain IE "Event results".
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