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<First modified section>

4
Recommended test case applicability

…

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	17.2.3.3
	LCS Mobile originated location request/ UE-Based GPS or UE-Assisted GPS/ Assistance data request/ Success
	R99
	Cxxx
	UEs supporting FDD and UE based or UE assisted Network Assisted GPS and molr-Type parameter ‘gpsAssistanceData’


[…]

Cxxx 
IF A.1/1 AND (A.18a/12 OR A.18a/13) AND A.7/31 THEN R ELSE N/A
<End of modified section>

<Next modified section>

A.4
ICS proforma tables

…..

A.4.2.1.3
Supplementary Services

Table A.7: Supplementary Services

	Item
	Supplementary services
	Ref.
	Release
	Comments

	1
	Call Deflection 
	22.072; 22.004, 4
	R99
	

	2
	Calling Line Identification Presentation
	22.081, 1; 22.004, 4
	R99
	

	3
	Calling Line Identification Restriction
	22.081, 2; 22.004, 4
	R99
	

	4
	Connected Line Identification Presentation
	22.081, 3; 22.004, 4
	R99
	

	5
	Connected Line Identification Restriction
	22.081, 4; 22.004, 4
	R99
	

	6
	Call Forwarding Unconditional
	22.082, 1; 22.004, 4
	R99
	

	7
	Call Forwarding on Mobile Subscriber Busy
	22.082, 2; 22.004, 4
	R99
	

	8
	Call Forwarding on No Reply
	22.082, 3; 22.004, 4
	R99
	

	9
	Call Forwarding on Mobile Subscriber Not Reachable
	22.082, 4; 22.004, 4
	R99
	

	10
	Call Waiting
	22.083, 1; 22.004, 4
	R99
	

	11
	Call Hold
	22.083, 2

22.004, 4
	R99
	

	12
	Multi Party Service
	22.084; 22.004, 4
	R99
	

	13
	Closed User Group
	22.085; 22.004, 4
	R99
	

	14
	User-to-user signalling 
	22.087; 22.004, 4
	R99
	

	15
	Advice of Charge (Information)
	22.086, 1; 22.004, 4
	R99
	

	16
	Advice of Charge (Charging)
	22.086, 2; 22.004, 4
	R99
	

	17
	Barring of All Outgoing Calls
	22.088, 1; 22.004, 4
	R99
	

	18
	Barring of Outgoing International Calls
	22.088, 1; 22.004, 4
	R99
	

	19
	Barring of Outgoing International Calls except those directed to the Home PLMN Country
	22.088, 1; 22.004, 4
	R99
	

	20
	Barring of All Incoming Calls
	22.088, 2; 22.004, 4
	R99
	

	21
	Barring of Incoming Calls when Roaming Outside the Home PLMN Country
	22.088, 2; 22.004, 4
	R99
	

	22
	Explicit call transfer
	22.091; 22.004, 4
	R99
	

	23
	Call Completion to Busy Subscriber
	22.093; 22.004, 4
	R99
	

	24
	Call Completion to Busy Subscriber Request 
	22.093; 22.004, 4
	R99
	

	25
	Follow Me
	22.094
	R99
	

	26
	Calling name presentation (CNAP)
	22.096; 22.004, 4
	R99
	

	27
	Multiple Subscriber Profile (MSP)
	22.097;

22.004, A
	R99
	

	28
	Multicall
	22.135;

22.004, 4
	R99
	

	29
	enhanced Multi-Level Precedence and Pre-emption
	22.067;

22.004, 4
	R99
	

	30
	At least one non-call related Supplementary Service supported
	
	R99
	

	31
	Support of molr-Type parameter ‘gpsAssistanceData’
	24.030, 5.1.1;

24.080, 4.4.3.44
	R99
	

	NOTE:
Test cases for features in items 1 to 30 will not be include in R99 of TS 34.123-1.


A.4.2.1.4
Service Capabilities

Table A.8: Service Capabilities 

	Item
	Services Capabilities
	Ref.
	Release
	Comments

	1
	Mobile station Execution Environment (MExE)
	22.057
	R99
	

	2
	Location Service (LCS)
	22.071
	R99
	

	3
	USIM Application Toolkit (USAT)
	31.111
	R99
	

	NOTE:
Test cases for these features will not be include in R99 of TS 34.123-1.


Table A.8a: UE positioning capability

	Item
	Services Capabilities
	Ref.
	Release
	Comments

	1
	Support for IPDL
	
	
	

	2
	Support of GPS timing of cell frames
	
	
	

	3
	Based OTDOA is supporting by UE
	
	
	

	4
	SS standalone location method is supporting by UE
	
	
	


<End of modified section>
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