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1 Overview
This document gives details of the changes made to TTCN implementation for test case 10.1.2.3.2, which is part of RRC iWD_wk31 test suite. Plesae see section 6 for log information. Changes are made so that it can be executed with one or more 3G UE. Plesae see section 6 for log information.
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3 Verification Test Summary
Test Case:
tc_10_1_2_3_2

Test Group:
RRC

ATS Version:
iWD_wk31 

System Simulator used:
Racal Instruments Wireless Solution 6401 AIME/CT 

UE used:
Nokia 3G UE 7600 and Qualcomm 3G UE TM 6250

Verification Status:
PASS

4 
Corrections required for test case 10.1.2.3.2
4.1 
Introduction

The TTCN ATS used is RRC iWD_wk31.mp which is part of the iWD-TVB2003-03_D04wk31 release.  

4.2 Change 1 -  test case tc_10_1_2_3_2
	 
	

	Reason for change
	According to the prose, in Step 1, Cause value #47, resources unavailable, is a suitable value

	Summary of change
	Changed cause value from 1 to 47.


	Test Case

	 

	Test Case Id:
tc_10_1_2_3_2
Test Group Reference:
CC/OutgoingCall/U1/
Purpose:
1) To verify that a CC entity of the UE in CC-state U1, "Call 
initiated", upon receipt of a RELEASE COMPLETE message with valid cause value, 
enters CC state U0, "Null". 
2) To verify that in returning to idle mode, the CC entities relating to the 
seven mobile originating transaction identifiers are in state U0, "Null".
Configuration:
 
Defaults:
NAS_OtherwiseFail
Comments:
@SIC_NAPP


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard (300)
 
 
 
2
 
 + ts_InitVariables
 
 
 
3
 
  + ts_CC_CreateCellA
 
 
2.
4
 
   + ts_IdleUpdated ( tsc_CellA )
 
 
 
5
 
    + ts_CC_BasicServMO_Tel
 
 
1.
6
 
     + ts_CC_PrEnterU1 ( tsc_CellA )
 
 
3.
7
TBS
       ( tcv_TestBody := TRUE )
 
(P)
 
8
 
       Dc ! RRC_DataReq
ca_DataReq (tsc_CellDedicated, tsc_RB3 , cs_RelCmplCau ( tcv_TI_S, 1 47 ))
 
4. 
Step 1
9
 
        + ts_CC_CheckStateU0_MO ( tsc_CellA )
 
 
5. 
Steps 2-4
10
 
         + ts_RRC_ConnRelNoNAS ( tsc_CellA, cell_Dch )
 
 
 
11
 
          + po_ConnectionAndSS_Rel ( tsc_CellA )
 
 
Step 5



5 Branches executed in test case 10.1.2.3.2
Test case was executed with pc_CS=TRUE, pc_PS=TRUE.

6 Execution Log Files
The Nokia 3G UE 7600 and Qualcomm 3G UE TM6250 have been used and test case passed on the Racal Instruments Wireless Solution 6401 AIME/CT  Test platform. Log of the successful test case execution is enclosed in T1s040507[2].

7 References
	[1]

RRC iWD_wk31.mp

	[2]
T1s040507[2].zip
Attachment containing the successful log and the TTCN mp file.
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