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1 Overview

This document details the changes needed to introduce test case 12.4.1.4a  ATS V3.7.0 With these changes applied the test case can be demonstrated to run on at least one independent UE implementations. Only essential fixes to the TTCN are applied. This test case has been tested according to the configuration stated below:-

	Reference document
	TS 34.123-1 version 5.8.0

TS34.108 version 5.1.0

	Referenced CRs
	None

	Based ATS suite
	iWD-TVB2003-03_D04wk34

	Integrity
	Enabled

	Ciphering
	Disabled

	Path tested
	PS 


Tables added to iWD-TVB2003-03_D04wk34

1.1 None

2 Tables Modifed to iWD-TVB2003-03_D04wk34

2.1 lt_ReconfOldDPCH_Cell
Reason for Change:  In Line number 59, +ts_MM_RegistrationHandleAttachReqIMSI( ts_SS_PrepareCellRRC_ConnEst::lt_ReconfOldDPCH_Cell ” gives a TTCN error  trying to release a DPCH which is already being released.
Summary of change : Removed the Inconclussive Verdict at line number 62 as below:

	lt_ReconfOldDPCH_Cell

	38
	 
	[ ( tcv_CellInfoA.cellConfig = cell_DCH_StandAloneSRB_NoConn ) OR 
( tcv_CellInfoA.cellConfig = cell_DCH_StandAloneSRB) OR 
( tcv_CellInfoA.cellConfig = cell_DCH_Speech ) OR 
( tcv_CellInfoA.cellConfig = cell_DCH_64kCS_RAB_SRB ) OR 
( tcv_CellInfoA.cellConfig = cell_DCH_57_6kCS_RAB_SRB ) OR 
( tcv_CellInfoA.cellConfig = cell_DCH_64kPS_RAB_SRB ) OR 
( tcv_CellInfoA.cellConfig = cell_RLC_DCH_AM_RAB_15Lis ) OR 
( tcv_CellInfoA.cellConfig = cell_RLC_DCH_AM_RAB_7Lis ) OR 
( tcv_CellInfoA.cellConfig = cell_RLC_DCH_UM_RAB_15Lis ) OR 
( tcv_CellInfoA.cellConfig = cell_RLC_DCH_UM_RAB_7Lis ) OR 
( tcv_CellInfoA.cellConfig = cell_PDCP_AM_RAB ) OR 
( tcv_CellInfoA.cellConfig = cell_PDCP_UM_RAB ) OR 
( tcv_CellInfoA.cellConfig = cell_PDCP_AM_UM_RAB ) ]
	 
	 
	 

	39
	 
	 + ts_SS_RelDPCH ( tsc_CellA )
	 
	 
	 

	40
	
	…
	
	
	

	41
	
	…
	
	
	

	42
	
	…
	
	
	

	43
	
	…
	
	
	

	44
	
	…
	
	
	

	60
	 
	 + ts_SS_RelDPCH ( tsc_CellH )
	 
	 
	 

	61
	 
	  ( tcv_CellInfoH.cellConfig := cell_NoDPCH, 
tcv_CellInfoH.DL_DPCH_SHO := FALSE, 
tcv_CellInfoH.UL_DPCH_SHO := FALSE )
	 
	 
	 

	62
	ERR2
	[TRUE]
	 
	I
	 


2.2 lt_Attach_Steps_17To20

Reason for Change :As security mode procedure is NOT performed PS Key Seq will be reset by the UE.
Summary of change : Added “( tcv_PS_KeySeq := '111'B)” as below.
	lt_Attach_Steps_17To20

	60
	 
	( tcv_PS_KeySeq := '111'B)
	 
	 
	 

	61
	 
	+ ts_MM_RegistrationHandleAttachReqIMSI ( tsc_CellD)
	 
	 
	Step 17-18. CS registration If UE Operation mode A. 
Handle the receipt of ATTACH REQ 
@sic VB Handle Attach req during CS registration sic@

	62
	 
	 +ts_GMM_AuthenticateAndStartIntegrityProtection ( tsc_CellD )
	 
	 
	 


2.3 lt_TestBody
Reason for Change :  P-TMSI Sig is NOT assigned to the UE, hence UE will DETACH with PTMSI Sig: OMITED

Summary of change :  Used “ts_GMM_DetachOnSwitchOff_NoSignature ” instead of  “ts_GMM_DetachOnSwitchOff ”.
	lt_TestBody

	16
	 
	(tcv_TestBody := TRUE)
	 
	(P)
	 

	17
	 
	 +ts_MMI_UE_SwitchOnTriggerGMM_Attach
	 
	 
	 

	18
	 
	  +ts_RRC_ConnEst ( tsc_CellC, est_Reg, registration)
	 
	 
	 

	19
	 
	   +lt_Attach_Steps_4To6
	 
	 
	Steps 4 to 6

	20
	 
	…
	
	
	

	21
	 
	…
	
	
	

	22
	 
	…
	
	
	

	34
	 
	    +lt_ActivateCellA_Step27
	 
	 
	Step 27

	35
	 
	     +ts_RRC_ConnEst (tsc_CellA, est_Reg, registration)
	 
	 
	 

	36
	 
	      + ts_MM_RegistrationRAU_IfOpModeA

          (tsc_CellA)
	 
	 
	Steps 28a and 28b 
@sic VB Handling parallel cs registration and ps routing area update sic@

	37
	 
	         +lt_RAUpd_29To30
	 
	 
	Steps 29 to 30

	38
	 
	             +ts_GMM_DetachOnSwitchOff(tsc_CellA)
	 
	 
	Steps 31 to 32

	39
	 
	               +ts_GMM_DetachOnSwitchOff_NoSignature(tsc_CellA)
	 
	 
	Steps 31 to 32 

	40
	 
	                 + lt_LoopModeC_A
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