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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 12.4.1.1b, which is part of the NAS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with 3G UE
(see section 6). Execution log files are provided as evidence. 

2 Table of Contents

31
Overview

2
Table of Contents
3
3
Verification Test Summary
4
4
Corrections required for test case 12.4.1.1b
4
4.1
Introduction
4
4.2
Change 1
5
4.3
Change 2
6
Branches executed in test case 12.4.1.1b
7
5
Execution Log Files
7
5.1
Motorola A835
7
5.2
Nokia 6630
7
6
References
7



3 Verification Test Summary

Test Case:
tc_12_4_1_1b

Test Group:
GMM/ Routing_area_updating / PS_only_RAU
ATS Version:
iWD-TVB2003-03_D04wk40 + essential modifications

System Simulator used:
Anite 3G U-SAT
UE used:
Motorola A835 and Nokia 6630

Verification Status:
PASS 
4 Corrections required for test case 12.4.1.1b

4.1 Introduction

This section describes the changes required to make test case 12.4.1.1b run correctly with more than one 3G UEs. NAS_wk40.mp ATS, which is part of the iWD-TVB2003-03_D04wk40 release, is used as basis.

4.2 Change 1

	Test step name 
	tc_12_4_1_1b, lt_Attach_Steps_3To5

	Reason for change
	TS 34.123-1 Sec 12.4.1.1b.4 in the expected test sequence Step#3 specifies ATTACH REQUEST Attach Type =  “PS Attach”.

Whereas in TTCN implementation lt_Attach_Steps_3To5 line #20 mentioned as  ATTACH REQUEST  Attach Type =“CombinedCS/PS attach” . 

	Summary of change
	Changed the ATTACH type to c_GMM_AttachTypePS_Only from c_GMM_AttachTypeCombinedCS_PS.
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After:
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Change 2
	Test step name 
	tc_12_4_1_1b, lt_Attach_Steps_3To5

	Reason for change
	TS 34.123-1 Sec 12.4.1.1b.4, in the expected test sequence Step#4 specifies ATTACH ACCEPT with  Mobile identity = P-TMSI_1 and P-TMSI-1 signature. 

Where as in TTCN implementation at lt_Attach_Steps_3To5 , line #23 ATTACH ACCEPT Mobile identity = P-TMSI_2 and  P-TMSI_Sig_2 are used.

	Summary of change
	In ATTACH ACCEPT message, in lt_Attach_Steps_3To5, line #23,  

       px_PTMSI_Def       in place of px_PTMSI_2 and

       px_PTMSI_SigDef  in place of px_PTMSI_Sig2
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Branches executed in test case 12.4.1.1b 

The test case implementation executed the auto attach enabled, CS/PS branch with integrity activated and ciphering disabled.

5 Execution Log Files

5.1 Motorola A835

The Motorola A835 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

5.2 Nokia 6630

The Nokia 6630 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:
6 References

	[1]
	This archive comprises text format execution log file and the TTCN MP file.
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