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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 12.2.1.5a proc2, which is part of the NAS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one 3G UE
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_12_2_1_5a_2

Test Group:
GMM/Attach_procedures/PS_only_attach/

ATS Version:
iWD-TVB2003-03_D04wk31 + essential modifications

System Simulator used:
Anite 3G U-SAT
UE used:
Nokia 7600

Verification Status:
PASS
4 Corrections required for test case 12.2.1.5a proc2

4.1 Introduction

This section describes the changes required to make test case 12.2.1.5a proc2 run correctly with a 3G UE. NAS_wk31.mp ATS, which is part of the iWD-TVB2003-03_D04wk31 release, is used as basis.

4.2 Change 1

	 Test step name
	tc_12_2_1_5a_2

	Reason for change
	TS 34.123-1 Section 12.2.1.5a.4.2 Expected sequence at step#3 specifies SS should receive ATTACH REQUEST with ‘PS Attach’

	Summary of change
	lt_Steps_3To5, line #20, constraint c_GMM_AttachTypePS_Only  is used in place of c_GMM_AttachTypeCombinedCS_PS 

	Source of change
	New change


Before:
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4.3 Change 2

	 Test step name
	tc_12_2_1_5a_2

	Reason for change
	TS 34.123-1 Section 12.2.1.5a.4.2 Expected sequence at step#4 specifies SS sending ATTACH REJECT with cause "Roaming not allowed in this area".

And TS 24.008 Sec. 4.7.3.1.4 specifies, on UE receiving ATTACH REJECT with cause "Roaming not allowed in this area" – “The MS shall delete any RAI, P-TMSI, P-TMSI signature and GPRS ciphering key sequence number…”
In TTCN, after sending ATTACH REJECT message to UE, tcv_PS_KeySeq needs to be initialized to default value.

	Summary of change
	In TTCN, lt_Steps_3To5, a new line #23 is added to initialize tcv_CS_KeySeq and tcv_PS_KeySeq to default value 111’B

	Source of change
	New change


Before:
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4.4 Change 3

	 Test step name
	tc_12_2_1_5a_2

	Reason for change
	TS 34.123-1 Section 12.2.1.5a.4.2 Expected sequence at step#4 specifies SS sending ATTACH REJECT with cause "Roaming not allowed in this area".

And as per 24.008

   - Section 4.7.3.1.4 specifies,  when UE receive ATTACH REJECT with cause "Roaming not allowed in this area" state of MM at UE will be MM IDLE. Hence, later when UE is switched on an opmode A UE will perform CS registration

In TTCN CS registration is not handled.

(Refer draft prose CR for more information)

	Summary of change
	lt_Steps_8To11at line #27  test step  ts_MM_RegistrationHandleAttachReqIMSI  is called to handle CS registration and PS registration in place line#26 and line#27

	Source of change
	New change


Before:
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4.5 Change 4

	 Test step name
	tc_12_2_1_5a_2, lt_Steps_8To11

	Reason for change
	In local tree lt_TestBody, line#17 ts_MMI_UE_SwitchOnTriggerGMM_Attach and

in local tree lt_Steps_8To11, line#26, ts_AT_TriggerGMM_Attach, 

Both steps includes step to initiate ATTACH REQUEST through AT command. When auto attach not supported, these steps results two AT command prompts.

Redundant lt_Steps_8To11, line#26, ts_AT_TriggerGMM_Attach needs to be deleted

	Summary of change
	In local tree lt_Steps_8To11, line#26, ts_AT_TriggerGMM_Attach is deleted.

	Source of change
	New change


Before:
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Branches executed in test case 12.2.1.5 proc2

The test case implementation executed the auto attach enabled, CS/PS branch with integrity activated and ciphering disabled.

5 Execution Log Files

5.1 Nokia 7600

The Nokia 7600 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

6 References

	[1]
	This archive comprises text format execution log file and the TTCN MP file.
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