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7.5.2.2
Procedure

FFS
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	<--
	RESET UE POSITIONING STORED INFORMATION
	TC

	2
	<--
	RRC MEASUREMENT CONTROL
	RRC. (Setup, No Reporting, Nav model Satellites 1,2,3,4,5)

	3
	<--
	RRC MEASUREMENT CONTROL
	RRC. (Modify, No Reporting, Nav model Satellites 6,7,8,9, Iono Model)

	4
	<--
	RRC MEASUREMENT CONTROL
	RRC. (Modify, Periodical Reporting Criterion, GPS Ref time,  ReferencePosition)

	5
	-->
	RRC MEASUREMENT REPORT
	RRC. (Position Estimate)

	6
	-->
	RRC MEASUREMENT REPORT
	RRC. (Position Estimate)

	…..
	-->
	……
	

	n
	-->
	RRC MEASUREMENT REPORT
	RRC. (Position Estimate)


NOTE:
In the actual testing the UE may report error messages at step 5 until it has been able to acquire a position estimate.

NEXT CHANGED SECTION
10
A-GPS Assistance Data
10.1
General

This section defines the assistance data IEs which shall be available for use as specified in all A-GPS Performance test cases. 
The information elements are given with reference to 3GPP TS 25.331 [34], where the details are defined.

Clauses 10.2 and 10.3 list the assistance data IEs required for testing of UE-based mode, and clauses 10.4 and 10.5 list the assistance data available for testing of UE-assisted mode. Clause 10.6 lists the values of the fields.

The A-GPS minimum performance requirements are defined by assuming that all relevant and valid assistance data is received by the UE in order to perform GPS measurements and/or position calculation. This clause does not include nor consider delays occurring in the various signalling interfaces of the network.

NEXT CHANGED SECTION
10.6
Contents of Information elements

[Editors note: It is expected that the notes below will be deleted as the IEs are specified in detail]

Contents of UE positioning GPS reference time IE
	Information Element
	Value/remark
	Version

	GPS Week
	FFS 
	

	GPS TOW msec
	FFS 
	

	UTRAN GPS reference time
	FFS 
	

	>UTRAN GPS timing of cell frames
	FFS 
	

	>CHOICE mode
	FFS 
	

	>>FDD
	FFS 
	

	>>>Primary CPICH Info
	FFS 
	

	>>TDD
	Not present
	

	>>>cell parameters id 
	Not present
	

	>SFN
	FFS 
	

	SFN-TOW Uncertainty
	FFS 
	

	TUTRAN-GPS drift rate
	0
	

	GPS TOW Assist
	lessThan10
	

	SatID
	FFS 
	

	TLM Message
	FFS 
	

	TLM Reserved
	FFS 
	

	Alert
	FFS 
	

	Anti-Spoof
	FFS 
	


Note: For every Test Instance in each TTFF test case, the GPS reference time shall be advanced so that, at the time the fix is made, it is at least 2 minutes later than the previous fix.

Note: For every Test Instance in each TTFF test case, the IE GPS TOW msec shall have a random offset, relative to GPS system time, within the allowed error range of Coarse Time Assistance defined in the test case. This offset value shall have a uniform random distribution.

Note: In addition, for every Fine Time Assistance Test Instance the IE UTRAN GPS timing of cell frames shall have a random offset, relative to the true value of the relationship between the two time references, within the allowed error range of Fine Time Assistance defined in the test case. This offset value shall have a uniform random distribution.

Note: For the Moving Scenario and Periodic Update Test Case the values of the IEs GPS TOW msec and IE UTRAN GPS timing of cell frames shall be set to the nominal values.
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