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 <START OF MODIFIED SECTION – 8.3.7.5>

8.3.7.5
Inter system handover from UTRAN/To GSM/Speech/Failure 

8.3.7.5.1
Definition

8.3.7.5.2
Conformance requirement

If the UE does not succeed in establishing the connection to the other target radio access technology, it shall 

1>
revert back to the UTRA configuration;

1>
establish the UTRA physical channel(s) used at the time for reception of HANDOVER FROM UTRAN COMMAND; 

…
transmit the HANDOVER FROM UTRAN FAILURE message setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "Inter-RAT handover failure" to "physical channel failure".

1>
When the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layer for transmission:

2>
the procedure ends.

Reference(s)

TS 25.331 Clause 8.3.7.5.

… …

MEASUREMENT CONTROL (Step 1c)

	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	    - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	    - Periodic Reporting / Event Trigger Reporting Mode
	Periodical reporting

	Additional measurements list
	Not Present

	CHOICE measurement type
	

	    - inter-RAT measurement
	

	        - inter-RAT measurement object list
	

	            CHOICE Inter-RAT Cell Removal
	Remove no inter-RAT cells

	            - New inter-RAT cells
	

	                - inter-RAT cell id
	0

	                CHOICE Radio Access Technology
	GSM

	                   - Cell individual offset
	0

	                   - Cell selection and re-selection info
	Not present

	                   - BSIC
	BSIC1

	                   - Band indicator
	DCS 1800 or PCS 1900 (dependent on band used) 

	                   - BCCH ARFCN
	value according to the GSM band under test (see 3GPP 34.123-1 table 6.5 for details on the ARFCN)

	                - inter-RAT cell id
	1

	                CHOICE Radio Access Technology
	GSM

	                   - Cell individual offset
	0

	                   - Cell selection and re-selection info
	Not present

	                   - BSIC
	BSIC2

	                   - Band indicator
	DCS 1800 or PCS 1900 (dependent on band used) 

	                   - BCCH ARFCN
	value according to the GSM band under test (see 3GPP 34.123-1 table 6.5 for details on the ARFCN)

	             - Cell for measurement
	Not present

	        - inter-RAT measurement quantity
	

	            - Measurement quantity for UTRAN quality estimate
	Not present

	            CHOICE system
	GSM

	                 - Measurement quantity
	GSM carrier RSSI

	                 - Filter coefficient
	0

	                 - BSIC verification required
	not required

	        - inter-RAT reporting quantity
	

	            UTRAN estimated quality
	FALSE

	            CHOICE system
	GSM

	                - Observed time difference to to GSM cell reporting indicator
	FALSE

	                - GSM carrier RSSI reporting indicator
	TRUE

	         - Reporting cell status
	

	             CHOICE reported cell
	

	                 - Reported cells within active set or within 
	

	                    virtual active set or of the other RAT
	

	                     - Maximum number of reported cells
	6

	           CHOICE report criteria
	

	                - Periodical reporting criteria
	

	                     - Amount of reporting
	infinity

	                     - Reporting interval
	4000

	Physical channel information elements
	

	    - DPCH compressed mode status info
	If the UE requires compressed mode (refer ICS/IXIT), this IE is present and contains the IEs as follows. If the UE does not require compressed mode (refer ICS/IXIT), this IE is not present.

	        - TGPS reconfiguration CFN
	(Current CFN + (256 – TTI/10msec))mod 256

	        - Transmission gap pattern sequence
	

	            - TGPSI
	1

	            - TGPS status flag
	Activate

	            - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256

	            - TGPSI
	2

	            - TGPS status flag
	Deactivate

	            - TGCFN
	Not present


<END OF MODIFIED SECTION – 8.3.7.5 >

<START OF MODIFIED SECTION – 8.4.1.31>

8.4.1.31
Measurement Control and Report: Inter-RAT measurement in CELL_DCH state.

8.4.1.31.1
Definition

8.4.1.31.2
Conformance requirement
A UE supporting both FDD and GSM shall be able to perform the GSM RSSI measurement and the GSM Initial BSIC identification measurement.

If, according to its capabilities, the UE requires compressed mode to perform GSM RSSI measurements, the UE shall perform GSM RSSI measurements in the gaps of a compressed mode pattern sequence specified for GSM RSSI measurement purpose. 

If, according to its capabilities, the UE requires compressed mode to perform GSM Initial BSIC identification measurements, the UE shall perform GSM Initial BSIC identification in a compressed mode pattern sequence specified for Initial BSIC identification measurement purpose.

Reference

3GPP TS 25.133, clause 8.1.2.5; 3GPP TS 25.331, clauses 8.6.7.6,  14.3.2. 

… …

MEASUREMENT CONTROL (Step 4)

	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	    - Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	    - Periodic Reporting / Event Trigger Reporting Mode
	Periodical reporting

	Additional measurements list
	Not Present

	CHOICE measurement type
	

	    - inter-RAT measurement
	

	        - inter-RAT measurement object list
	

	            CHOICE Inter-RAT Cell Removal
	Remove no inter-RAT cells

	            - New inter-RAT cells
	

	                - inter-RAT cell id
	0

	                CHOICE Radio Access Technology
	GSM

	                   - Cell individual offset
	0

	                   - Cell selection and re-selection info
	Not present

	                   - BSIC
	BSIC1

	                   - Band indicator
	DCS 1800 band used 

	                   - BCCH ARFCN
	1

	                - inter-RAT cell id
	1

	                CHOICE Radio Access Technology
	GSM

	                   - Cell individual offset
	0

	                   - Cell selection and re-selection info
	Not present

	                   - BSIC
	BSIC2

	                   - Band indicator
	DCS 1800 band used 

	                   - BCCH ARFCN
	7

	             - Cell for measurement
	Not present

	        - inter-RAT measurement quantity
	

	            - Measurement quantity for UTRAN quality estimate
	Not present

	            CHOICE system
	GSM

	                 - Measurement quantity
	GSM carrier RSSI

	                 - Filter coefficient
	0

	                 - BSIC verification required
	not required

	        - inter-RAT reporting quantity
	

	            UTRAN estimated quality
	FALSE

	            CHOICE system
	GSM

	                - Observed time difference to to GSM cell reporting indicator
	FALSE

	                - GSM carrier RSSI reporting indicator
	TRUE

	         - Reporting cell status
	

	             CHOICE reported cell
	

	                 - Reported cells within active set or within 
	

	                    virtual active set or of the other RAT
	

	                     - Maximum number of reported cells
	6

	           CHOICE report criteria
	

	                - Periodical reporting criteria
	

	                     - Amount of reporting
	infinity

	                     - Reporting interval
	4000

	Physical channel information elements
	

	    - DPCH compressed mode status info
	If the UE requires compressed mode (refer ICS/IXIT), this IE is present and contains the IEs as follows. If the UE does not require compressed mode (refer ICS/IXIT), this IE is not present.

	        - TGPS reconfiguration CFN
	(Current CFN + (256 – TTI/10msec))mod 256

	        - Transmission gap pattern sequence
	

	            - TGPSI
	1

	            - TGPS status flag
	Activate

	            - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256

	            - TGPSI
	2

	            - TGPS status flag
	Deactivate

	            - TGCFN
	Not present


<END OF MODIFIED SECTION – 8.4.1.31>
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