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8.3.23
Configuration of Cell_FACH_3_SCCPCH_4_FACH_Cnfg1

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.3.2 for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1 for uplink. The configuration is applied to the RAB tests.

The uplink configuration of Cell_FACH_3_SCCPCH_4_FACH Cnfg1 is the same as the uplink configuration of Cell_FACH.

Table 84: Downlink configuration of Cell_FACH_3_SCCPCH_4_FACH_Cnfg1: 1st & 2nd S-CCPCH

	RB Identity
	

	tsc_RB0

(0)
	tsc_RB_BCCH_FACH

(-3)
	tsc_RB_PCCH (-2)

	LogCh Type
	
	CCCH
	BCCH
	PCCH

	LogCh Identity 
	

	tsc_DL_CCCH5

(5)
	tsc_BCCH6

(6)
	tsc_PCCH1

(1)

	RLC mode
	
	UM
	TM
	TM

	MAC priority
	
	1
	6
	1

	TrCH Type
	FACH
	FACH
	PCH

	TrCH identity 
	tsc_FACH2

(14)
	tsc_FACH1

(13)
	tsc_PCH1

(12)

	PhyCh Type
	Secondary CCPCH
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH2

(10)
	tsc_S_CCPCH1

(5)


Table 85: Downlink configuration of Cell_FACH_3_SCCPCH_4_FACH_Cnfg1: 3rd S-CCPCH

	RB Identity
	tsc_RB20

(20)
	tsc_RB29

(29)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB_BCCH_FACH_RAB

(-19)

	LogCh Type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_CCCH6

(6)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_BCCH7

(7)

	RLC mode
	AM
	UM
	UM
	AM
	AM
	AM
	TM

	MAC priority
	1
	1
	2
	3
	4
	5
	6

	TrCH Type
	FACH
	FACH

	TrCH identity 
	tsc_FACH4

(17)
	tsc_FACH3

(16)

	PhyCh Type
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH3

(13)


8.3.24
Configuration of Cell_FACH_3_SCCPCH_4_FACH_Cnfg2

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.3.2 for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.1.1.1 for uplink. The configuration is applied to the RAB tests.

The uplink configuration of Cell_FACH_3_SCCPCH_4_FACH Cnfg2 is the same as the uplink configuration of Cell_FACH.

Table 86: Downlink configuration of Cell_FACH_3_SCCPCH_4_FACH_Cnfg2: 2nd S-CCPCH

	RB Identity
	tsc_RB20

(20)
	tsc_RB29

(29)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB_BCCH_FACH_RAB

(-19)

	LogCh Type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH

	LogCh Identity 
	tsc_DL_DTCH1

(7)
	tsc_DL_CCCH6

(6)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_BCCH7

(7)

	RLC mode
	AM
	UM
	UM
	AM
	AM
	AM
	TM

	MAC priority
	1
	1
	2
	3
	4
	5
	6

	TrCH Type
	FACH
	FACH

	TrCH identity 
	tsc_FACH2

(14)
	tsc_FACH1

(13)

	PhyCh Type
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH2

(10)


Table 87: Downlink configuration of Cell_FACH_3_SCCPCH_4_FACH_Cnfg2: 1st & 3rd S-CCPCH

	RB Identity
	

	tsc_RB0

(0)
	tsc_RB_BCCH_FACH

(-3)
	tsc_RB_PCCH 

(-2) 



	LogCh Type
	
	CCCH
	BCCH
	PCCH

	LogCh Identity 
	

	tsc_DL_CCCH5

(5)
	tsc_BCCH6

(6)
	tsc_PCCH1

(1)

	RLC mode
	
	UM
	TM
	TM

	MAC priority
	
	1
	6
	1

	TrCH Type
	FACH
	FACH
	PCH

	TrCH identity 
	tsc_FACH4

(17)
	tsc_FACH3

(16)
	tsc_PCH1

(12)

	PhyCh Type
	Secondary CCPCH
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH3

(13)
	tsc_S_CCPCH1

(5)


8.3.29
Configuration of Cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg1

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.3.2a for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.2 for uplink. The configuration is applied to the RAB tests.

The uplink configuration of Cell_FACH_3_SCCPCH_4_FACH Cnfg1 is the same as the uplink configuration of Cell_FACH_2_SCCPCH_StandAlonePCH_2a.

Table 93: Downlink configuration of Cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg1: 1st & 2nd S-CCPCH

	RB Identity
	

	

	tsc_RB0

(0)
	tsc_RB_BCCH_FACH (-3)
	tsc_RB_PCCH (-2)

	LogCh Type
	
	
	CCCH
	BCCH
	PCCH

	LogCh Identity 
	

	

	tsc_DL_CCCH5

(5)
	tsc_BCCH6

(6)
	tsc_PCCH1

(1)

	RLC mode
	
	
	UM
	TM
	TM

	MAC priority
	
	
	1
	6
	1

	TrCH Type
	FACH
	FACH
	FACH
	PCH

	TrCH identity 
	tsc_FACH2

(14)
	tsc_FACH1

(13)
	tsc_PCH1

(12)

	PhyCh Type
	Secondary CCPCH
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH2

(10)
	tsc_S_CCPCH1

(5)


Table 94: Downlink configuration of Cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg1: 3rd S-CCPCH

	RB Identity
	tsc_RB24 (24)
	tsc_RB20 (20)
	tsc_RB29 (29)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3 (3)
	tsc_RB4

(4)
	tsc_RB_BCCH_FACH_RAB

(-19)

	LogCh Type
	DTCH
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH

	LogCh Identity 
	tsc_DL_DTCH4 (10)
	tsc_DL_DTCH1

(7)
	tsc_DL_CCCH6

(6)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_BCCH7

(7)

	RLC mode
	AM
	AM
	UM
	UM
	AM
	AM
	AM
	TM

	MAC priority
	1
	1
	1
	2
	3
	4
	5
	6

	TrCH Type
	FACH
	FACH

	TrCH identity 
	tsc_FACH4

(17)
	tsc_FACH3

(16)

	PhyCh Type
	Secondary CCPCH

tsc_S_CCPCH3 (13)

	PhyCH identity
	


8.3.30
Configuration of Cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg2

The configuration is based on 3GPP TS 34.108 [3], clause 6.10.2.4.3.2a for downlink and 3GPP TS 34.108 [3], clause 6.10.2.4.4.2 for uplink. The configuration is applied to the RAB tests.

The uplink configuration of Cell_FACH_3_SCCPCH_4_FACH Cnfg2 is the same as the uplink configuration of Cell_FACH_2_SCCPCH_StandAlonePCH_2a.

Table 95: Downlink configuration of Cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg2: 2nd S-CCPCH

	RB Identity
	tsc_RB21

(24)
	tsc_RB20

(20)
	tsc_RB29

(29)
	tsc_RB1

(1)
	tsc_RB2

(2)
	tsc_RB3

(3)
	tsc_RB4

(4)
	tsc_RB_BCCH_FACH_RAB

(-19)

	LogCh Type
	DTCH
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH
	BCCH

	LogCh Identity 
	tsc_DL_DTCH2

(10)
	tsc_DL_DTCH1

(7)
	tsc_DL_CCCH6

(6)
	tsc_DL_DCCH1

(1)
	tsc_DL_DCCH2

(2)
	tsc_DL_DCCH3

(3)
	tsc_DL_DCCH4

(4)
	tsc_BCCH7

(7)

	RLC mode
	AM
	AM
	UM
	UM
	AM
	AM
	AM
	TM

	MAC priority
	1
	1
	1
	2
	3
	4
	5
	6

	TrCH Type
	FACH
	FACH
	FACH

	TrCH identity 
	tsc_FACH2

(14)
	tsc_FACH1

(13)

	PhyCh Type
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH2 (10)


Table 96: Downlink configuration of Cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg2: 1st & 3rd S-CCPCH

	RB Identity
	

	

	tsc_RB0

(0)
	tsc_RB_BCCH_FACH

(-3)
	tsc_RB_PCCH 

(-2) 



	LogCh Type
	
	
	CCCH
	BCCH
	PCCH

	LogCh Identity 
	

	

	tsc_DL_CCCH5

(5)
	tsc_BCCH6

(6)
	tsc_PCCH1

(1)

	RLC mode
	
	
	UM
	TM
	TM

	MAC priority
	
	
	1
	6
	1

	TrCH Type
	FACH
	FACH
	FACH
	PCH

	TrCH identity 
	tsc_FACH4

(17)
	tsc_FACH3

(16)
	tsc_PCH1

(12)

	PhyCh Type
	Secondary CCPCH
	Secondary CCPCH

	PhyCH identity
	tsc_S_CCPCH3

(13)
	tsc_S_CCPCH1

(5)
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