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1 Overview

This document lists the various branches & execution details needed to verify the TTCN implementation of test case 12.4.1.5, which is part of the NAS test suite.

With these changes applied the test case can be demonstrated to run with more than one 3G UEs
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3 Verification Test Summary

Test Case:
tc_12_4_1_5 

Test Group:
GMM/Routing_Area_updating/PS_only_RAU

ATS Version:
iWD-TVB2003-03_D04wk51 + essential modifications

System Simulator used:
Anite 3G U-SAT
UE used:
Nokia 6630, Motorola E1000
Verification Status:
PASS
4 Corrections required for test case 12.4.1.5

4.1 Introduction

This section describes the changes required to make test case 12.4.1.5 run correctly with a 3G UE. The ATS version used as basis was NAS_wk51.mp, which is part of the iWD-TVB2003-03_D04wk51 release.

4.2 Change 1

	Test step name
	tc_12_4_1_5 , Test Purpose.

	Reason for change
	The test purpose is incorrect.

	Summary of change
	Changed the test purpose from “To test the behaviour of the UE in case of procedure collision” to “To test the behaviour of the UE with respect to the attempt counter”. 


Before change:
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After change:
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Change 2

	Test step name
	tc_12_4_1_5 , line #1

	Reason for change
	The guard timer needs to be increased to 20 minutes.

	Summary of change
	Increased the guard timer from 300s to 20*60s.


Before change:
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After change:
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4.3 Change 3

	Test step name
	tc_12_4_1_5 , lt_RARej_0, line #29

	Reason for change
	According to 34.123-1 v 5.a.0, Section 12.4.1.5.4 in the expected sequence after step 8 integrity protection should not be done. 

	Summary of change
	Removed the call to the test step ts_RRC_Security at row 29.


Before change:
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After change:
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4.4 Change 4

	Test step name
	tc_12_4_1_5 , lt_RARej_0, line #31

	Reason for change
	As per 24.008 Sec 4.7.5.1.5 UE will not delete GPRS Ciphering Key Sequence number (CKSN) on receiving ROUTING AREA UPDATE REJECT message with REJECT CAUSE as ”Congestion”. However in the TTCN tcv_PS_KeySeq is set to ‘111’B.

	Summary of change
	Removed the assignment (tcv_PS_KeySeq := '111'B )


Before change:
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After change:
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Change 5

	Test step name
	tc_12_4_1_5 , lt_RARej, line #38

	Reason for change
	According to 34.123-1 v 5.a.0, Sec. 12.4.1.5.4 in the expected sequence, integrity protection should not be done after Steps 11,14,17 and 20.

	Summary of change
	Removed call to the test step ts_RRC_Security.


Before change:
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After change:
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Change 6

	Test step name
	tc_12_4_1_5 , lt_Attach_Steps_2aTo5, line#22

	Reason for change
	According to 34.123-1 v 5.a.0, Section 12.4.1.5.4 in the expected sequence, at Step 4, the TTCN should check RAI. Current TTCN does not check this.

	Summary of change
	Instead of using test step ts_MM_RegistrationHandleAttachReqP_TMSI, use test step ts_MM_RegistrationHandleAttachReqP_TMSI_RAI.


Before change:
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After change:
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Change 7

	Test step name
	tc_12_4_1_5 , lt_Attach_Steps_2aTo5, line#24

	Reason for change
	As per the 34.123-1 v 5.9.0, test procedure T3302 should be set to 12 minutes.

Also as per 24.008 Sec 11.2.2 table 11.3a, the default value for this timer is 12 minutes. Hence, there is no need to send this timer value in the ATTACH ACCEPT message.

	Summary of change
	Replaced c_GPRS_Timer ( '001'B, '01010'B) with ‘-‘. Also removed assignment tcv_T3302 := 600.


Before change:
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After change:
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Change 8

	Test step name
	tc_12_4_1_5 , lt_TestBody line#19

	Reason for change
	According to 34.123-1 v 5.a.0, Sec. 12.4.1.5.4 in the expected sequence, at Step 22, in the expected sequence, UE should not access SS for 10minutes. However as the value of timer T3302 is set as 12 minutes thus at Step 22 need to wait for 12 minutes.

Note: For this Prose CR will be presented in T1-26 Meeting.

	Summary of change
	Replaced ts_VerifyNoAccess ( 540) with ts_VerifyNoAccess ( 648).


Before change:
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After change:
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Branches executed in test case 12.4.1.5 

The test case implementation executed the combined CS/PS branch with Auto Attach enabled, integrity activated and ciphering disabled.

5 Execution Log Files

5.1 Nokia 6630

The Nokia 6630 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_12_4_1_5_Nokia-log.txt:

In the log file (in txt format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

5.2 Motorola E1000

The Motorola E1000 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_12_4_1_5_Motorola-log.txt:

In the log file (in txt format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

	[1]
	T1s050019: This archive comprises text format execution log file and the TTCN MP file.
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