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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 12.3.2.8.1 which is part of the NAS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 

2 Table of Contents

11
Overview

2
Table of Contents
1
3
Verification Test Summary
2
4
Corrections required for test case 12.3.2.8.1
2
4.1
Introduction
2
4.2
tc_12_3_2_8_1  (WA#NAS4699)
2
4.3
lt_RAUpd_Steps_27To28 (WA#NAS4700 )
3
4.4
lt_Attach_Steps_18To25 (WA#NAS4701)
3
4.5
lt_ActivateCellD (WA#NAS4702)
4
4.6
lt_TestBody (WA#NAS4703)
4
4.7
lt_TestBody (WA#NAS4704)
5
4.8
lt_ActivateCellD (WA#NAS4705)
5
5
Branches executed in test case 12.3.2.8.1
6
6
Execution Log Files
6
6.1
Nokia 6630 3G UE
6
7
References
6


3 Verification Test Summary

Test Case:
TC_12_3_2_8_1

Test Group:
GMM/Detach_procedures/NW_initiated_detach

ATS Version:
iWD-TVB2003-03_D05wk04 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia 6630 

Verification Status:
PASS
4 Corrections required for test case 12.3.2.8.1

4.1 Introduction

This section describes the changes required to make test case 12.3.2.8.1 run correctly with a 3G UE. All modifications are marked with label “WA#NAS<number>” for NAS related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was NAS_wk04.mp which is part of the iWD-TVB2003-03_D05wk04 release. This is the most recent ATS provided by MCC160 which contains GCF WI-012 test cases.

4.2 tc_12_3_2_8_1  (WA#NAS4699)

	Test step name
	tc_12_3_2_8_1  

	Reason for change
	The guard timer of 5 minutes for this testcase is too short as it involves atleast 2 timers each of around 6 minutes.

	Summary of change
	Increased t_guard timer from 300 to 1200

	Source of change
	New change

	Label
	WA#NAS4699
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4.3 lt_RAUpd_Steps_27To28 (WA#NAS4700 ) 

	Test step name
	lt_RAUpd_Steps_27To28

	Reason for change
	tcv_Assigned_PTMSI_Sig is not updated before entering +ts_GMM_DetachOnSwitchOff(tsc_CellD) .PTMSI-1 signature is assigned to UE by Routing Area Updating Accept message and this should be expected in the DETACH request message.

	Summary of change
	Added (tcv_Assigned_PTMSI_Sig := px_PTMSI_SigDef) in line 24 of the testcase inside lt_TestBody

	Source of change
	New change

	Label
	WA#NAS4700
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4.4 lt_Attach_Steps_18To25 (WA#NAS4701) 

	Test step name
	lt_Attach_Steps_18To25

	Reason for change
	According to 24.008 section 10.5.1.2 as no PS key sequence allocated to UE.

	Summary of change
	Added (tcv_PS_KeySeq := '111'B) at line 34 of the testcase inside lt_Attach_Steps_18To25

	Source of change
	New change

	Label
	WA#NAS4701
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4.5 lt_ActivateCellD (WA#NAS4702) 

	Test step name
	lt_ActivateCellD

	Reason for change
	Incorrect constant(tsc_AttenuationSuitableNeighbourCell) used for attenuation level in decrement of power levels of Cell A for Class A UE.

	Summary of change
	Changed the parameter from tsc_AttenuationSuitableNeighbourCell to tsc_AttenuationNonSuitableNeighbourCell at line 45 of the testcase.

	Source of change
	New change

	Label
	WA#NAS4702
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4.6 lt_TestBody (WA#NAS4703) 

	Test step name
	lt_TestBody

	Reason for change
	SS is set to NMO II , the ATT flag for Cell A is off.so UE will not send Location Update Request , If testcase is run with Auto attach  OFF then AT command for Attach should be triggered and expect Attach Request in TTCN .

	Summary of change
	Changed from +ts_GMM_SwitchOrPwrOn to +ts_MMI_UE_SwitchOnTriggerGMM_Attach at line 13 of the testcase

	Source of change
	New change

	Label
	WA#NAS4703
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4.7 lt_TestBody (WA#NAS4704) 

	Test step name
	lt_TestBody

	Reason for change
	TS 34.123-1 section 12.3.2.8.4.1 implies that after Step 25 of the expected sequence the UE should send a RRC Connection request immediately, whereas according to section 12.3.2.8.5.1(test requirements) the UE should initiate the ROUTING AREA UPDATE procedure only after T3312 expires.

Thus, after Step 25, a step is added to check that the UE does not send an RRC connection request till T3312 expires.



	Summary of change
	Added +ts_VerifyNoAccess (6*60) at line 23 of the testcase

	Source of change
	T1-050442

	Label
	WA#NAS4704
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4.8 lt_ActivateCellD (WA#NAS4705) 

	Test step name
	lt_ActivateCellD

	Reason for change
	According to 24.008 clause 4.7.3.1.4 if the reject cause is # 14(GPRS services not allowed in this PLMN) then 

The MS shall store the PLMN identity in the "forbidden PLMNs for GPRS service" list. A GPRS MS operating in MS operation mode C shall perform a PLMN selection instead of a cell selection. 

A GPRS MS operating in MS operation mode A or B in network operation mode II or III, is still IMSI attached for CS services in the network. 

                      IF Class A UE , in order to re-select Cell D the power of cell A has to be changed to 'non suitable neighbour cell" whereas if it's Class C UE then the power of Cell A is set to 'suitable neighbour cell" as per prose.

A draft version of Prose CR is present in the supporting information

	Summary of change
	Added the check for UE opmode , If UE is in opmode A then set Cell A as Non-suitable neighbour cell else if UE is in opmode C then set Cell A as Suitable neighbour cell.

	Source of change
	New change

	Label
	WA#NAS4705
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5 Branches executed in test case 12.3.2.8.1

The test case implementation executed the PS branch for NMO_II, UE_OpMode A with Integrity activated, Ciphering disabled, AutoAttach off.

6 Execution Log Files

6.1 Nokia 6630 3G UE

The Nokia 6630 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 12_3_2_8_1_Logs-Nokia\Index.html 
These execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in  message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 12_3_2_8_1-pics-pixit-Nokia.html 
HTML file containing all PICS/PIXIT parameters used for testing the PS mode

7 References
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	T1s050047
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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