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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 14.2.32.2, which is part of the RAB test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_14_2_32_2

Test Group:
CombinationOnDPCH\Interactive_Background

ATS Version:
iWD-TVB2003-03_D04wk51 + essential modifications
System Simulator used:
Anite 3G CT

UE used:
Nokia 6630, Sony Ericsson Z1010

Verification Status:
PASS
4 Corrections required for test case 14.2.32.2

4.1 Introduction

This section describes the changes required to make test case 14.2.32.2 run correctly with a 3G UE. The ATS version used as basis was RAB_wk51.mp, which is part of the iWD-TVB2003-03_D04wk51 release.
4.2 Change 1
	 Test Case
	tc_14_2_32_2

	Reason for change
	The testdata size used in subtest 6,7 & 8 for interactive call is less than the RLC SDU size that is being used in testcase.

1) In subtest 6, the RLC SDU size is 5112, but the testdata size used in TTCN is 4032 bits.

2) In subtest 7, the RLC SDU size is 6392, but the testdata size used in TTCN is 4032 bits.

3) In subtest 8, the RLC SDU size is 7672, but the testdata size used in TTCN   

       is 4032 bits.

	Summary of change
	In line number 12,13 & 14 replace the constraint tsc_RB_TestData_4032 with the constraint tsc_RB_TestData_8064.

	Source of change
	New change



Before:


[image: image1.png]10

1"

12

13

14

_TestData_4032, c_TFC_Allowed_0_1
3
©_TFC_Allowed_0_1_3_9, c_UE_TestL
oophlode1_LB_Setup (1912, tsc_RB20
3,1912, 1272)

+1s_RB_SubTest_RB20 (tsc_RE_T
estData_a032,
©_TFC_Allowed_0_1_4_5_9,
C_TFC_Allowed_0_1_4_9, c_UE_TestL
oophlode1_LB_Setup ( 2552, tsc_RB20
3,2552)

+1s_RB_SubTest_RB20 (tsc_RB_T
estData_a032, ¢_TFC_Allowed_0_1_4

s
SLTFC_Alawed_0_1_5.8,c_UE_Tesi
oophoded_LB_Setup (3832, foc_RE20
), 3832)

+1s_RA_SuTest_REJO (
<P Alowed_0.1_4 5.5,

1,5112)
+ts_RB_SubTest_RB20(
), 6392)
+ts_RB_SubTest RB20(
0) 7672)

Steps 11-17

Subtests
Steps 11-17

Subtests
Steps 11-17

Subtests
Steps 11-17

Subtest
Steps 11-17

Subtests
Steps 11-17




After:


[image: image2.png]10

1"

12

13

14

_Allowed_0_1_3_9, c_UE_TestL
oophlode1_LB_Setup (1912, tsc_RB20
3,1912, 1272)

+1s_RB_SubTest_RB20 (tsc_RE_T
estData_a032,
©_TFC_Allowed_0_1_4_5_9,
C_TFC_Allowed_0_1_4_9, c_UE_TestL
oophlode1_LB_Setup ( 2552, tsc_RB20
3,2552)

+1s_RB_SubTest_RB20 (tsc_RB_T
estData_a032, ¢_TFC_Allowed_0_1_4

), 3832)

+ts RE SubTest RB20(
1,5112)

+s_RB_SubTest_RB20 {
), 6392)

+ts RE SubTest RB20(
0),7672)

Steps 11-17

Subtests
Steps 11-17

Subtests
Steps 11-17

Subtests
Steps 11-17

Subtest
Steps 11-17

Subtests
Steps 11-17




Branches executed in test case 14.2.32.2

The test case 14_2_32_2 implementation executed both the CS and PS branches with integrity enabled and ciphering disabled.

5 Execution Log Files

5.1 Nokia 6630

The Nokia 6630 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_14_2_32_2_Nokia-log.txt:

In the log file (in txt format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

5.2 Sony Ericsson Z1010

The Sony Ericsson Z1010 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_14_2_32_2_SonyEricsson-log.txt:

In the log file (in txt format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

	[1]
	T1s050026: This archive comprises text format execution log file and the TTCN MP file.
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