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This document contains the TTCN CRs B category to 34.123-3. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	Doc-2nd-Level
	CR
	Rev
	Phase
	Subject
	Test case nr.
	Cat
	Version-Current
	Version-New

	T1s050056
	1185
	-
	
	RRC Connection Establishment: Reject with InterRATInfo is set to GSM and selection to the designated system fails
	8.1.2.13
	B
	3.8.0
	5.0.0

	T1s050054
	1186
	-
	
	RRC Connection Establishment: Reject with interRATInfo is set to GSM
	8.1.2.12
	B
	3.8.0
	5.0.0

	T1s050044
	1187
	-
	
	MM connection / abortion by the network / cause not equal to #6
	9.5.7.2
	B
	3.8.0
	5.0.0

	T1s050046
	1188
	-
	
	PS detach / rejected / PS services not allowed in this PLMN/ test1
	12.3.2.8 Proc 1
	B
	3.8.0
	5.0.0

	T1s050018
	1189
	-
	
	Routing area updating / abnormal cases / attempt counter check / miscellaneous reject causes
	12.4.1.5
	B
	3.8.0
	5.0.0

	T1s050038
	1190
	-
	
	RRC / Paging for Connection in connected mode (URA_PCH, multiple paging records)
	8.1.1.10
	B
	3.8.0
	5.0.0

	T1s050036
	1191
	-
	
	Combined routing area updating / abnormal cases / access barred due to access class control / test procedure 1
	12.4.2.6 Proc 1
	B
	3.8.0
	5.0.0

	T1s050034
	1192
	-
	
	Combined routing area updating / abnormal cases / access barred due to access class control / test procedure 2
	12.4.2.6 Proc 2
	B
	3.8.0
	5.0.0

	T1s050025
	1193
	-
	
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	14.2.32.2
	B
	3.8.0
	5.0.0

	T1s050031
	1194
	-
	
	Measurement Report on INITIAL DIRECT TRANSFER message and UPLINK DIRECT TRANSFER message
	8.1.6.3
	B
	3.8.0
	5.0.0

	T1s050023
	1195
	-
	
	 Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	14.2.9
	B
	3.8.0
	5.0.0

	T1s050010
	1196
	-
	
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	14.2.34.1
	B
	3.8.0
	5.0.0

	T1s050008
	1197
	-
	
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	14.2.28
	B
	3.8.0
	5.0.0

	T1s050001
	1198
	-
	
	Cell change order from UTRAN/To GPRS/CELL_DCH/Failure (Physical channel & Reversion Failure)
	8.3.11.4
	B
	3.8.0
	5.0.0

	T1s050006
	1199
	-
	
	RRC Connection Release in CELL_DCH state (Network Authentication Failure): Success
	8.1.3.9
	B
	3.8.0
	5.0.0

	T1s040798
	1200
	-
	
	Inter system handover from UTRAN/To GSM/Speech/Failure (Physical channel Failure and Reversion Failure)
	8.3.7.12
	B
	3.8.0
	5.0.0

	T1s040794
	1201
	-
	
	Cell reselection using cell status and cell reservations
	6.1.2.9
	B
	3.8.0
	5.0.0

	T1s040796
	1202
	-
	
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH (Frequency band modification): Success
	8.1.2.10
	B
	3.8.0
	5.0.0

	T1s040755
	1203
	-
	
	Correct Selection of RACH parameters (FDD)
	7.1.2.3.1
	B
	3.8.0
	5.0.0

	T1s040791
	1204
	-
	
	Measurement Control and Report: Additional Measurements list
	8.4.1.41
	B
	3.8.0
	5.0.0

	T1s040779
	1205
	-
	
	PS attach / rejected / PS services not allowed in this PLMN
	12.2.1.5d
	B
	3.8.0
	5.0.0

	T1s040757
	1206
	-
	
	Access Service class selection for RACH transmission
	7.1.2.4a
	B
	3.8.0
	5.0.0

	T1s040746
	1207
	-
	
	Selection of RAT for UPLMN; Automatic mode
	6.2.1.7
	B
	3.8.0
	5.0.0

	T1s040748
	1208
	-
	
	Selection of RAT for OPLMN; Automatic mode
	6.2.1.8
	B
	3.8.0
	5.0.0

	T1s040701
	1209
	-
	
	Cell reselection if cell becomes barred or S<0; UTRAN to GPRS (CELL_FACH)
	8.3.9.1
	B
	3.8.0
	5.0.0

	T1s040719
	1210
	-
	
	Service Request / RAB re-establishment / UE initiated / multiple PDP contexts
	12.9.13
	B
	3.8.0
	5.0.0


