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1. Adjacent Channel Sensitivity
Adjacent channel sensitivity of DoCoMo’s experimental W-CDMA terminal is shown in figure 1. The parameters are mentioned as follows.

The in-channel frequency is 2112.5 MHz and the interference frequency is 2117.5 MHz. The in-channel power at the antenna port of a MS is sensitivity level plus 3 dB. The long code number of the in-channel signal is 4. Three kinds of interference, PN-QPSK(PN9, PN15, PN23), perch channel (Long Code4) and perch channel (Long Code 5), are used. The ACPR of PN-QPSK is about –60 dBc and the ACPR of each perch channels is about –50 dBc or –60 dBc.

As shown in figure 1, three facts are indicated below.

(1)  It is considered that any long code number can be utilized at this test when perch channel is used as the interference signal. Because there is no differences between the result of the long code number 4, which is equal to the long code number of in-channel, and that of 5. 

(2) The adjacent channel sensitivity of PN-QPSK is less than that of perch channel by about 2.0 dB. It is seemed that PN generator length doesn’t impact on the adjacent channel sensitivity.

(3) It is necessary that the adjacent channel power from the interference signal is reduced. The adjacent channel sensitivity of perch channel, whose ACPR is –50 dBc, is less than that of –60 dBc by about 1.0 dB. The adjacent channel sensitivity is about 40 dB at BER 10-3, as shown in figure 1. Therefore, it is considered that the margin, which is difference between the in-channel power and the adjacent channel power from the interference signal, is needed more than 20 dB.

Conclusion:

In the case of using perch channel as the interference signal, any long code number can be utilized.

In the case of using PN-QPSK as the interference signal, any PN generator length can be utilized.

It is required that the adjacent channel power of the interference signal is more than the specification of the adjacent channel sensitivity plus 20 dB. Is it easy to achieve the ACPR –70 dBc ? Because the specification is about 50 dB, precisely 48 dB.
2. Intermodulation Characteristics

The figure 2 shows intermodulation characteristics of DoCoMo’s experimental W-CDMA terminal. The parameters are mentioned as follows.

The in-channel frequency is 2112.5 MHz. The in-channel power at the antenna port of a MS is sensitivity level plus 3 dB. The combinations of the interference signal is three, as shown in figure 3. The interference frequencies are 2122.5 MHz and 2132.5 MHz. However, in the case of the combination of CW and CW, the interference frequencies are 2122.5 MHz and 2132.6 MHz. Perch channel is used as the modulated interference signal. In the case of modulated interference signal, two kinds of signal are used, second ACPR –55 dBc and –63 dBc. The second ACPR of the carrier wave is less than –70 dBc. And, the interference signal’s ACPR of 20 MHz separation is almost equal to that of 10 MHz separation. 

When the ACPR of modulated interference signal are reduced, intermodulation characteristics is improved as square marker and the triangle marker show in figure 2. This reason can be explained by figure 4. At this test, the in-channel power is –113 dBm and thermal noise level is –108 dBm/4.096MHz (if 25 degree). At interference signal’s second ACPR –55 dBc, the noise level of interference signal is more than the thermal noise level, as shown in figure 4(a). At interference signal’s second ACPR –63 dBc, the noise level of interference signal is less than the thermal noise level, nearly equal in-channel level, as shown in figure 4(b). Therefore, it is considered that the noise of interference signal reduces intermodulation characteristics. 

As compared CW-CW with CW-Mod or Mod-Mod at ACPR –63 dBc, their characteristics are nearly equal. Therefore, it is seemed that carrier wave is suitable for interference signal in consideration of good ACPR. However, there is a matter required attention when carrier wave is used as two interference signals. In this test, the frequencies are set on 2122.5 MHz and 2132.6 MHz, 10 MHz separation and 20.1 MHz separation. Because there are capacitors at base-band of a MS to shut off direct current. The figure 5 shows the relation between frequency separation and intermodulation characteristics. Other interference frequency is 10 MHz separation. In fact, if the frequencies are set on 20MHz separation, the intermodulation characteristics seems to be improved by about 10 dB. If carrier wave as two interference signals are utilized, it is necessary to adjust the combination of interference frequencies

Conclusion:

It is no problem to use two CW itnterference signals. However, it is necessary to attend on the combination of two interference frequencies.

It is required that the adjacent channel power of the interference signal is less than -70 dBc. Because the specification is about 70 dB, precisely 68 dB.
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Figure 2 Intermodulation characteristics [image: image2.wmf]1.00E-05
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Figure 3 The combination of interference signals
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Figure 4 The relation between thermal noise level and interference noise level
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Figure 5 The relation between frequency separation and

 intermodulation characteristics 

(another frequency separation is 10 MHz)
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隣接チャネル選択度(32K)

		NEC機能試験機（8）受信特性														36,207

		隣接チャネル選択度														長谷川、平松

		DIV

		シンボルレート		ﾚﾍﾞﾙ差[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		32K		40				4.80E-05				希望波入力レベル

		測定ｂｉｔ１000K		41				1.48E-04				DIV=-7ｄBμ

				42				9.44E-04

				43				2.95E-03

				44		4.80E-05

				45		2.95E-04

				46		7.64E-03

				47		1.67E-02

				48

				49
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隣接チャネル選択度(64K)

		NEC機能試験機（8）受信特性														36,207

		隣接チャネル選択度														長谷川、平松

		DIV

		シンボルレート		ﾚﾍﾞﾙ差[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		64K		39				3.90E-05				希望波入力レベル

		測定ｂｉｔ2000K		40				4.67E-04				DIV=-4ｄBμ

				41				1.69E-03

				42		8.40E-05		9.92E-03

				43		7.89E-04

				44		3.82E-03

				45		3.47E-02

				46

				47
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隣接チャネル選択度(128K)

		NEC機能試験機（8）受信特性														36,207

		隣接チャネル選択度														長谷川、平松

		DIV

		シンボルレート		ﾚﾍﾞﾙ差[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		128K		36				1.83E-04				希望波入力レベル

		測定ｂｉｔ3000K		37				3.07E-04				DIV=-1ｄBμ

				38				3.71E-03

				39		1.13E-04		7.39E-03

				40		6.86E-04		2.63E-02

				41		7.11E-03

				42		2.85E-02

				43

				44
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隣接チャネル選択度(128K)
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隣接チャネル選択度(256K)

		NEC機能試験機（8）受信特性														36,207

		隣接チャネル選択度														長谷川、平松

		DIV

		シンボルレート		ﾚﾍﾞﾙ差[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		256K		34				4.50E-05				希望波入力レベル

		測定ｂｉｔ1000K		35				7.40E-04				DIV=+2ｄBμ

				36				1.92E-03

				37		1.19E-04		1.18E-02

				38		5.69E-04

				39		4.18E-03

				40		2.49E-02

				41

				42

				43

				44





隣接チャネル選択度(256K)
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受信相互変調(32K)

		NEC機能試験機（8）受信特性														36,207

																長谷川、平松

		受信相互変調感度

		DIV

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		32K		67.0		1.06E-04						希望波入力レベル

		測定ｂｉｔ1000K		67.3		8.34E-03						DIV=-7ｄBμ

				67.5		1.63E-02

				68.0				9.90E-05

				68.5				2.67E-04

				69.0				2.92E-03

				69.5				3.73E-02

				70.0

				70.5





受信相互変調(32K)
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受信相互変調(64K)

		NEC機能試験機（8）受信特性														36,207

																長谷川、平松

		受信相互変調感度

		DIV

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		64K		62.5								希望波入力レベル

		測定ｂｉｔ2000K		63.0		1.20E-05						DIV=-4ｄBμ

				64.0		9.90E-05

				64.5		1.08E-03

				65.0		9.73E-03		6.10E-05

				65.5				1.98E-04

				66.0				2.70E-03

				66.5				3.92E-02
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受信相互変調(128K)

		NEC機能試験機（8）受信特性														36,207

																長谷川、平松

		受信相互変調感度

		DIV

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		128K		61.0		5.50E-05						希望波入力レベル

		測定ｂｉｔ3000K		61.5		3.86E-04						DIV=-1ｄBμ

				62.0		4.95E-03

				62.5		4.54E-02		3.50E-05

				63.0				6.82E-04

				63.5				1.23E-02

				64.0

				64.5

				65.0





受信相互変調(128K)
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受信相互変調(256K)

		NEC機能試験機（8）受信特性														36,207

																長谷川、平松

		受信相互変調感度

		DIV

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		256K		58.5		1.10E-05						希望波入力レベル

		測定ｂｉｔ1000K		59.0		7.12E-04						DIV=+2ｄBμ

				59.5		1.87E-02

				60.0				8.60E-05

				60.5				2.30E-03

				61.0				2.71E-02

				61.5

				62.0

				62.5





受信相互変調(256K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

妨害波レベル[dB]

BER

受信相互変調感度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



受信相互変調(128ksps)

		NEC機能試験機（08）受信特性								36,245

										平松

		受信相互変調感度

		とまり木：DTCH　１：１

		希望波入力レベル

		RX2=0.0ｄBμ  UPPER

		希望波周波数：2112.5MHz  LC4 SC5

		RX２

		妨害波ﾚﾍﾞﾙ[dB]		10MHz+20MHz		10MHz＋20.001MHz		10MHz+20.003MHz		10MHz+20.005MHz				妨害波ﾚﾍﾞﾙ[dB]		10MHz+20MHz		10MHz＋20.001MHz		10MHz+20.003MHz		10MHz+20.005MHz		10MHz+20.01MHz		10MHz+20.05MHz		10MHz+20.1MHz		10MHz＋20.2MHz

		63.0												63.0

		64.0												64.0										3.00E-06		1.20E-05		2.01E-04		5.83E-06

		65.0								1.08E-04				65.0								1.08E-04		7.04E-04		1.55E-03		5.49E-03		9.27E-04

		66.0						6.73E-05		9.25E-03				66.0						6.73E-05		9.25E-03		6.61E-02		1.60E-01		1.92E-01		1.00E-01

		67.0						9.90E-03		1.91E-01				67.0						9.90E-03		1.91E-01

		68.0						2.55E-01						68.0						2.55E-01
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		70.0				4.02E-03								70.0				4.02E-03
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		妨害波ﾚﾍﾞﾙ[dB]		10MHz+20.01MHz		10MHz+20.05MHz		10MHz+20.1MHz		10MHz＋20.2MHz

		63.0

		64.0		3.00E-06		1.20E-05		2.01E-04		5.83E-06

		65.0		7.04E-04		1.55E-03		5.49E-03		9.27E-04
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10MHz+20.05MHz

10MHz+20.1MHz

10MHz＋20.2MHz

妨害波レベル[dB]

BER

受信相互変調
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0

0

0

0

0

0

0

0
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0
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0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



受信IM

		NEC機能試験機（08）受信特性												36,245

														平松

		受信IM

		周波数[MHz]		受信IM[dB]

		20.000		73.4

		20.001		69.6

		20.003		66.5

		20.005		65.5

		20.010		65.0

		20.050		64.9

		20.100		64.4

		20.200		65.0





受信IM

		



受信IM[dB]

frequency[MHz]

Intermodulation characteristics[dB]




_984067121.xls
Graph3

		61		61		61		61		61

		62		62		62		62		62

		63		63		63		63		63

		64		64		64		64		64

		65		65		65		65		65

		66		66		66		66		66

		66		66		66		66		66



CW-CW

CW-Mod.(-55dBc)

Mod.-Mod(-55dBc)

CW-Mod.(-63dBc)

Mod.-Mod(-63dBc)

Interference signal level[dB]

BER

0.0000727

0.000054

0.000617

0.000201

0.000877

0.0102

0.0000183

0.000134

0.00549

0.0309

0.116

0.002

0.00947

0.192

0.142

0.193



隣接チャネル選択度(32K)

		NEC機能試験機（8）受信特性														36,207

		隣接チャネル選択度														長谷川、平松

		DIV

		シンボルレート		ﾚﾍﾞﾙ差[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		32K		40				4.80E-05				希望波入力レベル

		測定ｂｉｔ１000K		41				1.48E-04				DIV=-7ｄBμ

				42				9.44E-04

				43				2.95E-03

				44		4.80E-05

				45		2.95E-04

				46		7.64E-03

				47		1.67E-02

				48

				49

				50





隣接チャネル選択度(32K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

レベル差[dB]

ＢＥＲ

隣接チャネル選択度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



隣接チャネル選択度(64K)

		NEC機能試験機（8）受信特性														36,207

		隣接チャネル選択度														長谷川、平松

		DIV

		シンボルレート		ﾚﾍﾞﾙ差[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		64K		39				3.90E-05				希望波入力レベル

		測定ｂｉｔ2000K		40				4.67E-04				DIV=-4ｄBμ

				41				1.69E-03

				42		8.40E-05		9.92E-03

				43		7.89E-04

				44		3.82E-03

				45		3.47E-02

				46

				47

				48

				49





隣接チャネル選択度(64K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

レベル差[dB]

ＢＥＲ

隣接チャネル選択度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



隣接チャネル選択度(128K)

		NEC機能試験機（8）受信特性														36,207

		隣接チャネル選択度														長谷川、平松

		DIV

		シンボルレート		ﾚﾍﾞﾙ差[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		128K		36				1.83E-04				希望波入力レベル

		測定ｂｉｔ3000K		37				3.07E-04				DIV=-1ｄBμ

				38				3.71E-03

				39		1.13E-04		7.39E-03

				40		6.86E-04		2.63E-02

				41		7.11E-03

				42		2.85E-02

				43

				44

				45

				46





隣接チャネル選択度(128K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

レベル差[dB]

ＢＥＲ

隣接チャネル選択度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



隣接チャネル選択度(256K)

		NEC機能試験機（8）受信特性														36,207

		隣接チャネル選択度														長谷川、平松

		DIV

		シンボルレート		ﾚﾍﾞﾙ差[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		256K		34				4.50E-05				希望波入力レベル

		測定ｂｉｔ1000K		35				7.40E-04				DIV=+2ｄBμ

				36				1.92E-03

				37		1.19E-04		1.18E-02

				38		5.69E-04

				39		4.18E-03

				40		2.49E-02

				41

				42

				43

				44





隣接チャネル選択度(256K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

レベル差[dB]

ＢＥＲ

隣接チャネル選択度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



受信相互変調(32K)

		NEC機能試験機（8）受信特性														36,207

																長谷川、平松

		受信相互変調感度

		DIV

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		32K		67.0		1.06E-04						希望波入力レベル

		測定ｂｉｔ1000K		67.3		8.34E-03						DIV=-7ｄBμ

				67.5		1.63E-02

				68.0				9.90E-05

				68.5				2.67E-04

				69.0				2.92E-03

				69.5				3.73E-02

				70.0

				70.5





受信相互変調(32K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

妨害波レベル[dB]

BER

受信相互変調感度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



受信相互変調(64K)

		NEC機能試験機（8）受信特性														36,207

																長谷川、平松

		受信相互変調感度

		DIV

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		64K		62.5								希望波入力レベル

		測定ｂｉｔ2000K		63.0		1.20E-05						DIV=-4ｄBμ

				64.0		9.90E-05

				64.5		1.08E-03

				65.0		9.73E-03		6.10E-05

				65.5				1.98E-04

				66.0				2.70E-03

				66.5				3.92E-02

				67.0





受信相互変調(64K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

妨害波レベル[dB]

BER

受信相互変調感度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



受信相互変調(128K)

		NEC機能試験機（8）受信特性														36,207

																長谷川、平松

		受信相互変調感度

		DIV

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		128K		61.0		5.50E-05						希望波入力レベル

		測定ｂｉｔ3000K		61.5		3.86E-04						DIV=-1ｄBμ

				62.0		4.95E-03

				62.5		4.54E-02		3.50E-05

				63.0				6.82E-04

				63.5				1.23E-02

				64.0

				64.5

				65.0





受信相互変調(128K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

妨害波レベル[dB]

BER

受信相互変調感度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



受信相互変調(256K)

		NEC機能試験機（8）受信特性														36,207

																長谷川、平松

		受信相互変調感度

		DIV

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		ＵＰＰＥＲ		ＬＯＷＥＲ				とまり木：DTCH　１：１

		256K		58.5		1.10E-05						希望波入力レベル

		測定ｂｉｔ1000K		59.0		7.12E-04						DIV=+2ｄBμ

				59.5		1.87E-02

				60.0				8.60E-05

				60.5				2.30E-03

				61.0				2.71E-02

				61.5

				62.0

				62.5





受信相互変調(256K)

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0

		0		0



ＵＰＰＥＲ

ＬＯＷＥＲ

妨害波レベル[dB]

BER

受信相互変調感度

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



受信相互変調(128ksps)

		NEC機能試験機（08）受信特性												36,244

														平松

		受信相互変調感度

		①狭帯域+狭帯域						②狭帯域＋Perch(LC5)

								④狭帯域＋SMIQ

				等ﾊﾟﾜｰ						等ﾊﾟﾜｰ

				10MHZ    20.1MHz				10MHz

		③Perch+Perch（LC5,LC6）

		⑤SMIQ+SMIQ

				等ﾊﾟﾜｰ

		とまり木：DTCH　１：１

		希望波入力レベル

		RX2=0.0ｄBμ

		UPPER

		希望波周波数：2112.5MHz

		LC4　SC5

		RX２

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		①狭帯域+狭帯域		②狭帯域+Perch		③Perch+Perch		④狭帯域＋SMIQ		⑤SMIQ+SMIQ

		128K		61.0

		測定ｂｉｔ3000		62.0						7.27E-05

				63.0				5.40E-05		6.17E-04

				64.0		2.01E-04		8.77E-04		1.02E-02		7.71E-05		1.95E-05

				65.0		5.49E-03		3.09E-02		1.16E-01		3.16E-03		1.20E-03

				66.0		1.92E-01						1.55E-01		5.21E-02

				66.0



希望波

希望波

20MHz

10MHz

希望波



受信相互変調(128ksps)

		



①狭帯域+狭帯域

②狭帯域+Perch

③Perch+Perch

④狭帯域＋SMIQ

⑤SMIQ+SMIQ

妨害波レベル[dB]

BER

受信相互変調（128Ksps)



Sheet1

		

		RX２

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		CW-CW		CW-Mod.(-55dBc)		Mod.-Mod(-55dBc)		CW-Mod.(-63dBc)		Mod.-Mod(-63dBc)

		128K		61.0

		測定ｂｉｔ3000		62.0						7.27E-05

				63.0				5.40E-05		6.17E-04

				64.0		2.01E-04		8.77E-04		1.02E-02		1.83E-05		1.34E-04

				65.0		5.49E-03		3.09E-02		1.16E-01		2.00E-03		9.47E-03

				66.0		1.92E-01						1.42E-01		1.93E-01

				66.0



20MHz



Sheet1

		



CW-CW

CW-Mod.(-55dBc)

Mod.-Mod(-55dBc)

CW-Mod.(-63dBc)

Mod.-Mod(-63dBc)

Interference signal level[dB]

BER



受信相互変調(128ksps)OUTB

		NEC機能試験機（08）受信特性												36,244

														平松

		受信相互変調感度

		①狭帯域+狭帯域						②狭帯域＋Perch(LC5)

								④狭帯域＋SMIQ

				等ﾊﾟﾜｰ						等ﾊﾟﾜｰ

				10MHZ    20.1MHz				10MHz

		③Perch+Perch（LC5,LC6）

		⑤SMIQ+SMIQ

				等ﾊﾟﾜｰ

		とまり木：DTCH　１：１

		希望波入力レベル

		RX2=0.0ｄBμ

		UPPER

		希望波周波数：2112.5MHz

		LC4　SC5

		RX２

		シンボルレート		妨害波ﾚﾍﾞﾙ[dB]		①狭帯域+狭帯域		②狭帯域+Perch		③Perch+Perch		④狭帯域＋SMIQ		⑤SMIQ+SMIQ

		128K		61.0

		測定ｂｉｔ3000		62.0

				63.0

				64.0		2.01E-04		1.83E-05		1.34E-04		7.71E-05		1.95E-05

				65.0		5.49E-03		2.00E-03		9.47E-03		3.16E-03		1.20E-03

				66.0		1.92E-01		1.42E-01		1.93E-01		1.55E-01		5.21E-02

				66.0



希望波

希望波

20MHz

10MHz

希望波



受信相互変調(128ksps)OUTB

		



①狭帯域+狭帯域

②狭帯域+Perch

③Perch+Perch

④狭帯域＋SMIQ

⑤SMIQ+SMIQ

妨害波レベル[dB]

BER

受信相互変調（128Ksps)



20MHz


_984065486.xls
Graph1

		37		37		37		37		37		37		37

		38		38		38		38		38		38		38

		39		39		39		39		39		39		39

		40		40		40		40		40		40		40

		41		41		41		41		41		41		41

		42		42		42		42		42		42		42

		43		43		43		43		43		43		43

		44		44		44		44		44		44		44



PN9 QPSK

PN15 QPSK

PN23 QPSK

Perch:-50dBc (LC4)

Perch:-50dBc (LC5)

Perch:-60dBc (LC4)

Perch:-60dBc (LC5)

Interference signal level[dB]

BER

0.000205

0.00032

0.000375

0.000353

0.0000913

0.0000334

0.00011

0.000865

0.000697

0.000439

0.000342

0.000175

0.000119

0.0000556

0.00246

0.00242

0.00208

0.00073

0.000692

0.000236

0.000243

0.0105

0.0121

0.00874

0.00317

0.00345

0.00108

0.00107

0.0375

0.0434

0.0359

0.0172

0.019

0.00454

0.00435

0.111

0.127

0.101

0.0833

0.092

0.0205

0.0235

0.0699

0.088



隣接チャネル選択度(128K)

		NEC機能試験機（08）受信特性(手動系）												36,245

														平松

		隣接チャネル選択度（2112.5MHz）

		妨害波　SMIQ

		妨害波　とまり木

		とまり木：DTCH　１：１

		希望波入力レベル：0dBμ

		RX２

		ﾚﾍﾞﾙ差[dB]		PN15		PN23		OUTA				OUTB

				SMIQ		SMIQ		とまり木(LC4)		とまり木(LC5)		とまり木(LC4)		とまり木(LC5)

		37		3.20E-04

		38		3.53E-04		9.13E-05		3.34E-05		1.10E-04

		39		6.97E-04		4.39E-04		3.42E-04		1.75E-04		1.19E-04		5.56E-05

		40		2.42E-03		2.08E-03		7.30E-04		6.92E-04		2.36E-04		2.43E-04

		41		1.21E-02		8.74E-03		3.17E-03		3.45E-03		1.08E-03		1.07E-03

		42		4.34E-02		3.59E-02		1.72E-02		1.90E-02		4.54E-03		4.35E-03

		43		1.27E-01		1.01E-01		8.33E-02		9.20E-02		2.05E-02		2.35E-02

		44										6.99E-02		8.80E-02

		NEC機能試験機（08）受信特性(手動系）												36,245

														平松

		隣接チャネル選択度（2112.5MHz）



BBG

　希望波

NEC機能１     
　　（０８）
　　　MS

　 SMIQ

　希望波

Step ATT

　 SMIQ

　妨害波

Step ATT

Step ATT

Step ATT

BBG

　希望波

NEC機能１     
　　（０８）
　　　MS

　 SMIQ

　希望波

Step ATT

　 SMIQ

　妨害波

Step ATT

Step ATT

Step ATT



隣接チャネル選択度(128K)

		0		0		0		0		0		0

		0		0		0		0		0		0

		0		0		0		0		0		0

		0		0		0		0		0		0

		0		0		0		0		0		0

		0		0		0		0		0		0

		0		0		0		0		0		0

		0		0		0		0		0		0



PN15 SMIQ

PN23 SMIQ

OUTA とまり木(LC4)

OUTA とまり木(LC5)

OUTB とまり木(LC4)

OUTB とまり木(LC5)

レベル差[dB]

BER

隣接チャネル選択度(128Ksps)

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0



隣接チャネル選択度(128K) (2)

		NEC機能試験機（08）受信特性(手動系）														36,245

																平松

		隣接チャネル選択度（2112.5MHz）

		妨害波　SMIQ

		妨害波　とまり木

		とまり木：DTCH　１：１

		希望波入力レベル：0dBμ				128ksps

		RX２

		ﾚﾍﾞﾙ差[dB]		PN9		PN15		PN23		Perch:-50dBc				Perch:-60dBc

				QPSK		QPSK		QPSK		(LC4)		(LC5)		(LC4)		(LC5)

		37		2.05E-04		3.20E-04

		38		3.75E-04		3.53E-04		9.13E-05		3.34E-05		1.10E-04

		39		8.65E-04		6.97E-04		4.39E-04		3.42E-04		1.75E-04		1.19E-04		5.56E-05

		40		2.46E-03		2.42E-03		2.08E-03		7.30E-04		6.92E-04		2.36E-04		2.43E-04

		41		1.05E-02		1.21E-02		8.74E-03		3.17E-03		3.45E-03		1.08E-03		1.07E-03

		42		3.75E-02		4.34E-02		3.59E-02		1.72E-02		1.90E-02		4.54E-03		4.35E-03

		43		1.11E-01		1.27E-01		1.01E-01		8.33E-02		9.20E-02		2.05E-02		2.35E-02

		44												6.99E-02		8.80E-02

		NEC機能試験機（08）受信特性(手動系）														36,245

																平松

		隣接チャネル選択度（2112.5MHz）



BBG

　妨害波

BBG

　希望波

NEC機能１     
　　（０８）
　　　MS

　 SMIQ

　希望波

Step ATT

　 SMIQ

　妨害波

Step ATT

Step ATT

Step ATT

BBG

　希望波

NEC機能１     
　　（０８）
　　　MS

　 SMIQ

　希望波

Step ATT

　 SMIQ

　妨害波

Step ATT

Step ATT

Step ATT



隣接チャネル選択度(128K) (2)

		



PN9 QPSK

PN15 QPSK

PN23 QPSK

Perch:-50dBc (LC4)

Perch:-50dBc (LC5)

Perch:-60dBc (LC4)

Perch:-60dBc (LC5)

Interference signal level[dB]

BER



BBG

　妨害波


