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Introduction

This document contains the detail of the required Baseline and Service Implementation Capabilities that was submitted to TSG T2 by T1 during its  5th meeting (September 6-10,1999). This is required for Release 99, to support Terminal Capabilities as agreed in S1. 

For the completeness of TS 34.121, it is recommended to include these implementation capabilities (described in the T1-99095) as an Annex of TS 34.121 with the format of TS 25.101, Annex E.

Terminal Baseline Implementation Capabilities:

· The special conformance testing functions and the logical test interface as specified in TS 34.109. This issue is currently under investigation.

· Up-link reference measurement channel 12.2kbps (FDD), TS 25.101 clause A.2.1

· Down-link reference measurement channel 12.2kbps (FDD), TS 25.101 clause A.2.2.

· Up-/down-link reference measurement channels for static channel Rx sensitivity measurements in TDD mode is [TBD], TS 25.102

Terminal Service Implementation Capabilities:

· Down-link reference measurement channel 64 kbps (FDD), TS 25.101 clause A.2.3.

· Down-link reference measurement channel 144 kbps (FDD), TS 25.101 clause A.2.4.

· Down-link reference measurement channel 384 kbps (FDD), TS 25.101 clause A.2.5.

· Packet switched data measurement channel (FDD), TS 25.101 clause A.3.

· Down-link (>12.2 kbps) reference measurement channels and Packet-switched measurement channels for TDD is [TBD], T 25.102.

References:

TS 34.109


Terminal logical test interface; Special conformance testing functions (FDD/TDD).

Note: TS 34.109 has not yet been released. The document is currently represented by the internal T1 document number iTS-T1.001 v0.2.0.
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