7.3.1. Multipath fading Case 2

7.3.2.1.
Definition and applicability

The performance requirement of DCH is determined by the maximum Block Error Rate (BLER ). The BLER is specified for each individual data rate of the DCH. DCH is mapped into the Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the datarates, supported.  The data-rate-corresponding requirements shall apply to the UE 

7.3.2.2
Conformance requirement

For the parameters specified in Table 7.3.2.2.a the BLER should not exceed the  piece-wise linear BLER curve specified in Table 7.3.2.2.b.


Table 7.3.2.2.a. : DCH parameters in multipath Case 2 channel

Parameters
Unit
Test 1
Test 2
Test 3
Test 4
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-60

Information Data Rate
kbps
12.2
64
144
384

Table 7.3.2.2.b. : Performance requirements in multipath Case 2 channel.

Test Number 
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BLER

1
5.5
10-2

2
5.8
10-1


9.7
10-2

3
9.5
10-1


13.2
10-2

4
8.5
10-1


12.6
10-2

7.3.2.3. Test purpose

While the receiver  tests in Clause 5 aims for the RF hardware, this performance requirement aims for the receiver’s signal processing.

The test purpose is to verify the ability of the receiver to receive a predefined test signal, representing a multipath propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a block error rate (BLER)  not exceeding a specified value. 

7.3.2.4.
Method of test
7.3.2.4.1.
Initial conditions

(1) Connect the SS,  the fading simulator, the AWGN generator and  additional components to the UE antenna connector as shown in Figure A.10, .

(2) A call is set up according to the Generic call setup procedure. The characteristic of the call shall be according to the DL reference measurement channels (12.2 kbit/s)(64 kbit/s), (144 kbit/s), and (384 kbit/s) specified in annex C.

(3) Enter the UE into loopback test mode and start the loopback test. (test 1) and/or

Activate the Ack/Nack test mode (test 1 to test 4) 

See [3] TS 34.109 Logical Test Interface for details regarding generic call setup procedure and loopback test

(4) The levels of the wanted signal and the co-channel signals are set according to table 7.3.2.2.a and b.

7.3.2.4.2. Procedure
Measure the BLER of DCH received from the UE at the SS for all 4  tests .

7.3.2.5.
Test requirements
The measured BLER shall not exceed the values indicated in table 7.3.2.2.b
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