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Introduction

This paper proposes the insertion of a new clause 7.10 into TS 34.121 V1.5.0 because  a new requirement “Downlink compressed mode” was specified in TS 25.101 according to the CR019.

Test purpose, Method of test and Test requirements should be defined but this paper does not present any proposal for these subjects.

This change proposal relates to T1R000032.

Text Proposal

A new clause 7.10 should be inserted and the number of the following clause in Chapter 7 needs to be incremented by .1.

7.11
Timing characteristics
7.10
Downlink compressed mode

Downlink compressed mode is used to create gaps in the downlink transmission, to allow the UE to make measurements on other frequencies.

7.10.1
Single link performance

7.10.1.1
Definition and applicability

The receiver single link performance of the Dedicated Traffic Channel (DCH) in compressed mode is determined by the Block Error Rate (BLER), average power in the downlink and the maximum power in the uplink.
The compressed mode parameters are given in Annex C.4. 

<Editor's Note: The applicability for this test whether it is mandatory or not should be clarified.>
7.10.1.2
Conformance requirements
For the parameters specified in Table 7.10.1 the average downlink 
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 power shall be below the specified value for the reported BLER shown in Table 7.10.2.  The uplink DPDCH power shall be below the specified value.

Note

1.
Inner loop power control is ON during the test.

Table 7.10.1: Test parameter for downlink compressed mode 

Parameter
Test 1
Unit
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Propagation condition
Case 2


Table 7.10.2: Requirements in downlink compressed mode

Parameter
Test 1
Unit
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dB

Target quality



Downlink BLER



Uplink DPDCH
[Maximum power / slot]
dBm

Confidence level

%

The reference for this requirement is [1] TS 25.101 clause 8.10.1.1.

7.10.1.3
Test purpose

[TBD]
7.10.1.4
Method of test

7.10.1.4.1
Initial conditions

[TBD]
7.10.1.4.2
Procedure
[TBD]
7.10.1.5
Test requirements

[TBD]
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